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FOREWARD

Thank you very much for purchasing our tractor, which, we feel sure, wéllygiu many years of
troubling the service.

The introduction in this manual set out the correct manner of operating, imaigpt@nd checking
the tractor to ensure long-term durability.

Please ensure correct operation of the tractor as incorrect opeticause substantial
mechanical damage as well as cause accidents with the asbogiates.

Please note that in some cases differences can exist betwesrathial and your tractor due to the
manufacture’s policy of constant product improvement.

In the event that you strike a problem not covered by this manual pta#setc/our nearest dealer
who will assist you in resolving your problem.

WARNING SIGNS IN THIS MANUAL

The following warning signs in this manual draw additional attention tcsitnmportance for the
safe and correct operation of the tractor.

SIGN MEANING OF THE SIGN
A Serious hazard with a very high level of risk of either
serious injury or death
Danger
Hazard or unsafe practice that can lead to severe injury or
death.
Warning
A Hazard or unsafe practice that can lead in injury or death.
Caution
Instructions for the correct operation of the machine which,
if followed, will ensure that it performs at it's best
Important

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

https://truckmanual shub.com/

CONTENTS
Sr. No. Description Page No.
1. Tractor Identification 3
2. About this manual 4
3. Introduction & description 5~7
4. Owner assistance 8
5. ROPS (Roll over protection structures) 9~11
6. Safety instructions, Do’s & Don’ts 12~25
7. Safety signs 26~29
8. Universal symbols 30
Section A
9. Controls, Instruments & Operations 31~-52
Section B
10. Lubrication & maintenance 53~76
Section C
11. Specifications 77~79
12. Fuel saving Tips 80~81
13. Fault tracing 82~85
14. Wiring Diagram 86~89
15. Tractor history card 90
16. Service record 91
17. Daily operating Log 92
18. Part replacement record 93

All information, illustrations and specifications in this manual are baseaedlatest information
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TRACTOR IDENTIFICATION

The engine number is stamped on thié hand side of the engine block

The chassis number is shown on the left hand side of the tractor as shown in the drawing

Manufacture' s tractol Sr. No.

punched on plate on the L.H.S of Axle bracket

Illustration A
WARRANTY OF THE PRODUCT .

The manufacturer warrants this product and full details of the warraptpravided on a separate
warranty schedule.

SERVICE.

Service is available from anfllmand dealer in the country.

PARTS.

To obtain spare parts please contact your nearest dealer and give him theldétailbelow.
Tractor model

Tractor serial number

Tractor engine number

Part number and description

Quantity required.
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ABOUT THIS MANUAL

This manual has been prepared to assist you in following/adopting thectgrecedure for
running-in operation and maintenance of your m€wnand Tractor.

Your Tractor has been designed and built to give maximum performavittegood fuel economy
and ease of operation under a wide variety of operating conditions. Prior t@elirhe tractor
was carefully inspected, both at the factory and by yolnand Dealer/Distributor, to ensure that it
reaches you in optimum conditions .To maintain this condition and ensure troublesffeenpance.
it is important that the routine services, as specified in this manual,carried out at the
recommended intervals.

Read this Manual carefully and keep it in a convenient place for fut@remnet. If at any time you
require advice concerning your Tractor, do not hesitate to contact your Aethdiimand
dealer/Distributor. He has trained personnel, genuine parts and neaapsaryents to undertake
all your service requirements.

Allmand policy is one of continuous improvement, and the right to change prices, isp#oihs or
equipments at any time without notice is reserved.

All data given in this book is subject to production variations. Dimensions & wemglat
approximate only and the illustrations do not necessarily show Tractorsridasthcondition. For
exact information about any particular Tractor, please consultAurand dealer/Distributor.
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Introduction & Description

TRACTOR AN INTRODUCTION

The word, 'Tractor’ has been derived from ‘Traction’ which means pulling.

A Tractor is required to pull or haul an equipment, implement or trolley whiehcaupled to the
Tractor body through suitable linkage. A Tractor can also be used as a prover as it has a power
outlet source which is also called Power Take or PTO shaft.

In this book the operating, maintenance and storage instructions forodilsiof Allmand Diesel
Tractors has been complied. This material has been prepared ih tdekelp you in the better
understanding of maintenance and efficient operation of the machine.

If you need any information not given in this manual, or require the servicagrmained mechanic,
please get in touch with théllmand Dealer/Distributor in your locality. Dealer/Distributors are
kept informed of the latest methods of servicing Tractors. They stonkige spare parts and are

backed by the Company'’s full support.

Through this manual. The use of the

terms LEFT, RIGHT, FRONT and REAR
must be understood, to avoid &
confusion when following the
introductions. The LEFT and RIGHT
means left and fight sides of the Tractor
when facing forward in the driver’s seat,
Reference to the FRONT indicates the
radiator end of the Tractor, while the
REAR, indicates the drawbar end

(illustration E)

When spare parts are required, always
specify the Tractor and engine serial
number when ordering these parts.(See
illustration A).This will facilitate faster
delivery and help ensure that the correct
parts for your particular Tractor is

LEFT TURN RIGHT TURN
(COUNTER CLOCK WISE) | (CLOCKWISE)

received. The tractor serial number is illustration E
punched on a plate attached to the left

hand side of the engine body

( Front, Rear,Left,Right Portion)

(illust.A),For easy reference, we suggest
you to write the number in the space
provided in the owner’s personal data.
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DESCRIPTION

B General construction

The transmission case, Clutch, Clutch housing, Engine and Front Axle Suppbudlteg together to
form a rigid unit

M Front Axle & Wheels

The 4WD front axle is a center-pivot, reverse Eliot type. The front vaiee mechanism is
incorporated as a part of the axle.

The front wheel drive power is taken off the rear transmission and tiistesihto the differential in
the front axle where the power is divided into right and left and to the respduialecases.

In the final cases, the transmitted revolution is reduced by thiegeass to drive the front wheel.
The 4WD mechanism with level gears provides wider steering and rgdesddility.

M Engine

The tractors are fitted with vertical, Water-cooled 4-cycle and spalechamber typé/ITSUBISH
ENGINES (S4L2)

M Clutch and Transmission

A single plate dry clutch(8.8@liameter) is used on these tractors. Tractor with IPTO(Independent
Power Take Off) are fitted with hydraulic Clutch Assy. The trarssiuin Gear box has twelve
forward speeds & twelve reverse speedsidimand 8435with high-low selector lever, Presently,
Allmand Tractor: are fitted with partia synchrc mest type gear..

B Brakes

TYM tractors are provided with independent disc brakes operated by tvebtragel. A foot brake
lever is fitted for parking.

M Rear axle & Wheels

This is mounted on ball bearings and is enclosed in removable housing whicitedeto the
transmission case. The rim & Disc fitted with Rear tiresbafeed to the outer flange of Rear Axle.

M Hydraulic system & Linkages.

TYM Tractors are fitted with Live (i.e. system is in operation Bwehen clutch is disengaged.)
independent, very touch of hydraulic System. Three point Linkages candoefarscategory 1 type
of implements.

M Steering

It consists of Hydrostatic Power steering system, which has a hydreylirmder and tandem type
hydraulic pump
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M Electrical System

A 12 \olt Lead Acid Propylene Battery is used to activate the Engmedgh the Starter Motor and

the Electrical system comprising Horn, Head Lamp. Side indicatopsaRiough Lamp, Brake
Light, Gauge lamp, Hazard Lamp. Generator or Alternator, , Fuse mkais part of the
Electrical system.

Rear mirror

Ballast(optional)

Top link  Working Lamp

=

Trailer coupl Z2Z 3 ~ =

Hydraulic por

_ AR Lift rod(RH)

I 52 [T Uil 77N Adjusting handle
Lift rod(LH) % g K JHsng
Check chair \éﬂ Ik 7

PTO shaft : = Lower link
, =" & |

Retention rubber

7
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OWNER ASSISTANCE

We atAllmand .andAllmand Dealer/Distributor wants you to be completely satisfied with your
investment. Normally any problems with your equipment will be handled by your
Dealer/Distributor’s Service Departments, however, misunderstandmgccur. If you feel that
your problem has not been handled to your satisfaction, we suggest thenipllow

Contact the owner or General Manager of the Dealership, explainatiemr and request
assistance. When additional assistance is needed, Your DealdiBasthas direct access to your
office. If you cannot obtain satisfaction by doing this, contact\timeand. Office and provide
them with;

. Your name, address and telephone number

. Model and Tractor serial number

. Dealer/Distributor Name & Address

. Machine purchase date and Hours used

. Nature of problem

Before contactinghlimand. office, be aware that your problem will likely to be resolved in the
Dealership using the Dealer’s/Distributor’s facilities, equipment personnel. So it is important
that your initial contact be with the Dealer/Distributor.

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

https://truckmanual shub.com/

(ROPS) Roll Over Protective Structures

Roll Over Protective Structures (ROPS)

Allmand Tractors are fitted with a frame for the protection of Operatorsratciors to minimize

the possibility of serious operator injury result from accidental upset. Taesealled as ROPS
and are characterized by providing space for the clearance zone ihgdenvelope of the
structure or within a space bounded by a series of straight lines from the dgoéthe tractor

to any part of the Tractor that might come in contact with flat ground am@pable of supporting
the Tractor in that position if the Tractor overturns.

The mounting structure and fasteners forming the mounting connectionheitiractor are part
of the ROPS.

Loosen and release the knob slowly and cautiously to fold down the

ROPS. If Tractor is operated with ROPS folded (E.g. to enter a low
building) Drive with extreme caution and do not use seat belt. Fold th
ROPS up again before the Tractor is operated under normal conditior]s.

4

Please note that in no condition. The tractor is to be operated without
ROPS. Operating the tractor without ROPS, with fol

Caution ROPS with damaged ROPS or hardware can lead to fatal injuries

(ROPS) Maintenance and inspection

The ROPS has been certified to industry and/or government standards.manyedar alteration to
the ROPS, mounting hardware or seat belt voids the certification idmddmce or eliminate
protection for the operator, in the event of a roll-over.

The ROPS, mounting hardware and seat belt should be checked aftestth@finrs. of machine
operation and every 500 hrs thereafter for any evidence of damage westksr i the event of
damage or alteration the ROPS must be replaced prior to furthetioperahe machine. The
seat belt must be worn

during machine operation when it is equipped with a certified ROPS. Faildeeso will reduce
or eliminate protection of the operate in the event of a roll-over. Sutixsti of mounting
hardware, seat belt etc. with components not equal to or superior to thalaragtified
components will void the certification and will reduce or eliminate ptiatedor the operator in
the event of a roll-over.
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Damage of the ROPS

If the tractor has rolled over or the ROPS has damaged (such asysamkoverhead object during
transport), It must be replaced to provide the original protection. &ft@ccident, check for damages
to the 1.ROPS.2.Seat 3.seat belt & seat mountings. Before you op&rattas, replace all damaged

parts.

DO NOT WELD, DRILL OR STRAIGHTEN THE ROPS

Never attach chains, ropes to the ROPS for pulling purposes; this will

cause the Tractor to tip backwards. Always pull from the Tractovida
Be careful when driving through door opening or under low overhead
objects. Make sure there is sufficient overhead clearance for tR&E RO

fatal injuries

Warning

If the ROPS is removed or replaced, make certain that the praperana

is used to replace the ROPS and the recommended torque values ar¢
applied to the attaching bolts

Warning

A

Warning

Always wear your seat belt if the tractor is equipped with ROPS

10
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Nt
) djusting\Lever /

NOTE: Do not use solvents to clean the seat. Use warm water with adtdegent added.

Before operating a Tractor it is important to adjust the seat to the noostoctable position & check
whether it is properly locked in its position. Figure 1 identifies the setdito your Tractor.

FOR Sliding seat

To select Seat position, move Adjusting lever and slide Seat ttoseaway from Dash panel a
controls.

A Check whether the seat properly locked in its position beforertving the
tractor

Danger

if a foldable ROPS is down or there is no ROPS.Check the seatltbe

Always use the seat belt when the ROPS is installed.Do not uke seat belt
A regularly and replace if frayed or damaged

Danger

11
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SAFETY INSTRUCTIONS

RECOGNIZE SAFETY INFORMATION

This symbol means ATTENTION! YOUR SAFETY IS
INVOLVED. The message that follows the symbol containg
important information about safety. Carefully read the
message

SIGNAL WORDS.

A signal word—DANGER, WARNING OR CAUTION—is A DANGER
used with safety alert symbol. DANGER identifies the mos
serious hazards. Safety signs with signal WedANGER A WARNING
OR WARNING—are typically near specific hazards. General

precautions are listed on CAUTION safety signs
A CAUTION

READ SAFETY INSTRUCTION

Carefully read all safety instructions given in this manual for
your safety. Tempering with any of the safety devices ¢
cause serious injuries or death. Keep all safety signs in ¢
conditior. Replact missin¢ or damage safet) signs.

Keep your tractor in proper condition and do not allow any
unauthorized modifications to be carried out on the Tractor
which may impair the function/safety and affect Tractor life

PROTECTION CHILDREN
Keep children and others away from the Tractor while
operating. .
BEFORE YOU REVERSE \
- Look behind Tractor for children. @\\
- Do not let children to ride on Tractor or any @

implement.

12
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USE OF ROPS AND SEAT BELT

The Roll Over Protective Structure(ROPS) has been certified to

industry and/or government standards. Any damage or alternatiqr
the ROPS, mounting hard-ware, or seat belt voids the certificatiqr
and will reduce or eliminate protection for the operator in the evgr
of a roll-over. The ROPS, mounting hardware, and seat belt shofl
be checked after the first 100 hours of Tractor and every 500 hopi
thereafter for any evidence of damage, wear or cracks. In the e

of damage or alteration, the ROPS must be replaced prior to furgh

The seat belt must be worn during machine operation when| u.c )‘.’

operation of the Tractor.

machine is equipped with a certified ROPS.
Failure to do so will reduce or eliminate protection for the operatpr
in the event of a roll over.

PRECAUTION TO AVOID TIPPING
Do not drive where the Tractor could slip or tip.
Stay alert for holes and rocks in the terrain, and other hidden hazards
Slow down before you make a sharp turn.
Driving forward out of a ditch or mired condition could cause ®
Tractor to tip over backward. Back out of these situations if posgble

PARK TRACTOR SAFELY
Before working on the Tractor ;
Lower all equipment to the ground.
Stop the engine and remove the key

KEEP RIDERS OFF TRACTOR
Do not allow riders on the Tractor.

Riders on Tractor are subject to injury such as being stuck by fogeign
objects and being thrown off of the Tractor

13

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

https://truckmanual shub.com/

HANDLE FUEL SAFELY-AVOID FIRES

Handle fuel with care; it is highly flammable. Do not refuel the
Tractor while smoking or near open flame or sparks.

Always stop engine before refueling Tractors.

Always keep your tractor clean of accumulated grease, and de
Always clean up spilled fuel.

STAY CLEAR OF ROTATING SHAFTS
Entanglement in rotating shaft can cause serious injury or deatH.
Keep PTO shield in place at all times.

Wear close fitting clothing. Stop the engine and be sure PTO d
is stopped before making adjustments, connections, or cleanin
PTO driven equipment

= —

ALWAYS USE SAFETY LIGHTS AND DEVICES
Use of hazard warning lights and turn signals are recommended
when towing equipment on public roads unless prohibited by state
or local regulations.

during both day & night time, unless prohibited by.

PRACTICE SAFE MAINTENANCE
Understand service procedure before doing work.
Keep the surrounding area of the Tractor clean and dry.
Do not attempt to service Tractor when it is in motion.
Keep body and clothing away from rotating shafts.
Always lower equipment to the ground. Stop the engine.
Remove the key. Allow Tractor to cool before any work repair is
caused on it.
Securely support any Tractor elements that must be raised for
service work.
Keep all parts in good condition and properly installed.
Replace worn or broken parts. Replace damage/missing decalg
Remove any buildup of grease or oil from the Tractor.
Disconnect battery ground cabiepefore making adjustments on
electrical systems or welding on Tractor

Use slow moving vehicle (SMV) sign when driving on public rogd

A
»

14
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AVOID HIGH-PRESSURE FLUIDS

Escaping fluid under pressure can penetrate the skin causing seriou
injury. Keep hands and body away from pinholes and nozzles, whichjej
fluids under high pressure. If ANY fluid is injected into the skin. Conspilt
your doctor immediately.

PREVENT BATTERY EXPLOSIONS

Keep sparks, lighted matches, and open flame away from the tqp of
battery. Battery gas can explode.

Never check battery charge by placing a metal object acrogslis

] o PREVENT ACID BURNS
Sulfuric acid in battery electrolyte is poisonous. It is strong enough to

burn skin, cause holes in clothing and cause blindness if found entry
into eyes.

For adequate safety always;

1.Fill batteries in a well-ventilated area.

2.Wear eye protection and acid proof hand gloves

3. Avoid breathin direct fumes wher electrolyte is adde.

4. Do not add water to electrolyte as it may splash off causing severe

burns.

If you spill acid on yourself;

1.Flush your skin with water.

2.Flush your eyes with water for 10-15 minutes.
Get medical attention immediately.

SERVICE TRACTOR SAFELY

Do not wear a necktie, scarf or loose clothing when you work rjear ®
moving parts. If these items were to get caught, severe injury could rdsult.

Remove rings and other jeweler to prevent electrical shorts and
entanglement in moving parts.

15
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WORK IN VENTILATED AREA

Do not start the Tractor in an enclosed building unless the doors &

windows are open for proper ventilation, as tractor fumes can cause
sickness or death. If it is necessary to run an engine in an enclosed afea
remove the exhaust fumes by connecting exhaust pipe extension.

TRACTOR RUNAWAY
1. The tractor can start even if the transmission is engaged positgingdractor to runaway and
serious injury to the people standing nearby the tractor.
For additional safety keep the pull to stop knob (fuel shut off control) in fullggwllt position.
Transmission in neutral position, Foot brake engaged and PTO lever in disémpgesition while
attending to Safety Starter Switch or any other work on Tractor.

SAFETY STARTER SWITCH
1. Clutch operated safety switch is provided on all Tractors which #flewstarting system to
become operational only when the Clutch pedal is fully pressed.
2. Do not By-pass this safety starter switch or work on it. Only Autlbieslers are
recommended to work on safety starter switch.
3. On some models Safety Starter switch is provided on transmissic-low shifter lever and i
PTO shifter lever.The tractor can be started only if High-lowteshiéver is in neutral position.

A Safety Starter Switch is to be replaced after every 2000 hours/4 years
whichever is earlier

16
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SAFE OPERATION OF YOUR TRACTOR

The manufacturer of your tractor has made every effort to make it as safa@asasly possible.

Beyond this point it is the responsibility of the operator to avoid accidedtsve ask that you read and
implement our suggestions for your safety.

Ensure that only trained and competent operators use this tractoand ensure that they are fully
conversant with the machine and aware of all it's control and safg features.

Operators should not operate the tractor or associated machineryirediler untrained.

To avoid accidents please ensure that the operator wears clothoigwithinot get entangled in the
moving parts of the tractor or machine and protect him or her from themigm

When spraying or using chemicals, please ensure that clothing andipeotectipment is worn which
prevents respiratory or skin problems.

For full details consult the manufacturer of the chemicals.

To avoid lengthy exposure to noise ensure that ear protection is worn.

If adjustment to the tractor or machinery need to be made ensuradioe or machine are turned off
beforehand.

Use of certified Roll Over Protection Structure (ROPS) isuatwhile operating a tractor.

Use of seat belt is a must while operating a tractor.

In summary, ensure at all times that the safety of the openatibany other worker is paramount

17
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SAFETY TIPS DURING MAINTENANCE

1. At least on a daily basis check all oil levels. Water level inabetor and electrolyte level in the
battery and perform services according to the service schedule.

2. Ensure tire pressure are even and the correct pressure for thingpddree is maintained.

3. Check to ensure that the all controls and preventative mechanigmesTo&ttor and implement
work correctly and effectively.

4. Ensure that an adequate set of the correct tools is availableiftemaace and minor repairs.

5. Ensure that all service work and repairs are carried out onaadkaivith a concrete or similar
floor.

Do not carry out service work on a tractor until it is switched off, and théngaborake applied
and wheels choked.

Where a tractor is started in a confined area, ensure that ¢his avell ventilated as exhaust
gases are very harmful, and can cause death.

6. Do not work under raised implements.

7. When changing wheels or tires ensure that a suitable wheel sf@addad under the axle pr
to removing the wheel and the wheels are chocked.

8. Where guards or shields need to be removed to perform a service or repae, that the
guard or shield is correctly reinstalled before starting thedrac

9. Never refuel near a naked flame or with an overheated engine. Emgunre off Engine
before refueling.

10. The cooling system operates under pressure, take care when rethe\Ragliator cap on a
hot engine to prevent being scalded by steam or hot water. Do not add wageradiator
when the engine is hot. Add water to the radiator only after the ecgate down completely.

11.To prevent fires keep the tractor including the engine clean anfidneénflammable material

and well away from fuels and other inflammable material.

18
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» MOUNTING AND DEMOUNTING IMPLEMENTS

(1)Ensure that all mounting and removal of implements is done on dadediland. Ensure no one
is between the Tractor and implement and do not get under the implementtaasidental
injuries.

(2) After mounting the implement, ensure that all sway chainsarectly adjusted and, where
PTO shafts are used that the shaft is fitted and secured correctly.

(3) Where heavy implements are used, ensure that the combinatioh limlaeted or use proper

ballast to achieve balance.

(4) Before leaving the tractor at any time, lower the implensap the PTO shaft where
applicable, set the parking brake and switch off the engine.

(5) While operating the implements with the PTO keep all bystarsdeag from any moving parts
and do not attempt to make adjustments while the machine is running.

(6) Only the driver should ride on the Tractor with the ROPS franeel fghd with the seat belt
properly fastened.

(7) Where young children are present, particular care should be takdrearattor should not be
moved until the whereabouts of all children is known.

(8) Only trained operators should operate the Tractor and so takintp @rsure that other
workers are not injured. In particular they should take care during dusstiops, which will
reduce visibility substantially.

(9) Never start the tractor unless the transmission is out of geapéhetor is in the seat and all
round safety has been checked.

(10) Only operate the tractor seated in the drivers seat and never tuake suddenly at high
speed as this can cause a-over and serious injury or dee

(11) When traveling on a public road ensure that the tractor and driver bettatlinlaws relating to
safety and licensing. When traveling with wide implements use rgsl dia the extremities and
observe all legal including escort requirements

(12) When operating under adverse conditions, hilly terrain or on bad ground hdjspeed of the
tractor to suit the conditions, safety comes first. Never drive dowatHiigh speed or with the
transmission in neutral. Use of the braking capacity of the engine assnbk service brakes.
Do not try to change gear going up or down a steep slope, select the gearcoefore
starting.

(13) Take care when traveling uphill with a heavy implement to ensur# twes not overbalance

and tip up the front end.

(14) Never remove or modify the seat belt.

(15) Never remove, modify or repair the ROPS frame.

PLEASE REMEMBER THAT ALITTLE BIT OF EXTRA CARE CAN P REVENT SERIOUS
INJURY OR TEATH AND AVOID DAMAGE TO YOUR TRACTOR.

19
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The following precautions are suggested to help prevent accidents

A careful operator is the best operator. Most accidents can be avad by observing certain
precautions. Read and take the following precautions before operatinthe Tractor to prevent
accidents. Tractor should be operated only by those who are respdnle and properly trained to
do so.

M The Tractor
1. Read the operator’s manual carefully before using the tractdk.dfaperating knowledge can
lead to accidents.

2. Use an approved rollover bar and seat belt for safe operation. Overiraitrgictor without a
rollover bar can result in death or injury.

. Do not remove ROPS (Roll Over Protective StructureAlways use the seat belt.

. Fiberglass canopy does not give any protection.

. To prevent falls, keep steps and platform clear of mud and oil.

. Do not permit anyone but the operator to ride on the Tractor. There is noptadetyor extra
riders.

. Replace all missing, illegible or damaged safety signs.

. Keep safety signs clean of dirt and grease

o0k w

o ~

M servicing the Tractor

1.keep the tractor in good operating condition for your safety. An impropenhtaimeed Tractor can

be hazardous.

2. Stop the engine before performing any service on the tractor.

3. The cooling system operates under pressure, which is controlledragidier ca. It is
dangerous to remove the cap while the system is hé&irst turn the cap slowly to stop and
allow the pressure to escape before removing the cap entirely.

4. Do not smoke while the refueling the tractor. Keep away any type open flame

5. The fuel in the injection system is under high pressure and can petietrakin. Unqualified
persons should not remove or attempt to adjust a pump, injector, nozzle or anythmaftief
injection system.

Failure to follow these instructions can result in serious injury.

6. Keep open flame away from battery or cold weather starting aids torpvent fire or
explosions.

7. Do not modify or alter or permit anyone else to modify or alter thisractor or any of its
components or any tractor functions

20
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M Operating the tractor
1. Before starting the tractor apply the parking brake, place te(Pdwer Take Off) lever in the
“OFF” position, the hydraulic control levers in the downward position, the eepwottrol valve
levers in the neutral position9 if fitted) and the transmission in neutral.
2. Do not start the engine or controls while standing besides the t&latays sit on the tractor
seat when the engine or operating controls.

3. Safety starter switch.

In order to prevent the accidental starting of the tractor, a safety sitch has been providedThe
starting system of the tractor is connected through this switch, whickmes operative only when
the clutch pedal is depressed. On some models shuttle shifter lever@ruiftdn should also be in
neutral position for completing the starting circlib not bypass the safety starter switchConsult
your TYM Tractor Dealer/Distributor if safety- starting $e¥i malfunctions.

4. Avoid accidental contact with the gear shifter lever while thénerig running. Unexpected
Tractor movement can result from such contact.
5. Do not get off or climb the tractor while it is in motion.

6. Shut off the engine, remove the key and apply the parking brake befimg gétthe tractor.

7. Do not operate the tractor in an enclosed building without adequate ventiadi@ust fumes can
cause death.

8. Do not park the tractor on a steep sl
9. If power steering or Engine seizes to operate, stop the tractanmmediately.

10. Pull only from the swinging draw bar or the lower link drawbar in thenqmgition. Use only a
drawbar pin that locks in place. Pulling from the tractor rear @¢leers or any point above the
rear axle may cause the Tractor’s front end to lift.

11. If the front end of the tractor tends to rise when heavy implerasntsttached to the three-point
linkage, install front end or front wheel weights. Do not operate thetradh a light front end.

12.Always use hydraulic position control lever when attaching equipmeplsfitant and when
transporting equipment. Be sure that the hydraulic couplers are promented and will
disconnect safely in case of accidental detachment of implement.

13.Do not leave equipment/implement in the raised position.

14.Use the flasher/ Turn signal lights and Slow Moving Vehicle (SsMd)s when driving on public
roads during both day and night time, unless prohibited by law.

15. Dim tractor lights when meeting a vehicle at night. Be surkgihks are adjusted to prevent the
blinding on the eyes of coming vehicle operator.

16.Emergency stopping instruction; If tractor fails to stop even aftglication of brakes, Pull the
knob of fuel shut off control rod.
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M Driving the tractor

1. Watch where you are going especially at row ends, on roads, arourahtides/ hanging
obstacles.

2. To avoid upsets, drive the tractor with care and at speeds compatibkafety, especially
when operating over rough ground, crossing ditches or slopes, and when turongges.

3. Lock the tractor brake pedals together when transporting on roads to ymmpde wheel
braking.

4. Keep the tractor in the same gear when going downhill as used whemugbithgDo not coast
or free wheel down hills.

5. Any towed vehicle and/or trailer whose total weight exceed®fhhe towing Tractor, must be
equipped with its own brakes for safe operation.

6. When the tractor is stuck or tires are frozen to the ground, back out tatpupset.

7. Always check overhead clearance, especially when transportitrgdta.

B Operating the PTO (Power Take Off)

1. When operating PTO driven equipment, shut off the engine and wait until@est&ds before
getting off the tractor and disconnecting the equipment.

2. Do not wear loose clothing when operating the power take-off or neangogatiiipment.

3. When operating stationery PTO driven equipment, always apply ther tpacking brake and
block the rear wheels from front and rear side.

4. To avoid injury, always move down flip part of PTO. Do not clean, adjustvacedTO
driven equipment when the tractor engine is running.

5. Make sure the PTO master shield is installed at all tandsalways replace the PTO shield cap
When the PTO is not in ut

M Diesel fuel

1. Keep the equipment clean and properly maintained.

2. Under no circumstances should gasoline, alcohol or blended fuels be added foal@se
explosive hazard. Such blends are more explosive than pure gasoline. kEdacolasiner,
such as a fuel tank. DO NOT USE THESE BLENDS.

3. Never remove the fuel cap or refuel the tractor with the enginenginni

4. Do not smoke while refueling or when standing near fuel.

5. Maintain control of the fuel filler pipe when filling the tank.

6. Do not fill the fuel tank to capacity. Allow room for expansion.
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7.Wipe up spilled fuel immediately.

8.Always tighten the fuel cap securely.

9.1f the original fuel tank cap is lost, replace it with genuine capme approved cap may not
be safe.

10.Do not drive equipment near open fire.

11.Never use fuel for cleaning purpose.

12.Arrange fuel purchases so that winter grade fuel are not held ovesethah the spring.

N.B: It is suggested that after repairs if any of the Safety Decalfgi is peeled/defaced, the
same may be replaced immediately in interest of your safety.
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DO’S AND DON'T'S

DO’S-For Better performance

DO-Ensure that safety shields are in place and in good condition.

DO-Read all operating instructions before commencing to operate Tractor

DO-Carry out all maintenance tasks without fail.

DO-Keep the air cleaner clean.

DO -Ensure that the correct grade of lubricating oils is used and thaarthegplenished and

changed at the recommended intervals.

DO-Fit new sealing rings when the filter elements are changed.

DO-Watch the oil pressure gauge or warning light and investigatebaoyraality immediately.

DO-Keep the radiator filled with clean water and in cold weather nisdraeze mixture. Drain
the system only in an emergency and fill before starting theengi

DO-Ensure that the transmission is in neutral before starting theeengi

DO-Keep all fuel in clean storage and use a filter when fillingdiné&.

DO-Attend to minor adjustments and repairs as soon as necessity is apparent.

DO-Allow the engine to cool before removing the radiator filler cap alihg water, remove th
radiator cap slowly.

DO-Shift into low gear when driving down steeps hills.

DO-Latch the brake pedals together when driving on a highway.

DO-Keep draft control lever fully down when not in use.

Don’ts-For safe operation

DON'T -Run the engine with the air cleaner disconnected.

DON'T -Start the tractor in an enclosed building unless the doors and windows aremopepér
ventilation.

DON'T- Operate the tractor or engine while lubricating or cleaning.

DON'T -Allow the tractor to run out of diesel fuel otherwise it will be neaegto vent the system.

DON'T -Temper the fuel injection pump, If seal is broken the warranty becooigs

DON'T- Allow the engine to run idle for a long period.

DON'T- Run the engine if it is not firing on all cylinders.

DON'T -Ride the brake or clutch pedal. This will result in excessive we&edsrake lining,

clutch driven member and clutch release bearing.
24

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

https://truckmanual shub.com/

DON'T- Use the independent brakes for making turns on the highway or at high speeds.
DON'T- Refuel the tractor with the engine running.

DON'T- Mount or dismount from the right side of the tractor.

DON'T- Temper the hydraulic control levers’ upper limit stops.

DON'T- Use draft control lever for lifting of implements.

DON'T- Start the engine with the PTO engaged.

DON'T- Use the governor Control Lever (Hand throttle) while driving on roads.

DON'T- Move the hydraulic levers rearward.
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SAFETY SIGNS

(Replace all missing, damaged or illegible signs)

GENERAL SAFETY INFORMATION

IMPORTANT: This “General safety Information” should be kept with the machine at all times as
reference data.

This symbol meanATTENTION! YOUR SAFETY IS INVOLVED

A The message that follows the symbol contains important information afetyt s
Follow recommended precautions and safe operating practice.

A WARNING

* Before starting and operating know the operating ¢ Do not permit anyone but the operator to

and safety instructions in the operators Manual ride on the tractor. There is no safe place
and on the tractor for rider.
* Cleal the are: of bystandel. * Lock brakes together, use warning lig
* Locate and know operation of controls. and SMV emblem while driving on roads.
» Start engine only from Operator’s seat with » Lower equipment, place gear shift levers
depressed clutch pedal, transmission in the in neutral, stop engine, remove the key
neutral, PTO disengaged and hydraulic control in and apply parking brake before leaving
lower position the tractor seat.
» Slow down on turns, rough ground and slopes to  « Air pressures are specified by the
avoid upset manufacturer

FAILURE TO FOLLOW ANY OF THE INSTRUCTIONS ABOVE CAN C AUSE SERIOUS
INJURY TO THE OPERATOR .

Location: On fender LH
Part No.: 1260-904-070-1A

A Warning

TO AVOID POSSIBLE

Location: ON PTO guard PERSONAL INJURY, THIS
GUARD MUST BE KEPT IN
Part No.: 1260-904-069-0A PLACE

26

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

https://truckmanual shub.com/

A CAUTION

TO PROTECT ENGINE AND
HYDRAULIC COMPONENTS.

@ Idle engine for 1 minute
before shut down or full load
operation.

@ Do not exceed 1/2 throttle for
first 5 minutes of operation

Location: On Dash cover side RH

Part No.: 1260-904-064-0

0 Warning

The cooling system Operates

unde pressur .

@ It is dangerous to remove the
radiator cap while the system
is hot

@ Always turn the cap slowly to
the first stop and allow pressure
to escape before removing the
cap completely.

@®\When operating below 3B, use

suitable anti-freeze solution as
coolant

Location: On Radiator
bracket side LH&RH
Part No.: 1260-904-063-0
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AWarning

KEEP HANDS
AND
CLOTHING
AWAY FROM
ROTATING
FAN AND
BELTS TO
PREVENT
SERIOUS
INJURY

Location: On Radiator bracket
side LH&RH
Part No.: 1260-904-061-0

0 CAUTION

BEFORE OPERATE THE
TRACTOR, READ THE
OPERATOR’S MANUAL
THOROUGHLY, TO
UNDERSTAND THE
IMPORTANT FUNCTIONS
AND CONTROLS.

Location: On dash cover side LH.
Part No.: 1260-904-067-0A
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A DANGER

A WARNING

BLINDNESS CAN RESULT
FROM BATTERY EXPLOSION.

KEEP SPARKS OR OPEN
FRAMES AWAY FROM
BATTERY.

DO NOT JUMP START.
BURNS CAN RESULT
FROM BATTERY ACID.

IN CASE OF CONTACT

FLUSH IMMEDIATELY
WITH WATER .

@ Pull only from drawbar. Pulling from any
other point can cause rear overturn.
@ Do not operate with unshielded PTO.
@ Disengage PTO and stop engine before
servicing tractor or attaching and detaching
implements.
@® When towing equipment use a Safety chg

FAILURE TO FOLLOW ANY OF THE
INSTRUCTIONS ABOVE CAN CAUSE
SERIOUS INJURY TO THE OPERATOR
OR OTHER PERSONS.

Location: On battery bracket RH

part No.: 1260-904-066-0

Location: On rear frame
Part No.: 1260-904-065-0A

A WARNING

in

AWARNING

start with transmission in gear.

starter solenoid.

decal and operators manual.

in serious injury.

@ Start engine only from operators seat.
If safety start switch is bypassed engine can

@ Do not connect or short across terminal or
@ Attach booster cables as shown on battery

Starting in gear causing runaway can result

DO NOT REST FOOT ON
CLUTCH PEDAL.

MAY RESULT IN DAMAGE
TO CLUTCH ASSEMBLY.

Part No.: 1260-904-068-0

Location: On dash cover side LH

Part no: 1260- 904-062-0A
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UNIVERSAL SYMBOLS

Some of the universal symbols have been shown below with an indication gh#daimg

Engine speed Pressured- Corrosive
rev/minX100) open slowly substance
Hours, Continuous "Tortoise”

variable ‘." Slow or

minimum Setting

Engine
ﬂ coolant

temperature

"Hare” fast or
Warning 9 maximum
setting

recorded
)
O

Hazard Transmission
Fuel level warning Q@o oil pressure

Neutral <:| E> Turn signal

Transmission
Fan @ﬂ oil temperature

Power take
b“ Horn off engaged (® parking brake
Engine oil Power P
pressure take off Work lamps

Disengaged -

- ::; : Air filter Lift arm/raise Ly@]ﬁ Differential

lock

See

Lift arm/lower @] operator’s
manual

ﬁ Battery charge

=
\e|[F 4t & 2 B ) |
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Section - A

Controls,
Instruments

And

Operations

The following pages in this section detail the location and function abuarinstruments, switches
and controls on your Tractor. Even if you operate other Tractors, you shouldtiheaugh this
section of the manual and ensure that you are thoroughly familiar wathotation and function of
all the features of your New Tractor.

Do not start the engine or attempt to drive or operate the Tractor untiby@dully accustomed to
all the controls. It is too late to learn once the Tractor is movinga doubt about any aspect of the
operation of the tractor consult yoafimand Tractor Dealer/Distributor.

Particular attention should be paid to the recommendations for running-in teeghsitiryour tractor
will give long life and dependable service for which it was intended

30
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DESCRIPTION OF TRACTOR CONTROLS

INSTRUMENT AND SWITCHES

Tachometer

Hour meter

Head lamp
switch

Monitor lamp

PTO ON/OFF

Turn signal switch

switch Key switch

Horn switch . ' PTO mode switch

»Main switch

[OFF]-The key can be inserted or removed

[ON]- The electric circuit is on.

[Glow]-Glow plugs preheat the combustion chamber
[START]-The starter motor is engaged.

When the key is released it will return to the ON position

31
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»>LIGHT SWITCH, INDICATORS AND HORN

_ Light T Horn
High and low beam are operated Right indicator 4 7 =
On the main switch / ((OFf — \
Lights Out &j\\ S = /

Position 1. High beam = . _,.-/I
= |

Position 2. Low beam & l Q
n

& Left indicator

»TACHOMETER

This meter shows the revolutions of the
engine and the PTO shafts as well as the
travel speed in top gear

(1) Right needle
Indicates speed in top gear.

(2) Left needle
X100rpm  Mile/h

Indicates engine revolutions

»HOUR METER | oloiololofD

The hour meter consists of digits with the last

digit indicating 1/1@ of an hour

»FUEL GAUGE

Shows the amount of fuel in the tank when the
ignition switch is ON

»WATER TEMPERATURE GAUGE

Shows the water temperature with the ignition
switch ON

C is low to normal temperature
H is high temperature

If the pointer is in the red H segment the engine is
overheating.

Refer this book to rectify the problem
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»WARNING LIGHTS

em OB

ra

ED, 20|
PTO Lamp / Alternator Cahrge

Headlamp High beam EfG Oil Pressure Lamp Lamp
Headlamp Low beam

Glow Lamp

This light will go off as soon as the engine starts to run to indibatehe
-+ alternator is changing.

(Please note, as broken fan belt can cause the light to come on, fpake
engine as overheating can occur if not rectified immediately)

il pr re lam
_’®<_ Oil pressure lamp
Will go out as soon as the engine starts if the oil pressure igtorre

If it comes on while the engine is running, stop the engine and get edpies a

I *l PTO monitor Lamp

Shows the revolution of PTO

(

Refer to monitor lamp on Page 34
High beam lamp is operated on the combination switch.

Low beam lamp is operated on the combination switch

\\C\\S I

Glow signal Lamp indicates preheating

=

If it comes on while the engine is running.Fill the tank with fuel

.-__ A
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»Independent PTO

PTO ON/OFF
switch

PTO Mode switch

l The PTO monitor lamp on the dash panel indicates the state of the
PTO shaft. ™
1. If the monitor glows: The PTO is rotating -*
2. If the monitor is off: The PTO is off L N
3. If the monitor blinks: The PTO is presently stationary but
instantly start rotating of the clutch pedal is released or tpeement PTO monitor Lamp
is lowered

Two switches operate the independent PTO.

1.PTO ON/OFF switch:PTO ON/OFF switch is situated on the LHS. on
the steering column and can be identified easily with its built in red
colored indicator. When the switch is pushed down to start the PTO
indicator glows to indicate that the switch and the PTO are in ONgrgsit
If the switch is pushed down again the indicator goes off signalingréhat t
PTO is OFF.

2. PTO Control switch: This switch is situated near the starting key location
on the dash panel. There are three positions marked for this switch.

H Off at the center

M Manual at the left

M Auto at the right.

PTO ON,Off switch

The PTO shaft will not rotate if either of the two switches is in OFF position.

The following table explains how the PTO operates at the two diffdviantal
& Auto) positions of the PTO control switch with the PTO ON/OFF swiitctne

on position. PTO control switch
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PTO PTO Hydraulic PTO Monitor
ON/OFF |  Control Clutch Pedal. Position Lamp on the | PTO SHAFT
Switch Switch Control Lever. dash panel
Manual Either pressed Either raised
On Mode or released or lowered Glows Rotates
Auto Either raised
On Mode Pressed or lowered Blinks Stationary
Auto Either pressed
On Mode or released Raised Blinks Stationary
Auto
On Mode Released Lowered Glows Rotates

B From the table above we learn about the safety features of @e/Pien the monitor on the dash
panel is blinking it indicates to the operator that the PTO is in the otiopdsut temporarily not
rotating either because the clutch pedal is pressed or the implisniigtat! off the ground or both.
The PTO will start rotating instantaneously when either the cpedal is released and/or the
implement is lowered to the ground.

B The operator must use this blinking signal to clear the area arounddtue toff
bystanders/onlookers as the rotating blades of certain implementsocodengally cause injuries to
the persons standing near the tractor.

H The stopping of the PTO when the implement is lifted off the ground with tliiopasontrol
prevents the damage to the implement or the PTO shaft.

1.When the PTO control switch is in manual position the PTO does
not stop rotating even if the clutch pedal is pressed. If working on
hard soils,pavements with a rotary implement the PTO ON/OFF
switch must be put to the OFF position to stop the PTO from
rotating, If this is not done the rotating blades of the implement

will push on the hard ground below and in turn push the tractor toward causinghaedidsh can

lead to serious injuries or death.

2. Extra precaution must be taken to clear the area of bystanders/oslagiear using PTO driven
implements. The rotating blades of the implements can cause sejiotesion contact. The
warning that is indicated by the blinking PTO monitor is to make the openatoe that the
PTO is in on position and will instantly start rotating if the clytelal is released or implement
is lowered or both.

3.In no case the specified rotating speeds indicated by the impleraeutatiurer be crossed as thg

same can lead to serious damage to the tractor/equipment and cansieaolus injuries to
persons around.

Warning
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TRACTOR CONTROLS

Steering wheel "{ /y,.-:——--.ﬁ\ Throttle lever

/' ———=\ Tilt lever

Park brake lever

Shuttle shift lever Brake pedal

Main shift lever
Throttle pedal

Clutch pedal Position lever
Sub shift lever
PTO lever
ydraulic control lever
4WD lever --1
‘fﬁtliz-a‘ V)
) =
ofe, S O
»Hand Throttle

Pulling the hand throttle towards the driver
increases revolutions.

Pushing it away from the driver decreases
revolution.

»Clutch disconnecting arm

For long term storage of the Tractor it is
possible to latch the clutch in the disengaged

position. |
Cut off arm

Push the clutch down and engage the latch t
hold it there.

Do not attempt to start engine
when this arm is being used.

warning

Clutch pedal Brake pedal
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» BRAKE PEDAL

Right and left brake pedals are provided to assist in turning thertrache field.

both sides in the same.

left brake pedals for high speed or road use.

In the interest of safety always use it on the road o
high speed as using one side only can cause rollovers

Caution | When servicing the tractor ensure that the adjustmento

E A connecting latch is provided to connect the right ang

QD
(550
»
*
.
) 5
XX

» Foot operated accelerator

This pedal can override a fixed hand throttle setting

» Park brake

Connect the brake pedals , push them down while
pulling the park brake up to engage. Press the parking
brake pedal and push the Brake pedal to release.

Throttle Brake
pedal pedal

::: Traveling with the park brake on will
damage the brakes.

importang

Park brake
lever

»Shuttle shift lever

This control allows shifting from forward to reverse & reverseotavéird. When stationary set the

lever toN for neutral

(D Push the lever away from the driver engages forward

@ Pulling the lever towards the driver engages reverse.

::: Press clutch pedal fully before operating
shuttle shift lever.

Important
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range make sure the tractor comes to a stop before changing direaiiore H
to do so is likely to result in damage to the mechanism and place thealriv

important risk of injury.

::: When changing from toward to reverse or back to forward again while in pigh

D

; Operate the shuttle shift only while seated on the tractor.

Do not use the shuttle shift lever to start the tractor for towingueeling
uphill, use the clutch instead.

Caution | Always stop the tractor before getting off.

» Main gear lever Main shift lever —

This lever can be shifted by using the clutch, both wherp
tractor is stationary or mobile. ]

It is located on the R.H.S of the driver seat.

» Sub gear lever

Operate the sub gear lever using clutch to select the
appropriate speed for different applicatit

It is located on the LHS of driver seat.

::: Do not operate gear levers without stopping the tractor & without using the
clutch.

Important

» Diff-lock pedal

In case of wheel slippage use the diff-lock by pushing down on the diff lock peda

To release it remove the foot from the pedal.

Tractor will be difficult to turn if the
‘. Diff-lock is engaged, ensure the lock i
disengaged before turning the steering

Danger wheel.

Diff Lock pedal
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Do not use high engine RPM when engaging Diff lock If the diff lock dogs
::: release after removing the foot from the diff lock pedal alterelgtibrake
with the left and right brake until it gets released.
important
A Never use the diff lock at high speed or on the road as this can causesrol
and injury.
Caution
» Front wheel drive lever

In the ON position to pull the lever ,the front

wheels are engaged and in the OFF position to

push down the lever ,they are disengaged.

Engage & disengage the front wheel drive

with the front wheels in the straight position

and at low En

gine RPM.

Front wheel drive lever .

S o
F

f/

=+

important

Always use the clutch whe
using the front wheel drive
lever.

=+

important

Do not use front wheel drive
high speed or on the road as
premature wear of component
will result.

Use of front wheel drive improves traction performance.

» Driver's seat

To adjust the seat backwards and forwards lift the
lever at the front of the seat and set it to the

desired position

» Tilt pedal

To adjust the inclination of the steering wheel with a 3

stages and set it

to the desired position.

A

Danger

Ensure that the tilt pedal has locked

before moving the tractor.
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PTO GEAR SELECTION LEVER

Your tractor is equipped with 3 speeds PTO to suit range of applicationsrshtans.
PTO : 1st550 rpm  209:727 rpm 39:1,013 rpm

::: Always use the clutch when engaging or disengaging the PTO or changirlg
PTO speed. Let the PTO driven implement come to a complete stop befoye
important changing

Do not operate any implement at a high speed than is specified for it
A When making adjustments to the implement stop the engine to avoid serfous
injury.

When leaving the tractor stop the engine, and remove the key. Set the pgrking

Operating the hydraulics.

The hydraulics are powered with an engine driven hydraulic pump and contrdhea position
control lever mounted beside the driver.

Position control

» implements can be raised and lowered with the
hydraulic position control lever and can be stopped
at any position by stopping the lever.
To ensure a consistent working depth the adjustable

stop can be set to ensure that the implement returns

to the same depth every time.

Position lever

To raise the implement: Pull the lever back

To lower the implement: Push the lever forward.

A After finishing the work, always lower the implement to the ground anttiswi

. off the engine, Set the parking brake to avoid injuries and accidents .
Warning
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Exterior hydraulic Lever

Move the lever up or down and hold.This will raise or__—
lower the implement (rotavator or hydraulic plow).
Lever will return to neutral by itself.

Important:

-Do not hold the lever in the “pull” or “Push”position
once the remote cylinder has reached the end of thg
stroke.as this will cause oil to flow through the relief
valve.Forcing oil through the relief valve for extended
periods will overheat the oil.

-When Using the tractor hydraulic system to power
front loaderdo not operate the boom and bucket
cylinders simultaneously

Remote hydraulic control valve coupler connecting and disconnedaii

H Connecting

1.Clean both couplers.

2.Remove dust plugs.

3.Insert the implement coupler to the tractor hydraulig
coupler

4.pull the implement coupler slightly to make sure
couplers are firmly connected.

M Disconnectin

1.Lower the implement first to the ground to release
hydraulic pressure in the hoses.

2.Clean the couplers

3.Relieve pressure by moving hydraulic control lever
with engine shut off.Pull the hose straight from the
hydraulic coupler to release it

4.Clean oil and dust from the coupler,then replace the
dust plugs.

» Lowering speed control knob for the 3 point hitch

This knob controls the downward speed of the
hydraulics three point linkage and is positioned at the
front of the driver’s seat.

To slow the downward speed- Turn the knob clockwise.

To increase the downward speed, turn the
knob anticlockwise.

To lock the knob clockwise.

Do not over tighten the knob. Adjust Knob of
Hydraulic descent speed
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Always set the knob to lock when
A 1.Traveling on the road
2.Replacing tires or blades on an implement.
Caution 3.Making adjustments to an implement. Sudden dropping of an implemerjt due
to hydraulic problems can cause serious injury or death.

OPERATING THE 3 POINT LINKAGE (TPL)

Working Lamp
Top link

. o
Trailer coupler Z

o | @ e e | e

N

Hydraulic port °© °

N 7/

]

AL _] Adjusting
)
Lift rod(LH 5 Lot / N handle
Lift

Check chai z o rod(RH)

PTO shaft
) {
Lower link

Retention rubber
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» ADJUSTING THE CHECK CHAIN

To adjust the check chain turn the turnbuckle to Turn buckle //l.. )
lengthen or shorten the chain and tighten the lock Check chain < m@!ﬂiﬁr}\,‘l

& (0

nut when the correct adjustment is achieved. ? NS

» ADJUSTMENT OF THE TOP LINK

Lengthening or shortening the top link will
change the angle of the implement.

The locating hole of the top link varies wit
the type of implement used.

: VIICT
S histcfc=
I e
= AL
"f‘:i.' -;‘/ (=
— il 1y

The most common locations are tHéand
34 hole from the top

» ADJUSTMENT OF LOWER LINK

The adjustment is done with the adjusting handle on

Right hand yoke rod and leveling box. ﬁ_ig] | Adjusting
To shorten it wind the handle clockwise and to length=|“ handle
it wind it anti-clockwise. A

When adjusted correctly hold the adjusting handle wi
the stopper provided.

» ADJUSTMENT OF THE YOKE ROD ON
THE LOWER LINK

For different applications change the position of
the yoke rod on the lower links as shown and
insert the pin in the direction of the arrow
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» USE OF THE RETENTION SPRING

When not using implements on the three point
linkage use the rubber as shown to prevent tire
damage

Retention Rubber

Only use drawbar to tow and keep the 3 point linkage in raised position when

‘. toeing with the drawbar.
Position can create unbalance causing the Tractor to roll-over &ltRes
Danger death or serious injury.

» MOUNTING IMPLEMENT

If the PTO is used, remove the safety cover off the PTO shaft .
Adjust the yoke rod on the lower links to suit the implement in use. I\
Attach the left lower link, then attach the right lower link using the /
adjusting handle on the leveling box if required.

Attach the top link.

Attach the PTO shaft to the tractor if used, making sure that it is
locked in place. \
Adjust the check chains to suit the implement and tighten the A
locknuts

PTO shaft cover

To remove an implement reverses the procedure

A Do not attach a PTO shaft with the engine running and ensure all safety

_ shields are in place.
Caution
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DRIVING THE TRACTOR

STARTING THE ENGINE

Before starting the engine carry out the pre-operational chedet ast on pagé?.

(1) Sit on the driver seat

(2) Apply the footbrake.

(3) Put the hydraulic lever in the down position.

(4) Push down the clutch to activate the safety-starting switch.

(5) Put the main gear lever in neutral

(6) Insert the ignition key and turn it on

(7) Ensure that the warning lights are working

(8) Always turn the ignition key to left for a moment & reledse i
The automatic heater will start working as will be indicated hghd on the instrument
panel .As the lamp goes off turn the key to the start position tdlstagngine

(9) Ensure that all the warning lights are off with the engine running

Never turn the key to the start position while the engine is running asathis
::: cause serious damage to the starter and engine flywheel.

important Only engage the starter for a period of not more than 10 seconds.

If Engine does not start, rest the starter for about 20 seconds anditryag
maximum of 10 seconds.If the engine does not start after repeategtaitem
refer to the fault tracing guide on pe78

up & build up sufficient oil pressure to ensure normal operating tempefatur
longer engine life.

w

:} Especially in cold weather, always allow the tractor to idle fwhiée to warm

important

STOPPING THE ENGINE
-After light work let the engine idle for a while and turn the kdy of
-The engine stops when the key is turned off.

::: After long or heavy work allow the engine to idle for 5- 10 minutes and
turn the key off.

important
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WARMING UP

When starting the engine allow it to warm up to operating temperatuakolyng it to idle 5-10
minutes to ensure full lubrication and operating temperature.

Failure to do so can shorten engine life substantially.
» WARMING UP IN COLD WEATHER

Cold weather will change the viscosity of the oil, resulting indaiced oil pumping capacity, which
can cause damage to the engine if it is not warmed up correctly.

It also causes problems with the hydraulic system and the syncliramtbg transmission.

Correct times for warming up are:

Temperature Time for warming up
Above 50F 5~10 min.

50°F~ 32F 10~20 min.
32°F~14F 20~30 min.

14 F~-4°F 30~40 min.
Below —4F Over 40 min.

::: Ensure the handbrake (Footbrake) is on during the warming perioq.

important

When the engine is warm push down the clutch and engage the main andyagedraevers to the
required position.

Push down on the brake pedals and release the handbrake.

Increase the engine revolutions and let out the clutch smoothly.

Only change gears with main gear lever while moving and ensurthith&t done with fully use of
the clutch.

46

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

https://truckmanual shub.com/

A Do not "ride” the clutch to control speed, use a lower gear.

Do not travel with your foot on the clutch pedal.
Caution

Always connect the brake pedals when traveling on the road.
Never tow anything except with the drawbar.

Do not tow loads which are too large for the tractor’s capacity to brake
effectively especially in hilly terrain.

Take special care when towing large or wide implements.
Do not carry passengers.
At all times observe local legislation and road rules.

Danger

TIGHT TURNS IN THE FIELD

Disconnect the latch connecting left and right brake pedals
to allow the use of individual pedals.

To make a tight turn use both the steering wheel and the
brake pedal at the same time.

For a left turns use the left pedal and a right turn the right

pedal.
A Perform tight turns only at a slow safe speed.
Doing so at a high speed can cause rollovers and very serious injurylor deat
Caution

NORMAL BRAKING AND PARKING

Let the engine come back to idle and at the same time push in the
clutch and brake simultaneously.

When the tractor has come to a halt, lower any implement to the
ground, and put the main gear in neutral.

Apply the park brake, stop the engine, and remove the key.

Failure to do so can cause accidents and damage.
Caution As an extra precaution when parking on a slope, chock the rear wheels.

g Always apply the park brake when parking.
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UPHILL STARTS ON A STEEP SLOPE
With the pedals connected together push down on the brake ‘
pedals and push down the clutch.

Set all gear levers to low and the throttle to medium engine speed.
Release the clutch and as it engages release the brake pedals.
Adjust the throttle to the required speed.

» Driving downhill
Use the engine’s ability to brake when traveling downhill.

Never rely on the brakes only and never travel downhill with the gearsiirahe

When operating in hilly terrain the risk of the rollover is increased

‘. substantially, please drive with extra care.
When towing trailers in hilly terrain ensure that they are equipptédbrakes,

Caution | use a lower gear to get maximum engine braking and do not changemeajs
down hill run

OPERATION OF THE DIFF LOCK

While the diff lock is a very useful feature, care should be taken ursé&ss misuse can lead to
dangerous situations.

The diff lock would only be used in situations where traction is lost on one téahevheel:
Use low engine revolutions when using the diff lock.

A If the diff lock does not release after removing the foot from the pesgathe
left and right brake pedals in turn to release it.

Warning Do not try to engage or use the diff lock on tight turns as serious daaragejc
result.

CHECK DURING DRIVING

Constantly monitor the warning lights on the dash and if any @_
comes on stop the tractor to determine the cause. o

If the oil pressure light comes on check the oil level first of all.
If the oil level is OK ask a qualified dealer to check the
reason for the light coming on.

If the alternator warning light comes on check all

connections and ensure that the fan belt is not broken. ﬁ

I

+0

ot/

If all connections and the fan belt are intact consult your
dealer to determine the cause of the problem.
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To avoid excessive condensation in the fuel tank refill at the end lof eac \
day’s work and ensure during the day that it does not drop to a low level |
where the fuel system will require bleeding to expel air in theesyafter '
refilling the tank.

» Engine cooling water.
If the gauge indicates that the engine is running hot, stop the tractor and

check the coolant in the radiator.

A

Danger

may result due to hot steam & boiling water.

Also check to ensure that the fins in the radiator core are not clog¢jeat the tractor has a
broken or stretched fan belt.

Caution

When traveling on public or farm roads connect both brake pedals and al
for the weight of any mounted implement to ensure that the unit is not
unbalanced.

Also allow for the width when passing other road users.

Where fitted use the hazard lights provided.

Strictly follow the local traffic regulation:

Caution

When operating near others with an implement attached take partiardaog
allow for the width of the implement and avoid accidents.

o (Dem

Allow the engine to cool down before opening radiator cap as serious bufns

ow
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P Track adjustment

As some models agflimand are front wheel assist the front track can be set in 2 position.

The rear track can be set in 5 positions as illustrated.

1349 (53.11”) ¥
#1137 (44.76”)

J—

Tightening Torque
2,000~2,300 Kg.cm

—2 1 Tightening Torque

Tightening Torque
1,600~1,800 Kg.cm @ 1,600~1,800 Kg.cm

*1040 (10.94”)

1056 (41.577)

- 1130 (44.48")
1165 (45.86”)

1240 (48.82")
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Section-B

Lubrication
&

Maintenance

This section gives full details of the service procedures negdassaraintain your Tractor at
peak efficiency while the lubrication and maintenance chart providesdy reference to these
requirements.
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CHECKS AND SERVICE

PRE-START CHECKS

To avoid problems it is recommended that a range of checks be carrigdily before starting the
tractor.

For full details of the items and frequency please refer to the tablpages8.

Radiator Cap

» Engine coolant

Remove the radiator cap and ensure that the coolant is up to
the filler neck and that it is clean with the correct anti-freeze
or anti corrosion inhibitor in it.

If the coolant is a rusty color, drain the system completely and
refill with the correct mixture of water and anti-freeze or
corrosion inhibitor.

» Engine oil —

= ﬁ)

Pull out the stick, wipe it and dip in the oil sump. l—"\m.m.- )
’ RN 4

| b

Ensure that oil level is between the upper and lower md
near the upper mark. If too low add oil, but never ex
100hrs.

:} Do not overfill the crankcase with oil.
important

Level Gauge

» Transmission oil
Check the level at the sight of the window on top of the transmission in rier séat.

If the level is low add oil through the filler hole.

A Always ensure that you use the correct oil for topping up or oil changes
Caution
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Transmission Qil Filler

'l\\%m——r-/ 4]’
\ Z

> 5 &},Oil Level window

4

) £

Fuel Tank cap
» Fuel ~ <
Use the fuel gauge to check the fuel level and top
up if too low.
It is a good practice to refill the tank immediately (o °
~=

after use to avoid condensation

=<
,.g‘Eo-- Al

= §

P Tire pressure

The air pressure used in the tires has a direct

bearing on the life of the tire and its

performance in the field.
Ensure that the tire pressures are correct and in

accordance with the table on page
Excess Standard Lack

To make a visual judgment see the drawing on

the right.
It is strongly recommended that tire pressures are checked pitipar gauge only
:} & visual inspections are relied upon.
important
A Excess tire pressure can cause accidents!
Danger
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P Steering
Ensure that the steering wheel does not have excessive free play.

» Brake

Ensure that the left and right brakes are adjusted correctlyysopleeate simultaneously. The
correct free play on the brake is 30~40mm(1.18-1.57 in.)

» Clutch
Ensure that the clutch is adjusted correctly.

Correct free play on the clutch pedal is 20~30mm(0.67-0.90 in.)

Incorrect clutch adjustment can cause excessive wear and rechated tr

A performance.

Caution

P Electrical
Check the operation of all gauge, switches, horn, lights and indicators.

P Installing loader
1.connect P port of loader control valve to the line on the tractor markednR(fe PTO valve)

2.Connect the T port on the loader control valve to the line on the tractordarke

(to the TPL at the rear of the tract
3.Connect the remaining line from the control valve to the line on the traetéed P1

( to the transmission housing)

P Detaching the loader
1.Detach the hydraulic hoses of loader
2.Assemble the cap (PF1/2) with pipe comp.(PF1/2)
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MAINTENANCE AND ADJUSTMENT SCHEDULE

Periodical check and service table

O Check, Top-up or adju@® Replace

A\ Clean or washk Consult the service Dealer

o ltem g Service interval(hour meter,mark) Frequency Comment
& = |s|1|1|2|2|3|3|4]|4|5|5|6
S 0O|O0|5[0(5(0|5]0|5]|]0|5]|0
ofofofof0|]0O0|0O|0O]0O]|O0O]O
Engine O L L L ® L ®| Change every | To correct level on
oil and 100 hours the dipstick
cartridge
Air A [ ) A o A ®| Clean every
cleaner 100 hours
Radiator [ O Check daily
coolant top up if
required
Radiator [ O Check daily
for damages
leakag
Fuel O Fill tank
I':FI Fue| | o Of 21 @ Of « Al Of 2ol @
a3 filter
3 | Fan belt ol ol ol o]l o| o]l o| o| o| o] o| © Check every 50
hours
Battery O O O O O O] Check daily
oil * * Change every
filter 400 hours
Loose O Check daily Tighten
nuts and
bolts
Radiator | O Replace every | Tighten if required
hose 2 years.
clamp
These intervals are for operation under normal conditions and need to bestevip
A under severe conditions to a greater frequency.
Caution
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o Service interval(hour meter,mark)
5: g 5111121213l 3lal4a]l5]|5]|6 Frequency Comment
o ltem < [0]Of5|(0|5(0|5[0|5]0|5(0
ofofolof0|]0O|0O|0O]|0O|O0O]O
Trans O| @ [ Change every
mission oil 300 hours after
Q first 50 hours
g Freeplay | O Check daily (0.78-1.18in)
o | of clutch
pedal
Freeplay | O Check daily (1.18-1.57)
of brake
pedal
State of O Check daily Adjust so that both
both brake operate
pedals simultaneously and
brake at the same
time
Operation | O Check daily Smooth operation
of each
lever
Free play O Check dail About 50mn
of steering (1.97 in) of wheel
wheel .
circumference
Toe-in * *| Check every (0.08-0.24in)
300 hours
Grease in Grease every
front 900 hours
wheel hub
Check the | O Adjust every
steering 300 hours
wheel joint
Wheel nut | O Check daily Tighten if loose
Igftigmg Front:116-130(ft-Ibs)
q Rear:268-282(ft-Ibs)
Operation | O Check daily
of the
instrument
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o Service interval(hour meter,mark)
éj ofs[1|1]2|2|3]|3|4|4|5|5]|6 Frequency Comment
o ltem |=|0[0|5[0|5|0[5[0|5/0[5]0
ofofo|Of0O|O|O]|O]lO|O]O
Adjustment Check every 300
of the hours
throttle
9 pedal
Q
& | Grease each Ol O O] O] O O] Of Of G O] O] O] Replenish every 50
v | nipple hours (everyday in
dusty conditions
Loose bolts | Check daily Tighten to proper torque
and nuts
Check the Check once a
I;?;??heem year with the
clutch lower plug
chamber pulled out
Hydraulic ® ® Change every
oil filter 300 hours
Oil of the ® O @) O g O] Of Check every 10Q Replace if leaking
4WD front hours. Change
axle every 600 hour
Check the . Check every Without loose or
e'_e_Ct”C year broken terminals.
wiring Without damaged or
missing wiring.
Correctly clamped
DIVISION SIZE Air pressure Kgf' (PSI) MODEL
Front 7~16 1.8(25.6 psi) Almand8435
Rear 11.2~24 4PR 1.2(17 psi)
11.2~24 8PR 2.4(34 psi)
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FILLING DIAGRAM & CAPACITY TABLE

FRONT AXLE DRAIN

MISSION FILLER (3
FUEL TANK FILLER

GREASE FITTING (5) FRONT AXLE (§)(5)

ENGINE FILLER @

MISSION DRAIN /

RADIATOR (1)

;

_ . @ \ FRONT AXLE DRAIN
ENGINE DRM& I
WINDOW “" ™\ BALL JOINT ()
>
® OIL FILLER HOLE p DRAINS
@ GREASING POINT B WINDOW
No. Filling point Fillings Quantity Liter (gal.)
MODEL Allmand8435

1 RADIATOR Fresh clean Water(L.L.C) 70(1.85 US gal)

2 ENGINE API : CF-4 grades 5¢(1.32 US gal)
Above:25C(77°F)...SAE30 or 15W/40
0°C to 25C(32F to 77F)...SAE20 or
10W30
Below O°C(32°F)...SAE 10W or 10W-30

3 TRANSMISSION CASE | See next page * 360(9.52 US gal)

4 FRONT AXLE Gear oil #80 or #90 (API GL-4 grade) 8.20(2.166US gal)

5 FINAL DRIVE CASE(B) | Gear oil #80 or #90 (APl GL-4 grade)

6 Clutch pedal shaft Grease As required

7 BALL JOINT Grease As required

8 FUEL TANK Diesel fuel 330(8.717 US gal)
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| Recommended Transmission oil
(D RPM Tractor Hydraulic Fluid or Textron TDH Premium (CALTEX)

(2 TDH Qil or TDH Oil special (TEXACO)
@ Chevron 1000THF (CHEVRON)

Opening method of each cover

» Opening method of fan cover

Push the button of the front grille, pull the lower edges of hood panel upward, atitepuhole

side panel forward

» Opening the front grille

To open, Push the button of the front grille
which located bottom front bracket, Pulling the

grille upward at the same time

» Fuel

Use clean diesel fuel only
As diesel fuel equipment is susceptible to contamination by dust ar, wate

:} Ensure that all dust and water is kept well away from the fuel tank

important
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BLEEDING THE FUEL SYSTEM

. - INJECTION NOZZLE
Over flow pipe “ |
o =

e

INJECTION PUMP

FUEL TANK

FUEL FEED PUMP

FUEL FILTER

1) Fuel filter cock " ON |
2) Open the cock on the fuel injection pump

3) Fill the tank with fuel and turn the ignition key to

. . A =1
4) Start the engine and allow it to run for a w e m“):
2 )

2

.. . "l y _'.“\'@ ;
5) Close the fuel injection pump cock. I 2 @ﬂ_’?mgé_ il
6) The bleeding of the system is now finished. -
@)

CHANGING THE OILS IN THE TRACTOR

Always use quality oils as engine or transmission oil (refer tpaige58)

Refer to the table on pagé and 5&or the change frequency.

» Changing engine oil.

Park tractor on level surface, shut-off engine

Remove sump plug & drain oil.

Replace and check the sump plug and refill the engine
oil to the correct level on the dipstick

(approx. 5 Liter)

The grade of oil to be used will depend on the ambient
temperature.

The tractor is shipped from the factory with 15W/40
For summer use over #7use SAE 30

For temperatures from 3 77°F use SAE20 or 10W/30
For temperatures below 32use SAE 10W

Level Gauge
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:} When changing the oil always change the filter.
Always use the same oil, as using different oils or specificationsaase damage.

important | pigpose off the old oil as per local regulations.

» Changing the transmission oil

Remove the drain plug from bottom of the transmissio
and drain the oil.

Replace and check the drain plug.

Drain Plug

Transmission Qil Filler

Refill the transmission to the correct level on the winc
with new oil{qty 36£(9.52 US gal)}

h|]||}£|ﬂ |!L =

i

@‘-ﬂ\
l'_

Always use the same grade and specified
:} as replacements

important| Dispose off the old oil as per local
regulations

» Changing the front axle oil

Drain the oil from the left and right drain plugs.
Replace and check the drain plugs.

Fill with new oil to the correct level in the filler hole 4

{qty 8.2¢(2.166US gal)}
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CLEANING AND CHANGING FILTERS

B OIL FILTER

Using a filter wrench turn the filter anti clockwise to
remove it. Lightly smear the rubber seal on the new
filter with oil to ensure, turn it clockwise until the seal
contacts the base and then turn it another 2/3 turn to
tighten it.

Engine oil
filter cartridge

FUEL COCK

B FUEL FILTER

This is the primary filter and removes water and coars
dirt from the fuel. To clean it first close the tap then
remove the filter and wash it.

After replacing it bleed the air from the fil

Never use petrol (gasoline) thinner or similar inflammable nateriwash the
:} primary fuel filter.

important | After replacing the filter always bleed the system (see pfay
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» HYDRAULIC OIL FILTER
Remove the filter with a filter wrench.

To replace, apply oil or grease on the seal, fit by hand until seattobte, then turn it 2f2urn
further to tighten it check for leaks.

t‘.\ ‘“‘

CHANGING THE COOLANT

(1) Open the tap in front of the gear pump to drain the coolant.
(2) Open the radiator cap at the same time.
(3) To give a thorough clean run a hose into the radiator and
flush it out.
(4) Close the tap and refill the radiator with a coolant
mixture of water and corrosion inhibitor or anti freeze.
(5) Start the engine and allow it to run for approx 5 minutes,

check the water level again and top up if required
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Radiator Cap

Drain Hose

Do not remove the radiator cap on a hot engine.
Allow the engine to cool down and then turn the cap slowly to ensure, thagt
Caution there is no excessive pressure in the radiator.

B>

Serious burns, can result from the contents of pressurized, hot radiators.
A Allow the engine to cool down completely before opening radiator
Caution

» Anti freeze.

Frozen cooling water can damage the engine.

Before replacing the anti freeze solution flush the radiator.

Mix the anti freeze solution in accordance with the instructions apj#it¢a the brand of anti
freeze and the locals climate.

Replace the solution in the radiator.
In case of loss of solution due to evaporation or overflow, replace with theabmgjxture ratio.

» CLEANING THE RADIATOR AND COVER Radiator Net

Insects, grass straw and dust can all block the radiator
and reduce its efficiency.

Remove the radiator cover to clean it and the radiator.

pull to remove the cover.

Then clean the radiator between the fins and tube by
using clean water.
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+

important

Water or air under high pressure can distort the cooling fins on theoraainat reduce
its efficiency

GREASING THE TRACTOR

Grease the tractor according to the service schedule f@age

Ensure that g

&

rease nipples are cleaned well before any ateematie to grease them.

IGrease nipple ~
rease nipple

¥ Grease nipple

L
Grease nipple. = / :
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GAP ADJUSTMENT ON THE FRONT AXLE

Lift the front with a hydraulic jack to get the wheels ofj
the ground.

Then loosen the nut and tighten the bolt fully and tur
the bolt ¥z to loosen again in order to roll the center
pivot metal freely and tighten the nut again.

While the wheels arte still off the ground, move the o
axle on the center pivot as a final check that the gap 1§
set correctly on the top of the pivot metal Front axle € >

Backward Forward
ADJUSTING THE CLUTCH

Using the clutch over a period of time will increase the
free play.

The correct free play of the pedal is 0.78~1.18 in

To adjust, loosen the locknut on the turnbuckle anc
adjust.

Check the adjustment and tighten the locknut if the
free play is correct.

ADJUSTING THE BRASKES

As is the case with the clutch, use of the
brakes will change the pedal free play and
the balance between the right and left pedal.

The correct pedal free play is 1.18~ 1.57 in
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» Adjustment method.

Loosen the locknuts at each end and turn the rod to adjust the brake.

Turning it anticlockwise increases the free play, clockwise dsereit.

Tighten the locknuts.

Check that the free play is correct and the same on both pedals to eesubgaking

Uneven adjustment of the left and right pedal will result in one sided brakLng
A when the pedals are connected and can cause serious accidentsJyeapecifl
Caution high speeds.

Double check to ensure free play is the same on both pedals

ADJUSTING THE THROTTLE LEVER

If this lever is either loose or difficult to move please consult gealer for rectification of the
problem.

ADJUSTING TOE-IN

If the toe-in adjustment is incorrect it can cause severe shakbwh the steering wheel and the entire
tractor.

The correct toeQin is 0.08~0.24in. We recommend that this adjustment is meedeypler.

CHECKING THE BATTERY

The electrolyte level of the battery can evaporate during use
thus lowering the level.

Where it does so replace it with distilled water.

Where a spillage has reduced the level, replace it with %
electrolyte. e

__________ Lower Limit

Filler
Upper Limit

:} Low electrolyte levels can cause premature battery failecarrosion.
important
A Electrolyte contains acid and can cause serious burns.
Caution Any spillage on skin should be washed off by running water immediately.
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» BATTERY MAINTENANCE

Low temperatures will affect the performance of batterieslsogarticular care of it in winter.
For long-term storage of the tractor remove the battery and keega ¢dol dry room.

If it is on the tractor while stored, disconnect the negative terminal.

Batteries will self discharge if left for a period of without ugeet

To keep them in good condition charge them once a month in summer and evad/reeath in

winter.

When replacing the original battery, ensure that the replacemeatybiatthe same size.

Failure to do so can cause problems with the electrical circuit.

» BATTERY CHARGING

-A boost charge is only for emergencies.It will partially glear

the battery at a high rate and in a short time.

-When using a boost-charged battery,It is necessary to recharge
the battery as early as possible.

Failure to do this will shorten the battery’s service life.

A

Caution

Always disconnect the negative terminal first when removing theattery and
always connect the positive terminal first when fitting the battey.

When connecting the battery leads make sure not to reverse the palsr
Quick charging will reduce battery life.

Disconnect the terminals prior to charging the battery to avoid damageotthe
circuit and electrical instruments.

FAN BELT ADJUSTMENT

Check the fan belt tension regularly and adjust if

required.

The correct tension is if the center of the belt is

pushed.

With a finger it moves in approx. 7 to 9 mm (0.28
to 0.35 in) as shown in the picture.

To adjust the fan belt loosen the top bolt on the

alternator,

Move the alternator to the desired position and
tighten the bolt.

Also ensure that the bolts at the bottom of the

alternator are tight.
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Radiator Cap

SERVICING THE AIR CLEANER

To remove the dust from the evacuator valve
squeeze it between thumb and fingers to let exces$#
dust out and wipe around the valve to keep it cleay
from outside.

To clean the main element, remove the right fan
cover.

Remove the element by unloading the wing nut.

Remove dust by blowing it out of the element
with compressed air.

Check the element to ensure it is not damaged.

Reassemble the element.

Never beat the element on a stone or concrete floor/wall to cleardk@ll
connections and hoses especially on the clean side of the air cleamsurt e

:} dusty air can enter the engine.
Check the element for flaws by putting a light inside the element.
When reassembling make sure all surfaces seal correctly t@kseput.

important . . : .
P When working in dusty conditions increase the service frequency.

» Replace the element after cleaning it 5 times or it is damaged.

CHECKING HOSES AND LINES .

The fuel lines, radiator hoses, hydraulic and rubber hoses are consumaldbgjetéiiorate by age
and use.

Check them regularly and replace if faulty.

Damaged fuel lines leak and cause fires.
A Damaged radiator hoses can cause hot water burns and in severe castdsedeiz
Caution | engine.
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CHECKING THE WIRING HARNESS AND FUSES

Loose wires make inferior connections and damaged wires can causershds, fires burnt wiring
or reduce efficiency of components.

Replace or repair any faulty wiring or insulation.

If a fuse burns out again after it has been replaced, do not replace itisgithr\& high capacity fuse,
find the cause and rectify it or get an auto electrician to do so.

Where insulation is chafed or peeled off, recover the area with a golityf msulation tape. Where
wiring comes out of it’s fitting replace it correctly with therstard fitting.

the dealer to check it annually.
Likewise fuel pipes and wiring age with use.
important| Ask your dealer to check it at least once every 2 years and replaeguired

:} Incorrect wiring or fuses can cause fires to both the tractor and sumguaréia so get

» REPLACING FUSES
The circuit has 8 blade type fuses in its wiring circuit
(See diagram on pag@e)

When a fuse has blown replace it with one of the same value.

Using a large capacity fuse or wire burn out the wiring sy:

Use fuse tongs to replace fuses

» MAIN FUSES ﬂ&’tc‘f
sl

I
' T 'I? =
The wiring harness is equipped with 3 main fuses who’s | JI'L_ 13 [
function is to preserve the wiring. ' Ei e

However when a main fuse blows the entire circuit is dead.

Always check the reason & rectify before replacing the fuse
of the same value.

To indicate that the fuse is blown it will be discolored.

Always check the reason for a blown fuse i‘\ ‘w’nn!gﬂ_\,.lg\
otherwise the new fuse is also likely to blow. ‘\‘\H"‘

d
important| NEVER EVER USE WIRE in place of correct
grade fuse.

SERVICE PRIOR TO DAILY AND SHORT TERMS STORAGE.
Wash the tractor and keep it clean.

Fill the tank to avoid condensation and rust. >
Lower any attached implement to the ground before parking the tract E\"?% ﬁ

For long-term storage consult your dealer

Normal Blown out
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3.MAINTENANCE

For daily or short term storage

Clean the tractor and remove all dirt from field work.

Fill the fuel tank to avoid condensation and rust.

Lower the implement to the ground..

Keep it in a machinery shed or, if not available cover the unit if lefidmits

In very cold conditions it is advisable to remove the battery and keejdi iimsa warm
environment.

This will ensure effective starting when the tractor is required.

When the outside temperature is belowF32eplace the Antifreeze completely or drain the
coolant to protect the engine from damage from frozen coolant.

When washing the tractor ensure that the water does not get néacadlec
:} components or the olil filter points.

To prevent short circuits remove the ignition key.

Important Do not wash the tractor when the engine is running.
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Long-term storage.

When the tractor will not be used for a long time carry out the cleasifgr short term storage.
Drain the oil and replace with new oil.

Run the engine for approx. 5 min. to ensure that it has new oil throughout the engine.
Drain the coolant from the radiator and remove the ignition key.

Attach a tag both the key and the steering wheel saying” No coolant”.

Lubricate all grease and oil points on the tractor.

Check the pressures and add a small amount of extra pressure.

Lower any implement to the ground or store in a shady dry place.

Disconnect the clutch by using the clutch disconnecting arm.

Place a piece of wood under each tire to preserve the tire.

Atfter refilling the engine with the coolant run the engine for approx. 5-10 ami
1500-2000rpm every month as a corrosion prevention measure.

:} Either removes the battery or the negative terminal as mouse elaonaging can
cause short circuits and fires.

important| Remove the ignition key and store in a safe place.

Re-use after long term storage.

Carry out a full check of all oils and coolant.

Refit the battery and run the engine at idle for 30 min. to ensure optimune eifig

72

Downloaded from www.Manualslib.com manuals search engine


http://www.manualslib.com/

https://truckmanual shub.com/

Section - C

Specifications

The specifications on the following pages are given for your informatidrgaidance. For further
information concerning your Tractor and equipment, consult your Authokizednd
Dealer/Distributor.

Allmand policy is one of continuous improvement and the right to change prices, syemifscor
equipment at any time without notice is reserved.

All date given in this book is subject to production variations. Dimensions agtiteeire
approximate only and the illustrations do not necessary show Tractéasdiasd condition. For
exact information about any particular Tractor, please consultAjounand Authorized
Dealer/Distributor.
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SPECIFICATIONS

Model: Allmand8435
ENGINE

. L CLUTCH
Four strokes, Direct injection, water-cooled
Diesel Engine. Type : Dry single plate
Model  S4l2 Outer dia. X Inner dia. 8.86 X 5.9
No. of cylinders 4
Swept Volume :1,758cc TRANSMISSION
Bore :78 mm(3.07 in) .

. T ; h h

Stroke :92mm(3.62 in) ype Synenro mes
Compression Ratio 22:1 No. of gears :12 forward,
Horse Power (PS) :36/2,700 rpm

(Manufacturing rating)

12 reverse gears

Rated Speed 2,700 rpm with high and low
High idle rpm :2,880 to 2,920 rpm lection | ith
Low idle rpm 1970 to 1,000 selection lever wit
Fuel injection pump :Throttle type Differential Lock
Cylinder sleeve :Dry _ ,

: . TEERIN H I
Air Cleaner : Dry Filter element, S G ydraulic power

paper element filtering type. (Power steering)
E_x_haust Muffler : Horizontal Round. POWER TAKE OFEE
Firing order :-3-4-2
Accelerator : Hand & Foot Accelerator Rear mounted : 6 splines
Diameter 3in.

ELECTRICAL STARTING AND LIGHTING

Battery Capacity 12V75AH

Standard PTO : (1540/2,650 engine RPM

Starter :Solenoid Engaged.
Key Start with Safety ,

starter switch

Alternator 112V 50A

Instrumentation ‘Water Temperature Gauge,
Taco meter, Hour meter,
Electrical fuel level gauge.

BRAKES

Foot operated, independent with provision of
inter lock for simultaneous operation. A foot
brake is fitted for parking.

Disc Diameter :6.02 in
Lighting: Head lights, side indicators, .- _ :
Rear parking,, brake & Number of lining : 4 each side
indicator light, Front Total brake thickness :1.96 in
parking & indicator light, 3 point link - cat 1
On dash board indicators point finkage - category
for battery charging, turn adjustable outside

signal, PTO signal, Engine

check chains.

oil pressure, Preheat signal.
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Model Allmand8435 Traveling speed
Overall length (mm) 2900 (114.2") Clweg| w=z| Forward | Reverse
: 02| 29| Kmh Km/h
§U,' Overall width(mm) 1320 (52" L=Fo| =5 (mile/h) | (mile/h)
% Overall height(mm) 2360 (93") = L 1 0.85 0.77
g Distance between shafts(min) 1640(64.5") (R) (0.53) | (0.47)
Tread(mm) Front 1137 (44.7") 2 1.16 1.05
Rear 1040~1240 (0.72) | (065)
(40.9"~48.8") 3 1.49 1.35
Least ground clearance (mm) 330 (12.9") (0.92)] (0.84)
Weight (kg) 1390(3064 Ibs) 4 2.06 1.87
Name S4L2 (1.27) | (1.16)
Type Water cooled 4 cycle M 1 2.67 2.42
diesel engine (1.65) | (1.50)
Displacement (CC) 1,758 2 3.67 3.33
éﬂ Output/speed(PS/rpm) 36/2700 (2.27) ] (2.06)
3 | Fue Diesel fue 3 4.72 4.28
: 2.92 2.65
Fuel tank capacity 338.7 US gal) ( )| )
: — 4 6.51 5.91
Starting system Starting with motor (4.03) | (3.66)
Tire Front 7-16-4 PR
H 1 8.54 7.74
Rear 11.2-24-4PR ( 5.29 ) (4.79 )
Body Clutch system Dry single type 2 11.72 10.63
Braking system Wet disc type (7.26) | (6.59)
Steering system Hydraulic 3 15.07 13.66
Diff system Bevel geabiff-lock) (9.34) | (847
Shift method Synchromesh 4 20.80 18.87
. : : (12.89)( (11.70)
Minimum turning radius(m) 2.5(98")
;g'ftg;g Forward 12 stage *The specifications are subject to
9 Reverse 12 stages . .
change for improvement without
PTO Shaft (mm) 1%, 6 splines notice
Lifter Control Position control
Mounting CAT 1 type
75
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FUEL SAVING TIPS

To save fuel & oil in your tractor, following things should always be keptind.
A) Air cleaning system

1) Clean the air cleaner regularly so that dust does not settle down.
2) For every 50 hours & everyday in sandy/dusty conditions.

(a) Clean the air cleaner filter element with compressed air.

(b) If the rubber ring is cut or expanded then change it with an appropriate one
Fix the rubber at the proper location & check for leakages if any.

(c) If air is leaking through the hose connection, check & rectify ddaages, too.

Note: If air cleaning system is not properly maintained, it will leadady wear of piston rings
& sleeves. This will lead to problems like loss of engine power,, eixeest consumption
fuel consumption.

B) Engine

1) put the engine oil on load after the engine is heated & the waterrsgorpegauge indicates
the needle to be in the green zone.

2) If excessive black smoke is visible, then the paper elementdéaner, Fuel injection
Pump or nozzles should be checl

3) Do not run the engine without load for more than 2 minutes. It is better tdsetepdine
rather than run it idle. This will help in saving of fuel.

C) Clutch & Brakes.

1) Do not reduce the power of the power of the engine by depressing the cliwey.Hastead
use low gear.

2) If the Tractor has to be stopped for a long period, it is advisable totb@ngansmission in
neutral position & release the clutch pedal.

3) Do not over ride the clutch & brake pedals.

4) While coming down from a slope, reduce the engine throttle & use low@aot depend
only on the brakes for stoppage.

D) Fuel system

1) Always use filtered diesel for the fuel system

2) At the end of the day’s working, it is preferable to fill the di¢ézek so that it may prevent
condensation.

3) Change the filter, if the system gets choked. Do not change bothéhe diitthe same time.
If the above directives are not adhered to, the fuel injection pump &ianewbzzle will lose
its life early. Also, it will lead to excessive black smoke & essiee diesel consumption.
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E) Cooling system

1) Always use recommended grade of oil.

2) Everyday before starting the engine, check the oil level with sick#s refill between the
minimum & maximum level.

3) Charge the engine oil, Replace filter & “O” ring, as & when nexglii

F) Cooling system

1) Check the fan belt tension regularly. Adjust, If required.

2) Check the coolant level in the radiator fins always clean.

3)Replace the radiator cap with a genuine cap only, if required.

4) Do not remove the thermostat but replace with a new one, if required.

5) Do not change the radiator water often.

Note:

1) Always stop any fuel or oil leakages.

2) Carry out the regular maintenance failure to do so might incrieagadl consumption by 25%.

3) Carry out the torque of cylinder head bolt & adjustment of valve clearageilarly. Consult
your dealer for this.

4) Check the tire pressure & inflate, as recommended.

5) Always buy genuine spares from the authorized Dealer/Distributor.

6) Always carry out the service of the Tractor by your authorizedeDBastributor.

For any other information, contact your nearest Authorized Dealattiitir.
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SYMPTOM

CAUSE

REMEDY

Turning the main switch
will not operate the starte

Clutch not pushed in
Battery flat

Switch faulty

Push the clutch in
Charge or replace the battery
Dealer to repair or replace

Contact dealer for repair or
replace

Starter operates but not
enough to turn the engineg

Low battery
Bad earth
Thick oil

Charge the battery
Clean the earth lead and tighte

Drain and replace with correct
oil

=4

aulbu3g

Starter operates OK but
does not start the engine

Air in fuel system
Clogged fuel filter
No fuel being supplied

Glow plug disconnected
or not working

Bleed the system

Clean or replace both filters
Fill tank or turn tap on
Contact dealer for repair.

Engine revolutions are
irregular

Air in the fuel system
Faulty injector
Fuel pipe leak

Bleed the system
Contact dealer for repair.

The engine stops at low
revolution

Poor fuel injection
Faulty injection pump
Wrong valve clearance
Wrong idle setting
Faulty injector

Contact dealer for repair
Contact dealer for repair
Contact dealer for repair
Contact dealer for repair
Contact dealer for repair

The engine stops sudden

y  Lack of fuel

Faulty injectors

Seized engine due to lack
of oil, the wrong oil or
lack of coolant

Fill the tank and bleed the fuel
system

Contact dealer for repair

The engine overheats

Lack of coolant

Broken or misadjusted fan
belt

Clogged air filter element
Clogged radiator
Low oil

Refill with coolant
Adjust or replace

Clean or replace air filter
Clean the core
Replace the oil to correct grade
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SYMPTOM CAUSE REMEDY
White smoking from the | Oil level too high Reduce to correct quantity
exhaust Shortage of or faulty fuel | Contact dealer for repair
m Reduced performance of | The injectors are clogged] Contact dealer for repair
3 the engine carbon coated and sticking
=] Low compression
Leaking valve seat Contact dealer for repair
Incorrect valve gap Contact dealer for repair
Faulty timing Contact dealer for repair
Fuel shortage Contact dealer for repair
Fill the tank and check fuel
Clogged air cleaner quality

Clean the element

Oil warning light comes | Low oil level Fill to correct level

on with the engine Wrong oil Change to correct oil

running Faulty light or switch Replace faulty part
Clogged oil filter Contact dealer for repair

Alternator light comes on | Wiring fault Contact dealer for repair

with the engine runnir Faulty alternatc Contact dealer for rep:
Low water level or faulty | Top up or replace
battery

Broken or loose fan belt Rep|ace or adjust
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D

SYMPTOM CAUSE REMEDY
o The clutch slips Incorrect adjustment Adjust to correct free play
g Worm or burnt lining Contact dealer for repair
>
The clutch does not Incorrect adjustment Adjust to correct free play
disengage Rusty clutch lining Contact dealer for repair
w | Brake not working Incorrect free play Worm Adjust to correct free play
L or burnt lining Left and | Contact dealer for repair Equaliz
@ right gap different
Brake pedal not returning Faulty return spring LgcReplace spring
of grease on the joints | Remove rust and lubricate with
grease
T Hydraulics are not lifting Engine revs. too low Increase engine revs.
ngl Lack of transmission Top up the oil to the correct leve
%é_’ Oil Repair or replace pipe or replacd
o Air leaking in from a O ring on joint and tighten
pipe
Clean and change oil
Clogged suction filter Contact dealer for repair
Faulty pump Contact dealer for repair
Faulty hydraulic valve Contact dealer for repair
Faulty cylinder
Oil leak from pipe Loose pipe joint Cracked Tighten joint
pipe Replace or repair pipe
When lifting the relief The stopper has slipped| Adjust the stopper
valve whistles down

For any other hydraulic problems please consult your dealer who hasréwt eguipment to
diagnose and repair the system
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SYMPTOM CAUSE REMEDY
Steering wheel shaking Wrong toe-in Adjust toe-in
s Unequal tire pressure Inflate both to correct pressure
ﬁ_ Loose component Tighten or replace if worn
-3
«Q Excessive play in the Worn steering shaft Contact dealer for repair
steering Worn components Contact dealer for repair
Flat battery Faulty wiring Repair,reconnect or tighten as
needed
Faulty alternator Contact dealer for repair
Faulty regulator Contact dealer for repair
Broken or loose fan belt| Replace or adjust
Before anything else,check the electrolyte level of the badietythe connections.Top up i
required and clean and retighten the terminal
m | Dim head lights Low battery Charge or replace
8 Faulty wiring Repair or replace as needed
=
s+ | Headlights not working Blown bulb Replace bulb
% Blown fuse Replace fuse
g Faulty contac Repair or replace and check 1
S earth
Horn not working Faulty horn button Replace button
Faulty wiring Repair or replace
Faulty horn Replace
Indicator not working Blown bulb Replace bulb
Faulty flasher unit Replace unit
Faulty wiring Repair or replace
81
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Allmand8435 WIRING DIAGRAM (A3)

WIRING DIAGRAM
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» Drawing for fixing position of the fuse

» Wiring diagram of the electric instrument

GREEN FLW 0.5

é FOR Gf@N[;;%;E
®

! RED FLW 0.85

FOR MAIN CIRCUIT

b
BLACK FLW 1.25 SPARE 10A SPARE 15A
FOR PACTICATING .
@/ V] nonnn 1.PANEL 10A
120 42|\ 2.LIGHT/HORN 15A
Q)||2 g™ (0) 3. TURN SIGNALI10A
il 4.STOP/REVERSE10A
i ] 5.WORK LIGHT 10A
(] 007 .@. 6. CONTROLLER 15A
A H SPARE 208 7. COUPLER 20A
) r——
__ “Q SPAR /2/7 (2/7
I~ @ 10A \/ 15A 4 \/
L Py
) el

i
H

1 Fuse box A | Head lamp 12VH4/50W/40W
2 3 pieces of fuse blinks B | Direction signal lamp 12v21W
3 Power for the working Stop lamp back light 21/5W
5 Units for direction C | Meta panel light 12Vv3.4W
Signal relay for the power D | Working lamp 12V25W
6 PTO monitor E | Direction signal lamp | 12V21wW
PTO safety relay Side lamp 21VEW
! ﬁgiﬁ;;;o;tmhzeﬁzwer F | Back lamp 12V25W
8 Coupler for the trailer
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Wiring diagram of Independent PTO
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© POWER TRAIN

Front Weel (right side)

BT300; 7-16 (0D=740)

MFDm = 3.0
281(12)
287 S.n@—@ 0 --ouo.-
Front Axie
Shuitle Maln Range
Rear PTO
_.-.u_.o._.:u_ HIETNS) go08 Foclieh Eco_
L o 1 Tez08 fiocs 5204 6204 ET T1-3 M
CCW. et " g
Differential 6207
507211013
200 9TE4 52T(37.5)
o __ﬁd ) 2 oy
ol % .
4 Final Reduction
107 -.“_“u.zg lo 54 9)
Q Reor Wesl O T800: 11.2-24 {0D=1102)

(left side)
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TRACTOR HISTORY CARD

DATE JOB CARD | NATURE OF PARTS REPLACEMENT W/CLAIM NO.[ REMARKS
NO. DEFECT AND DATE
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SERVICE RECORD

DATE

TRACTOR HOURS

NATURE/TYPE OF REPAIR/SERVICE CARED OUT
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DAILY OPERATION LOG

MACHINE HOURS
START END

DATE JOB DONE FUEL ENGINE OIL REMARKS

CONSUMPTION TOPPED UP
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PART REPLACEMENT RECORD

DATE

PART DESCRIPTION

QTY

COST

DATE

PART DESCRIPTION

QTY
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WARRANTY POLICY
1.Allmand product Limited Warranty

Allmand warrants that eachllmand product is free from defects in both material and
workmanship,and that/imand will repair or replace,at!/lmands sole option,any parts
which are determined by/lmand to be defective in material or workmanship.

BASIC Warranty : (24 months),(1,000)Hours

& S |
This limited warranty will cover the period from the date of deiierthe original
purchaser from an authorizédmand dealerfora term of24 months ) or(1,000)

operating hours,whichever comes first:

Coverage

This Limited warranty is limited té/Imand repairing or réplacii :
option,warranted parts by an authoriZednand dealer at no charge for either the parts or::
services.Parts replaced under this Limited Warranty are omhamtad for the balance of
... - the warranty period:
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1.Allmand shall have no obligation or liability under this warranty.

(1) for normal maintenance or operation services for Products, including but not
limited to,providing lubricants, fuel, tune-up inspection or adjustments.

(2) for any consumable parts when such parts are replaced as a part of normahanaiet
or operating services.

(3) to any exclusions and limitations contained in the Limited Warranty.

2.0ptions, accessories, attachments installed by Dealers which are mafactared by

Allmand will not be warranted in any we bﬁli'mand. For information about the

warranty or to obtain warranty servicg-;&imﬁ parts, Dealers shoudattctire

manufacturer directly. y -

;..,
S

e ettt

3.The Limited Warranty is exclusive and.in lieu.of all other warrantigsetiver written,
Oral,express or implied, including any warranty of merchantabilitytroeds for
particular purpose. Lokt

e e

Liability for general, special, incidental or consequential aages, olcenomic or
moral loss,arising out of any failure of the Products) which is ot expressly assumed
by Allmand under this warranty.
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