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Main technical data SHANGHAI
PENGPU
PD165Y-1

SHANGHAI
PENGPU
PD220Y-1

SHANGHAI
PENGPU
PD320Y-1

HBXG (SHEHWA)
TY165-2

HBXG (SHEHWA)
SD7

SHANTUI
SD22

SHANTUI
SD23

SHANTUI
SD32

Engine

Model C6121ZG05c Cummins NT855-C280Cummins NT855-C360 C6121ZG05a CumminsNTA855-C280Cummins NTA855-C280 Cummins NT855-C280 Cummins NTA855-C360

Flywheel power kW / hp 122/165 162/220 239/320 121/165 177/240 162/220 169/230 235/320

Rated speed r.p.m. 1850 1800 2000 1900 2100 1800 2000 2000

No. of cylinders - bore × stroke mm 6-ø140 x 152 6-ø139.7 x 152.4 6-ø139.7 x 152.4 6 - ø120.7 x 152.4 6-ø140 x 140 6-ø139.7 x 152.4 6 - Ø139.7 x 152.4 6-ø139.7 x 152.4

Max. torque Nm/r.p.m. 790/1400 1050/1400 1509/1400 790/1300 1030/1250 1030/1400 1036/1400 1440

Fuel consumption rate g/kWh ≤224 ≤217 ≤242 ≤244 ≤235 ≤205 ≤217 ≤242

Travel speed
Forward km/h 3.8/6.6/10.6 3.6/6.5/11.2 3.6/6.6/11.5 3.3/6.2/11.4 3.9/6.5/10.9 3.6/6.5/11.2 3.6/6.8/11.8 3.6/6.5/11.2

Backward km/h 4.9/8.5/13.6 4.3/7.7/13.2 4.4/7.8/13.5 4/7.6/13.9 4.8/8.2/13.2 4.3/7.7/11.2 4.9/8.5/14.3 4.3/7.7/13.2

Transmission
system

Transmission Planetary gear, multiple-disc clutch, forced lubrication by gear pump Multi-stage planetary gear, forced lubrication Planetary gear, multi-disc, hydraulically connected, forced lubrication

Torque converter 3-element, single-stage, single-phase 3-element, single-stage, single-phase 3-element, single-stage, single-phase

Final drive Spur gear, double reduction, splash lubricated Spur gear, double reduction, splash lubricated Spur gear, double reduction, splash lubricated

Undercarriage
and tracks

Sprocket Segmented Segmented Segmented Segmented Segmented Segmented Segmented Segmented

Track tension Hydraulic-adjusted Hydraulic-adjusted Hydraulic-adjusted Hydraulic-adjusted Hydraulic-adjusted Hydraulic-adjusted Hydraulic-adjusted Hydraulic-adjusted

No. of track shoes (each side) 37 38 41 38 40 38 39 41

No. of track rollers (each side) 6 6 7 6 7 7 7 7

No. of carrier rollers (each side) 2 2 2 2 1 2 2 2

Track pitch mm 203 216 228.6 203 216 216 203.2 228.6

Track width mm 560 560 560 500 560 560 560 (610 or 660) 560

Length of track on ground mm 2430 2730 3150 2570 2895 2730 2840 3150

Ground clearance mm 400 405 500 352.5 404 405 405 500

Track gauge mm 1880 2000 2140 1880 1980 2000 2000 2140

Ground pressure MPa 0.064 0.082 0.094 0.069 0.071 0.077 0.078 0.105

Gradeability ° 30/25 30/25 30/25 30/25 30/25 30/25 30/25 30/25

Hydraulic
system

Pump Highpressuregearpump CBT3160 gear pump CBZ4200 gear pump Two group gears pumpHighpressuregearpump Gear pump Tandem gear pump Gear pump

Working pressure MPa 13.7 13.7 13.7 12 18.6 14 19.1 14

Rated flow L/min 250 257 335 190 194 262 194 335.5

Working
characteristics

Blade type Straight blade Straight blade Semi-U blade Straight blade Straight blade Straight blade Straight blade Straight blade

Overall dimensions mm 4996 x 3416 x 3240 5750 x 3725 x 3575 6880 x 4130 x 3640 5236 × 3297 × 3160 7604 x 3823 x 3402 6805×3725×3395 6830×3725×3380 6880×4130×3725

Weight kg 17860 25500 35900 17800 23800 23450 26990 37200

Blade dimensions mm 3416 x 1150 3725 x 1315 4130 x 1590 3297 х 1170 3823 х 1280 3725×1315 3725×1395 4130×1590

Max. drop below ground mm 530 540 560 420 498 540 540 560

Dozing capacity m³ 4.5 4.9 10 4.5 6.3 6.4 7.8 6.8

Ripper 3-shank 1-shank/3-shanks 1-shank 3-shank 1-shank 1-shank/3-shanks 1-shank/3-shanks 1-shank

* All technical specifications are subject to modification without notice
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