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EH130 CRAWLER EXCAVATOR
NEW HOLLAND CONSTRUCTION

— SAFETY —
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SAFETY PRECAUTIONS

1.1 GENERAL SAFETY INFORMATION

Do Not operate or perform any maintenance on
this machine until all instructions found in the
OPERATION'S MANUAL have been thoroughly
read and understood.

Improper operation or maintenance of this
machine may cause accidents and could result
in serious injury or death.

Always keep the manual in the operator’s seat
pocket.

Ifitis missing or damaged, place an order with an
authorized Distributor for a replacement.

If you have any questions, please consult an
authorized Distributor.

1. Most accidents, which occur during operation,
are due to neglect of precautionary measures
and safety rules. Sufficient care should be
taken to avoid these accidents. Erroneous
operation, lubrication or maintenance
services are very dangerous and may cause
injury or death of personnel. Therefore all
precautionary measures, NOTES,
DANGERS, WARNINGS and CAUTIONS
contained in this manual and on the machine
should be read and understood by all
personnel before starting any work with or on
the machine.

Operation, inspection, and maintenance
should be carefully carried out, and safety
must be given the first priority. Messages of
safety are indicated with marks. The safety
information contained in this manual is
intended only to supplement safety codes,
insurance requirements, local laws, rules and
regulations.

Messages of safety appear in this manual and

on the machine. All messages of safety are

identified by the words DANGER, WARNING
and CAUTION.

a. DANGER - Indicates an imminently
hazardous situation which, if not avoided,
will result in death or serious injury and is
represented as follows:

DANGER

AN
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WARNING - Indicates a potentially
hazardous situation which, if not avoided,
could result in death or serious injury and
is represented as follows:

CAUTION Indicates a potentially
hazardous situation which, if not avoided,
may result in minor or moderate injury. It
may also be used to alert against
possible damage to the machine and its
components and is represented as

N A

CAUTION
It is very difficult to forecast every danger that

may occur during operation. However, safety
can be ensured by fully understanding proper
operating procedures for this machine
according to methods recommended by the
manufacturer.

5.  While operating the machine, be sure to
perform work with great care, so as not to
damage the machine, or allow accidents to
occur.

Continue studying this manual until all Safety,
Operation and Maintenance procedures are
completely understood by all persons working
with the machine.

The proper and safe lubrication and
maintenance for this machine, recommended by
the manufacturer, is outlined in the
OPERATOR’S MANUAL for this machine.

Improper performance of lubrication or
maintenance procedures are dangerous and
could result in injury or death. Read and
understand the OPERATOR’S MANUAL before
performing any lubrication or maintenance.
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SAFETY PRECAUTIONS

1.2 SAFETY PRECAUTIONS

The serviceman or mechanic may be
unfamiliar with many of the systems on this
machine. This makes it important to use
caution when performing service work. A
knowledge of the system and or components
is important before the removal or
disassembly of any component.

Because of the size of some of the machine
components, the serviceman or mechanic
should check the weights noted in this manual.
Use proper lifting procedures when removing
any components. Weight of components table
is shown in chapter SPECIFICATIONS in this
manual.

The following is a list of basic precautions that
must always be observed.

1. Read and understand all warning plates and
decals on the machine before operating,
maintaining or repairing this machine.

2. Always wear protective glasses and protective
shoes when working around machines. In
particular, wear protective glasses when using
hammers, punches or drifts on any part of the
machine or attachments. Use welders gloves,
hood/goggles, apron and the protective
clothing appropriate to the welding job being
performed. Do not wear loose fitting or torn
clothing. Remove all rings from fingers, loose
jewelry, confine long hair and loose clothing
before working on this machinery.

3. Disconnect the battery and hang a “Do Not
Operate” tag in the operator's compartment.
remove ignition keys.

4. If possible, make all repairs with the machine
parked on a level, hard surface. Block the
machine so it does not roll while working on or
under the machine. Hang a “Do Not Operate”
tagin the operator’'s compartment.

5. Do not work on any machine that is supported
only by lift, jacks or a hoist. Always use blocks
or jack stands, capable of supporting the
machine, before performing any disassembly.

/A WARNING A\

Do not operate this machine unless you have
read and understand the instructions in the
OPERATOR’'S MANUAL. Improper machine
operation is dangerous and could result in injury
ordeath.
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10.

11.

12.

13.

14.

Relieve all pressure in air, oil or water systems
before any lines, fittings or related items are
disconnected or removed. Always make sure
all raised components are blocked correctly
and be alert for possible pressure when
disconnecting any device from a system that
utilizes pressure.

Lower the bucket, blade or other attachments
to the ground before performing any work on
the machine. If this cannot be done, make sure
the bucket, blade or other attachment is
blocked correctly to prevent it from dropping
unexpectedly.

Use steps and grab handles when mounting or
dismounting a machine. Clean any mud,
grease, oil or debris from steps, walkways or
work platforms before using. Always face the
machine when using steps, ladders and
walkways. When it is not possible to use the
designed access system, provide ladders,
scaffolds, or work platforms to perform safe
repair operations.

To avoid back injury, use a hoist when lifting
components which weigh 23 kg (50 Ibs) or
more. Make sure all chains, hooks, slings, etc.,
are in good condition and are the correct
capacity. Be sure hooks are positioned
correctly. Lifting eyes are not to be side loaded
during a lifting operation.

To avoid burns, be alert for hot parts on
machines which have just been stopped and
hotfluids in lines, tubes and components.

Be careful when removing cover plates.
Gradually back off the last two bolts or nuts
located at opposite ends of the cover or device
and carefully pry cover loose to relieve any
spring or other pressure, before removing the
last two bolts or nuts completely.

Be careful when removing filler caps,
breathers and plugs on the machine. Hold a
rag over the cap or plug to prevent being
sprayed or splashed by liquids under pressure.
The danger is even greater if the machine has
just been stopped because fluids can be hot.

Always use the proper tools that are in good
condition and that are suited for the job at
hand. Be sure you understand how to use
them before performing any service work.
Reinstall all fasteners with the same part
number. Do not use a lesser quality fastener if
replacements are necessary.

Find manuals at https://best-manuals.com


https://best-manuals.com

15.

16.

17.

18.

19.

https://truckmanual shub.com/
SAFETY PRECAUTIONS

Repairs which require welding should be
performed only with the benefit of the
appropriate reference information and by
personnel adequately trained and
knowledgeable in welding procedures.
Determine type of metal being welded and
select correct welding procedure and
electrodes, rods or wire to provide a weld
metal strength equivalent at least to that of the
parent metal. Make sure to disconnect battery
before any welding procedures are attempted.
Do not damage wiring during removal
operations. Reinstall the wiring so it is not
damaged nor will be damaged in operation of
the machine by contacting sharp corners, or
by rubbing against some object or hot surface.
Do not connect wiring to a line containing fluid.

Be sure all protective devices including guards
and shields are properly installed and
functioning correctly before starting a repair. If
a guard or shield must be removed to perform
the repair work, use extra caution and replace
the guard or shield after repair is complete.

The maintenance and repair work while
holding the bucket raised is dangerous due to
the possibility of a falling attachment. Don’t fail
to lower the attachment and place the bucket
to the ground before starting the work.

Loose or damaged fuel, lubricant and
hydraulic lines, tubes and hoses can cause
fires. Do not bend or strike high pressure lines
or install ones which have been bent or
damaged. Inspect lines, tubes and hoses
carefully. Do not check for leaks with your
hands. Very small (pin hole) leaks can result in
a high velocity oil stream that will be invisible
close to the hose. This oil can penetrate the
skin and cause personal injury. Use cardboard
or paper to locate pin hole leaks.
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20.

21.

22.

Tighten connections to the correct torque.
Make sure that all heat shields, clamps and
guards are installed correctly to avoid
excessive heat, vibration or rubbing against
other parts during operation. Shields that
protect against oil spray onto hot exhaust
components in event of a line, tube or seal
failure must be installed correctly.

Do not operate a machine if any rotating part is
damaged or contacts any other part during
operation. Any high speed rotating component
that has been damaged or altered should be
checked for balance before reusing.

Be careful when servicing or separating the
tracks. Chips can fly when removing or
installing a track pin. Wear safety glasses and
long sleeve protective clothing. Tracks can
unroll very quickly when separated. Keep
away from front and rear of machine. The
machine can move unexpectedly when both
tracks are disengaged from the sprockets.
Block the machine to prevent it from moving.
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1. NAME OF COMPONENTS

ARM CYLINDER

BUCKET
CYLINDER
BATTERIES

HYDRAULIC OIL TANK

PN SWING MOTOR
IDLER 23
LINK Y
BUCKET
LINK

BUCKET MAIN CONTROL

VALVE

REAR MIRROR

TRACK SHOE ASSEMBLY
(600 mm STANDARD)

TRACK IDLER
(1 EACH SIDE)

FUEL TANK

TRACK SPRING (1 EACH SIDE)

LOWER ROLLER (6 EACH SIDE)
UPPER ROLLER (1 EACH SIDE)
COUNTERWEIGHT

ENGINE AIR CLEANER ENGINE RADIATOR

SWIVEL JOINT
ENGINE COOLANT RESERVOIR

TRAVEL MOTOR
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2. GENERAL DIMENSION

2.1 [SK135SR(LC)(-1E)|

4.6m (15" 1”) Boom+2.45m (8" ) Arm+0.5m? (0.65cu-yd) Bucket+600mm (24”) Shoe : SK135SR

4.6m (15" 1”) Boom+2.95m (9" 8"

1,425mm

2,810mm (8°-3")

*910mm (3°)
2,740mm (9°-07)

) Arm+0.38m? (0.5cu.yd) Bucket+600mm (24") Shoe : SK135SRLC

2,410mm (7°-117)

3,570mm (11°-97)

7,360mm(24°-27)

3,740mm (12°-37)-LC

7,470mm (24°-6")-LC

2.2 [SK115SRDz(-1E)

rg”

600mm (24™)
2,590mm (8°-67)

*Marked dimensions do not include height of shoe lug.

4.6m (15" 1”) Boom+2.45m (8" ) Arm+0.5m? (0.65cu-yd) Bucket+600mm (24”) Shoe

1,425mm 2,410mm (7117
@8

cf,; L f o~

- NSRS

B << Wk 5 & S

S \ T il < L € v}

| [l L0

~ D D
Q ) ﬁ —_t ——t— P *

? oo Jm =
3,570mm (11°-9") ‘GOOmm (247)
2,580mm (8°-67)

7,880mm (25°-10")

*Marked dimensions do not include height of shoe lug.

2.3 {SK135SRL(-1E

4.6m (15" 1”) Boom+2.45m (8" ) Arm+0.5m? (0.65cu-yd) Bucket+700mm (28") Shoe

1,425mm R 2,410mm (7°-1179
(4°-87).
—
o ® ; \ '7
C Z \ % o =
N m N
d H £ls o
£ 2 € S
E s | E £
S 4 \ 1 - L =] C g —)
® > /= ~N A g \
5 o ( — = = Q
A\ : e/ =
3,800mm (12°-67) > 700mm (27.67)
_ 7,430mm (24°-57) 2,740mm (9°-09)

*Marked dimensions do not include height of shoe lug.

20
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3. WEIGHT OF COMPONENTS

Unit : kg (lbs)
Model SK135SRLC(-1E)
ltem SK115SRDZ(-1E) [SK135SR(E)] SK135SRL{-1E)
Machine complete (STD) 14,400 (31,750) [1257988 gg,ggggl 15,700 (34,610)

1. Upper frame aséy (including the following :)

7,270 (16,030)

7,330 (16,160)

7,330 (16,160)

1.1 Counterweight 3,490 (7,690) - “—
Counterweight (Add-on) 600 (1,320) - -
12 Cab 210 (460) - -
1.3 Engine X 368 (810) 363 (800) 363 (800)
1.4  Hydraulic oil tank % 91 (200) - -
1.5 Fueltank % 53 (116) - -
1.6  Slewing motor (including reduction unit) 110 (240) S - -
1.7  Control valve 122 (270) 114 (251) 122 (270)
1.8 Boom cylinder 3% 107 (235) X2 - -
1.9  Pin (2pcs. for mounting boom) 37 (82) - -
1.10 Pump ¥ 95 (210) - -
1.11 Radijator X% 77 (170) 65 (143) 77 (170)
5,210 (11,490) 4,650 (10,250) 6,750 (14,880)

2. Lower frame assy (including the following :)

[4,450 (9,810)]

21  Slewing bearing 149 (330) - -—
2.2 Travel motor (inciuding reduction unit) 144 (320) X2 - 240 (530) X2
2.3  Upperroller 8 (18)X2 8 (18)X4 17 (37) X4
2.4  Lower roller 27 (60)X12 27 (60)X14 35 (77)X14
2.5 Frontidler 70 (150) X2 - 106 (230) X2
2.6  Track tension adjuster 57 (125) X2 - 102 (225) X2
2.7  Sprocket 36 (79)X2 - 65 (140)X2
2.8  Swivel joint 63 (140) 30 (66) -
2.9  Track link with 600mm (24in) shoes assy 820 (1,810) X2 855 (1,880) X2 —

Track link with 700mm (28in) shoes assy (OPT)| 980 (2,160)X2| 1,020 (2,250)X2 1,340 (2,950) X2
2.9.1  Track link assy 290 (640)X2 300 (660) X2 465 (1,040) X2
2.10 Dozer blade 470 (1,040) — —
2.11 Dozer blade cylinder % 57 (125) X2 — —
3. Attachment 1,920 (4,230) 2,050 (4,520) 1,920 (4,230)

_ [1,920 (4,230)]

3.1 Bucket assy 380 (840) 334 (736) 380 (840)
3.2  Arm assy (including the following :) 580 (1,280) 670 (1,480) 580 (1,280)
3.21 Arm ' 374 (820) 464 (1,020) 374 (820)
3.2.2  Bucket cylinder X 90 (198) - -
3.23 Idlerlink 12 (26) X2 - -
3.2.4  Bucket link 43 (95) - -
3.2.5  Attachment pin 36 (79) - -—
3.3 Boom assy (Including the following :) 940 (2,070) - -
3.3.1 Boom 740 (1,630) - -
3.3.2 Armcylinder 3% 149 (330) - -
3.3.3  Pin (Mounting arm * Mounting arm cylinder) 29 (64) - -
4. Lubricant and water (including the following :) 310 (680) - -
4.1  Hydraulic oil 138 (304) - -
4.2  Engine oil 11 (24) - -
4.3  Fuel & water 139 (310)+18 (40) -— -—

NOTE : Numerical values marked 3 indicate the dry weight.

30
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4. TRANSPORTATION DIMENSION AND WEIGHT

@ OVERALL DIMENSIONS OF A COMPLETE MACHINE ON A TRAILER

ttem Model| 5K115SRDz(-1E)| SK135SR(-1E) | SK135SRL(-1E) SK135SRLC(-1E)
Arm & Bucket 2.45M (8° 05")+0.50m? (0.65¢cu-yd) 2.95M (9° 8")40.38m? (0.50cu-yd)
Weight kg(lb) | 14,400 (31,750) | 13,800 (30,420) | 15,700 (34,610) 14,000 (30,860)
++7,880mm (25’ 10”)
7,360mm (24’ 2°) AtSTD shoe 600mm (24in)
*7,470mm (24°6") * LC SPEC.
| ** DZ SPEC.
= \ At L shoe 700mm (28in)
7
R
£ B |
:— () © |
E [ ]
E 3 s =T
8 QWA = :
£G O) ) =
Bla
O WITHOUT ARM AND BUCKET
&

® WITHOUT BOOM, ARM AND BUCKET

2,740 (9°0%)

2,810 (9°3")

L=6,510 (21'4")

=6,590 21'7")

SK135SRL(-1E)

14,100 (31,100)

L=3,570mm (11°9")

10

A Model Weight  kg(lb) |
1
= = SK115SRDz(-1E) 13,420 (29,600) e [(—-| i
= § S | SK1355R(-1E) 12,720 (28,000) :
5§ © 1 SK135SRLC(1E) | 12,920 (28,500) l
O + 7
Tm | T |[SK115SRDzZ(-1E 13,740 (30,300 T
IZ| E ) (30,300 T
=s | ¥ |SK135SR(-1E) 13,040 (28,700) “ i |
T| E
<< | g€ |SK135SRLC(-1E) 13,240 (29,200) 600mm (24") g W 3550 56")
3 700mm (287" 2,690 (8 107)
R | SK135SRL(-1E) 15,040 (33,200) -
c_. SK115SRDZ(-1E) 12,480 (27,500)
: = §§ SK135SR(-1E) 11,780 (26,000) - ]
88 | © | sk135SRLce1E) | 11,980 (26,400) 2 o
[s2 ] £
ED | T | SKI15SRDZ(1E) | 12,800 (28,200)) § =
o | © - o
Qs | & |SK135SR(-1E) 12,100 (26,700) ®
T| €
5< E |SK135SRLCtE) | 12,300 (27,100)
o
M~

LC, L=3,740mm (12°3")
DZ, L=4,090mm (16°1")
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® OVERALL DIMENSIONS OF BOOM

ltem Type 4.6m (15ft-1in) Boom

Length X Height XWidth 4,76X1.39X0.57
LXHXW m(ft-in) (15" 7" X4 7" X1 10")
Weight kg (Ibs) 940 (2,080)

® OVERALL DIMENSIONS OF ARM+BUCKET

Type Arm+Bucket Arm+Bucket
Itemn 2.45m (8it)+ 0.5m* (0.65cu-yd) [2.95m (9ft-8in)+ 0.38m* {0.50cu - yd)
Length X HeightX Width 4.3f§'X0.81 X1.00 4,93X0.81X0.80
LXHXW m{ft-in) (144" X2"8" X337 (16"2" X2 8" X2'7")
Weight kg (Ibs) 970 (2,140) 1,100 (2,400)

® OVERALL DIMENSIONS OF ARM

ltern Type 2.45m (8it) Arm 2.95m (8it-8in) Arm

Length X Height XWidth 3.20X0.61X0.37 3.77 40.64X0.37
LXHXW mft-in) (10°6"X2" X1 37) (12°4"X2" 11" X1°37)
Weight kg (Ibs) 580 (1,280} 670 {1,480)
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@ OVERALL DIMENSIONS OF BUCKET

Type

Hoe bucket

LengthX
HeightXWidth
LXHXW __m {ft-in)

1.19X1.07 X0.70
(3117 X3 8" X2 4")

1.19X1.07 X0.70
(3" 11" X3 6" X2 4")

1.19X1.07 X0.80
(3117 X3'6"X2'77)

1.19X1.07X0.90
(3117 X3 8" X2 117)

Weight kg (Ibs) 280 (620) 300 (660) 340 (750) 350 (770)
Bucket capacity

m® (cu-yd) 0.24 (0.31) 0.31 (0.41) 0.38 (0.50) 0.45 (0.59)

Type Hoe bucket V-bucket Slope finishing bucket
hi?g:ta?;éwmth 1.19X1.07X1.00 1.19X1.07 X1.10 1.25X0.65X1.79 1.01X0.79XX1.80
Ut m (itimg) 3 117X3 67X373") | (37117X3 87 X3'7") | (4'1"X2'2"X5'107) | (374" X2'7"X5"11")
Weight kg (lbs) 380 (840) 400 (880) 290 (640) 550 (1,210)
Bucket capacity

m (cu-yd)| STD 050 (0.65) 0.57 (0.75) 0.46 {0.60) 0.52 (0.68)
® Hoe bucket ® V-bucket ® Slope finishing bucket
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@ DOZER SPECIFICATIONS

2,590mm (8°-6")
570mm (1°-107
Q

5 '3,0"“«\6):\
B

ITEM SK1158RDZ(-1E)
Length R0 e She i of the blade) R1,630mm (5°4-)
Width [600mm (24~ ) shoe only] 2,590mm (8°6~)
Height : 570mm (1710-)
Weight 470kg (1,040 Ib)
Set Pressure of Main Relief Valve 210kgf/cm? (2,990pis)
Set pressure Of Overload Relief Valve 280kgf/cm? (3,980pis)
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5. SPECIFICATIONS AND PERFORMANCE

5.1 SPEED AND CLIMBING CAPABILITY

|

ltem Mode SK115SRDz(-1E), SK135SR(LC)(-1E), SK135SRL(-1E)
Swing speed 11.7rpm

km/h
TRAVEL SPEED (1-speed/2-speed) (m%) 2.8/51(1.7/3.2)
Gradeability %(degrg 70 (35)

5.2 ENGINE

Engine model ISUZU BB—4BG1T [ISUZU A—4BG1T]
Type Water-cooled, 4-cycle direct injection, turbo charged engine

Number of cylinders—Bore X Stroke

4—105mm X125mm

(4.13inX4.92in)
Total displacement 4,329cc (264cu-in)
Starter 24V | 4 5kW
Alternator 24V / 50A [24V / 40A]
Model SK115SRDZ(-1E) SK135SR(LC)(-1E),SK135SRL(-1E)

Rated output / Rotation speed

68.2kW (94PS) /2,050min™" 69.6kW (95PS) / 2,200min™"
[68.7kW (93.4PS) / 2,050min™"] | [70.1KW (95.3PS) / 2,200min™"]

Maximum torque / Rotation speed

34.4kgf-m (249 Ibf+ft) / 1,600min—"
[32.4kgf-m (235 Ibf-ft) / 1,600min~"]

5.3 HYDRAULIC COMPONENTS

® Textin{ ]shows the number before modification of machine.

Hydraulic pump

Variable displacement axial piston + gear pump

Hydraulic motor (swing)

Axial piston motor

Hydraulic motor (travel)

2-speed axial piston motor

Control valve

6-spool control valve

%’é@,ﬁ,‘fkrm, and Bucket) Double action cylinder
Qil cooler Air-cooled type
5.4 WEIGHT
SK115SRDz(-1E) | SK135SR(-1E) | SK135SRL(-1E) | SK135SRLC(-1E)
Fully equipped weight 14,400 (31,750) | 13,700 (30,200) | 15,700 (34,610) | 13,900 (30,640)

Upper structure

7,270 (16,030)

7,330 (16,160)

7,330 (16,160)

7,330 (16,160)

[with 600mm (24in) shoe]

Lower machinery *with 700 mm (28in) shoe

5,210 (11,490)

4,450 (9,810)

36,750 (14,880)

4,650 (10,250)

2.45m (8ft) STD Arm

Attachment %2.95m (9ft-8in) Long Arm

1,920 (4,230)

g ——

-

%2,050 (4,520)

8D
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6. TYPE OF CRAWLER

. . Overal width of |Ground pressure
Shape Shoe width mm (in) crawler mm (ft-in) |  kgf /cm? (psi)
Grouser shoe 600 (24) 2,590 (8" 6" ) 0.38 (5.4)
SK115SRDZ(-1E) .
700 (28) 2,690 (8" 10”) 0.34 (4.8)
600 (24) 2,590 (8' 6”) 0.36 (5.1)
SK1358R(-1E)
44 links 700 (28) 2,690 (8" 10") 0.32 (4.6)
Grouser shoe
600 (24) 2,590 (8° 6" ) 0.35 (5.0)
SK135SRLC(-1E)
700 (28) 2,690 (8" 10”) 0.31 (4.4)
46 links
42 links] SK135SRL(-1E) 700 (28) 2,740 (9°0") 0.33 (4.7)

NOTE :

Use grouser shoes 500mm (20in) or 600mm (24in) on rough ground (areas covered with rocks and gravel). If
you drive or excavate with other shoes, this may cause shoe bending, shoe bolt looseness, and track
assembily (link, roller, etc.) damage.

9D
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7. TYPE OF BUCKET

[SK135SR(LC)(-1E} [SK115SRDZ(-1E) [SK135SRL(-1E)

Heaped

Outer width mm (ft-in)

Availability

roe ke BB | wtorye | VIGEE [ W% o Lot S | o
0.24(0.31) (8332) ?20,(; ( 153(:39,) 3 w | YES (ggg)
0.31(0.41) ?6.23?) (27,03,) ?29(; S | W | ¥ES (ggg)
0.38(0.50) (gzg% (255079,) (27,(29,) 4 w | YEs (ggg)
0.45(0.59) (8:22) (2??‘1),,) (2§°79,) 4 w | ves (333)
o.5§5)[.)65) (8323) (13;'0 g”o) (29?2") > W YES (gig)
0.57(0.75) (g:gg) (13"13% (13’9 §»°) 5 | W | YES (ggg)
.0.70(0.92) (ggg) S (13',1 :0) 5 W/O | YES (ggg)
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8. COMBINATIONS OF ATTACHMENT

[SK135SR(Lc)(-1E) [BK1155R0Z(-1E] [SK135SRL-1E)

Hoe bucket ?:2%‘?:’ Struck ' Applicable Arm
{
ms(gu-yﬁ) micu-yd)|  2.1m (6"117) Arm 2.45m (8") Arm 2.95m (9'8") Arm
0.24(0.31) (8122) O O O
0.31(0.41) ?623% O O O
0.38(0.50) (822% O O o
0.45(0.59) (g:ig) O O A
57D 0.38
0.50(0.65) | (0.50) O © X
0.43
057075) | 0’5 o A 5
0.70(0.929 (g'gg) A X X

NOTE :

O Standard combination

O General operation : Excavation or loading of sand, gravel, and clay

A Light operation : Mainly loading or loose gravel (e.g., cultivation or loading of sand or gravel)
X Prohibited combination : There are problems from the view points of strength and stability.

A ® Use the attachments recommended by KOBELCO. Reinforcement of arm allows to use it as
nibbler and breaker.
The trouble due to the use in the condition "Use not allowed" described in the above table is not
included in our responsibility
® When bucket marked by & has been attached or nibbler has been attached on long arm, the
specified stability may not be obtained. So add weight 600kg (1,320 Ibs) in add-on type as
required.

4\ CAUTION

If any other bucket, except for the backhoe bucket, is turned over and used for excavation, damage
to the arm and bucket may occur.

110
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MODEL SERIAL NUMBER

9. ENGINE SPECIFICATION [SKTi5SRoz [¥¥0203001~

SK135SR YY02-03001~

SK135SRLc YH02-01301~

9.1 SPECIFICATIONS SKI1355FL 0201041 —

Model SK135SR, SK135SRLC SK115SRDzZ
Engine model ISUZU A—4BGI1T ISUZU A—4BG1T
Diesel, 4-cycle water-cooled, | Diesel, 4-cycle water-cooled,
Type in-line, direct injection, in-line, direct injection,
turbo charger turbo charger

Rumber of cylinder = mm (n)|  4X105(4.13)X 125(4.92) -
Total displacement cc (cu-in) 4,329(264) -
Compression ratio 18.0 -

Rated out put kW (PS) at min™! 70.1 (95) at 2,200 68.7 (93) at 2,050
{‘g;‘;ggum kgf-m (Ibf-ft) at min ™ 32.4 (235) at 1,600 32.4 (235) at 1,600
High idling min~! 2,630+ 30 -

Low idling min~! 1,000£25 -

Injecti T .

opbning pressure kgf/em?(psi) 185(2,630) -
Shermostat action C(F) 82/ 95(180 / 203) -

Firing order 1-3—4—2 —
Sompression keflem? (psi) 185(2,630) -

Lubrication oil pressure

Fuel injection timing

12° before top dead point

14° before top dead point

Valve clearance Open Close

Valve cl Intake val 0.4mm (0.016") 24.5° before top 55.5 after
alve clearance ntake valve in cold condition dead point bottom dead point
Exh 1 0.4mm (0.016”) | 54 before bottom 26 after top
xhaust valve in cold condition dead point dead point

Starter capacity VXKW 24X 4.5 -
Generator capacit;
(Alternator) oo VXA 24X 40 24X 40

@550 (21.7in) suction type
Cooling fan drive method 8 fans, V-belt drive, pulley -

ratio Crank / Fan= 1.01

Engi il tit .
(Oif pan only) ¢(gal)| Max. 13(3.4), Min. 11(2.9) -
Dry weight kg (b) 368(811) -
Fuel consumption ..y (@PS-h)|  234:16% (172:+12%) -
Allowable inclination Front / Rear and Right / Left : 35°
Dimension (L XWX H) mm (in) (34.4??1(;3(29/?201;1( g%i.lin) -

Rotating direction

Counterclockwise seeing from flywheel side
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MODEL
SK1158RDpz-1E

SERIAL NUMBER
YY03-04555~
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9A. ENGINE SPECIFICATION

SK135SR-1E | YY03-04555~
SK135SRLC1E | YH03-02097~
9.1A SPECIFICATIONS SK135SRL-1E  |LK03-01107~

Model SK135SR-1E, SK135SRLC-1E SK115SRDZ-1E

Engine model ISUZU BB—4BGI1T ISUZU BB—4BGI1T
Diesel, 4-cycle water-cooled, | Diesel, 4-cycle water-cooled,

Type in-line, direct injection, in-line, direct injection,

. turbo charger turbo charger
Number of cylinder— )
Bore X Stroke mm (in) 4X105(4.13)X125(4.92) “«
Total displacement ce (curin) 4,329(264) «
Compression ratio 18.0 -

Rated out put kW (PS) at min™}

69.6 (95) at 2,200

68.2 (94) at 2,050

lt‘g:;‘ggg“m kgf-m (bfft) at min™? 34.4 (249) at 1,600 -
High idling min ™! 2,520+20 —
Low idling min~! 1,000£20 —
i’;jeeﬁf,if;np‘{.ié‘;ire kgflem?(psi) 185(2,630) -
g?:ﬁ%ofﬁagpﬁion C(P) 82 /95(180 / 203) -
Firing order 1—-3—4—2 “«
Compression keflem? (psi) 185(2,630) -

Lubrication oil pressure

Fuel injection timing

9° before top dead point

9° before top dead point

Valve clearance

Valve clearance Open Close
Intake val 0.4mm (0.016") 19.0° before top 47.0° after
ntaxe valve in cold condition dead point bottom dead point

Exhaust valve

0.4mm (0.016")

57.0° before

15.0° after top

in cold condition | bottom dead point dead point
Starter capacity VXkW 24X4.5 “«
Generator capacity
(Alternator) VXA 24X 50 24X 50

3550 (21.71in) suction type
Cooling fan drive method 8 fans, V-belt drive, pulley «

ratio Crank / Fan=1.01

Engi i tit, . . . .
((ﬁ%gl:noén%;)an i f (gal)| Max. 13(3.4), Min. 11(2.9)  {Total oil = oil pan 0il+3€(0.8)}
Dry weight kg (Ib) 368(811) “—

Fuel consumption

i g/kW+h (g/PS-h)

245+7% (180+7%)

240+7% (176L£7%)

Allowable inclination

Front / Rear and Right / Left : 35°

Dimension (LXWXH)

mm (in)

900X690X 865
(34.4in X27.2in X 34.1in)

pr—

Rotating direction

Counterclockwise seeing from flywheel side

12A
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[SK135SR-1€| [SK135SRLC-1E| [SK135SRL-1E MODEL _ |SERIAL NUMBER

9A.2 ENGINE CHARACTERISTIC CURVE (ISUZU BB—4BG1T) SK115SRoz-1E | YY03-04555~
Condition to be measured :With fan and generator SK135SR1E | Y¥03-04555~

With £ d air ol SK1358RLC-1E | YH03-02097~
ithout muffler and air cleaner SK1355RL1E  |LK03-01107~

(N.m)  (Ibf.ft)

HEEEEEER o
a7s
337.6£20 N.m /About 1600 min"ﬂ
T 350 258
|| (24915 bfft /About 1600 min”') 425
| \\
300 221
SHAFT TORQUE
| HREEN A
(PS) (kW)
r 80
(100)-
| 69.6:1.8 kW/2200 min™")
LA\ |(s5=2.4 P$/2200 min)
L~
(80)"‘— 60 r// \
P \
/ s
(60)-
SHAFT 40 )4 \
OUTPUT J \
d \
(40)+
\
- 20 \\ | 252020 min™!
(20)- \ /
L 6 Y
N S A B 280 g/kW+h
N |24027% Kkg/kWh /2200 min' |
~ 260
\\ \‘ 240
™N L
™~ | 220
FUEL CONSUMPTION RATE
] i i 1 1 i | I i I I 200
500 1000 1500 2000 2500
ENGINE SPEED (min™")
ISK135SR(LC)-1E|[SK135SRL-1E| K115SRDZ-1
Fuel consumption volume Fuel consumption volume
— Fuel consumption rate Xkw X Load factor (¢) = Fuel consumption rate X kW X Load factor ()
0.835X1000 0.835X1000
_ _245g/kwh oo s o = 2408/kW'h 65 ok W o
0.835X1000 0.835X1000
=20.4 a -€/h =196a -t/h
=14.3~16.3 ¢/h =13.7~15.7 £/h

a . Standard load factor (0.70~0.80)

Fuel consumption in regular operation
(load factor . 0.70~0.80)
11.7~13.4¢/h
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CHAPTER 3

CH 03

EH130 CRAWLER EXCAVATOR
NEW HOLLAND CONSTRUCTION

——— ATTACHMENT DIMENSIONS ——
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1. BOOM

1.1 BOOM DIMENSIONAL DRAWING

dJd
3 :
1
{
SECTION BB SECTION CC
Fig. 1-1 Boom dimensional drawing
Table 1-1
No. NAME Unit : mm (ft-in)
A |Boom length 4,600 (15°17)
B |Boom foot width 574 (1°10.67)
C {Boom end inner width 274(10.87)
D |Boom end outer width 386 (173.27)
E [Height of boom cylinder rod pin 961(3°1.8")
I |Height of arm cylinder (head side) pin 1,084.5 (3°7")
G |Distance between pins of boss R2,024 (6°8”)
H |Distance between pins of bracket R2,303 (7°7")
I |{Arm cylinder (head side) inner width 108 (4.25”)
J |Outer width of bracket on the arm cylinder (rod side) mounting section 400 (173.77)
d1{Boom foot pin dia. 270 (2.76")
d2 [Boom cylinder (rod side) pin dia. 380 (3.15")
d3|Pin dia. of arm end. @70 (2.76”)
d4{Arm cylinder (head side) pin dia. @70 (2.76”)

10



1.2 BOOM MAINTENANCE STANDARD

(1) Clearance of pin and bushing

on boom section

https://truckmanual shub.com/

Fig. 1-2 Clearance of pin and bushing on boom section

Table 1-2 Unit : mm (in)
g Standard value Clearance
m ) -
_31;01 Item Pin part No. Pin | Pin dia. | 2% |Standard|Repairable| Service| Remedy
dia. | tolerance|tolerance| value level limit
0 +0.231 +0.291
A |Boom foot YX02B01002P1 ~(§(.)360 (%91?01) (100'?116105)
@70 (—0.0024) {(+0.0063)| (+0.0063)
Boom cylinder (2.7559) (+0060(?102) (+(;) §01§3)
. YV02B01011P1 0 e
B (Head side) (*:&3102) ¢ :(;) 6007208) More than |, o Replace
: 0 +0.180 [ ¥0.240 1.2 008 |Pushing
c Boom cylinder LP02B01053P1 280 50360 (+060]f)07;)1) (+%0100905) (0.05) or pin
i 3.1496 =0 +0. +0.
(Rod side) (3.1496) (—0.0024) | (+0.0039)| (+0.0039)
Ar lind +0.030 +0.210
m cylinaer @70 (+0.0012) (+0.0083)
D . YY02B01062P1 _
2.7559 0.030 +0.070
(Head side) @759 00012) (+0.0028)

20
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(2) Clearance in thrust direction on the boom

cylinder installation section e — A
. 4’5@::6—"*"’ =5 . :*‘ %)
— ”/,«/V..’f\b
- \‘ "/‘ z Pl /B H——JA‘
=3 :’Jﬁ@a} _U
e —" /’ o 4 |’_~ -
"é— "——..—_—_-_.__:_'i—"".‘.—.‘?“-_—‘_._l
<—P
L3_X L3 L3
X 14 .
N - P17}
H-’-T - LZTF ;-—L-J%ﬁ::“—'—:f&{ “_'":1
- - L _ _ _ ]
L_ﬂ)\— J_‘! I ’ lJ—— ﬁ:: ::ﬂ’%,——j} l !
SRR by ;
e TN
- ) L N
SECTION DD . X €3
SECTION CC
X L2 X_ L2
:’" g o] H ) -
1. L I
i A R0 i ey A -
e s I
=T} T inscn
) R 1 O 0 I I 1 I
€2 £2
SECTION AA
SECTION BB
Fig. 1-3 Clearance in thrust direction on the boom cylinder installation section
Table 1-3 Unit : mm (in)
Basic size Shim adjusting clearance |Length under
Qec- as (Total of both sides) pin neck
. Item - - Remedy
tion . Standard |Repairable|Service
No. Size ... |No.lLength
_ value level limit
Boom 574 (22.6)| 0.6 (0.02) 1.0 1.5 716
A |B foot L1 21
0om 109 IUpper frame 581 (22.9)| orless | (0.04) | (0.06) (28.2)
B Boom cylinder [Boom cylinder L2 90 (3.54)| 0.6~1.0 2.0 2.5 2 180
(Head side)  |Upper frame 94 (3.70) {(0.02~0.04)| (0.08) | (0.10) (7.09) |spim
. Boom cylinder |Boom cylinder | L3 | 80 (3.15) | 0.6~2.0 2.5 3.0 | ¥ | 597 |adjustment
(Rod side) Boom L3’ 400 (15.7)[(0.02~0.08); (0.10) | (0.12) | £3 | (23.5)
D Arm cylinder |Boom cylinder 14 100 (3.94); 0.6~1.0 2.0 2.5 4 212
(Head side)  |Boom 108 (4.25)|(0.02~0.04)| (0.08) | 0.10) [ ¥*| (8.35)

However the mark ¥ shows the length specified in the figure because it has no neck length.

3@
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2. ARM
2.1 ARM DIMENSIONAL DRAWING
ra—B
E R \
‘ 23350
. e
F o N S = i
2 A
ARy e L
C 1
- B A POINT
D1 D2 o B POINT
8
9 F < " I P -
l 1
PR = = :
i S T
di d2 |
: }
. SECTION AA
d3 i)
< . -
= SEEERS
D L= (= T T
8 i . 1 ! Z I M
1/
=T
SECTION BB
VEIW 1
Fig. 2-1 Arm dimensional drawing
Table 2-1 Unit : mm (ft-in)
2.95m (9'8") 2.95m (98"
No. NAME Long STD No. NAME Long STD
C |Arm length (52)985'9) 2(35 ? L [Arm link section boss width (9?éf") -
. R660 . 268 —
D Dfiitance lzle{:)weelr(x pins A point (26.2") R638.5 M |Boss width 9.37")
t ”
01boss and bracte B point (ﬁf Zf?) 25.17) N [Bracket inner width (4?‘205%') -
D1|LD of boss (3?1%9') - O [Bracket inner width (3%%") -
275 — . . . 501
D2|LD of boss (2.95”) P {Idler link dimension 19.77) i
2150 — . . . 482 —
D4|L.D of boss (5.917) Q |Bucket link dimension (19.0”)
Distance between of R1820 — Height between pins of 20 —
E |boss and bracket 67127) R lboss and center (0.797)
Distance between of R350 — . 65 —
F |boss and boss (13.8”) di1 [Pin dia. (2.56”)
Height between pins of 456.5 — . 260 —
G bossg and brackei:p (18.0”) d2 |Pin dia. (2.36")
- 258.5 . Z70 —
H Height between pins A point (10.37) 246.5 d3 |Pin dia. (2.76")
of boss and bracket B point (5.15?”) (9.70”) d4 |Pin dia. (2?7'2(},) —
J |Arm top end width (with bushing) (9_25)2") e d5 [Pin dia. (2%669') h
K |Boss width (9.21332' ‘) -

4@
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2.2 ARM MAINTENANCE STANDARD
(1) Clearance of pin and bushing

Fig. 2-2 Clearance of pin and bushing on arm section

Table 2-2 Unit : mm (in)
S Standard value Clearance
gnll Item Pin part No. Pin | Pin dia. | Bushing i.d. | Standard |Repairable| Service |Remedy
-bo : dia. |tolerance| tolerance value level limit
:‘0.228 ) ) +06308 )
A |Arm point _ (+00080 +oalz1
P YY12B01242P1 265 (—oo.boo:(ga) (:(;).olosgs) (:(;).01:784)
B —0.0 +0.234 +0.314
B Bucket link (2.5591) | (—0.0031) (t%ol(;jglz) (1%112;3{;)
(Bucket connection) (+0.0067) | (+0.0075)
F0248 0308 |
Idler link (+0,0097 | (+0.0120)
C . LP12B01028P1
(Arm connection) i ({oz'(i:é” ({(gbl(%)
D Bucket link _ éoaeo (:odb&%a) (++%b118107)
(dlor ok commection) | 1 p12Bo1020P1 | P60 | (-osmmo | ooy | coded | 12 | g0 |fepace
p [Bucket cylinder (2.3622) (:0661%904) (0.45) | (0.08) O:Zi;ng
Rod side) (-+0.0039)
Bucket cylinder +0.180
(+0.0071)
E (Bottom side) LP12B01042P1 +o.1ool +0.210
! +0.030 (+0.0039) | (+0.0083)
Arm cylinder |YY02B01062P1 (00012 (+0.0028
F I®Rod side) :
{Long arm cyl} |{YY12B01170P1} | D70
(2.7559) +0.020 (++ Oobzl)3911) (: (;) i;zoﬁglg)
G [Arm foot LP02B01012P2 (£0.0008) +0.160 +0.140
(+0.0063) | (+0.0058)

50
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(2) Clearance of arm and cylinder installing

sections in thrust direction

| €3
SECTION AA SECTION CC
X2 L2 X4 14
i P 1 b+
e
}5:'—:%7
e2 |
"SECTION BB SECTION DD,D D’

SECTION EE

L7
X7 7
SECTION GG

SECTION FF

Fig. 2-3 Clearance of arm and cylinder installing sections in thrust direction

Table 2-3 Unit : mm (in)
Basic si Shim adjusting clearance | Length under 2
Sec- Ttem asic size (Total of both sides) pin neck ]
tion ' N. Si Standard |Repairable| Service N Length E
0. :e value level limit 0. ng 7
250
Arm
A |Arm point L1 Gep 0.6~1.0 1
Bucket 659 002~ 1.2 %391
Link side v ’ (0.05) (15.4)
B |Bucket link L2 (92‘533) 0.04) €2
) Bucket (9.92)
c Idler link Arm L3 (g.ﬁ) 0.5 (0.02) 1.0 2.0 23
(Arm connection)| I ink side — or less (0.04) (0.08) .
E Link Bucket link side L4 (g:‘éi') %328 g
b | % connection| Idler link side — 0(535210 1.2 04 129 |
15 X 50 .02~ .
Bucket 0.05 =
-§ cyinder Rod side L4 (39_584) 0.04) (( ) "g
M | connection| Bucket link side (3.86) i
Bucket ; %0 ] o
E |cylinder Bottom side L5 @20 €5 >.';17926 @
(Bottom side) |Arm (3.86) 0.6~2.0 2.0 2.5 (7.72)
Ar ) Rod sid 100 002~ + 408 | (0.10) )
m cylinder 0d side L6 3.99 0.08) 26 %212
(Rod side) Arm (41285) (8.35)
268
G |Arm foot Arm L7 (10.6) 0.5 (0.02) 1.0 20 | oo %386
: Boom L7 (i"g‘é) or less (0.04) (0.08) (156.2)

Note : The mark ¥ shows the length from the under

6@

head to the center of pin hole.
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3. BUCKET

3.1 HOE BUCKET
(1) Hoe bucket dimensional drawing

G
| S
E
(Il o
d2 {— U p 4 jl
i
Bushing out dia.
C
Fig. 3-1 Hoe bucket dimensional drawing
Table 3-1
No. NAME No. NAME
A |Distance between pin and bracket G |Outer width of bucket bottom
B |Distance between bucket pin and tooth end ] H [Bucket outer width of front side
C |Inner width of bucket top end I |Pitch between teeth
D |Inner width of lug Io |Pitch between teeth
E |Inner width of bracket d1 |Outer width of bushing
F {Outer width of side cutter d2 {Pin dia.
(2) Hoe bucket dimensional table
Table 3-2 Unit : mm (ft-in)
Type Hoe bucket
s (STD) 0.24m’ | 03lm’ | 0.38m® | 0.45m’ 0.57m? 0.70m?
apacity (O.é5cu-y d) (0.31cu-yd) | (0.41cu-yd) | (0.50cu-yd) | (0.59cu-yd) | (0.75cu-yd) | (0.92cu-yd)
Assy No. {YY61B00008F2 YY61B00022F2(YY61B00021F2(YY61B00020F2|YY61B00031F2{YY61B00019F2 [YY61B00032F2
A 370 (14.67) - A - - -« «
B R1,225 (47) — s - — - —
C 862 (33.9”) 462 (18.27)] 562 (22.17)} 662(26.17)| 772(30.47)| 962 (37.97) 11,112 (3°8")
D 324 (12.87) A - A A - R
E 252 (9.92”) s - — s -« —
F 1,000 (3’3”) 593 (23.37)| 700(27.6”)| 800(31.57)! 910 (35.87){1,100(3°7") -
G 739 (29.17) 383 (15.17)| 439(17.3”)| 539(21.2")| 649(25.6”)} 839 (33.0") 989 (38.9”)
H 900 (35.47) 500 (19.7”)] 600 (23.6”)| 700(27.6”)] 810 (31.97){1,000(3°3") 1,150 (3°9™)
I 193.5 (7.62”)| 187 (7.36") 237(9.337)] 191(7.52"); 228 (8.98")| 218.5(8.60”)| 256 (10.1")
To 193.5 (7.627)] 187 (7.36”)| 237 (9.33”7)| 191 (7.52”) 228(8.98”) 218.5(8.60”)] 256 (10.1")
dl @380 (3.15") R -~ b — — ha
d2 2365 (2.56) -~ — R — - -—

(O]



3.2 SPECIAL BUCKET
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(1) Special bucket dimensional drawing

1) Bucket with ejector
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2) Slope finishing bucket
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3) Dismantle Spec. bucket
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Fig. 3-3 Special bucket dimensional drawing
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Table 3-3
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No. NAME

Inner width of bucket top end

Distance between pin and bracket
Distance between bucket pin and tooth end
Distance between bucket pin and bucket end

A

B

B

C

D |Inner width of lug
E |Inner width of bracket

F |Outer width of side cutter

G |Outer width of bucket bottom
H

I

Pitch between teeth

Bucket inner width of front side

Io {Pitch between teeth
d |Finishing plate depth
d1 |Pin dia.

d2 |Pin dia.

(2) Special bucket dimension

Table 3-4 Unit : mm (ft-in)
Type Dismantle 'Buc]f(et o Slope
Spec. bucket with ejector finishing bucket
Capacity 0.50m?® (0.65cu-yd) 0.21m?(0.27cu-yd) 180%22&2 (((?6181cu><y{115)4)
Part No. YY61B00003F1 LP61B00027F1 LP61B00021F1
A 370 (14.67) 375 (14.87) R370 (14.67)
B R1,225 (4" — R928 (36.57)
B — 1,072 (3'6" —
C 862 (33.9" 434 (17.19) —
D 324 (12.8") —_ 324 (12.8")
E 250 (9.927) 266 (10.5”) 252 (9.929)
F 1,000 (373" — _
G 739 (29.19) 400 (15.79) 1,800 (5°117)
H 900 (35.4" 419 (16.57) -
I 193.5 (7.62") — —
To 193.5 (7.629) 172.5 (6.797) —
dJd — — 900 (35.49)
dl 280 (3.159) 2380 (3.157) 2380 (3.15")
d2 265 (2.567) 65 (2.567) 765 (2.56"

90
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3.3 DETAIL DIMENSIONAL DRAWING OF LUG SECTION

IO
PRESDISSRDARI]

2
j .
)
IR AR B mal
1
T~
' BOSS
M : 2418P26832
I
Q
[4n]
N
—
=8, ] |
ron ] R N DN R - ¥
Q m Q -}
| Q [
Sorx=r=4 - - () =3
Y] 1 -f
L.t I
SHIM t=1 Insert No.13 pin until the I BOSS
surface becomes level. SECTION AA YY61B01005P1
DETAIL 1
Fig. 3-4 Dimension of lug section
Table 3-5 Unit : mm (ft-in)
@
& a
Canacit g 8| 4 L 2
5 = s~} N -} .
Type of Apacy \p . vt No. of '.5 i pe = & g Y = ,2
of bucket ° 8 o 8, 8 S ° 8 ! =
bucket R bucket < = B o 2 g 3 g =
m® (cu:yd) 2 5 S g s 2 m Pt @ z
g i c 5 2 B 2 2 2 8
[N | o 0 M 0 [2a] 0 [es] (5]
A B D E F G H J M N
(sTD)
0.50 (0.65) | YY61B00008F2
0.24 (0.31) | yye1B00022F2
buck 0.31 (0.41) |YY61B00021F2| g5 22 @80 o0 | 2146 | 22 2138 36 115
Hoe bucket | 0,38 (0.50) | yys1Bo00z0rz| 2.567) | 0.866") | (8.157) | 0.394%) | 5.757) 0.866") | (5.43") | (1.42") | (4.53")
0.45 (0.59) {Yv61B00031F2
0.57 (0.75) | Yye61Boo019¥2
0.70 (0.92) | YY61B00032F2
Dismantle 265 22 280 210 | o146 22 2138 36 115
Spec. bucket 0.50 (0.65) | YY61B00003F1 @56 | 0.8667) | 3.157) |0.394)| 6757y | M |o.ses”) | 5437y | 1427y | @58
Bucket with @80
eiector 0.21 (0.27) | LP61B00027F1 3.15)
Slo'pe ' 1800900 280 115
finishing  |(6°11"X35.4°) [ LP61B00021F1 515" (453"
bucket 0.52 (0.68) o0 Nl

100
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3.4 DETAIL DIMENSIONAL DRAWING OF BOSS SECTION
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¢ g D DETAIL |
F
Fig. 3-4 Dimension of boss section
Table 3-6 Unit : mm (ft-in)
Capacity

Part No. :
Type of bucket | ofbucket | —orohe- | PartNo g ot e |lep | B | F |ee | B | 1
m*(cuyd) of bucket of boss

(STD)
0.50 (0.65” ) | YY61B000D0SF2

0.24 (0.31”) | YY61B00022F2
0.31(0.41”) | YY61B00021F2

2101.6] @69 |@94.6+0.2 | @99.6 19 34 16 13 2.5

Hoe bucket
0.38 (0.50”) | YY61B00020F2 | 2418P26832 ) ) ] ' ]
0.45 (0.59" ) | YY61B00031F2 (4.007 | (2.727 | (3.70£0.0079% | (3.92%) | (0.7487 | (1.347 | (0.591% | (0.5127) | (0.0984")
0.57 (0.75”) | YY61B00019F2
0.70(0.92”) [ YY61B00032F2
Dismantle

Spec. bucket 0.50 (0.65™) | YY61B00003F1

Bucket with ejector 10.21 (0.27”) { LP61B00027F1 15 30
. 1800X 900 YYG61B01005P1 t 1 1 t 1 1 1
0.591 1.18"
Sh"c’f{if’“smng (5'11"X35. 4")| LP61B00021F1 @591 (118
0.52 (0.68”)

Loader bucket 0.52 (0.68”) | LP63B00001F1

11®
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