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KATO NK250ev 
DATA SHEET  

 
Gross Vehicle Weight (as travels) 27.0t 

Axle Weight 13.0t 

Steering Axles 1 of 3 

Drive Axles 1 of 3 

Outrigger Floats Supplied 0.6m x 0.6m 

Maximum Ground Bearing Force by 1 Stabiliser 26t 

Counterweight (as Travels) - 

Hookblocks Supplied (& Weight) 25t (0.28t), 3.0t (0.06t) 

Additional Hookblocks Available & Weight - 
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KATO NK250ev 

Outrigger Base 4.80m x 6.00m   –   Main Boom   –   DIN 15019-2 / BS 1757:1986 75% 
 

Outriggers Fully Extended with Front Jack - (360o) 
Outriggers Fully Extended Without Front Jack - (Over sides & Rear) 

Outriggers Intermediately Extended without Front Jack - (360o) 
Outriggers Fully Extended Without Front Jack - (Over Front) 

Boom - 10m 13,5m 17m 20,5m 24m 27,5m 31m 10m 13,5m 17m 20,5m 24m 27,5m 31m - Boom 

Rad. m t t t t t t t t t t t t t t Rad. m 
 - - - - - - - - - - - - - -  
2.5 25.00 17.50 14.50 - - - - 20.00 17.50 14.50 - - - - 2.5 
3.0 25.00 17.50 14.50 9.50 - - - 20.00 17.50 14.50 9.50 - - - 3.0 
3.5 20.60 17.50 14.50 9.50 7.50 - - 20.00 17.50 14.50 9.50 7.50 - - 3.5 
4.0 18.00 17.50 14.50 9.50 7.50 6.50 - 16.50 17.50 14.50 9.50 7.50 6.50 - 4.0 
4.5 16.30 15.80 14.50 9.50 7.50 6.50 - 14.40 14.85 14.50 9.50 7.50 6.50 - 4.3 
5.0 14.85 14.40 13.25 9.50 7.50 6.50 6.00 10.50 10.50 10.20 9.50 7.50 6.50 6.00 5.0 
5.5 13.65 13.25 12.20 9.50 7.50 6.50 6.00 7.90 7.80 7.60 7.40 7.50 6.50 6.00 5.7 
6.0 12.30 12.20 11.30 9.50 7.50 6.50 6.00 7.10 7.00 6.80 6.80 7.00 6.50 6.00 6.0 
6.5 11.20 11.00 10.50 9.50 7.50 6.50 6.00 6.00 5.90 5.65 5.85 6.15 6.50 6.00 6.5 
7.0 10.25 10.00 9.80 8.80 7.50 6.50 6.00 5.85 5.70 5.45 5.70 6.00 6.30 6.00 6.6 
7.5 9.40 9.20 9.10 8.35 7.50 6.50 6.00 5.20 5.00 4.80 5.10 5.35 5.60 5.50 7.0 
8.0 8.65 8.45 8.35 7.90 7.05 6.20 5.65 3.60 3.40 3.20 3.60 3.85 4.00 4.10 8.3 
8.3 8.25 8.05 7.95 7.55 6.85 6.05 5.45 - 2.80 2.65 3.00 3.25 3.40 3.50 9,0 
9.0 - 7.20 7.10 7.00 6.35 5.60 5.05 - 2.10 1.95 2.30 2.55 2.75 2.80 10,0 
9.5 - 6.65 6.55 6.65 6.05 5.35 4.80 - 1.50 1.35 1.75 2.00 2.20 2.30 11,0 
10.0 - 6.20 6.10 6.40 5.75 5.10 4.60 - 1.15 1.05 1.40 1.65 1.85 1.90 11,8 
11.0 - 5.20 5.05 5.40 5.20 4.65 4.20 - - 0.65 0.95 1.20 1.35 1.50 13,0 
11.8 - 4.45 4.40 4.75 4.80 4.35 3.95 - - 0.50 0.80 1.05 1.20 1.30 13,5 
12.0 - - 4.25 4.60 4.70 4.30 3.90 - - - 0.50 0.80 0.90 1.05 14,5 
14.0 - - 3.05 3.40 3.55 3.65 3.35 - - - - 0.70 0.80 0.90 15,0 
15.3 - - 2.40 2.80 2.95 3.10 3.00 - - - - 0.45 0.55 0.70 16,0 
16.0 - - - 2.50 2.70 2.85 2.85 - - - - - 0.45 0.60 16.5 
18.0 - - - 1.85 2.05 2.20 2.30 - - - - - - 0.40 17,5 
18.8 - - - 1.60 1.85 1.95 2.10 - - - - - - - - 
20.0 - - - - 1.55 1.70 1.80 - - - - - - - - 
22.0 - - - - 1.15 1.30 1.40 - - - - - - - - 
22.3 - - - - 1.10 1.25 1.35 - - - - - - - - 
24.0 - - - - - 1.10 1.10 - - - - - - - - 
25.8 - - - - - 0.75 0.85 - - - - - - - - 
28.0 - - - - - - 0.60 - - - - - - - - 
29.3 - - - - - - 0.50 - - - - - - - - 
Critical 
Boom 
Angle 

- - - - - - - 
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KATO NK250ev 

Outrigger Base 4.80m x 6.00m   –   31m Main Boom & Fly Jib   –   DIN 15019-2 / BS 1757:1986 75% 
 

Outriggers Fully Extended with Front Jack - (360o) 
Outriggers Fully Extended Without Front Jack - (Over sides & Rear) 

Outriggers Intermediately Extended without Front Jack - (360o) 
Outriggers Fully Extended Without Front Jack - (Over Front) 

Jib Offset - 5o 17o 30o 5o 17o 30o - Jib Offset 

Fly Jib - 8m 8m 8m 8m 8m 8m 8m 8m 8m 8m 8m 8m - Fly Jib 

Parameters - Rad. Load. Rad. Load. Rad. Load. Rad. Load. Rad. Load. Rad. Load. - Parameters 

Boom Angle° m t m t m t m t m t m t Boom Angle° 
 - - - - - - - - - - - -  
80.0 7.70 2.75 9.1 1.95 10.4 1.35 7.7 2.75 9.1 1.95 10.4 1.35 80.0 
76.0 10.1 2.75 11.5 1.95 12.7 1.35 10.1 2.75 11.5 1.95 12.7 1.35 76.0 
75.0 10.5 2.75 12.1 1.88 13.5 1.35 10.5 2.75 12.1 1.88 13.5 1.35 75.0 
70.0 14.0 2.15 15.2 1.60 16.4 1.18 12.5 1.90 14.0 1.60 15.0 1.25 72.0 
65.0 17.2 1.78 18.2 1.35 19.3 1.04 14.3 1.35 15.6 1.20 16.7 1.07 69.0 
60.0 20.2 1.52 21.2 1.18 22.1 0.92 16.7 0.80 18.0 0.70 19.0 0.65 65.0 
53.0 23.8 1.28 24.8 1.00 25.7 0.80 19.1 0.35 20.3 0.32 21.5 0.30 60.5 
50.0 25.4 1.00 26.3 0.95 26.9 0.76 - - - - - - - 
48.0 26.3 0.85 27.2 0.82 28.0 0.72 - - - - - - - 
44.0 28.1 0.65 28.9 0.62 29.4 0.60 - - - - - - - 
39.5 30.0 0.48 30.6 0.45 31.2 0.45 - - - - - - - 
Critical Boom 
Angle 35° 
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Kato NK250ev 
RANGE DIAGRAM 

Main Boom & Fly Jib 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

 

https://truckmanualshub.com/


	KATO NK250ev
	KATO NK250ev
	KATO NK250ev
	Kato NK250ev

