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Platinum TX.....

Dimensions
TX30N
TX35N
TX40N
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Mast Specifications & Rated Capacities
Mast Name Mﬁzig&rk ?_l\g?;l{ Free Lift Tilt Angle | Rated Capacity at 24" Load Center
Lowered Fully Extended FL Cushion Tire
MFH OHL | With LBR |Without LBR| With LBR_Without LBR| Fwd/Bkwd | TX30N | TX35N | TX4ON
in in in in in in deg b Ib Ib
2W270 106 711 155.8 131.3 2.3 2.3 4/6 3000 3500 4000
2W300 118 77.0 167.6 143.2 2.3 2.3 4/6 3000 3500 4000
I('lgj ’3\ 2W330 130 82.9 179.4 155.0 2.3 2.3 4/6 3000 3500 4000
lE g 2W350 138 88.2 187.3 162.8 2.3 2.3 4/6 3000 3500 4000
g 8 2W370 146 93.2 195.1 170.7 2.3 2.3 4/6 3000 3500 4000
E s 2W400 157 100.6 206.9 182.5 2.3 2.3 4/6 3000 3500 3900
2W450 177 110.5 226.6 202.2 2.3 2.3 4/6 2900 3300 3700
2W500 197 120.3 246.3 221.9 2.3 2.3 4/6 2800 3100 3600
2F270 106 711 155.8 131.3 21.6 46.0 4/6 3000 3500 4000
I('lgj @ 2F300 118 77.0 167.6 143.2 275 51.9 4/6 3000 3500 4000
lE S—: 2F330 130 82.9 179.4 155.0 33.4 57.8 4/6 3000 3500 4000
g % 2F350 138 88.2 187.3 162.8 38.7 63.1 4/6 3000 3500 4000
E L 2F370 146 93.2 195.1 170.7 43.7 68.1 4/6 3000 3500 4000
2F400 157 100.6 206.9 182.5 51.1 75.5 4/6 3000 3400 3900
3F385 1562 711 201.0 176.6 21.6 46.0 5/5 3000 3400 3800
w 3F430 169 77.0 218.8 194.3 27.5 51.9 5/5 2900 3300 3700
g I 3F475 187 82.9 236.5 212.1 33.4 57.8 5/5 2800 3200 3600
5 E 3F515 203 88.2 252.4 227.8 38.7 63.1 5/5 2700 3100 3500
H % 3F550 217 93.2 266.0 241.6 43.7 68.1 5/5 2600 2900 3400
% L 3F600 236 100.6 2856.7 261.3 51.1 75.5 5/5 2300 2400 3300
= 3F650 256 110.5 305.4 281.0 61.0 85.4 5/5 1900 N/A 3200
3F700 276 120.3 325.0 300.6 70.8 95.2 5/5 1400 N/A 3000
3V360 142 711 189.8 168.4 23.0 44.4 5/5 2800 3000 3700
w 3V405 159 77.0 207.5 186.1 28.9 50.3 5/5 2700 3000 3600
g ®; 3V450 177 82.9 225.2 203.8 34.8 56.2 5/5 2700 3000 3400
5 w 3V490 193 88.2 241.0 219.7 40.1 61.4 5/5 2600 2900 3300
H E 3V525 207 93.2 254.8 233.3 45.0 66.5 5/5 2500 2800 3200
% % 3V575 226 100.6 274.5 253.0 525 74.0 5/5 2300 2400 3100
= 3V633 249 110.5 297.3 275.8 62.4 83.8 5/5 1900 N/A 3000
3Vv688 271 120.3 318.9 297.5 72.2 93.7 5/5 1400 N/A 2900

Note: MFH and FL dimensions measured to bottom of fork heel (BOF)
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Main Truck Specifications

8 Manufacturer's Name Nissan Forklift Nissan Forklift Nissan Forklift 1
g | 2 | Model Model designation TX30N TX35N TX40N 2
K Long model code AIN1L15V AIN1L18V AG1IN1L20V 3
§ 4 | Rated Load Capacity | At 24" (600 mm) load center Ib (kg) 3000 (1350) 3500 (1600) 4000 (1800) 4
5:.; 5 | Power Type Electric Voltage 36 / 48 Volt 36 / 48 Volt 36 / 48 Volt 5
5 6 | Operator Orientation Sit Down Sit Down Sit Down 6
7 | Tire Type Front & rear Cushion Cushion Cushion 7

8 | Wheels Number - front/rear (x=driven) 2x/2 2x/2 2x/2 8

9 | Mast Maximum fork height (MFH) in (mm) 130 (3300) 130 (3300) 130 (3300) 9
W Mast height - lowered (OHL) in (mm) 82.9 (2105) 82.9 (2105) 82.9 (2105) 10
11 Mast height - extended with LBR in (mm) 179.4 (4555) 179.4 (4555) 179.4 (4555) 11
? Mast tilt - fwd/back degree 4/6 4/6 4/6 12
13| Standard freelift in (mm) 2.3 (60) 2.3 (60) 2.3 (60) 13
2 E Standard carriage width in (mm) 36.2 (920) 36.2 (920) 36.2 (920) 14
9 15 Standard LBR height in (mm) 47.0 (1195) 47.0 (1195) 47.0 (1195) 15
2 E Forks Length x thickness x width in (mm) 42 x 1.5 x4 (1070 x 40 x 100)[42 x 1.5 x 4 (1070 x 40 x 100) |42 x 1.5 x 4 (1070 x 40 x 100)| 16
g 17 Fork spread - min. / max. outside width in (mm) 8.1 (205) / 35.8 (910) 8.1 (205) / 35.8 (910) 8.1 (205)/35.8 (910) |17
0 | 18| Overall Dimensions Length (to face of forks) in (mm) 74.6 (1895) 74.6 (1895) 78.9 (2005) 18
o] Width (standard tires) in (mm) 43.5(1105) 43.5 (1105) 43.5(1105) 19
20 Height - top of OHG in (mm) 83.1 (2110) 83.1 (2110) 83.1 (2110) 20
21 | Grade Clearance Angle| Approach / breakover / departure tan (%) 27 /32/65 27 /32/65 27/29/65 21
22| Overhang Front in (mm) 14.6 (370) 14.6 (370) 14.6 (370) 22
E Rear in (mm) 8.8 (225) 8.8 (225) 8.8 (225) 23
24| Turning Radius Minimum outside in (mm) 60.0 (1525) 60.0 (1525) 64.4 (1635) 24
25| Min Right Angle Stack | Add load length & clearance in (mm) 74.6 (1895) 74.6 (1895) 78.9 (2005) 25
w 26| Speeds Maximum Travel - loaded (36v | 48v) mph (km/h) 9.0(145) | 9.9(16.0) | 9.0(145) | 9.9(16.0) | 9.0(145) | 9.9 (16.0) |26
% ﬂ Travel - unloaded (36v | 48v) mph (km/h) 9.0 (14.5) 9.9 (16.0) | 9.0(14.5) 9.9 (16.0) 9.0(145) | 9.9 (16.0) |27
< |28 Lift - loaded (36v | 48v) fom (mm/sec) | 66.9 (340) | 78.7 (400) | 61.0(810) | 72.8 (370) | 53.1 (270) | 63.0 (320) |28
E E Lift - unloaded (36v | 48v) fom (mm/sec) |101.4 (515)| 118.1 (600) | 101.4 (515) | 118.1 (600) | 101.4 (515) [118.1 (600) |29
8 130 Lowering - loaded / unloaded fom (mm/sec) | 98.4 (500) / 98.4 (500) 98.4 (500) / 98.4 (500) 98.4 (500) / 98.4 (500 |30
& [31] Drawbar Pull Maximum | 3 minute rating (36v | 48v) Ib (N) 2280 (10144) | 2360 (10500) | 2280 (10144) | 2360 (10500) | 2280 (10144) | 2360 (10500) |31
o 32| Gradeability Maximum | 5 minute rating - loaded / unloaded (36v | 48v) tan (%) 20.8/32.3 | 20.4/30.4 | 18.7/30.0 | 17.9/27.8 | 16.1/26.0 | 16.1/25.6 |32
|:E 33| Truck Weight Empty, min. battery Ib (kg) 6515 (2955) 6955 (3155) 7420 (3365) 33
% ﬂ Weight Distribution Front axle - empty, min. battery Ib (kg) 8600 (3900) / 915 (415) | 9515 (4315) / 935 (425) [10500 (4760) / 925 (420)|34
= (35 Rear axle - empty, min. battery Ib (kg) 3340 (1515) / 3175 (1440)|3370 (1530) / 3585 (1625)|3715 (1685) / 3705 (1680)|35
36| Tire Size Front / rear (standard tires) in 18x7x12-1/8 / 16x5x11-1/4 | 18x7x12-1/8 / 15x6x11-1/4{18x7x12-1/8 / 15x5x11-1/4 |36
o | 37| Wheelbase in (mm) 51.2 (1300) 51.2 (1300) 55.5 (1410) 37
E 38| Tread - Center of Tire | Front / rear (standard tires) in (mm) 36.6 (930) / 6.9 (175) 36.6 (930) / 6.9 (175) 36.6 (930)/ 6.9 (175) |38
T |39 | Headroom SIP to bottom of OHG in (mm) 44.3 (1125) 44.3 (1125) 44.3 (1125) 39
3 40| Counterweight Height in (mm) 35.7 (905) 35.7 (905) 35.7 (905) 40
o) |41| Step Height in (mm) 21.5 (545) 21.5 (545) 21.5 (545) 41
g L2 Ground Clearance Under mast in (mm) 2.9 (75) 2.9 (75) 2.9 (75) 42
g 43 Under frame, center of wheelbase in (mm) 3.9 (100) 3.9 (100) 3.9 (100) 43
O | 44| Service Brake Type Hydraulic / Electric Hydraulic / Electric Hydraulic / Electric 44
45| Parking Brake Type Hand Activated Hand Activated Hand Activated 45
46| Steering On-demand Hydrostatic Hydrostatic Hydrostatic 46
% 47| Traction Motors Type AC Induction AC Induction AC Induction 47
-1 148 Control type MOS FET Inverter MOS FET Inverter MOS FET Inverter 48
g 49| Rating x # of motors (36v | 48v) kW/h 52x2 [ 7.1x2 52x2 | 71x2 52x2 | 7.1x2 [49
g 50| Pump Motor Type AC Induction AC Induction AC Induction 50
51 Rating (36v | 48v) KW/5min 107 [ 146 107 | 146 107 [ 146 51
52| Required Battery Size' | “X" x “Z" - Maximum in (mm) 38-3/4 x 25-3/8 (985 x 645)|38-3/4 x 25-3/8 (985 x 645)(38-3/4 x 25-3/8 (985 x 645)|52
a YY" - Maximum in (mm) 20-9/16 (522) 20-9/16 (522) 24-13/16 (632) 53
E a Capacity - Minimum (36v | 48v) Ah/6h 680 510 680 510 750 600 54
IE |55 Capacity - Maximum (36v | 48v) Ah/6h 800 600 800 600 1000 780 55
g 56 | Recommended Battery Type | Lead acid (36v / 48v) Type 18-85-17 | 24-85-13 18-85-17 | 24-85-13 | 18-85-21 | 24-100-15 |56
57| Weight Minimum / Maximum? Ib (kg) 1545 (700) / 2425 (1100) | 1545 (700) / 2205 (1000) [2315 (1050) / 2535 (1150) |57
58| Lead Length Position A, SB-350 Grey Connector in (mm) 4.0 (100) 4.0 (100) 4.0 (100) 58

1. Required battery size to conform to UL
2. TX35N with Solid Pneumatic Tires - Max Battery Weight is 1985 Ib (900 kg)




Technical

Standard Equipment
1. 36 or 48-volt electrical system
2. AC-powered hydraulic pump motor and dual
AC drive motors
3. Sealed AC TECH controllers with built-in test
equipment
4. Vehicle Control Module (VCM) for truck system
management
5. On-board diagnostics, self-test and coded
service history
6. Multi-function LCD display
BDI with lift interrupt
Hour meters (4)
Speedometer / steer tire position indicator
Clock
7. Three pre-set performance modes — high,
power, economy, plus a manual setting
8.  Secure operator PIN access to personalized
performance settings

9. Operator Presence System includes seat-
actuated power interrupt, seat belt warning
and parking brake warning

10. Deck mounted hydraulic controls

11.  Load sensing, on-demand hydraulic power
steering

12.  Dual rear steer tires

13. Four-mode regenerative braking

14. Controlled rollback restricts truck descent
down an incline

15. Enclosed, six-disc wet brakes
16. Audible back-up warning alarm

17.  Front headlights, turn signals and rearview
mirrors

18. Rear turn signals, brake lights, stop lights and
rear work light

19. Full suspension cloth seat with operator
restraint

20. Infinitely adjustable tilt steering column with
small diameter steering wheel

21.  Four-piece reinforced overhead guard

22. Emergency stop/power disconnect button

23. Adjustable auto-power off system

Optional Equipment

1. Nissan Forklift's exclusive three-stage
OPTIVIEW® mast

2. Fingertip hydraulic controls with adjustable
armrest

3. Standard, or polished and tapered, forks in a
variety of lengths

4, Side shifters with auxiliary hydraulics, valving,
and levers

5 Single, or dual, IHR

6.  Solid pneumatic tires

7.  Strobe light

8 Fire extinguisher

9 Magnetic convenience box

10. Freezer package for environments as low as
-31°F (-85°C)

11. Battery compartment rollers

12.  Low overhead guard (78.3")

SS-TX 08-12
Printed in U.S.A.
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Ergonomics and Operator Comfort

The Platinum TX Series offers a variety of operator
conveniences for enhanced comfort and increased
productivity, including a full suspension cloth seat
with weight and back-angle adjustment, hip restraints
and retractable seat belt. Its infinitely adjustable tilt
steering column enhances operator comfort. A
compact front cowl design offers generous leg and
foot room. Also included is an anti-fatigue cushioned
floor mat for a smoother, more comfortable ride.

The on-demand, hydraulic powered steering system
reduces operator effort for easier maneuvering. Its
hydraulic load sensing valve diverts fluid for priority to
the steering system.

Standard deck-mounted hydraulic control levers offer
enhanced ergonomics. Optional fingertip control
levers, with adjustable armrest, provide improved
comfort.

The LCD dash display visibly communicates truck
status and warnings for operator awareness
including: travel speed (above 2 mph) and rear wheel
angle indicator (less than 2 mph), battery capacity,
hour meter (four-mode), time and day of week, brake
warning, seat belt warning and selected power
mode.

The Platinum TX Series’ Safety System includes:
Return-to-Neutral, Mast Lock (automatically locking
mast lift and tilt when the operator leaves the seat),
Turn Control (automatic restriction of travel speed
and acceleration during turning) and Controlled
Rollback (reducing quick truck movement down a
gradient when the accelerator is released).

Operational Efficiency

The Platinum TX Series’ AC TECH controller provides
lower battery consumption and optimum operating
efficiencies through regenerative braking, automatic
deceleration, and on-demand power steering.
Regenerative braking is achieved through switch-
back/plugging; foot applied braking, neutral braking
and controlled rollback. The combined impact is an
increase in the number of working hours per battery
charge. An adjustable auto-power off feature will
switch off the electrical system if the truck sits idle for
a predetermined time period, further extending battery
life.

Battery and Electrical

Available with a 36 or 48 volt electrical system, the IP65
rated AC TECH motor controllers feature transistorized
power inverters for DC to three phase AC power
conversion. The single contactor design reduces
maintenance. An emergency stop/power disconnect
button shuts off truck power in case of an emergency.

Brake System

Six-disc wet type brakes prolong brake life and offer
constant braking efficiency. Brakes are fully enclosed
within the drive unit, to prevent dust and dirt
contamination. Six-disc type brake achieves higher
braking performance over the life of the brakes.

Service brake life is extended due to the adjustable
four-mode regenerative braking system. A hand-
actuated parking brake, with lock release button, is
located on the cowl within easy reach.

Truck and Mast Design

Modern and compact wedge-shaped design makes
the truck highly maneuverable in confined areas.
Standard dual rear wheels provide additional stability,
especially during high loading conditions.

Four-piece reinforced overhead guard design allows
easy replacement should individual parts become
damaged. Slotted design simplifies overhead battery
replacement.

The flat face mast design features rolled steel
channels, large cross sections, and thick inner rails
for increased capacity retention. Side thrust rollers
on the fork carriage are easily accessed for carriage
adjustment. Optional Nissan Forklift exclusive
OPTIVIEW?®, three-stage mast design offers greater
visibility for improved load handling.

Drive Unit

Dual front wheel drive provides excellent traction and
braking power. Rugged dual AC powered drive
motors offer more power and quicker response. The
TX Series’ individually controlled drive motors mean
that power is transferred to each motor
independently, depending upon turn angle input. For
tighter turns, the inner drive wheel counter-rotates,
allowing the truck to turn on the spot.

Hydraulics

Powerful AC hydraulic pump motor powers lift and
tilt operations, as well as the on-demand power
steering system. Hydraulic operation is infinitely
variable through the AC TECH controller, resulting in
longer battery life.

Reduced Maintenance

The TX Platinum Series features a 100% AC-
powered system, including brushless, dual drive
motors and a hydraulic pump motor (which also
powers the steering system). On-demand steering is
achieved through priority hydraulic load sensing
valve, eliminating the use of separate steering motor.
The design greatly reduces the number of service-
able parts including commutators, contactors, and
brushes; eliminating expenses related to inspection
and replacement of these items, for lower overall
operating costs.

As a safeguard, all motors and controllers have
thermal protection as standard. In the event that
overheating occurs, an indicator will warn the
operator, and the truck’s performance level will
automatically be reduced — allowing the operator to
complete his or her task before returning to the
service area for further cool-down.

The AC TECH controller includes built-in-test-
equipment with self-diagnostics providing coded
service history, which is logged by hour meter
reading. Troubleshooting through the instrument
panel allows rapid access to service requirements.
Rugged, gas spring de-tent keeps the hood up and
out of the way during routine battery maintenance
inspections. Removable two-piece floorboard
provides access to drive and hydraulic pump motors.
Hydraulic oil tank location makes daily level checks
and periodic refills fast and simple.

Frame-mounted mast design allows easier access to
final drive, eliminating the need to disassemble
transmission and drive motors to gain access to the
brakes.
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Scan for more information

Nissan Forklift, Platinum, OPTIVIEW, Nomad, and the Nissan
Forklift logo are all registered trademarks of Nissan Forklift
Corporation, North America. Nissan Forklift Corporation
reserves the right to make product changes relating to colors,
equipment, specifications or available options without notice. For
more information, contact your Nissan Forklift representative.
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Contact Info

MAILING ADDRESS

Forklift Systems Incorporated
884 Elm Hill Pike
Nashville, TN 37210

CONTACT INFO

Phone: 615-255-6321
Toll Free: 800-752-1882

Email: contact@forkliftsystems.
com

Web: www.forkliftsystems.com
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http://www.forkliftsystems.com
http://www.youtube.com/forkliftsystems
https://www.facebook.com/ForkliftSystems
https://twitter.com/ForkliftSystems
http://pinterest.com/forkliftsystems/
https://plus.google.com/u/0/116587146883963923196/posts
http://www.forkliftsystems.com/feeds
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Alabama Main Office: 132 West Park Drive, Birmingham,AL 35211

(205) 945-1112
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Other Products

Scissor Lifts & Boom Lifts Rack & Storage Systems In-Plant Office - Building

contact@forkliftsystems.com www.forkliftsystems.com
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