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R Series 
R1932i/R1932/R2632/R3246/R4045 Scissor Lift

R1932i R1932 R2632 R3246 R4045
Platform Height (indoor)  19' (5.79 m) 19' (5.79 m) 25.5' (7.77 m) 32' (9.75 m) 39' 3" (11.97 m)

Platform Height (outdoor)  n/a 19' (5.79 m) 21' (6.4 m) 32' (9.75 m) 29' (8.8 m)

Platform Height — Lowered 38.6"  (.981 m) 38.6"  (.981 m) 43.6" (1.11 m) 50.9" (1.29 m) 55" (1.4 m)

No. Occupants - Indoor 1 2 2 2 3

No. Occupants - Outdoor 0 1 1 1 1

Platform Railing Height 43.3" (1.10 m) 43.3" (1.10 m) 44.6" (1.13 m) 44.6" (1.13 m) 44" (1.132 m)

Overall Height 82.8" (2.10 m) 82.8" (2.10 m) 88.2 " (2.24 m) 96.3" (2.45 m) 100" (2.53 m)

— With Rails Folded 64.3 (1.63m) 64.3 (1.63m) 70.3" (7.79 m) 77.6" (1.97 m) 75" (1.9 m)

Platform Dimensions 62.7 x 25.4" (1.59 x .64 m) 62.7 x 25.4" (1.59 x .64 m) 84 x 25.4" (2.13 x .65 m) 84 x 41.6" (2.13 x 1.06 m) 96 x 41" (2.43 x 1.05 m)

— Platform Extension 36" (91 cm) 36" (91 cm) 34" (86.5 cm) 36" (91 cm) 36" (91 cm)

Overall Machine Length 68.7' (1.74 m) 68.7' (1.74 m) 94.3" (2.40 m) 94.3" (2.40 m) 106" (2.71 m)

Overall Machine Width 32" (81 cm) 32" (81 cm) 32" (81 cm) 46 " (117 cm) 45" (114.3 cm)

Wheelbase 53" (1.34 m) 53" (1.34 m) 74" (1.88 m) 74" (1.88 m) 80" (2.03 m)

Ground Clearance 2.8" (7 cm) 2.8" (7 cm) 3.9" (9.8 cm) 3.9" (9.8 cm) 5" (12.7 cm)

Platform Capacity (indoor) 507 lb (230 kg) 507 lb (230 kg) 507 lb (230 kg) 705 lb (320 kg) 770 lb (350 kg)

Platform Capacity (outdoor)  n/a 507 lb (230 kg) 275 lb (125 kg) 507 lb (230 kg) 550 lb (250 kg)

— Capacity on Deck Extension 265 lb (120 kg) 265 lb (120 kg) 265 lb (120 kg) 265 lb (120 kg) 250 lb (113 kg)

Lift/Lower Time 22/24 seconds 22/24 seconds 32/24 seconds 46/33 seconds 70/35 seconds

Maximum Drive Height (indoor) Full Height Full Height Full Height Full Height Full Height

Maximum Drive Height (outdoor) n/a Full Height 21' (6.4m) Full Height 29' (8.8 m)

Weight * 2,675 lb (1,213 kg)  3,353 lb (1,521 kg) 4,280 lb (1,941 kg) 5,410 lb (2,454 kg) 7,000 lb (3,175 kg)

Ground Bearing Pressure 103 psi (7.2 kg/cm2) 114 psi (8.0 kg/cm2) 92 psi (6.5 kg/cm2) 131 psi (9.21 kg/cm2) 135 psi (9.49 kg/cm2)

Drive Speed—Lowered 2.1 mph (3.4 km/h) 2.1 mph (3.4 km/h) 2.2 mph (3.5 km/h) 2.5 mph (4 km/h) 2.1 mph (3.4 km/h)

Drive Speed—Elevated 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h)

Max Tilt Rating

— Indoor (side to side) 2.75° 1.75 ° 1.50° 2.50° 1.50°

— Outdoor (side to side) n/a 1.50 ° 1.50 ° 1.50 ° 1.50 °

Fore and Aft 2.75 ° 3.75 ° 3.50 ° 3.50 ° 3.50 °

Gradeability 25% 25% 25% 25% 25%

Turning Radius (inside) Zero Zero Zero Zero Zero

Turning Radius (outside) 66" (1.68 m) 66" (1.68 m) 88.2" (2.24 m) 88" (2.24 m) 100" (2.54 m)

Tire Size (non-marking solid) 12.7" x 4" (323 x 100mm) 12.7" x 4" (323 x 100mm) 16 x 5" (406 x 127 mm) 16 x 5" (406 x 127 mm) 16 x 5" (406 x 127 mm)

Batteries 4 x 6V 220 amp-hr 4 x 6V 220 amp-hr 4 x 6V 220 amp-hr 4 x 6V 220 amp-hr 4 x 12V, 150 amp-hr

Charger 27 amp 27 amp 27 amp 27 amp 27 amp

Pump Fixed Displacement Gear Fixed Displacement Gear Fixed Displacement Gear Fixed Displacement Gear Fixed Displacement Gear

Hydraulic Reservoir 4 gal (15 L) 4 gal (15 L) 4 gal (15 L) 4 gal (15 L) 7.9 gal. (30 L)

Brakes (on drive wheels) Multi-Disc Friction Multi-Disc Friction Multi-Disc Friction Multi-Disc Friction Multi-Disc Friction

Rail Type Fold-Down Fold-Down Fold-Down Fold-Down Fold-Down

Drive Hydraulic Front Wheel Hydraulic Front Wheel Hydraulic Front Wheel Hydraulic Front Wheel Hydraulic Front Wheel

*Certain weights and dimensions may vary due to options and to compliance with country standards.
Complies with ANSI 92.20 regulations.
Specifications may change to meet country standards or with addition of optional equipment.
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Lightweight ES Series 
ES1330L/ES1530L Scissor Lift

ES1330L ES1530L
Platform Height—Elevated (Indoor) 13' (3.8 m) 15' (4.5 m)

Platform Height - Elevated (Outdoor) 13' (3.8 m) 10' (3 m)

Platform Height—Lowered 28.0" (.7 m) 31.1" (.8 m)

Platform Capacity 500 lb (227 kg) 500 lb (227 kg)

—Capacity on Deck Extension 250 lb (115 kg) 250 lb (115 kg)

No. Occupants - Indoor 2 1

No. Occupants - Outdoor 1 1

Platform Railing Height 43.3" (1.1 m) 43.3" (1.1 m)

Overall Height 71.7" (1.8 m) 74.8" (1.9 m)

Platform Dimensions 24.4 x 49.2" (0.6 x 1.3 m) 24.4 x 49.2" (0.6 x 1.3 m)

—Platform Extension 21.6" (55 cm) 21.6" (55 cm)

Overall Machine Length 56.2" (1.4 m) 56.2" (1.4 m)

Overall Machine Width 30.0" (76 cm) 30.0" (76 cm)

Wheelbase 42.3" (1.1 m) 42.3" (1.1 m)

Ground Clearance 2.4" (6 cm) 2.4" (6 cm)

Lift/Lower Time 25/15 seconds 25/15 seconds

Maximum Drive Height

— Indoor 13' (3.8 m) 15' (4.5 m)

— Outdoor 13' (3.8m) 10' (4.5m)

Weight*(ANSI/CSA) 1,984 lb (900 kg) 1,940 lb (880 kg)

Ground Bearing Pressure 119 psi (8.3 kg/cm2) 116 psi (8.1 kg/cm2)

Drive Speed—Lowered 2.4 mph (3.8 km/h) 2.4 mph (3.8 km/h)

Drive Speed—Elevated 0.5 mph (.8 km/h) 0.5 mph (.8 km/h)

Max Tilt Rating

— Indoor (side to side) 1.75° 2.5°

— Outdoor (side to side) 1.50 1.50

Fore and Aft 3° 3°

Gradeability 25% 25%

Turning Radius (inside) Zero Zero

Turning Radius (outside) 55" (1.4 m) 55" (1.4 m)

Tire Size (non-marking solid) 10 x 3" (255 x 75 mm) 10 x 3" (255 x 75 mm)

Batteries 2 x 12V 105 amp-hr 2 x 12V 105 amp-hr

Charger 27 Amp 27 Amp

Pump Fixed Displacement Gear Fixed Displacement Gear

Hydraulic Reservoir 1.3 gal (5 L) 1.3 gal (5 L)

Brakes (on drive wheels) Electric, Friction Electric, Friction

Rail Type Fixed Fixed  

Drive 24V DC 24V DC

*Certain weights and dimensions may vary due to options and to compliance with country standards.
Complies with ANSI 92.20 regulations.
Specifications may change to meet country standards or with addition of optional equipment.

NOW RATED 
FOR INDOOR & 
OUTDOOR USE
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ES1932i ES1932 2632ES 2646ES 3246ES
Platform Height—Elevated 19' (5.79 m) - Indoor Only 19' (5.79 m) 25' 6" (7.77 m) - Indoor Only 26' (7.92 m) 31' 9" (9.68 m)

Platform Height—Lowered 38.6" (.981 m) 38.6" (.981 m) 48.5" (1.23 m) 49.5" (1.26 m) 49.5" (1.26 m)

Platform Capacity (Indoor/Outdoor) 507/NA (230/NA kg)1 507/507 (230/230 kg)2 800/500 lb (363/227 kg)3 1,000/500 lb (454/227 kg)4 1,000/700 lb (454/318 kg)5

—Capacity on Deck Extension 265 lb (120 kg) 265 lb (120 kg) 265 lb (120 kg) 265 lb (120 kg) 265 lb (120 kg)

No. Occupants - Indoor 1 2 2 2 2

No. Occupants - Outdoor 0 1 0 1 1

Platform Railing Height 44.4" (1.13 m) 44.4" (1.13 m) 44.9" (1.14 m) 43.3" (1.10 m) 43.3" (1.10 m)

Overall Height 82.8" (2.10 m) 82.8" (2.10 m) 7' 9.4" (2.37 m) 7' 8.8" (2.36 m) 7' 8.8" (2.36 m)

—With Rails Folded 78.2 (1.99m) 78.2 (1.99m) 6' 6" (1.98 m) 6' 6" (1.98 m) 6' 6" (1.98 m)

Platform Dimensions 62.7 x 25.4" 
 (1.59 x .64 m)

62.7 x 25.4"  
(1.59 x .64 m)

30 x 90.5" 
(0.76 x 2.3 m)"

44 x 98.5" 
(1.12 x 2.5 m)"

44 x 98.5" 
(1.12 x 2.5 m)"

—Platform Extension 36" (91 cm) 36" (91 cm) 35.5" (90 cm) 50" (1.27 m) 50" (1.27 m)

Overall Machine Length 68.7' (1.74 m) 68.7' (1.74 m) 7' 6.5" (2.3 m) 8' 2.5" (2.5 m) 8' 2.5" (2.5 m)

Overall Machine Width 32" (81 cm) 32" (81 cm) 32" (81 cm) 46" (1.17 m) 46" (1.17 m)

Wheelbase 53" (1.34 m) 53" (1.34 m) 6' 2" (1.88 m) 6' 10" (2.09 m) 6' 10" (2.09 m)

Ground Clearance 2.8" (7 cm) 2.8" (7 cm) 3.5" (89 mm) 5" (127 mm) 5" (127 mm)

Lift/Lower Time 22/24 seconds 22/24 seconds 33/37 seconds 45/50 seconds 55/62 seconds

Maximum Drive Height 19' (5.79 m) - Indoor Only 19' (5.79 m) 25' 6" (7.77 m) 26' (7.92 m) 31' 9" (9.68 m)

Weight*(ANSI/CSA) 2,675 lb (1,213 kg) 3,353 lb (1,521 kg) 4,700 lb (2,132 kg) 6,035 lb (2,737 kg) 6,450 lb (2,926 kg)

Ground Bearing Pressure 103 psi (7.2 kg/cm2) 114 psi (8.0 kg/cm2) 90 psi (6.33 kg/cm2) 87 psi (6.11 kg/cm2) 87 psi (6.11 kg/cm2)

Drive Speed—Lowered 3 mph (4.8 km/h) 3 mph (4.8 km/h) 2.8 mph (4.43 km/h) 2.5 mph (4.02 km/h) 2.5 mph (4.02 km/h)

Drive Speed—Elevated 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h)

Max Tilt Rating

Indoor 2.75° 1.75 ° 1.50 ° 2.0 ° 2.0 °

Outdoor n/a 1.50 ° n/a 2.0 degrees 2.0 degrees

Fore and Aft 2.75 ° 3.75 ° 3.0 degrees 3.0 degrees 3.0 degrees

Gradeability 25% 25% 25% 25% 25%

Turning Radius (inside) Zero Zero Zero Zero Zero

Turning Radius (outside) 66" (1.68 m) 66" (1.68 m) 81" (2.06 m) 95.1" (2.41 m) 95.1" (2.41 m)

Tire Size (non-marking solid) 12.7" x 4" (323 x 100mm) 12.7" x 4" (323 x 100mm) 16 x 5" 
(406 x 125 mm)

16 x 5" 
(406 x 125 mm)

16 x 5" 
(406 x 125 mm)

Batteries 4 x 6V 220 amp-hr 4 x 6V 220 amp-hr 4 x 6V, 220 amp-hr 4 x 6V, 220 amp-hr† 4 x 6V, 220 amp-hr†

Charger 27 amp 27 amp 20 Amp Automatic (120V/240V 
– 50/60Hz)

20 Amp Automatic (120V/240V 
– 50/60Hz)

20 Amp Automatic (120V/240V 
– 50/60Hz)

Pump Fixed Displacement Gear Fixed Displacement Gear Fixed Displacement Gear Fixed Displacement Gear Fixed Displacement Gear

Hydraulic Reservoir 1 gal (3.8L) 1 gal (3.8L) 1.25 gal. (4.73 L) 1.7 gal. (6.4 L) 1.7 gal. (6.4 L)

Brakes (on drive wheels) Multi-Disc Friction Multi-Disc Friction Electric, Friction Electric, Friction Electric, Friction

Rail Type QuikFold QuikFold Fold Down Fold Down Fold Down

Drive 24V DC 24V DC 24V DC 24V DC 24V DC

*Certain weights and dimensions may vary due to options and to compliance with country standards.
†Optional 4 x 6V, 245 amp-hr
Specifications may change to meet country standards or with addition of optional equipment.
1. ES1932i - 507 lb unrestricted (indoor only use)	
2. ES1932 - 507 lb unrestrited (indoor/outdoor)	
3. 2632ES - 800lb restricted to 20' (indoor); 500lb unrestricted (indoor)
4. 2646ES - 1000lb unrestricted (indoor); 500lb unrestricted (outdoor)
5. 3246ES - 1000lb restricted to 26' (indoor); 700lb unrestricted (indoor/outdoor)

ES Series  
Electric Scissor Lifts

Note:  Throughout 2020, electric drive models will 
transition to 'ES' at the front of the model designation.
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DaVinci Series - All Electric 
AE1932 Scissor Lift

AE1932
Platform Height (indoor) 19' (5.79 m)

Platform Height (outdoor) 19' (5.79 m)

Platform Height — Lowered 38.7"  (.982 m)

Platform Railing Height1 44.4" (1.28 m)

Overall Height 83.2" (2.11 m)

— With Rails Folded 78.2" (1.99 m)

Platform Dimensions 62.7 x 25.4" (1.59 x .64 m)

— Platform Extension 36" (91.4 cm)

Overall Machine Length 68.7' (1.74 m)

Overall Machine Width 32" (81 cm)

Wheelbase 53" (1.34 m)

Ground Clearance 2.8" (7 cm)

Platform Capacity (indoor) 606 lb (275 kg)

Platform Capacity (outdoor) 606 lb (275 kg)

— Capacity on Deck Extension 265 lb (120 kg)

No. of Occupants

— Indoor 2

— Outdoor 1

Lift/Lower Time 24/26 seconds

Maximum Drive Height (indoor) Full Height

Maximum Drive Height (outdoor) Full Height

Weight2 3,540 lb (1,565 kg)

Ground Bearing Pressure 150psi (10.5 kg/cm2)

Drive Speed—Lowered 4 mph (6.4 km/h)

Drive Speed—Elevated 0.5 mph (0.8 km/h)

Max Tilt Rating

— Indoor (side to side) 1.75°

— Outdoor (side to side) 1.5°

— Fore and Aft 3.75°

Gradeability 25%

Turning Radius (inside) Zero

Turning Radius (outside) 66" (1.68 m)

Tire Size (non-marking solid) 12.5" x 4" (323 x 100 mm)

Battery Single 24V Lithium Ion, 72 aH

Charger 27 amp

Lift System Fully electric

Steer System Fully electric

Brakes (on drive wheels) Multi-Disc Friction

Rail Type QuikFold

Drive 24V AC

KEY SPECS 
• 	� Platform Height: 19’ (5.8 m) indoor/outdoor

•	� Platform Capacity: 606 lb (275 kg)  indoor/outdoor -  
20% improvement

•	 Charge Time: 3.5 hours - 3X improvement

•	� Stowed Drive Speed: 4 mph (5.2 kph) - 2X improvement

KEY FEATURES 
• �	� New industry benchmark - improved cost of ownership through 

almost no maintenance, with a new diagnostic and analyzer tool that 
can be used on any smart device

•	� Class-leading, single Lithium Ion battery lasts the life of the 
machine

•	� Quick-charge in five minutes for 100’ of drive plus enough torque 
for loading

•	� Efficient AC drive motors provide 4 mph stowed drive speed and 
independent wheel motor control to reduce tire wear and limit 
damage to sensitive flooring

•	� Fully electric, highly efficient for zero emissions and zero leaks

•	� ANSI A92.20 compliant with load sensing system, self-closing 
gate and QuikFold rail system

1. Platform railing height with standard QuikFold Rails
2. Certain weights and dimensions may vary due to options and to compliance with country standards.

NEW MODEL 
COMING 

FALL 2020
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ERT2669 ERT3369 ERT4069 ERT4769
Platform Height 26'2" (7.98m) 32'8" (9.96 m) 40'3" (14.1 m) 47' (14.3 m)

Platform Height — Lowered 51.2"  (1.3 m) 57.4" (1.46 m) 57.5" (1.46 m) 63.6" (1.62 m)

Platform Capacity (Single Extension) 1,500 lb (680 kg) 1,000 lb (453.59 kg) 800 lb (363 kg) 800 lb (363 kg)

— Capacity on Deck Extension 300 lb (136 kg) 300 lb (136 kg) 300 lb (136 kg) 300 lb (136 kg)

No. Occupants (Indoor/Outdoor) 4/3 4/3 3/2 2/2

Platform Railing Height 44.7" (1.14 m) 44.7" (1.14 m) 44.7" (1.14 m) 44.7" (1.14 m)

Overall Height 96.7" (2.46 m) 102.9" (2.61 m) 103" (2.62 m) 109.1" (2.77 m)

Platform Dimensions 126.3 x 56.9" (3.21 x 1.45 m) 126.3 x 56.9" (3.21 x 1.45 m) 126.3 x 56.9" (3.21 x 1.45 m) 126.3 x 56.9" (3.21 x 1.45 m)

— Platform Extension 42" (1.07 m) 42" (1.07 m) 42" (1.07 m) 42" (1.07 m)

Overall Machine Length 139" (3.53 m) 139" (3.53 m) 139" (3.53 m) 139" (3.53 m)

Overall Machine Width 69.3" (1.76 m) 69.3" (1.76 m) 69.3" (1.76 m) 69.3" (1.76 m)

Wheelbase 81.3" (2.07 m) 81.3" (2.07 m) 81.3" (2.07 m) 81.3" (2.07 m)

Ground Clearance 10.1" (25.7 cm) 10.1" (25.7 cm) 10.1" (25.7 cm) 10.1" (25.7 cm)

Lift/Lower Time 36/28 seconds 42/33 seconds 69/46 seconds 81/55 seconds

Maximum Drive Height Full Height Full Height Full Height Full Height

Weight (single extension w/out 
leveling jacks)*

8,627 lb (3,913 kg) 9,427 lb. (4,276 kg) 10,560 lb (4,790 kg) 13,636 lb (6,194 kg)

Drive Speed—Lowered 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h)

Drive Speed—Elevated 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h)

Gradeability 40% 40% 35% 30%

Turning Radius (inside) 83" (2.11 m) 83" (2.11 m) 83" (2.11 m) 83" (2.11 m)

Turning Radius (outside) 174.8" (4.44 m) 174.8" (4.44 m) 174.8" (4.44 m) 174.8" (4.44 m)

Tire size (non-marking) 26 x 12 Foam Filled 26 x 12 Foam Filled 26 x 12 Foam Filled 26 x 12 Foam Filled

Rail Type Fold Down Fold Down Fold Down Fold Down

Drive (2WD) AC Electric Drive AC Electric Drive AC Electric Drive AC Electric Drive

Generator Set (Kubota Stage V OC60-E4) 6hp (4.5kW) 6hp (4.5kW) 6hp (4.5kW) 6hp (4.5kW)

Hydraulic Reservoir 13.2 gal (50L) 13.2 gal (50L) 13.2 gal (50L) 13.2 gal (50L)

Specifications may change without notice to meet country standards or with addition of optional equipment.

 
ERT Series 
Electric Rough Terrain Scissors

NEW MODELS 
COMING  

FALL 2020
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RT2669 RT3369 RT4069 RT4769
Platform Height 26'2" (7.98m) 32'8" (9.96 m) 40'3" (14.1 m) 47' (14.3 m)

Platform Height — Lowered 51.2"  (1.3 m) 57.4" (1.46 m) 57.5" (1.46 m) 63.6" (1.62 m)

Platform Capacity (Single Extension) 1,500 lb (680 kg) 1,000 lb (453.59 kg) 800 lb (363 kg) 800 lb (363 kg)

— Capacity on Deck Extension 300 lb (136 kg) 300 lb (136 kg) 300 lb (136 kg) 300 lb (136 kg)

No. Occupants (Indoor/Outdoor) 4/3 4/3 3/2 2/2

Platform Railing Height 44.7" (1.14 m) 44.7" (1.14 m) 44.7" (1.14 m) 44.7" (1.14 m)

Overall Height 96.7" (2.46 m) 102.9" (2.61 m) 103" (2.62 m) 109.1" (2.77 m)

Platform Dimensions 126.3 x 56.9" (3.21 x 1.45 m) 126.3 x 56.9" (3.21 x 1.45 m) 126.3 x 56.9" (3.21 x 1.45 m) 126.3 x 56.9" (3.21 x 1.45 m)

— Platform Extension 42" (1.07 m) 42" (1.07 m) 42" (1.07 m) 42" (1.07 m)

Overall Machine Length 139" (3.53 m) 139" (3.53 m) 139" (3.53 m) 139" (3.53 m)

Overall Machine Width 69.3" (1.76 m) 69.3" (1.76 m) 69.3" (1.76 m) 69.3" (1.76 m)

Wheelbase 81.3" (2.07 m) 81.3" (2.07 m) 81.3" (2.07 m) 81.3" (2.07 m)

Ground Clearance 10.1" (25.7 cm) 10.1" (25.7 cm) 10.1" (25.7 cm) 10.1" (25.7 cm)

Lift/Lower Time 36/28 seconds 42/33 seconds 69/46 seconds 81/55 seconds

Maximum Drive Height Full Height Full Height Full Height Full Height

Weight (single extension w/out 
leveling jacks)*

8,627 lb (3,913 kg) 9,427 lb. (4,276 kg) 10,560 lb (4,790 kg) 13,636 lb (6,194 kg)

Drive Speed—Lowered 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h)

Drive Speed—Elevated 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h) 0.5 mph (0.8 km/h)

Gradeability 40% 40% 35% 30%

Turning Radius (inside) 83" (2.11 m) 83" (2.11 m) 83" (2.11 m) 83" (2.11 m)

Turning Radius (outside) 174.8" (4.44 m) 174.8" (4.44 m) 174.8" (4.44 m) 174.8" (4.44 m)

Tire size 26 x 12 Foam Filled 26 x 12 Foam Filled 26 x 12 Foam Filled 26 x 12 Foam Filled

Rail Type Fold Down Fold Down Fold Down Fold Down

Drive 4WD Hydrostatic 4WD Hydrostatic 4WD Hydrostatic 4WD Hydrostatic

Diesel Engine Kubota D1305-E4B-J  
24.8 hp (18.5 kw)

Kubota D1305-E4B-J  
24.8 hp (18.5 kw)

Kubota D1305-E4B-J  
24.8 hp (18.5 kw)

Kubota D1305-E4B-J  
24.8 hp (18.5 kw)

Fuel Tank Capacity 8.3gal (38L) 8.3gal (38L) 8.3gal (38L) 8.3gal (38L)

Hydraulic Reservoir 13.2 gal (50 L) 13.2 gal (50 L) 13.2 gal (50 L) 13.2 gal (50 L)

Specifications may change without notice to meet country standards or with addition of optional equipment.

RT Series  
Rough Terrain Scissor Lift

NEW MODELS 
COMING  

FALL 2020
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LRT Series 
Rough Terrain Scissor Lifts

330LRT 430LRT 530LRT
Platform Height—Elevated 33' (10.06 m) 43' (13.11 m) 53' (16.5 m)

Platform Height—Lowered 5' 3.57" (1.97 m) 6' 5" (1.84 m) 7' (2.13 m)

No. Occupants 6 6 6

Platform Railing Height 43.5" (1.1 m) 43.5" (1.1 m) 43.5" (1.1 m)

Overall Height 9' 1" (2.8 m) 9' 10" (3.0 m) 10' 5" (3.2 m)

—With Rails Lowered 6' 5.75" (1.97 m) 7' 2.4" (2.19 m) 7' 9" (2.36 m)

Platform Size 79 x 154" (1.95 x 3.92 m) 79 x 154" (1.95 x 3.92 m) 73.5 x 156" (1.87 x 3.96 m)

Platform Extension 4' (1.22 m) 4' (1.22 m) 4' (1.22 m)

Overall Length 12' 10" (3.92 m) 12' 10" (3.92 m) 17' (5.18 m)

Overall Width 7' 9" (2.36 m) 7' 9" (2.36 m) 7' 7" (2.31 m)

Wheelbase 9' 9" (2.97 m) 9' 9" (2.97 m) 9' 9" (2.97 m)

Ground Clearance 13.6" (34.5 cm) 13.6" (34.5 cm) 12" (30 cm)

Platform Capacity 2,250 lb (1,020 kg) 1,500 lb (680 kg) 1,500 lb (680 kg)

—Capacity on Extension 500 lb (227 kg) 500 lb (227 kg) 500 lb (227 kg)

—Capacity w/Dual Extensions 2,000 lb (907 kg) 1,250 lb (567 kg) 1,250 lb (567 kg)

Lift/Lower Time 35/32 seconds 45/42 seconds 65/60 seconds

Maximum Drive Height Full Height Full Height 32' (9.75 m)

Weight w/One Extension* 11,820 lb (5,372 kg) 14,300 lb (6,486 kg) 17,000 lb (7,711 kg)

Ground Bearing Pressure** 73 psi (5.1 kg/cm²) 83 psi (5.8 kg/cm²) 90 psi (6.3 kg/cm²)

Drive Speed 3.5 mph (4.8 km/h) 3.5 mph (4.8 km/h) 3.5 mph (5.6 km/h)

Tilt Rating 3° 3° 1.5°

Gradeability 45% 45% 40%

Turning Radius (inside) 8' 10.5" (2.71 m) 8' 10.5" (2.71 m) 9' (2.74 m)

Turning Radius (outside) 19' 5.5" (5.93 m) 19' 5.5" (5.93 m) 19' 9" (6.02 m)

Tire Size/Type 33 x 15.5 Superwide 33 x 15.5 Superwide 12 x 16.5 Foam-filled

Axle Oscillation 8" (20 cm) 8" (20 cm) 8" (20 cm)

Brakes—4 Wheel Spring Applied Spring Applied Spring Applied

Diesel Engine Kubota D1305 
24.8 hp (18.5 kW)

Kubota D1305 
24.8 hp (18.5 kW)

Kubota D1305 
24.8 hp (18.5 kW)

Fuel Tank Capacity 22 gal. (83.3 L) 22 gal. (83.3 L) 22 gal. (83.3 L)

Hydraulic Reservoir 32 gal. (121.42 L) 32 gal. (121.42 L) 32 gal. (121.42 L)

    *Certain options or country standards increase weight.
  **Ground bearing pressure applies to standard tires.
Specifications may change without notice to meet country standards or with addition of optional equipment.
NOTE:  LRT model nomenclature will change in fall of 2020.
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1230ES  
Electric Vertical Mast Lift

1230ES
Platform Height — Elevated 12' (3.66 m)

Platform Height — Lowered 1' 10" (0.56 m)

Platform Railing Height 3' 7" (1.10 m)

Overall Height 5' 5" (1.66 m)

Platform Size 27 x 33" (0.68 x .84 m)

Overall Length 4' 6" (1.36 m)

Overall Width 2' 6" (0.76 m)

Wheelbase 3' 5" (1.04 m)

Ground Clearance 3" (7.6 cm)

Platform Capacity 500 lb (227 kg)

Lift/Lower Time 12/12 seconds

Maximum Drive Height Full Height

Weight 1,765 lb (801 kg)

Ground Bearing Pressure 123 psi (8.65 kg/cm2)

Drive Speed—Lowered 3 mph (4.8 km/h)

Drive Speed—Elevated 0.5 mph (0.8 km/h)

Gradeability 25%

Turning Radius (inside) 5" (13 cm)

Turning Radius (outside) 4' 10" (1.46 m)

Tire Size/Type 100 x 323 Non-Marking Solid

Brakes (on drive wheels) Electric, Friction

Batteries 4 x 6V, 220 amp-hr

Charger 20 Amp Automatic (120V/240V – 50/60 HZ) 

Drive 24V Electric

Hydraulic Reservoir 1.88 gal. (7.1 L)

10
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AccessMaster® Manually Propelled 
Vertical Personnel Lifts

AM Series (with outriggers) 25AM 30AM 38AM
Working Height 31' (9.45 m) 35.7' (10.88 m) 44' (13.4 m)

Platform Height 24' 10" (7.57 m) 29.7' (9.05 m) 38' (11.58 m)

Platform Capacity* 350 lb (160 kg) 300 lb (136 kg) 300 lb (136 kg)

Standard Platform 25.9 x 25.5 (65.7 x 64.8 cm) 25.9 x 25.5 (65.7 x 64.8 cm) 25.9 x 25.5 (65.7 x 64.8 cm)

Overall Height 78" (1.98 m) 78" (1.98 m) 103.9" (2.64 m)

Overall Width 29.5" (0.75 m) 29.1" (0.74 m) 29.1" (0.74 m)

Overall Length 48" (1.22 m) 51.9" (1.31 m) 57.4" (1.46 m)

Overall Length—Without Battery Pack 47" (1.19 m) 47" (1.19 m) 47" (1.19 m)

Overall Height—Tilted Back n/a n/a 77.5" (1.97 m)

Overall Length—Tilted Back n/a n/a 119" (3.02 m)

Ground Entry Height 18.9" (48 cm) 18.9" (48 cm) 18.9" (48 cm)

Outrigger Footprint Length 68.1" (1.57 m) 75" (1.90 m) 85.8" (2.13 m)

Outrigger Footprint Width 61.8" (1.38 m) 72" (1.82 m) 83.3" (2.02 m)

Distance to Wall—Front 6" (15.5 cm) 9.5"(24 cm) 15" (38 cm)

Distance to Wall—Side 11.5" (28.9 cm) 20.5" (52 cm) 24" (61 cm)

Weight**—AC 825 lb (374 kg) 1,030 lb (467 kg) 1,265 lb (574 kg)

Weight**—DC 905 lb (411 kg) 1,110 lb (504 kg) 1,395 lb (633 kg)

Rear Wheels 10 x 2 (25 x 5 cm) 10 x 2 (25 x 5 cm) 10 x 2 (25 x 5 cm)

Front Caster Wheels 6 x 2 (15 x 5 cm) 6 x 2 (15 x 5 cm) 6 x 2 (15 x 5 cm)

  * Standard Platform.
** Certain options or country standards increase weight.
Specifications may change to meet country standards or with addition of optional equipment.
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20MVL  
Mobile Vertical Mast Lifts

20MVL
Platform Height 19' 1" (5.81 m)

Working Height 25' 1" (7.80 m)

Drive Height Max. Platform Height

Overall Height Stowed 78" (1.98 m)

Platform Entry Height 18" (46 cm)

Platform Capacity - Oversized/Narrow/Extension 350 lb (159 kg)

Narrow Platform 350 lb (159 kg)

Extension Platform 350 lb (159 kg)

Oversized Platform Size (gull wing front entry) 28 x 26" (71 x 66 cm)

Narrow Platform Size 22 x 25" (56 x 63 cm)

Extension Platform Size—Retracted 26 x 26" (66 x 66 cm)

                                       Extended 26 x 49" (66 x 125 cm)

Overall Vehicle Length

Chassis Length 53.5" (136 cm)

Extension Platform Retracted 54.6" (140 cm)

Overall Vehicle Width

Chassis Width 29.5" (0.75 m)

Extension Platform 32.2" (82 cm)

Weight

Gull Wing Platform 2,363 lb (1,072 kg)

Extension Platform 2,433 lb (1,104 kg)

Maximum Drive Speed

Platform: Lowered/Elevated 3.5 mph (5.5 km/h)/0.6 mph (1 km/h)

Turning Radius Zero

Gradeability 25%

Ground Clearance 2" (5 cm)

Wheel & Batteries

Rear Drive & Steer Wheels 12.62 x 4" (32 x 10 cm)

Front Caster Wheels 8 x 2.5" (20 x 6 cm)

Standard Tire Material Non-Marking

Batteries Two Sealed‑100 AH 12 Volt

Battery Charger 25 Amp; 5-Hour Charge

Drive System 4 Brush Direct Electric Drive (planetary gear)

12
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EcoLift™ Series  
Non-Powered Vertical Lifts

EcoLift 50 EcoLift 70
Working Height 10' 11" (3.33 m) 13' 2.5" (4.03 m)

Platform Height 4' 11" (1.50 m) 7' 2.5" (2.20 m)

Stowed Height 5' 1" (1.55 m)  6' 4" (1.94 m)

Stowed Width 27.5" (0.7 m) 27.5" (0.7 m)

Stowed Length 38.7" (0.985 m) 50.3" (1.28 m)

Platform Size 28 x 23.6" (72 x 60 cm) 33.4 x 25.4" (85 x 64.4 cm)

Rated Capacity 330 lb (150 kg) 330 lb (150 kg)

Weight 397 lb (180 kg) 672 lb (305 kg)

13
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Push-Around Mast Lifts
830P 1030P

Working Height 14' 2" (4.32 m) 16' 9" (5.11 m) 

Platform Height 8' 2" (2.5 m) 10' 2" (3.10 m) 

Stowed Height 61.4" (1.56 m) 6' 1" (1.85 m)

Platform Entry Height 14" (.36 m) 29" (.74 m)

Platform Size 28.7 x 38.6" (.75 x .98 m) 29.5 x 60" (.75 x 1.52 m) 

Overall Vehicle Length 47" (1.19 m) 63" (1.60 m)

Overall Vehicle Width 29.5" (.75 m) 30" (.76 m) 

Platform Capacity 440 lb (200 kg) 550 lb (249 kg)

Weight 628 lb (285 kg) 753 lb (342 kg) 

Batteries 12V DC AGM Battery 12V DC AGM Battery

Battery Charger Automatic 110V-240V Charger Automatic 110V-240V Charger

14
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LiftPod®

FT70 FT140
Platform Height 7' (2.15 m) 13'6" (4.11 m)

Working Height 13' (3.96 m) 19' 6" (5.94 m)

Stowed Height 5' 5" (1.65 m) 6' 7" (1.99 m)

Platform Capacity 330 lb (150 kg) 330 lb (150 kg)

Platform Size 24" x 24" (.61 m x .61 m) 24" x 24" (.61 m x .61 m)

Base Size 3' 8.3" x 2' 5.9" (1.12 x .76 m) 4' 10.3" x 5' 4.2" (1.48 x 1.63 m)

Tool Tray Holds up to 33 lb (15 kg) Holds up to 33 lb (15 kg)

Weight of Modules

    Base 55 lb (25.1 kg) 74 lb (33.6 kg)

    Base Counterweight 45 lb (20.3 kg) 43.4 lb (19.7 kg)

    Mast – Section 1 71 lb (32.3 kg) 71 lb (32.3 kg)

    Mast – Section 2 N/A 77.6 lb (35.2 kg)

    Platform 37 lb (16.78 kg) 37 lb (16.78 kg)

    Power Pack Kit3 — 22.7 lb (10.3 kg)

Rear Wheel Diameter 4" (.10 m) 8" (.20 m)

Tires Non-marking polyurethane Non-marking polyurethane

Batteries (optional on FT70) 40V Lithium-ion Battery 2 40V Lithium-ion Batteries

Battery Charger 1.5-hr. charger  1.5-hr charger 

Power Pack Capacity Approximately 15 cycles (up/down) per battery Approximately 8 cycles (up/down) per battery

1. Includes control box on FT140.
2. Weight includes Tool Tray.
3. Weight includes battery.
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MSP Series  
Mobile Stock Pickers

10MSP 20MSP
Platform Height 10' (3.05 m) 19' 5" (5.92 m)

Working Height 16' (4.88 m) 25' 5" (7.75 m)

Drive Height Max. Platform Height Max. Platform Height

Stowed Height 57" (145 cm) 78" (198 cm)

Stock Picking Platform Entry Height 13.75" (35 cm) 18" (46 cm)

Extension Platform Entry Height N/A 19" (48 cm)

Stock Picking Platform Capacity 350 lb (159 kg) 400 lb (181 kg)

Material Tray Capacity 250 lb (113 kg) 150 lb (68 kg)

Carry Deck Capacity 250 lb (113 kg) N/A

Stock Picking Platform Size 20 x 27" (49.5 x 69 cm) 28 x 48" (71 x 122 cm)

Platform Size with Folding Material Tray N/A 23 x 30" (58 x 76 cm)

Overall Vehicle Length

Chassis Length 61" (155 cm) 53.5" (136 cm)

Stock Picking Platform N/A 74" (188 cm)

Platform with Folding Material Tray N/A 78" (198 cm)

Overall Vehicle Width

Chassis Width N/A 29.5" (75 cm)

Chassis Width with Bumper 32.5" (82.5 cm) N/A

Stock Picking Platform N/A 31.5" (80 cm)

Extension Platform N/A 31.5" (80 cm)

Gross Vehicle Weight

Stock Picking Platform 1,100 lb (499 kg) 2,363 lb (1,072 kg)

Extension Platform N/A 2,433 lb (1,104 kg)

Drive Maximum Speed

Platform: Lowered/Elevated 5.0 mph (8.0 km/h)/0.5 mph (0.8 km/h) 3.5 mph (5.5 km/h)/0.6 mph (0.96 km/h)

Turning Radius Zero Zero

Intersecting Aisle 
 (assume turning out of 36˚ aisle)

66" (168 cm) 80" (203 cm)

Gradeability 15% 25%

Underclearance 2" (5 cm) 2" (5 cm)

Wheel & Batteries

Rear Drive & Steer Wheels 12.62 x 4" (32 x 10 cm) 12.62 x 4" (32 x 10 cm)

Front Caster Wheels 8 x 2.5" (20 x 6 cm) 8 x 2.5" (20 x 6 cm)

Standard Tire Material Non-Marking Non-Marking

Batteries 4 Sealed 210 amp-hr Maintenance Free (AGM) 2 Sealed 100 amp-hr Maintenance Free (AGM)

Battery Charger 25 Amp Automatic 25 Amp Automatic

Drive System 4 Brush Direct Electric Drive (planetary gear) 4 Brush Direct Electric Drive (planetary gear)

Specifications may change to meet country standards or with addition of optional equipment.
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Toucan® Series  
Mast-Style Boom Lifts

20E 26E 32E
Platform Height 20' 4" (6.2 m) 26' 6" (8.10 m) 32' 3" (9.83 m)

Horizontal Outreach 6' 5" (1.97 m) 8' 8" (2.64 m) 14' 11" (4.55 m)

Up and Over Height 17' 7" (5.36 m) 21' 5" (6.51 m) 22' 9" (6.95 m)

Swing 345° Non-Continuous 345° Non-Continuous 345° Non-Continuous

Platform Capacity 500 lb (227 kg) 500 lb (227 kg) 500 lb (227 kg)

Platform Rotator N/A N/A 120° Hydraulic

Jib (range of articulation) 112° (+45, –67) Vertical 127° (+66, – 61) Vertical 125° Vertical/10–15' Telescopic

A. Platform Size 33 x 38" (0.85 x 0.92 m) 29 x 36" (0.7 x 0.9 m) 27.5 x 41.3" (0.70 x 1.05 m)

B. Overall Width 3' 3" (0.99 m) 3' 3" (.99 m) 3' 9" (1.14 m)

C. Tailswing 6.7" (17 cm) 2.24" (5.68 cm) 6" (15 cm)

D. Height Stowed 6' 6." (1.99 m) 6' 6.3" (1.99 m) 6' 5" (1.99 m)

E. Stowed Length 6' 10.3" (2.09 m) 9' 3" (2.81 m) 11' 8" (3.60 m)

F. Wheelbase 3' 11" (1.19 m) 3' 11" (1.19 m) 5' 3" (1.6 m)

G. Ground Clearance 3.9" (10 cm) 3" (8 cm) 3.1" (8 cm)

Weight* 4,875 lb (2,210 kg) 6,900 lb (3,130 kg) 10,140 lb (4,600 kg)

Ground Bearing Pressure** 255 psi (17.9 kg/cm2) 319 psi (22.4 kg/cm2) 185 psi (13 kg/cm2)

Drive Speed 3.4 mph (5.5 km/h) 3.4 mph (5.5 km/h) 3.4 mph (5.5 km/h)

Gradeability 25% 25% 25%

Turning Radius (inside) 1' 10" (0.55 m) 1' 10" (0.55 m) 2' 5" (0.74 m)

Turning Radius (outside) 6' 6" (1.99 m) 6' 6" (1.99 m) 8' 6" (2.6 m)

Tire Size/Type 16 x 5 x 10.5 Non-Marking 125 x 406 Non-Marking 18 x 7 x 12.12 Non-Marking

Electrical System 24V DC 24V DC 48V DC

Batteries 4x6V 213Ah AGM 260 amp-hr 260 amp-hr

Battery Charger 25 amps 25 amps 20 amps

Drive Motors 2 — A.C. 2 — A.C. 2 — A.C.

Brakes Spring Applied Disc Spring Applied Disc Spring Applied Disc

Hydraulic Motor/Pump 6.4 hp/ 3.3 cc/rev 6.4 hp/ 5.2 cc/rev 6.4 hp/ 5.2 cc/rev

Hydraulic Reservoir 5.3 gal. (20 L) 1.85 gal. (7 L) 5.8 gal. (22 L)

  *Certain options or country standards increase weight.
**Ground bearing pressure applies to standard tires.

17

https://truckmanualshub.com/



32E

26E20E
44 ft (13.4 m)

40 ft (12.2 m)

36 ft (11.0 m)

32 ft (9.8 m)

28 ft (8.5 m)

24 ft (7.3 m)

20 ft (6.1 m)

16 ft (4.9 m)

12 ft (3.7 m)

8 ft (2.4 m)

4 ft (1.2 m)

0 ft (0 m)

-4 ft (-1.2 m)
-8 ft  

(-2.4 m)
-4 ft 

(-1.2 m)
0 ft 

(0 m)
4 ft 

(1.2 m)
8 ft 

(2.4 m)
12 ft 

(3.7 m)
16 ft 

(4.9 m)
20 ft 

(6.1 m)

AB

C

D

F
E

G

44 ft (13.4 m)

48 ft (14.6 m)

40 ft (12.2 m)

36 ft (11.0 m)

32 ft (9.8 m) 

28 ft (8.5 m)

24 ft (7.3 m)

20 ft (6.1 m)

16 ft (4.9 m)

12 ft (3.7 m)

8 ft (2.4 m)

4 ft (1.2 m)

0 ft (0 m)
16 ft

(4.9  m) 
0 ft

(0 m) 
4 ft

(1.2 m) 
8 ft

(2.4 m) 
16 ft

(4.9 m) 
12 ft

(3.7 m) 
12 ft

(3.7 m)
8 ft

(2.4  m)
4 ft

(1.2 m)

Toucan Style

40 ft (12.2 m)

36 ft (11.0 m)

32 ft (9.8 m)

28 ft (8.5 m)

24 ft (7.3 m)

20 ft (6.1 m)

16 ft (4.9 m)

12 ft (3.7 m)

8 ft (2.4 m)

4 ft (1.2 m)

0 ft (0 m)

-4 ft (-1.2 m)

-8 ft  
(-2.4 m)

-4 ft 
(-1.2 m)

0 ft 
(0 m)

4 ft 
(1.2 m)

8 ft 
(2.4 m)

12 ft 
(3.7 m)

16 ft 
(4.9 m)

20 ft 
(6.1 m)

SPECIAL FEATURES INCLUDE:
• Compact dimensions for accessing hard-to-reach areas.
• �Versatile articulating jib provides up to 14' 6" (4.42 m) 
up and over reach.

• �360-degree rotating mast for unmatched positioning 
capabilities.

• Platform rotator (standard on T32E.)
• Capacity for two workers and supplies.
• Drive through doorways and down narrow aisles.
• �Navigate around multiple obstacles on the ground and 
in the air.

• Long lasting, environmentally friendly electric power.

AB

C

D

F
E

G

D
A

F

B

E

G

C
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Compact Crawler Series  
Electric & Hybrid Boom Lifts

X430AJ X500AJ X600AJ X770AJ X1000AJ
Platform Height 43' 6” (13.30 m) 49' (14.95 m) 59' 3" (18.05 m) 77' 5" (23.60 m) 100' (30.48 m)

Horizontal Outreach 21’ 7” (6.60 m) 23' (7.00 m) 30' (9.1 m) 43' (13.1 m) 54'2" (16.50 m)

Swing 360° Non-continuous 360° Non-continuous 360° Non-continuous 360° Non-continuous 360° Non-continuous

Max. Platform Capacity 500 lb (227 kg) 500 lb (227 kg) 500 lb (227 kg) 500 lb (227 kg) 500 lb (227 kg)

Platform Rotation 124° (+/-62°) 124° (+/-62°) 124° (+/-62°) 124° (+/-62°) 180° (+85/-95°)

Jib (range of articulation) 89° (0/-89) 89° (0/-89) 89° (0/-89) 89° (+0/-89) 180° (+85/-95°)

Platform Size 58" x 30" (1.47 x 0.76 m) 58" x 30" (1.47 x 0.76 m) 58" x 30" (1.47 x 0.76 m) 58" x 30" (1.47 x 0.76 m) 63" x 28" (1.60 x 0.71 m)

Overall Width 29" (0.75 m) 31" (0.78 m) 31" (0.78 m) 39" (0.99 m) 47" (1.19 m)

Stowed Height 6' 6" (1.98 m) 6' 6" (1.98 m) 6' 6" (1.98 m) 6' 6" (1.98 m) 6' 6" (1.98 m)

O�utrigger Footprint  
 Narrow

9' 8" x 9' 8" (3.0 m x 3.0 m) 
N/A

10' 5" x 10' 5" (3.17 x 3.17 m) 
N/A

10' 7" x 10' 7" (3.22 x 3.22 m) 
N/A

14' 6" x 14' 3" (4.41 x 4.31 m) 
19'2" x 9'3" (5.84 x 2.81 m) 

18' 2" x 16' 5" (5.49 x 5 m) 
22' x 12'2" (6.71 x 3.71 m)

St�owed Length  
 Without Basket

13’ 2" (4.02 m) 
11'2" (3.40 m)

14' 10" (4.53 m) 
13'8" (4.16 m)

16' 5" (5.01 m) 
15'3" (4.65 m)

20' 9" (6.34 m) 
19'7" (5.98 m)

21' 3" (6.48 m) 
19'3" (5.80 m)

Outrigger Footprint 9' 8" x 9' 8" (3.0 m x 3.0 m) 10' 5" x 10' 5" (3.17 x 3.17 m) 10' 7" x 10' 7" (3.22 x 3.22 m) 14' 3" x 14' 6" (4.31 x 4.41 m) 18' 2" x 16' 5" (5.49 x 5 m)

Stowed Length 13’ 2" (4.02 m) 14' 10" (4.53 m) 16' 5" (5.01 m) 20' 9" (6.34 m) 21' 3" (6.48 m)

Track Length 4' 1" (1.24 m) 4' 1" (1.24 m) 4' 10" (1.47 m) 6' 10" (2.08 m) 6' 10" (2.08 m)

Weight* 4,392 lb (1,992 kg) 5,071 lb (2,300 kg) 6,571 lb (2,980 kg) 9,665 lb (4,385 kg) 16,790 lb (7,616 kg)

Gr�ound Bearing Pressure 
Outriggers 
Tracks

 
34.1 psi (2.40 kg/cm²) 
8.20 psi (0.58 kg/cm²)

 
35.53 psi (2.49 kg/cm2) 
9.72 psi (.68 kg/cm2)

 
44.09 psi (3.09 kg/cm2) 
9.28 psi (.65 kg/cm2)

 
65.3 psi (4.50 kg/cm2) 
7.8 psi (0.54 kg/cm2)

 
58 psi (4.1 kg/cm2) 
11.3 psi (0.79 kg/cm2)

Drive Speed 0.87 mph (1.4 km/h) 0.8 mph (1.3 km/h) 0.8 mph (1.3 km/h) 0.7 mph (1.2 km/h) 0.8 mph (1.3 km/h)

Gradeability 28% 28% 28% 28% 28%

Electric System (Optional) 100Ah 36V Lithium-Ion 100Ah 48V Lithium-Ion 100Ah 72V Lithium-Ion 100Ah 76V Lithium-Ion 150Ah 76V Lithium-Ion

Fuel Tank Capacity (Diesel) 1.4 gal. (5.3 L) 1.5 gal. (5.9 L) 1.5 gal. (5.9 L) 6.6 gal. (25 L) 6.6 gal. (25 L)

AC Motor 120V 60 Hz (1.2 kW) 120V 60 Hz (1.2 kW) 120V 60 Hz (1.2 kW) 120V 60 Hz (1.2 kW) 120V 60 Hz (1.2 kW)

Outrigger Pad Diameter 11.8" 11.8" 11.8" 11.8" 15.7"

*Certain options or country standards increase weight.

SPECIAL FEATURES INCLUDE:
• �Ease of transport —  
Fits on a trailer (low weight, compact).

• �Enhanced maneuverability and accessibility —  
Compact dimensions, rubber tracks, remote drive, 
adjustable track widths for increased stability and 
platform rotation.

• �Environmentally friendly — 
Boom functions may be powered by AC motor for 
operation indoors, or in noise-sensitive areas.

• Automatic one button leveling.
• SkyGuard®
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X1000AJ

X500AJ

360°
5 ft

(1.52 m)
0 ft

(0 m)
5 ft

(1.52 m)
10 ft

(3.05 m)
15 ft

(4.57 m)
20 ft

(6.10 m)
25 ft

(7.62 m)

10 ft
(3.05 m.)

5 ft
(1.52 m.)

15 ft
(4.57 m)

20 ft
(6.10 m)

25 ft
(7.62 m)

30 ft
(9.14 m)

35 ft
(10.67 m)

40 ft
(12.19 m)

45 ft
(13.72 m)

50 ft
(15.24 m)

55 ft
(16.76 m)

Max Load 500 lb (230 kg)

X430AJ

360°
5 ft

(1.52 m)
0 ft

(0 m)
5 ft

(1.52 m)
10 ft

(3.05 m)
15 ft

(4.57 m)
20 ft

(6.10 m)
25 ft

(7.62 m)

10 ft
(3.05 m.)

5 ft
(1.52 m.)

15 ft
(4.57 m)

20 ft
(6.10 m)

25 ft
(7.62 m)

30 ft
(9.14 m)

35 ft
(10.67 m)

40 ft
(12.19 m)

45 ft
(13.72 m)

50 ft
(15.24 m)

55 ft
(16.76 m)

Max Load 500 lb (230 kg)

X600AJ

360°
5 ft

(1.52 m)
0 ft

(0 m)
5 ft

(1.52 m)
10 ft

(3.05 m)
10 ft

(3.05 m)
15 ft

(4.57 m)
20 ft

(6.10 m)
25 ft

(7.62 m)
30 ft

(9.14 m)
35 ft

(10.67 m)

5 ft
(1.52 m)

10 ft
(3.05 m.)

15 ft
(4.57 m)

20 ft
(6.10 m)

25 ft
(7.62 m)

30 ft
(9.14 m)

35 ft
(10.67 m)

40 ft
(12.19 m)

45 ft
(13.72 m)

50 ft
(15.24 m)

55 ft
(16.76 m)

60 ft
(18.28 m)

65 ft
(19.81 m)

70 ft
(21.33 m)

Max Load 500 lb (230 kg)

X770AJ

Max Load 500 lb (230 kg)

360°
5 ft

(1.52 m)
0 ft

(0 m)
5 ft

(1.52 m)
10 ft

(3.05 m)
10 ft

(3.05 m)
15 ft

(4.57 m)
20 ft

(6.10 m)
25 ft

(7.62 m)
30 ft

(9.14 m)
35 ft

(10.67 m)
40 ft

(12.19 m)
45 ft

(13.71 m)

5 ft
(1.52 m)

10 ft
(3.05 m.)

15 ft
(4.57 m)

20 ft
(6.10 m)

25 ft
(7.62 m)

30 ft
(9.14 m)

35 ft
(10.67 m)

40 ft
(12.19 m)

45 ft
(13.72 m)

50 ft
(15.24 m)

55 ft
(16.76 m)

60 ft
(18.28 m)

65 ft
(19.81 m)

70 ft
(21.33 m)

75 ft
(22.86 m)

80 ft
(24.38 m)

85 ft
(25.90 m)
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E300AJP 
Electric & Hybrid Boom Lifts

E300AJP
Platform Height 29' 5" (8.96 m)

Horizontal Outreach 20' 1" (6.12 m)

Up and Over Height 13' 2" (4.01 m)

Swing 350° Non-Continuous

Platform Capacity 500 lb (227 kg)

Platform Rotator 180° Hydraulic

Jib (range of articulation) 144° (+84, –60) Vertical/180° Horizontal

A. Platform Size 30 x 48" (0.76 x 1.22 m)

B. Overall Width 4' (1.22 m)

C. Tailswing Zero

D. Stowed Height 6' 7" (2.01 m)

E. Stowed Length 18' 10" (5.74 m)

F. Wheelbase 5' 5" (1.65 m)

G. Ground Clearance 4" (10 cm)

Weight* 15,705 lb (7,123 kg)

Ground Bearing Pressure** 170 psi (11.95 kg/cm2)

Drive Speed 4.5 mph (7.2 km/h)

Gradeability 25%

Turning Radius (inside) 5' (1.52 m)

Turning Radius (outside) 10' 2" (3.1 m)

Tire Size/Type 25 x 7 x 12 Non-Marking

Electrical System 48V DC

Batteries 8 x 6V, 305 amp-hr

Battery Charger 20 amp

Drive Motors Dual Electric Traction AC

Brakes Spring Applied Multiple Discs

Hydraulic Motor/Pump Perm. Magnet Motor/Gear Pump

Hydraulic Reservoir 2.1 gal. (7.95 L)

  *Certain options or country standards increase weight.
**Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.
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E300AJP
40 ft

( 12.19 m)

30 ft
( 9.14 m)

30 ft
( 9.14 m)

20 ft
( 6.10 m)

20 ft
( 6.10 m)

10 ft
( 3.05 m)

10 ft
( 3.05 m)

0 ft
( 0 m)

0 ft
( 0 m)

SPECIAL FEATURES INCLUDE:
• 4 ft (1.22 m) articulating jib with JibPLUS ®.
• �ATC (Automatic Traction Control) improves performance on  
uneven surfaces.

• Ultra compact width of only 4 ft (1.22 m).
• Minimum up and down cycle time of only 105 seconds.
• Brushless AC motors.
• SkyGuard SkyLine™
• Load sensing system
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E400AJP Narrow 
Electric & Hybrid Boom Lifts

E400A Narrow E400AJP Narrow
Platform Height 40' (12.19 m) 40' (12.19 m)

Horizontal Outreach 21' 2" (6.45 m) 22' 5" (6.83 m)

Up and Over Height 21' 6" (6.55 m) 21' 6" (6.55 m)

Swing 360° Non-Continuous 360° Non-Continuous

Platform Capacity (unrestricted) 500 lb (227 kg) 500 lb (227 kg)

Platform Rotator 180° Hydraulic 180° Hydraulic

Jib (range of articulation) N/A 144° (+84, -60) Vertical

(JibPLUS®) N/A 180° Horizontal

A. Platform Size 30 x 48" (0.76 x 1.22 m) 30 x 48" (0.76 x 1.22 m)

B. Overall Width 4' 11" (1.5 m) 4' 11" (1.5 m)

C. Tailswing 4" (10 cm) 4" (10 cm)

D. Stowed Height 6' 5.75" (1.97 m) 6' 5.75" (1.97 m)

E. Stowed Length 18' 1" (5.51 m) 22' (6.71 m)

F. Wheelbase 6' 7" (2.01 m) 6' 7" (2.01 m)

G. Ground Clearance 5" (13 cm) 5" (13 cm)

Weight* 13,100 lb (5,942 kg)** 14,900 lb (6,759 kg)**

Ground Bearing Pressure*** 95 psi (6.6 kg/cm2) 185 psi (13.0 kg/cm2)

Drive Speed 2WD 4.5 mph (7.2 km/h) 4.2 mph (6.7 km/h)

Gradeability 2WD 30% 30%

Turning Radius (inside) 2' 10" (86 cm) 2' 10" (86 cm)

Turning Radius (outside) 10' 4" (3.15 m) 10' 4" (3.15 m)

Tire Size/Type (front) 22 x 6 x 17.75 Solid Non-Marking 22 x 6 x 17.75 Solid Non-Marking

Tire Size/Type (rear) 25 x 7 x 12 Solid Non-Marking 25 x 7 x 12 Solid Non-Marking

Electrical System 48V DC 48V DC

Batteries 8 x 6V, 370 amp-hr 8 x 6V, 370 amp-hr

Drive Motors Dual Electric Traction AC Dual Electric Traction AC

Brakes Spring Applied Multiple Discs Spring Applied Multiple Discs

Hydraulic Motor/Pump Perm. Magnet/Gear Pump Perm. Magnet/Gear Pump

Hydraulic Reservoir 4 gal. (15.14 L) 4 gal. (15.14 L)

   *Certain options or country standards increase weight.
  **For M Models, add 300 lb (136 kg).
***Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.

23

https://truckmanualshub.com/



E400AJP NARROW
50 ft 

( 15.24 m)  
 

40 ft 
( 12.19 m)  

 

30 ft 
( 9.14 m)  

 

30 ft 
( 9.14 m)

 

20 ft 
( 6.10 m)  

 

20 ft 
( 6.10 m)  

 

10 ft 
( 3.05 m)  

 

10 ft 
( 3.05 m)  

 

0 ft 
( 0 m)  

 

0 ft 
( 0 m)  

 

SPECIAL FEATURES INCLUDE:
• JibPLUS® provide access in and around confined work areas.
• �4 ft 11 in. (1.5 m) narrow chassis for maneuvering in narrow aisles  
and confined areas.

• �ATC (Automatic Traction Control) improves performance on  
uneven surfaces.

• Brushless AC motors..
• SkyGuard SkyLine™
• Load sensing system

E400A NARROW
50 ft

( 15.24 m)

40 ft
( 12.19 m)

30 ft
( 9.14 m)

30 ft
( 9.14 m)

20 ft
( 6.10 m)

20 ft
( 6.10 m)

10 ft
( 3.05 m)

10 ft
( 3.05 m)

0 ft
( 0 m)

0 ft
( 0 m)
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E450 Series  
Electric Boom Lift

E450AJ
Platform Height 45' (13.72 m)

Horizontal Outreach 23' 9" (7.24 m)

Up and Over Height 25' 3" (7.7 m)

Swing 360° Non-Continuous

Platform Capacity 500 lb (227 kg)

Platform Rotator 180° Hydraulic

Jib (range of articulation) 141° (+86, –55) Vertical

A. Platform Size 30 x 60" (0.76 x 1.52 m)

B. Overall Width 5' 9" (1.75 m)

C. Tailswing Zero

D. Stowed Height 6' 7" (2.01 m)

E. Stowed Length 21' 2" (6.45 m)

F. Wheelbase 6' 7" (2.01 m)

G. Ground Clearance 8" (20 cm)

Weight* 14,400 lb (6,532 kg)**

Ground Bearing Pressure*** 110 psi (7.6 kg/cm2)

Drive Speed 4.5 mph (7.2 km/h)

Gradeability 30%

Turning Radius (inside) 2' (61 cm)

Turning Radius (outside) 10' 4" (3.15 m)

Tire Size/Type 240/55 x 17.5 Foam Filled

Electrical System 48V DC

Batteries 8 x 6V, 370 amp-hr

Drive Motors Dual Electric Traction AC

Brakes Spring Applied Multiple Discs

Hydraulic Motor/Pump Perm. Magnet Motor/Gear Pump

Hydraulic Reservoir 4 gal. (15.14 L)

    *Certain options or country standards increase weight.
  **For M Models, add 300 lb (136 kg).
***Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.

25

https://truckmanualshub.com/



SPECIAL FEATURES INCLUDE:
• �ATC (Automatic Traction Control) improves performance on  
uneven surfaces.

• Jib provides up and over access in confined work areas.
• Brushless AC motors..
• SkyGuard SkyLine™
• Load sensing system

E450AJ

0 ft
(0 m)

10 ft
(3.05 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

50 ft
(15.24 m)

40 ft
(12.19 m)

30 ft
(9.14 m)

20 ft
(6.10 m)

10 ft
(3.05 m)

0 ft
(0 m)
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EC600 & H600 Series  
Electric & Hybrid Boom Lifts

EC600SJ/H600SJ EC600SJP/H600SJP
Platform Height 60' 3" (18.36 m) 60' 4" (18.39 m)

Horizontal Outreach 43' 3" (13.18 m) 44' 5" (13.54 m)

Swing 400° Non-Continuous 400° Non-Continuous

Platform Capacity 500 lb (227 kg) 500 lb (227 kg)

Platform Rotator 180° Hydraulic 180° Hydraulic 

Jib (range of articulation) 145° (+75, –70) Vertical 145° (+89, –56) Vertical

(JibPLUS®) N/A 180° Horizontal

A. Platform Size 30 x 72" (0.76 x 1.83 m) 30 x 72" (0.76 x 1.83 m)

B. Overall Width 7' 11" (2.41 m) 7' 11" (2.41 m)

C. Tailswing 4' (1.22 m) 4' (1.22 m)

D. Stowed Height 8' 4" (2.54 m) 8' 4" (2.54 m)

E. Stowed Length 30' 9" (9.37 m) 33' 4" (10.16 m)

F. Wheelbase 9' (2.74 m) 9' (2.74 m)

G. Ground Clearance

    Axle 12" (30 cm) 12" (30 cm)

    Chassis 23" (58 cm) 23" (58 cm)

Weight* 16,710 lb (7,580 kg) 17,210 lb (7,807 kg)

Max. Ground Bearing Pressure** 52 psi (3.7 kg/cm2) 51 psi (3.6 kg/cm2)

Drive Speed 3.0 mph (4.8 km/h)  3.0 mph (4.8 km/h) 

Gradeability 2WD/AWD 30%/45% 30%/45%

Turning Radius (inside) 4' (1.22 m) 4' (1.22 m)

Turning Radius (outside) 15' 4" (4.67 m) 15' 4" (4.67 m)

Axle Oscillation 8" (20 cm) 8" (20 cm) 

Tire Size/Type 36 x 14–22.5 Non-Marking Foam Filled 36 x 14–22.5 Non-Marking Foam Filled

Electrical System 48V DC 48V DC

Batteries 8 x 6V, 415 amp-hr 8 x 6V, 415 amp-hr

Drive Motors Dual Electric Traction Dual Electric Traction

Brakes Spring Applied Multiple Discs Spring Applied Multiple Discs

Hydraulic Motor/Pump Series Wound Motor/Gear Pump Series Wound Motor/Gear Pump

Hydraulic Reservoir 15 gal. (56.78 L) 15 gal. (56.78 L) 

Generator Set (H Models) 45 Amp Kubota 6.7 hp Diesel Engine 45 Amp Kubota 6.7 hp Diesel Engine

Engine Fuel Tank (H Models) 13 gal. (49.21 L) 13 gal. (49.21 L)

  *Certain options or country standards increase weight.
**Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.
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EC/H600SJ
70 ft

( 21.34 m)

60 ft
( 18.29 m)

60 ft
( 18.29 m)

50 ft
( 15.24 m)

50 ft
( 15.24 m)

40 ft
( 12.19 m)

40 ft
( 12.19 m)

30 ft
( 9.14 m)

30 ft
( 9.14 m)

20 ft
( 6.10 m)

20 ft
( 6.10 m)

10 ft
( 3.05 m)

10 ft
( 3.05 m)

0 ft
( 0 m)

0 ft
( 0 m)

EC/H600SJP
70 ft

( 21.34 m)

60 ft
( 18.29 m)

60 ft
( 18.29 m)

50 ft
( 15.24 m)

50 ft
( 15.24 m)

40 ft
( 12.19 m)

40 ft
( 12.19 m)

30 ft
( 9.14 m)

30 ft
( 9.14 m)

20 ft
( 6.10 m)

20 ft
( 6.10 m)

10 ft
( 3.05 m)

10 ft
( 3.05 m)

0 ft
( 0 m)

0 ft
( 0 m)

SPECIAL FEATURES INCLUDE:
• �The world’s first 60-foot Electric Boom— 
indoor and outdoor versatility.

• �Indoor advantages— 
Zero emissions, industry-leading noise reduction, non-marking tires  
and the lowest weight in its class.

• �Outdoor advantages— 
Rugged design with available all-wheel drive, automatic traction 
control and oscillating axle.

• SkyGuard SkyLine™
• Load sensing system
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H340AJ  
Electric & Hybrid Boom Lifts

H340AJ
Platform Height 33' 10.5" (10.33 m)

Horizontal Outreach 19' 11" (6.06 m)

Up and Over Height 17' (5.17 m) 

Swing 355° Non-Continuous

Platform Capacity 500 lb (227 kg)

Platform Rotator 180° Hydraulic

Jib (range of articulation) 4' (1.22 m) 139° (+79, -60)

A. Platform Size 30 x 60" (0.76 x 1.22 m)

B. Overall Width 6' 4" (1.93 m)

C. Tailswing 2" (5.08 cm)

D. Stowed Height 6' 7" (2 m)

E. Stowed Length 18' 2" (5.52 m), 13’ (3.98 m) with Jib Stowed

F. Wheelbase 6' 2" (1.87 m)

G. Ground Clearance 10" (23.7 cm)

Weight* 9,860 lb (4,472 kg)

Max. Ground Bearing Pressure** 64 psi (4.5 kg/cm²)

Drive Speed 4WD 3.7 mph (5.95 km/h)

Gradeability 4WD 45%

Turning Radius (inside) 5' (1.52 m)

Turning Radius (outside) 13' (3.96 m)

Axle Oscillation 6" (15.2 cm)

Tire Size/Type 265/50 D20 Foam Filled Lug Tread

Diesel Engine Kubota Z482 11.1 hp (8.3 kW)

Batteries 8 x 12V 100 amp-hr AGM

Hydraulic Reservoir 20.6 gal. (77.9 L) )

Fuel Tank Capacity 13 gal. (49.2 L) 

Auxiliary Power 12V DC

   *Certain options or country standards increase weight.
  **Ground bearing pressure applies to standard tires.
† Standard with glow plugs.
Specifications may change to meet country standards or with addition of optional equipment.
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SPECIAL FEATURES INCLUDE:
• �Indoor and outdoor use— 
Less noise and lower emissions give access to 
job sites where traditional diesel machines 
are not allowed to operate.

• �Power and performance— 
Four individually controlled drive motors 
provide four-wheel drive and  
exceptional terrainability on par with  
its diesel counterpart.

• �Reduced maintenance—  
Direct AC electric drive reduces the number 
of hydraulic hoses and fittings as well as the 
potential for leaks by 40% over hydraulic-
powered counterparts.

• SkyGuard SkyLine™
• Load sensing system

H340AJ
44 ft

(13.4 m)

40 ft
(12.2 m)

36 ft
(11.0 m)

32 ft
(9.8 m) 

28 ft
(8.5 m)

24 ft
(7.3 m)

20 ft
(6.1 m)

16 ft
(4.9 m)

12 ft
(3.7 m)

8 ft
(2.4 m)

4 ft
(1.2 m)

0 ft
(0 m)

-4 ft
(-1.2 m)

-8 ft
(-2.4 m) 

8 ft
(2.4 m) 

12 ft
(3.7 m) 

16 ft
(4.9 m) 

24 ft
(7.3 m) 

20 ft
(6.1 m) 

-4 ft
(-1.2 m)

0 ft
(0 m)

4 ft
(1.2 m)
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H800AJ  
Electric & Hybrid Boom Lifts

H800AJ
Platform Height 80’ (24.38 m)

Horizontal Outreach 51’ 10” (15.8 m)

Up and Over Height 32’ 1” ( 9.78 m)

Swing 360° Continuous

Platform Capacity 500 lb (227 kg)

Platform Rotator 180° Hydraulic

A. Platform Size 36 x 96” (0.91 x 2.44 m)

B. Overall Width 8’ 2" (2.48 m)

C. Tailswing 3’ 6” (1.06 m)

D. Stowed Height 9’ 10” (3.0 m)

E. Stowed Length 36' 6" (11.13 m)

F. Wheelbase 10’ (3.05 m)

G. Ground Clearance 11" (0.28 m)

Weight* 35,520 lb (16,110 kg)

Max. Ground Bearing Pressure** 76 psi (5.3 kg/cm2)

Drive Speed 4WD 3.45 mph (5.55 km/h)

Gradeability 4WD 45%

Turning Radius Inside/Outside 12'6"/19'8" (3.8/6.02 m)

Axle Oscillation 8” (20.4 cm)

Diesel Engine Kubota Tier 4 Final 25 hp (18.6 kW)

Motor/Generator Power 28 hp 20.9 kW

Batteries 12V, 235 amp-hr 4D, AGM Maintenance Free

Hydraulic Reservoir 21 gal. (79.5 L)

Fuel Tank Capacity 25 gal. (94.64 L)

Tires 15-625 Foam Filled

   *Certain options or country standards increase weight.
  **Ground bearing pressure applies to standard tires.
† Standard with glow plugs.
Specifications may change to meet country standards or with addition of optional equipment.
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SPECIAL FEATURES INCLUDE:
• �Same 800AJ with efficient hybrid power—
Core components like the drivetrain, 
weldments and hydraulics are the same, 
helping to improve total cost of ownership 
with common parts, service and reduced 
training needs.

• �Built on 20 years of experience— 
JLG is expanding the hybrid family as we 
celebrate two decades of experience in this 
product category.

• �Economic performance— 
Provides diesel performance with better  
fuel economy or can be operated on electric 
only power.

• Load sensing system

H800AJ

70 ft�
(21.34 m)�

�

80 ft�
(24.38 m)�

�

90 ft�
(27.38 m)�

�

60 ft�
(18.29 m)�

�

60 ft�
(18.29 m)�

�

50 ft�
(15.24 m)�

�

50 ft�
(15.24 m)�

�

40 ft�
(12.19 m)�

�

40 ft�
(12.19 m)�

�

30 ft�
(9.14 m)�

�

30 ft�
(9.14 m)�

�

20 ft�
(6.10 m)�

�

-20 ft�
(-6.10 m)�

� 20 ft�
(6.10 m)�

�

10 ft�
(3.05 m)�

�

-10 ft�
(-3.05 m)�

�

10 ft�
(3.05 m)�

�

0 ft�
(0 m)�

�

0 ft�
(0 m)�

�

500 lb�
227 kg
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340AJ & 450 Series  
Articulating Boom Lifts

340AJ 450A 450AJ
Platform Height 33' 10.5" (10.33 m) 45' (13.72 m) 45' (13.72 m)

Horizontal Outreach 19' 11" (6.06 m) 30' (9.14 m) 25' (7.62 m)

Up and Over Height 17' (5.17 m) 20' 8" (6.09 m) 24' (7.3 m)

Swing 355° Non-Continuous 355° Non-Continuous 355° Non-Continuous

Platform Capacity 500 lb (227 kg) 550 lb (250 kg) 550 lb (250 kg)

Platform Rotator 180° Hydraulic 180° Hydraulic 180° Hydraulic

Jib (range of articulation) 4' (1.22 m) 139° (+79, -60) — 4' 1" (1.24 m), 145° (+76, -69)

A. Platform Size 30 x 60" (0.76 x 1.52 m) 30 x 72" (0.76 x 1.83 m) 30 x 72" (0.76 x 1.83 m)

B. Overall Width 6' 4" (1.93 m) 7' 8" (2.34 m) 7' 8.6"  (2.35 m)

C. Tailswing 2" (5.08 cm) Zero Zero

D. Stowed Height 6' 7" (2 m) 7' 4.8" (2.25 m) 7' 5.3" (2.27 m)

E. Stowed Length 18' 2" (5.52 m), 13’2" (4.02 m) with Jib Stowed 25' 2" (7.68 m) 21' 6.9" (6.57 m)

F. Wheelbase 6' 2" (1.87 cm) 7' 8" (2.34 m) 7' 9" (2.36 m)

G. Ground Clearance 10" (23.7 cm) 11.5" (29 cm) 16.4 " (41.7 cm)

Weight* 9,700 lb (4,400 kg) 15,850 lb (7,190 kg) 14,150 lb (6,418 kg)

Max. Ground Bearing Pressure** 64 psi (4.5 kg/cm2) 65 psi (4.57 kg/cm2) 65 psi (4.57 kg/cm2)

Drive Speed 3.1 mph (4.98 km/h) 4.25 mph (6.84 km/h) 4.25 mph (6.84 km/h)

Tilt Cut-Out 3° 5° 5°

Gradeability 45% 45% (2WD-30%) 45% (2WD-30%)

Turning Radius (inside) 5' (1.52 m) 6' 9" (2.06 m) 6' 9" (2.06 m)

Turning Radius (outside) 13' (3.96 m) 15' 8" (4.78 m) 15' 8" (4.78 m)

Axle Oscillation 6" (15.2 cm) 4" (10 cm) 4" (10 cm)

Tire Size/Type 265/50 D20 Foam Filled Lug Tread 33/1550 x 16.5 Foam Filled Lug Tread 33/1550 x 16.5 Foam Filled Lug Tread

Diesel Engine Kubota D1105 24.8 hp (18.5 kW) Deutz D2.3 L3 T4i 49 hp (36.4 kW) Deutz D2.3 L3 T4i 49 hp (36.4 kW)

Fuel Tank Capacity 13 gal. (49.21 L) 16 gal. (60.6 L) 16 gal. (60.6 L)

Hydraulic Reservoir 20.6 gal. (77.9 L) 32 gal. (121 L) 32 gal. (121 L)

Auxiliary Power 12V DC 12V DC 12V DC

    *Certain options or country standards increase weight.
  **Ground bearing pressure applies to standard tires.
† Standard with glow plugs.
Specifications may change to meet country standards or with addition of optional equipment.
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340AJ

450A 450AJ

(75 )

40 ft
(12.19 m)

50 ft
(15.24 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

10 ft
(3.04 m)

0 ft
(0 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

10 ft
(3.04 m)

0 ft
(0 m)

550 lb - 250 kg Max
Platform Capacity

B A

C

D

F

E

G

SPECIAL FEATURES INCLUDE:
• �Lighter weight for more efficient performance over a wide range  
of applications and reduced transport costs.

• �Increased work envelope with optimum up and over clearance  
and horizontal outreach.

• �Improved rough terrain capabilities with standard 4-wheel drive, 
oscillating axle and 45% gradeability.

• �Enhanced electrical and hydraulic systems minimize wiring and hoses, 
reducing wear and maintenance.

• SkyGuard SkyLine™
• Load sensing system

44 ft
(13.4 m)

40 ft
(12.2 m)

36 ft
(11.0 m)

32 ft
(9.8 m) 

28 ft
(8.5 m)

24 ft
(7.3 m)

20 ft
(6.1 m)

16 ft
(4.9 m)

12 ft
(3.7 m)

8 ft
(2.4 m)

4 ft
(1.2 m)

0 ft
(0 m)

-4 ft
(-1.2 m)

-8 ft
(-2.4 m) 

8 ft
(2.4 m) 

12 ft
(3.7 m) 

16 ft
(4.9 m) 

24 ft
(7.3 m) 

20 ft
(6.1 m) 

-4 ft
(-1.2 m)

0 ft
(0 m)

4 ft
(1.2 m)
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600 Series  
Articulating Boom Lifts

600AJ 600AJ Narrow
Platform Height 60' 7" (18.47 m) 60' 7" (18.47 m)

Horizontal Outreach 39' 9" (12.1 m) 39' 9" (12.1 m)

Up and Over Height 26' 7" (8.1 m) 26' 7" (8.1 m)

Swing 360° Continuous 360° Continuous

Platform Capacity-Restricted 500 lb (227 kg) 500 lb (227 kg)

Platform Capacity-Unrestricted 500 lb (227 kg) 500 lb (227 kg)

Platform Rotator 180° Hydraulic 180° Hydraulic

Jib (range of articulation) 130° (+70, -60) 130° (+70, -60)

A. Platform Size 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m)

B. Overall Width 8' 2" (2.48 m) 7' (2.13 m)

C. Tailswing Zero 5" (13 cm)

D. Stowed Height 8' 4" (2.54 m) 8' 4" (2.54 m)

E. Stowed Length 28' 11.5" (8.83 m) 28' 11.5" (8.83 m)

F. Wheelbase 8' (2.44 m) 8' (2.44 m)

G. Ground Clearance 12" (30 cm) 12" (30 cm)

Weight* 22,691 lb (10,292 kg) 24,200 lb (10,977 kg)

Max. Ground Bearing Pressure** 75 psi (5.25 kg/cm2) 94 psi (6.6 kg/cm2)

Drive Speed 2WD 4.25 mph (6.8 km/h) 4.25 mph (6.8 km/h)

Drive Speed 4WD 4.25 mph (6.8 km/h) N/A

Tilt Cut-Out 4° 4°

Gradeability 2WD 30% 30%

Gradeability 4WD 45% N/A

Turning Radius (inside)

    2WS 10' 11" (3.33 m) N/A

    4WS 5' 6" (1.68 m) 5' 7" (1.7 m)

Turning Radius (outside)

    2WS 17' 8" (5.38 m) N/A

    4WS 11' 8" (3.56 m) 11' 2" (3.4 m)

Axle Oscillation 8" (20 cm) 8" (20 cm)

Tire Size/Type IN355/55D-6.25 Low Profile/Foam Filled 36 x 14-20 Solid

�Diesel Engine (Deutz D2.9L4 Tier 4 Final) Deutz D2.3 L3 T4i 61.6 hp (45.9 kW) Deutz D2.3 L3 T4i 61.6 hp (45.9 kW)

Fuel Tank Capacity 30 gal. (113.56 L) 30 gal. (113.56 L)

Hydraulic Reservoir 30.6 gal. (115.83 L) 30.6 gal. (115.83 L)

Auxiliary Power 12V DC 12V DC

    *Certain options or country standards increase weight.
  **Ground bearing pressure apply to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.
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600AJ

70 ft
( 21.34 m)

60 ft
( 18.29 m)

60 ft
( 18.29 m)

50 ft
( 15.24 m)

50 ft
( 15.24 m)

40 ft
( 12.19 m)

40 ft
( 12.19 m)

30 ft
( 9.14 m)

30 ft
( 9.14 m)

20 ft
( 6.10 m)

20 ft
( 6.10 m)

10 ft
( 3.05 m)

-10 ft
( -3.05 m)

10 ft
( 3.05 m)

0 ft
( 0 m)

0 ft
( 0 m)

SPECIAL FEATURES INCLUDE:
• Platform controls with one-hand control of lift and swing. 
• �Advanced boom design provides optimal reach envelope with  
zero tailswing.

• Easier access swing-out engine tray.
• Oscillating axle and 4-wheel drive for superior traction.
• Revolutionary WorkStation in the Sky®  options and accessories.
• SkyGuard SkyLine™
• Load sensing system
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800 Series 
Articulating Boom Lifts

800A 800AJ
Platform Height 80' (24.38 m) 80' (24.38 m)

Horizontal Outreach 53' (16.15 m) 51' 10" (15.8 m)

Up and Over Height 32' 1" (9.78 m) 32' 1" (9.78 m)

Swing 360° Continuous 360° Continuous

Platform Capacity-Restricted 1,000 lb* (454 kg) N/A

Platform Capacity-Unrestricted 500 lb (227 kg) 500 lb (227 kg)

Platform Rotator 180° Hydraulic 180° Hydraulic

Jib (range of articulation) N/A 6' (1.83 m), 130° (+70, -60)

A. Platform Size 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m)

B. Overall Width 8' 2" (2.48 m) 8' 2" (2.48 m)

C. Tailswing 2' 6" (76 cm) 2' 6" (76 cm)

D. Stowed Height 9' 10" (3.0 m) 9' 10" (3.0 m)

E. Stowed Length 36' 11" (11.25 m) 36' 6" (11.13 m)

F. Wheelbase 10' (3.05 m) 10' (3.05 m)

G. Ground Clearance 12" (30 cm) 11" (28 cm)

Weight* 34,130 lb (15,481 kg) 34,738 lb (15,757 kg)

Max. Ground Bearing Pressure** 76 psi (5.3 kg/cm2) 76 psi (5.3 kg/cm2)

Drive Speed 2WD or 4WD 3.0 mph (4.8 km/h) 3.0 mph (4.8 km/h)

Tilt Cut-Out 4° 4°

Gradeability 2WD 30% 30%

Gradeability 4WD 45% 45%

Turning Radius (inside)

    2WS 12' 6" (3.8 m) 12' 6" (3.8 m)

    4WS 6' (1.83 m) 6' (1.83 m)

Turning Radius (outside)

    2WS 19' 8" (6.02 m) 19' 8" (6.02 m)

    4WS 11' 7" (3.53 m) 11' 7" (3.53 m)

Tire Size/Type (4WD) 15-625 Foam Filled Lug Tread 15-625 Foam Filled Lug Tread

Diesel Engine Deutz D2.3 L3 T4i 61.6 hp (45.9 kW) Deutz D2.3 L3 T4i 61.6 hp (45.9 kW)

Fuel Tank Capacity 39 gal. (147.63 L) 39 gal. (147.63 L)

Hydraulic Reservoir 40 gal. (151.42 L) 40 gal. (151.42 L)

Auxiliary Power 12V DC 12V DC

  *Certain options or country standards increase weight.
**Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.
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SPECIAL FEATURES INCLUDE:
• �Exclusive QuikStik®  boom— 
50 seconds from ground to full elevation.

• Optional oscillating axle and 4-wheel drive for superior traction.
• Narrow 8 ft 2 in. (2.48 m) chassis for improved access.
• Revolutionary new WorkStation in the Sky®  options and accessories.
• SkyGuard SkyLine™
• Load sensing system

800A

70 ft
( 21.34 m)

80 ft
( 24.38 m)

90 ft
( 27.43 m)

60 ft
( 18.29 m)

60 ft
( 18.29 m)

50 ft
( 15.24 m)

50 ft
( 15.24 m)

40 ft
( 12.19 m)

40 ft
( 12.19 m)

30 ft
( 9.14 m)

30 ft
( 9.14 m)

20 ft
( 6.10 m)

-20 ft
( -6.10 m)

20 ft
( 6.10 m)

10 ft
( 3.05 m)

-10 ft
( -3.05 m)

10 ft
( 3.05 m)

0 ft
( 0 m)

0 ft
( 0 m)

500 lb
227 kg

1,000 lb
454 kg

500 lb
227 kg

800AJ

70 ft
( 21.34 m)

80 ft
( 24.38 m)

90 ft
( 27.43 m)

60 ft
( 18.29 m)

60 ft
( 18.29 m)

50 ft
( 15.24 m)

50 ft
( 15.24 m)

40 ft
( 12.19 m)

40 ft
( 12.19 m)

30 ft
( 9.14 m)

30 ft
( 9.14 m)

20 ft
( 6.10 m)

-20 ft
( -6.10 m)

20 ft
( 6.10 m)

10 ft
( 3.05 m)

-10 ft
( -3.05 m)

10 ft
( 3.05 m)

0 ft
( 0 m)

0 ft
( 0 m)

500 lb
227 kg
500 lb
227 kg
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Ultra Series  
Articulating Boom Lifts

1250AJP 1500AJP
Platform Height 125' 8" (38.3 m) 150' (45.72 m)

Horizontal Reach 63' 2" (19.25 m) 75' (22.86 m)

Up and Over Height 60' 6" (18.44 m) 60' 4" (18.4 m)

Swing 360° Continuous 360° Continuous

Platform Capacity—Restricted 1,000 lb (454 kg) 1,000 lb (454 kg)

Platform Capacity—Unrestricted 500 lb (227 kg) 600 lb (272 kg)

Platform Rotator 180° 180° Hydraulic

JibPLUS®

    Length    8' (2.44 m) 8' (2.4 m)

    Horizontal Motion 125° 125°

    Vertical Motion2 130° (+75, –55) 130° (+75, -55)

A. Platform Size 36" x 96" (0.91 x 2.44 m) 36 x 96" (.91 x 2.44 m)

B. Overall Width—Axles Retracted 8' 2" (2.49 m) 8' 1.5" (2.5 m)

    Overall Width—Axles Extended 12' 6" (3.81 m) 16' 6" (5 m)

C. Tailswing 3' (91 cm) 0

D. Stowed Height 9' 11" (3.02 m) 10' 2" (3.1 m)

E. Stowed Length (shipment) 37' 7" (11.45 m) 39' 8" (12.09 m)

F. Stowed Length (drive) 47' 6" (14.48 m) 49' 8" (15.1 m)

G. Wheelbase 12' 6" (3.81 m) 15' (4.6m) extended 
17' 1.50" (5.22 m) retracted

H. Ground Clearance

    Axle 12" (.3 m) 15" (.4 m) 

    Chassis 25.5" (65 cm) 15.75" (40 cm)

Weight1 44,000 lb (19,958 kg) 57,380 lb (26,027 kg)

Max Ground Bearing Pressure* 100 psi (7.03 kg/cm2) 120 psi (83.7 kg/cm2)

Drive Speed 3.25 mph (5.2 km/h) 2.8 mph (4.5 km/h)

Tilt Cut-Out 5° 5°

Gradeability 45%  40%

Turning Radius (inside)

    Axles Retracted 14' 5" (4.39 m) 23' 4" (7.11 m)

    Axles Extended 8' (2.44 m) 7' 6" (2.28 m)

Turning Radius (outside)

    Axles Retracted 22' 6" (6.86 m) 31' 3" (9.52 m)

    Axles Extended 19' 4" (5.89 m) 21' 8" (6.6 m)

Crab Steer Ratio3 1:1 1:1

Axle Oscillation 8" (20 cm) N/A

Tire Size/Type 445/50D710 Foam Filled 445/50D710 Foam Filled 

Diesel Engine Deutz D2011L04 T4i 74.9 hp (55.9 kW) Deutz TCD3.6L4 T41 100 hp (74.6 kW)

Fuel Tank Capacity 31 gal. (117.35 L) 45 gal. (170 L)

Hydraulic Reservoir 53 gal. (200.63 L) 93 gal. (352 L)

Auxiliary Power 12V DC 12V DC

*Ground bearing pressure applies to standard tires.
1. Certain options or country standards increase weight.
2. Capacity is limited to 500 lb when JibPLUS® is swung off-center (600 lb on 1500AJP).
3. Ratio of forward travel to lateral travel.
Specifications may change to meet country standards or with addition of optional equipment.
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SPECIAL FEATURES INCLUDE:
• �Huge Work Envelope— 
up to 2.6 million cubic foot work envelope means you can access 
otherwise inaccessible areas.

• �Best Mobility in Class— 
Tightest turning radius, best crab-steer ratio, drive-out extendable 
axles and the only oscillating axle (1250AJP only) in its class means you 
can take these big boom lifts where no others can go.

• Revolutionary new WorkStation in the Sky®  options and accessories.
• �Exclusive QuikStik® Boom —  
115 seconds from full elevation to ground (180 seconds for the 1500AJP). 
100,000 psi steel in the boom helps you get more work done with 
higher platform capacities and built-in power tools.

• SkyGuard SkyLine™
• Load sensing system

1250AJP 1500AJP
160 ft

(48.8 m)

140 ft
(42.7 m)

120 ft
(36.6 m)

100 ft
(30.5 m)

80 ft
(24.4 m)

60 ft
(18.3 m)

40 ft
(12.2 m)

20 ft
(6.1 m)

0 ft
(0 m)

-20 ft
(6.1 m)

0 ft
(0 m)

20 ft
(6.1 m)

40 ft
(12.2 m)

60 ft
(18.3 m)

80 ft
(24.4 m)

-20 ft
(6.1 m)

68º 

600 lb
(272 kg)

1000 lb
(450 kg)
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400 Series  
Telescopic Boom Lifts

SPECIAL FEATURES INCLUDE:
• 45% gradeability (2WD-30%).
• 100% more platform capacity than most competitors.
• Revolutionary WorkStation in the Sky® options and accessories.
• Up to 39 ft (12 m) horizontal reach.
• SkyGuard SkyLine™
• Load sensing system

400S 400S HC3 460SJ 460SJ HC3
Platform Height 40' (12.19 m) 40' (12.19 m) 46' (14.05 m) 46' (14.05 m)

Horizontal Outreach 33' 6" (10.23 m) 33' 6" (10.23 m) 39' (12 m) 39' (12 m)

Swing 360° Continuous 360° Continuous 360° Continuous 360° Continuous

Platform Capacity—Restricted 1,000 lb (454 kg) 750/1,000 lb (340/454 kg) N/A 750/1,000 lb (340/454 kg)

Platform Capacity—Unrestricted 600 lb (272 kg) 660 lb (300 kg) 600 lb (272 kg) 660 lb (300 kg)

Platform Rotator 180° Hydraulic 180° Hydraulic 180° Hydraulic 180° Hydraulic

Lift/Lower Speed 34/34 seconds 34/34 seconds 34/34 seconds 34/34 seconds

Jib (Range of Articulation ) N/A N/A 6' (1.83 m), 130˚ (+70, -60) 6' (1.83 m), 130˚ (+70, -60)

A. Platform Size 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m)

B. Overall Width 7' 6.8" (2.31 m) 7' 6.8" (2.31 m) 7' 6.8" (2.31 m) 7' 6.8" (2.31 m)

C. Tailswing 2' 10" (86 cm) 2' 10" (86 cm) 2' 10" (86 cm) 2' 10" (86 cm)

D. Stowed Height 8' 1" (2.47 m) 8' 1" (2.47 m) 8' 1" (2.47 m) 8' 1" (2.47 m)

E. Stowed Length 24' 11" (7.6 m) 24' 11" (7.6 m) 29' 3" (8.91 m) 29' 3" (8.91 m)

F. Wheelbase 7' 9.5" (2.37 m) 7' 9.5" (2.37 m) 7' 9.5" (2.37 m) 7' 9.5" (2.37 m)

G. Ground Clearance 12" (0.3 m) 12" (0.3 m) 12" (0.3 m) 12" (0.3 m)

Weight* 14,520 lb (6,586 kg) 15,040 lb (6,822 kg) 16,600 lb (7,530 kg) 19,260 lb (8,736 kg)

Ground Bearing Pressure** 58 psi (4.00 kg/cm2) 65 psi (4.57 kg/cm2) 69 psi (4.76 kg/cm2) 99 psi (6.96 kg/cm2)

Drive Speed 4.25 mph (6.8 km/h) 4.25 mph (6.8 km/h) 4.25 mph (6.8 km/h) 4.25 mph (6.8 km/h)

Tilt Cut-Out 5° 5° 5° 5°

Gradeability 45% (2WD-30%) 45% (2WD-30%) 45% (2WD-30%) 45% (2WD-30%)

Turning Radius (inside) 6' 5" (2.0 m) 6' 5" (2.0 m) 6' 6.9" (2.0 m) 6' 6.9" (2.0 m)

Turning Radius (outside) 15' 8" (4.8 m) 15' 8" (4.8 m) 15' 10.5" (4.8 m) 15' 10.5" (4.8 m)

Tire Size/Type 12 x 16.5 Foam Filled Lug Tread 33 X 12 Foam Filled 12 x 16.5 Foam Filled Lug Tread 33 X 12 Foam Filled

Diesel Engine Deutz D2011L03 T4i 49 hp (36.4 kW) Deutz D2011L03 T4i 49 hp (36.4 kW) Deutz D2011L03 T4i 49 hp (36.4 kW) Deutz D2011L03 T4i 49 hp (36.4 kW)

Fuel Tank Capacity 22 gal. (83.3 L) 22 gal. (83.3 L) 22 gal. (83.3 L) 22 gal. (83.3 L)

Hydraulic Reservoir 36 gal. (136 L) 36 gal. (136 L) 36 gal. (136 L) 36 gal. (136 L)

Auxiliary Power 12V DC 12V DC 12V DC 12V DC

   *Certain options or country standards increase weight.
 **Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.

HI-CAPACITY  
MODELS
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460SJ

40 ft
(12.19 m)

50 ft
(15.24 m)

20 ft
(6.10 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

30 ft
(9.14 m)

40 ft
(12.19 m)

10 ft
(3.04 m)

10 ft
(3.04 m)

0 ft
(0 m)

0 ft
(0 m)

600 lb - 272 kg Max
Platform Capacity

Working Envelope

460SJ HC3

400S

40 ft
(12.19 m)

50 ft
(15.24 m)

20 ft
(6.10 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

30 ft
(9.14 m)

40 ft
(12.19 m)

10 ft
(3.04 m)

10 ft
(3.04 m)

0 ft
(0 m)

0 ft
(0 m)

1000 lb - 453 kg Max
Platform Capacity

600 lb - 272 kg Max
Platform Capacity

Working Envelope

400S HC3
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400 Crawler Series  
Telescopic Boom Lifts

400SC 460SJC
Platform Height 39' 6.5" (12.05 m) 45' 5.4" (13.88 m)

Horizontal Outreach 33' (10.00 m) 39' (12.00 m)

Swing 360° Continuous 360° Continuous

Platform Capacity—Restricted 1,000 lb (454 kg) N/A

Platform Capacity—Unrestricted 600 lb (272 kg) 600 lb (272 kg)

Platform Rotator 180° Hydraulic 180° Hydraulic

Jib (range of articulation) N/A 6' (1.83 m), 130˚ (+70, -60)

A. Platform Size 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m)

B. Overall Width 7' 4" (2.23 m) 7' 4" (2.23 m)

C. Tailswing 3.14' (0.96 m) 3.14' (0.96 m)

D. Stowed Height 7' 7.5" (2.32 m) 7' 7.2" (2.33 m)

E. Stowed Length 24' 10" (7.57 m) 29' 3" (8.9 m)

F. Ground Clearance 16" (0.41 m) 16" (0.41 m)

Weight* 14,559 lb (6,603 kg) 17,998 lb (8,164 kg)

Max. Ground Bearing Pressure 5.21 psi (.366 kg/cm2) 8.35 psi (.587 kg/cm2)

Drive Speed 1.6 mph (2.57 km/h) 1.8 mph (2.9 km/h)

Gradeability 51% 51% 

Turning Radius Zero Zero

Type of Tracks** Rubber Rubber

Track Width 1.31' (0.4 m) 1.31' (0.4 m)

Diesel Engine Deutz D2011L03 T4i 49 hp (36.4 kW) Deutz D2011L03 T4i 49 hp (36.4 kW)

Fuel Tank Capacity 22 gal. (83.3 L) 31 gal. (117 L)

Hydraulic Reservoir 36 gal. (136.27 L) 36 gal. (136.27 L)

Auxiliary Power 12V DC 12V DC

  *Certain options or country standards increase weight.
**Optional non-marking rubber and steel tracks available.
Specifications may change to meet country standards or with addition of optional equipment.
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460SJC

40 ft
(12.19 m)

50 ft
(15.24 m)

20 ft
(6.10 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

30 ft
(9.14 m)

40 ft
(12.19 m)

10 ft
(3.04 m)

10 ft
(3.04 m)

0 ft
(0 m)

0 ft
(0 m)

600 lb - 272 kg Max
Platform Capacity

Working Envelope

SPECIAL FEATURES INCLUDE:
• Better mobility with a zero turning radius.
• Increased flotation with a choice of tracks.
• Easier control with a unique single-joystick control.
• 1,000 lb (454 kg) dual capacity (400SC).
• Articulating Jib provides reach versatility.
• SkyGuard SkyLine™
• Load sensing system

400SC

40 ft
(12.19 m)

50 ft
(15.24 m)

20 ft
(6.10 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

30 ft
(9.14 m)

40 ft
(12.19 m)

10 ft
(3.04 m)

10 ft
(3.04 m)

0 ft
(0 m)

0 ft
(0 m)

1000 lb - 453 kg Max
Platform Capacity

600 lb - 272 kg Max
Platform Capacity

Working Envelope
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600 Series  
Telescopic Boom Lifts

600S 600S HC3 660SJ 660SJ HC3
Platform Height 59' 8" (18.18 m) 59' 8" (18.18 m) 65' 8" (20.02 m) 65' 8" (20.02 m)

Horizontal Outreach 50' 2" (15.29 m) 50' 2" (15.29 m) 57' 1" (17.40 m) 57' 1" (17.40 m)

Swing 360° Continuous 360° Continuous 360° Continuous 360° Continuous

Platform Capacity—Restricted 1,000 lb (454 kg) 750/1,000 lb (340/454 kg) 750 lb (340 kg) 750/1,000 lb (340/454 kg)

Platform Capacity—Unrestricted 600 lb (272 kg) 660 lb (300 kg) 550 lb (250 kg) 660 lb (300 kg)

Platform Rotator 160° Hydraulic 160° Hydraulic 180° Hydraulic 180° Hydraulic

Jib (range of articulation) N/A N/A 6' (1.83 m), 132° (+71, –61) 6' (1.83 m), 132° (+71, –61)

A. Platform Size 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m)

B. Overall Width 8' 2" (2.48 m) 8' 2" (2.48 m) 8' 2" (2.48 m) 8' 2" (2.48 m)

C. Tailswing 4' (1.22 m) 4' (1.22 m) 4' (1.22 m) 4' (1.22 m)

D. Stowed Height 8' 2.4" (2.50 m) 8' 2.4" (2.50 m) 8' 2.4" (2.50 m) 8' 2.4" (2.50 m)

E. Stowed Length 28' 7" (8.71 m) 28' 7" (8.71 m) 35' 4.7" (10.79 m) 35' 4.7" (10.79 m)

F. Wheelbase 8' 2.7" (2.51 m) 8' 2.7" (2.51 m) 8' 2.7" (2.51 m) 8' 2.7" (2.51 m)

G. Ground Clearance (axle) 11.3" (0.29 m) 11.3" (0.29 m) 11.3" (0.29 m) 11.3" (0.29 m)

Weight* 21,647 lb (9,819 kg) 22,900 lb (10,387 kg) 25,341 lb (11,494 kg) 29,281 lb (13,281 kg)

Max. Ground Bearing Pressure** 83 psi (5.84 kg/cm2) 88 psi (6.19 kg/cm2) 86 psi (6 kg/cm2) 110 psi (7.75 kg/cm2)

Drive Speed 4WD 3.8 mph (6.3 km/h) 3.8 mph (6.3 km/h) 3.8 mph (6.3 km/h) 3.8 mph (6.3 km/h)

Tilt Cut-Out 5° 5° 5° 5°

Gradeability 4WD 45% 45% 45% 45%

Turning Radius (inside) 2WS 9' 7" (2.92 m) 9' 7" (2.92 m) 9' 7" (2.92 m) 9' 7" (2.92 m)

Turning Radius (inside) 4WS 5' 3" (1.61 m) N/A 5' 3" (1.61 m) N/A

Turning Radius (outside) 2WS 19' 7" (5.96 m) 19' 7" (5.96 m) 19' 7" (5.96 m) 19' 7" (5.96 m)

Turning Radius (outside) 4WS 12' 8" (3.87 m) N/A 12' 8" (3.87 m) N/A

Axle Oscillation 8" (0.2 m) 8" (0.2 m) 8" (0.2 m) 8" (0.2 m)

Tire Size/Type 355/55D625 Foam Filled Lug Tread 355/55D625 Foam Filled Lug Tread 355/55D625 Foam Filled Lug Tread 355/55D625 Foam Filled Lug Tread

Diesel Engine Deutz D2011L04 T4i 49 hp  
(36.5 kW)

Deutz D2011L04 T4i 49 hp 
(36.5 kW)

Deutz D2011L04 T4i 49 hp 
(36.5 kW)

Deutz D2011L04 T4i 49 hp  
(36.5 kW)

Fuel Tank Capacity 31 gal. (117 L) 31 gal. (117 L) 31 gal. (117 L) 31 gal. (117 L)

Hydraulic Reservoir 34 gal. (129 L) 34 gal. (129 L) 34 gal. (129 L) 34 gal. (129 L)

Auxiliary Power 12V DC 12V DC 12V DC 12V DC

  *Certain options or country standards increase weight.
**Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.

SPECIAL FEATURES INCLUDE:
• The best selling series of boom lifts in the world.
• �Powerful configurations— 
Choose from 12 models with various jibs, tracks and power options.

• Easy-to-identify platform controls for reduced operator training time.
• New and improved articulating jibs permit greater reach versatility.
• Revolutionary WorkStation in the Sky® options and accessories.
• SkyGuard SkyLine™
• Load sensing system

HI-CAPACITY  
MODELS
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660SJ
80 ft

(24.4 m)

70 ft
(21.34 m)

60 ft
(18.29 m)

50 ft
(15.24 m)

40 ft
(12.19 m)

30 ft
(9.14 m)

20 ft
(6.10 m)

10 ft
(3.05 m)

0 ft
(0 m)

-10 ft
(3.05 m)

0 ft
(0 m)

10 ft
(3.05 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

40 ft
(12.19 m)

50 ft
(15.24 m)

60 ft
(18.29 m)

-10 ft
(3.05 m)

550 lb
(249 kg)

750 lb
(340 kg)

660SJ HC3

600S

70 ft
(21.34 m) 600 lb

(272 kg)

1000 lb
(454 kg)60 ft

(18.29 m)

50 ft
(15.24 m)

40 ft
(12.19 m)

30 ft
(9.14 m)

20 ft
(6.10 m)

10 ft
(3.05 m)

0 ft
(0 m)

-10 ft
(3.05 m)

0 ft
(0 m)

10 ft
(3.05 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

40 ft
(12.19 m)

50 ft
(15.24 m)

60 ft
(18.29 m)

-10 ft
(3.05 m)

600S HC3

46

https://truckmanualshub.com/



600 Crawler Series  
Telescopic Boom Lifts

660SJC
Platform Height 65' 7" (19.99 m)

Horizontal Outreach 57' 0.6" (17.39 m)

Swing 360° Continuous

Platform Capacity-Restricted 750 lb (340 kg)

Platform Capacity-Unrestricted 550 lb (249 kg)

Platform Rotator 180° Hydraulic

Jib (range of articulation) 132° (+71, –61)

A. Platform Size 36 x 96" (0.91 x 2.44 m)

B. Overall Width 8' 2" (2.49 m)

C. Tailswing 4' (1.22 m)

D. Stowed Height 8' 1.2" (2.47 m)

E. Stowed Length 35' 4.7" (10.79 m)

F. Ground Clearance 15" (38 cm)

Weight* 27,620 lb (12,528 kg)

Max. Ground Bearing Pressure 6.5 psi (0.457 kg/cm2)

Drive Speed 1.6 mph (2.6 km/h)

Gradeability 55%

Turning Radius Zero

Type of Tracks** Steel

Tracks Width 20" (51 cm)

Diesel Engine Deutz TD2.9L4 67 hp (50kW)

Fuel Tank Capacity 31 gal. (117 L)

Hydraulic Reservoir 34 gal. (129 L)

Auxiliary Power 12V DC

  *Certain options or country standards increase weight.
**Available with detachable rubber pads.
Specifications may change to meet country standards or with addition of optional equipment.
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SPECIAL FEATURES INCLUDE:
• Better mobility with a zero turning radius.
• Increased flotation with a choice of tracks.
• Easier control with a unique single-joystick control.
• SkyGuard SkyLine™
• Load sensing system

660SJC
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800 Series  
Telescopic Boom Lifts

800S 800S HC3 860SJ 860SJ HC3
Platform Height 80' (24.38 m) 80' (24.38 m) 86' (26.21 m) 86' (26.21 m)

Horizontal Outreach 71' (21.64 m) 71' 3" (21.78) 75' (22.86 m) 74' 8.9" (22.78)

Swing 360° Continuous 360° Continuous 360° Continuous 360° Continuous

Platform Capacity-Restricted 1,000 lb (454 kg) 1,000 lb (454 kg) 750 lb (340 kg) 750/1000 lb (340/454 kg)

Platform Capacity-Unrestricted 500 lb (227 kg) 500 lb (227 kg)1 500 lb (227 kg) 500 lb (227 kg)1

Platform Rotator 180° Hydraulic 180° Hydraulic 180° Hydraulic 180° Hydraulic

Jib (range of articulation) N/A N/A 6' (1.83 m), 130° (+70, -60) 6' (1.83 m), 130° (+70, -60)

A. Platform Size 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m)

B. Overall Width 8' 2" (2.49 m) 8' 2" (2.49 m) 8' 2" (2.49 m) 8' 2" (2.49 m)

C. Tailswing 4' 8" (1.42 cm) 4' 8" (1.42 cm) 4' 8" (1.42 m) 4' 8" (1.42 m)

D. Stowed Height 9' 11" (3.02 m) 9' 11" (3.02 m) 10' (3.05 m) 10' (3.05 m)

E. Stowed Length 37' 3" (11.35 m) 37' 3" (11.35 m) 40' (12.19 m) 40' (12.19 m)

F. Wheelbase 10' (3.05 m) 10' (3.05 m) 10' (3.05 m) 10' (3.05 m)

G. Ground Clearance 11" (28 cm) 11" (28 cm) 11" (28 cm) 11" (28 cm)

Weight* 33,030 lb (14,982 kg) 33,030 lb (14,982 kg) 36,888 lb (16,732 kg) 38,040 lb (17,255 kg)

Max. Ground Bearing Pressure** 72 psi (5.06 kg/cm2) 72 psi (5.06 kg/cm2) 81 psi (5.69 kg/cm2) 115 psi (8.09 kg/cm2)

Drive Speed 2WD/4WD 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h)

Tilt Cut-Out 4° 4° 4° 4°

Gradeability 2WD 25% 25% 25% 25%

Gradeability 4WD 45% 45% 45% 45%

Turning Radius (inside) 12' 6" (3.8 m) 12' 6" (3.8 m) 12' 6" (3.8 m) 12' 6" (3.8 m)

Turning Radius (outside) 19' 8" (6.02 m) 19' 8" (6.02 m) 19' 8" (6.02 m) 19' 8" (6.02 m)

Axle Oscillation 8" (20 cm) 8" (20 cm) 8" (20 cm) 8" (20 cm)

Tire Size/Type 15-625 Foam Filled Lug Tread 15-625 Foam Filled Lug Tread 15-625 Foam Filled Lug Tread 15-625 Foam Filled Lug Tread

Diesel Engine Deutz D2011L04 T4i 61.6 hp  
(45.9 kW)

Deutz D2011L04 T4i 61.6 hp 
(45.9 kW)

Deutz D2011L04 T4i 61.6 hp 
(45.9 kW)

Deutz D2011L04 T4i 61.6 hp  
(45.9 kW)

Fuel Tank Capacity 31 gal. (117.35 L) 31 gal. (117.35 L) 31 gal. (117.35 L) 31 gal. (117.35 L)

Hydraulic Reservoir 48 gal. (181.7 L) 48 gal. (181.7 L) 48 gal. (181.7 L) 48 gal. (181.7 L)

Auxiliary Power 12V DC 12V DC 12V DC 12V DC

  *Certain options or country standards increase weight.
**Ground bearing pressure applies to standard tires.
Specifications may change to meet country standards or with addition of optional equipment.
1. 500 lb capacity rated for 2 occupants plus tools/materials

HI-CAPACITY  
MODELS

SPECIAL FEATURES INCLUDE:
• �Improved access—A narrow fixed-width frame eliminates the need for extendable axles and allows for faster set-up.
• �Optimum performance—Go from the ground to 80 ft (24.38 m) in less than 67 seconds, up to 40% faster than the competition.
• �Lower operating costs—Better fuel efficiency, Control ADE (Advanced Design Electronics) system, and a swing out engine tray.
• �Greater mobility—Powers through mud with 4WD, oscillating axles and a low weight.
• Revolutionary WorkStation in the Sky® options and accessories.
• SkyGuard SkyLine™
• Load sensing system
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860SJ

70 ft
(21.34 m)

80 ft
(24.38 m)

90 ft
(27.43 m)

60 ft
(18.29 m)

60 ft
(18.29 m)

70 ft
(21.34 m)

80 ft
(24.38 m)

50 ft
(15.24 m)

50 ft
(15.24 m)

40 ft
(12.19 m)

40 ft
(12.19 m)

30 ft
(9.14 m)

30 ft
(9.14 m)

20 ft
(6.10 m)

20 ft
(6.10 m)

10 ft
(3.05 m)

10 ft
(3.05 m)

0 ft
(0 m)

0 ft
(0 m)

750 lb
340 kg

860SJ HC3

800S

80 ft.
24.38 m

70 ft.
21.34 m

60 ft.
18.29 m

50 ft.
15.24 m

40 ft.
12.19 m

30 ft.
9.14 m

20 ft.
6.10 m

10 ft.
3.05 m

0

70 ft
(21.34 m)

80 ft
(24.38 m)

90 ft
(27.43 m)

90 ft
(27.38 m)

60 ft
(18.29 m)

60 ft
(18.29 m)

70 ft
(21.34 m)

80 ft
(24.38 m)

50 ft
(15.24 m)

50 ft
(15.24 m)

40 ft
(12.19 m)

40 ft
(12.19 m)

30 ft
(9.14 m)

30 ft
(9.14 m)

20 ft
(6.10 m)

20 ft
(6.10 m)

10 ft
(3.05 m)

10 ft
(3.05 m)

0 ft
(0 m)

0 ft
(0 m)

500 lb
227 kg1,000 lb

454 kg

800S HC3
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Ultra Series  
Telescopic Boom Lifts

1200SJP 1350SJP 1500SJ 1850SJ
Platform Height 120' (36.58 m) 135' (41.15 m) 150' (45.7 m) 185' 7" (56.56 m)

Horizontal Reach 75' (22.86 m) 80' (24.38 m) 80' (24.38 m) 80' (24.38 m)

Swing 360° Continuous 360° Continuous 360° Continuous 360° Continuous

Platform Capacity—Restricted 1,000 lb (454 kg) 1,000 lb (454 kg) 1,000 lb (454 kg) 1,000 lb (454 kg)

Platform Capacity—Unrestricted 500 lb (227 kg) 500 lb (227 kg) 500 lb (227 kg) 500 lb (227 kg)

Platform Rotator 180° 180° 180° 173°

JibPLUS®

    Length 8' (2.44 m) 8' (2.44 m) Retracted 15' 2" (4.62 m) 
Extended 25' (7.62 m)

Retracted 13' (3.96 m) 
Extended 20' (6.1 m)

    Horizontal Motion 180° 180° For Transport Only For Transport Only

    Vertical Motion2 130° (+75, –55) 130° (+75, –55) 120° (+75, – 45) 120° (+75, – 45)

A. Platform Size 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m) 36 x 96" (0.91 x 2.44 m)

B. Overall Width—Axles Retracted 8' 2" (2.49 m) 8' 2" (2.49 m) 8' 2" (2.49 m) 8' 2" (2.49 m)

    Overall Width—Axles Extended 12' 6" (3.81 m) 12' 6" (3.81 m) 12' 6" (3.81 m) 16' 6" (5.03 m)

C. Tailswing 5' 6" (1.67 m) 5' 6" (1.67 m) 5' 6" (1.67 m) 7' 7" (2.32 m)

D. Stowed Height 10' (3.05 m) 10' (3.05 m) 10' (3.05 m) 10' (3.05 m)

E. Stowed Length 34' 11" (10.64 m) 38' 11" (11.86 m) 43' (13.11 m) 47' 9.5" (14.57 m)

F. Wheel Base 12' 6" (3.81 m) 12' 6" (3.81 m) 12' 6" (3.81 m) 17' 1.5" (5.22 m)

G. Ground Clearance

    Axle 12" (30 cm) 12" (30 cm) 12" (30 cm) 13.5" (34 cm)

    Chassis 25.5" (65 cm) 25.5" (65 cm) 25.5" (65 cm) 16.25" (41 cm)

Weight1 41,100 lb (18,650 kg) 44,750 lb (20,300 kg) 48,000 lb (21,772 kg) 59,900 lb (27,170 kg)

Max Ground Bearing Pressure* 99 psi (7.0 kg/cm2) 107 psi (7.52 kg/cm2) 113 psi (7.94 kg/cm2) 119.6 psi (8.41 kg/cm2)

Drive Speed 3.25 mph (5.2 km/h) 3.25 mph (5.2 km/h) 3.0 mph (4.8 km/h) 2.8 mph (4.5 km/h)

Tilt Cut-Out 5° 5° 4° 5°

Gradeability 45% 45% 40% 40%

Turning Radius (inside)

    Axles Retracted 14' 5" (4.39 m) 14' 5" (4.39 m) 14' 5" (4.39 m) 23' 4" (7.12 m)

    Axles Extended 8' (2.44 m) 8' (2.44 m) 8' (2.44 m) 7' 7" (2.3 m)

Turning Radius (outside)

    Axles Retracted 22' 6" (6.86 m) 22' 6" (6.86 m) 22' 6" (6.86 m) 31' 3" (9.52 m)

    Axles Extended 19' 4" (5.89 m) 19' 4" (5.89 m) 19' 4" (5.89 m) 21' 8" (6.6 m)

Crab Steer Ratio3 1:1 1:1 1:1 1:1

Axle Oscillation 12" (30 cm) 12" (30 cm) 12" (30 cm) 0" (0 cm)

Tires/Type 445/50D710 Foam-Filled 445/50D710 Foam-Filled 445/50D710 Foam-Filled 445/50D710 Foam-Filled

Diesel Engine Deutz TD2011L040 T4i  
74.9 hp (55.9 kW) 

Deutz TD2011L040 T4i  
74.9 hp (55.9 kW)

Deutz TD2011L040 T4i  
74.9 hp (55.9 kW)

Deutz TCD3.6L4 T41  
100 hp (74.6 kW)

Fuel Tank Capacity 31 gal. (117.35 L) 31 gal. (117.35 L) 31 gal. (117.35 L) 52.8 gal. (200 L)

Hydraulic Reservoir 55 gal. (208.2 L) 55 gal. (208.2 L) 55 gal. (208.2 L) 75.1 gal. (284.2 L)

Auxiliary Power 12V DC 12V DC 12V DC 12V DC

*Ground bearing pressure applies to standard tires.
1. Certain options or country standards increase weight.
2. Capacity is limited to 500 lb when JibPLUS® is extended horizontally.
3. Ratio of forward travel to lateral travel.
Specifications may change to meet country standards or with addition of optional equipment.
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1500SJ

1350SJP1200SJP
140 ft

(42.67 m)

0 ft
(0 m)

20 ft
(6.10 m)

40 ft
(12.19 m)

60 ft
(18.29 m)

80 ft
(24.38 m)

120 ft
(36.58 m)

100 ft
(30.48 m)

80 ft
(24.38 m)

60 ft
(18.29 m)

40 ft
(12.19 m)

20 ft
(6.10 m)

0 ft
(0 m)

1200SJP
500 lb - 227 kg

1200SJP
1,000 lb - 454 kg
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1850SJ

140 ft
(42.67 m)

160 ft
48.76 m)

0 ft
(0 m)

20 ft
(6.10 m)

40 ft
(12.19 m)

60 ft
(18.29 m)

80 ft
(24.38 m)

120 ft
(36.58 m)

100 ft
(30.48 m)

80 ft
(24.38 m)

60 ft
(18.29 m)

40 ft
(12.19 m)

20 ft
(6.10 m)

0 ft
(0 m)

1500SJ
500 lb - 227 kg

1500SJ
1,000 lb - 454 kg

140 ft
(42.67 m)

120 ft
(36.58 m)

100 ft
(30.48 m)

80 ft
(24.38 m)

60 ft
(18.29 m)

40 ft
(12.19 m)

20 ft
(6.10 m)

0 ft
(0 m)

0 ft
(0 m)

20 ft
(6.10 m)

60 ft
(18.29 m)

60 ft
(18.29 m)

80 ft
(24.38 m)

40 ft
(12.19 m)

160 ft
(48.76 m)

180 ft
(54.86 m)

200 ft
(60.96 m)

500 lb - 227 kg

1,000 lb - 454 kg

1850SJ

1850SJ

80°

140 ft
(42.67 m)

0 ft
(0 m)

20 ft
(6.10 m)

40 ft
(12.19 m)

60 ft
(18.29 m)

80 ft
(24.38 m)

120 ft
(36.58 m)

100 ft
(30.48 m)

80 ft
(24.38 m)

60 ft
(18.29 m)

40 ft
(12.19 m)

20 ft
(6.10 m)

0 ft
(0 m)

1350SJP
500 lb - 227 kg

1350SJP
1,000 lb - 454 kg
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Tow-Pro® Series  
Towable Boom Lifts

T350 T500J
Platform Height 34' 5" (10.5 m) 50' 9.5" (15.3 m)

Horizontal Outreach

    Working Outreach 20' 2" (6.15 m) 31' 6" (9.6 m)

    Centerline to Platform Edge 18' 9.5" (5.7 m) 29' 6" (9 m)

    From Outrigger Pad Edge 13' 6" (4.11 m) 23' 5" (7.14 m)

Up and Over Height 15' (4.57 m) 18' (5.49 m)

Swing 410° Non-Continuous 410° Non-Continuous

Platform Capacity

    Standard Platform 500 lb (227 kg) 500 lb (227 kg)

    Optional Platform Rotator 440 lb (200 kg) 440 lb (200 kg)

Material Hook Capacity 500 lb (227 kg) 500 lb (227 kg)

Platform Rotator (optional) 90° Manual 90° Manual

Jib

    Length N /A 4' (1.22 m)

    Vertical Motion N/A 130 degrees (+75, -55)

A. Platform Size 30 x 48" (0.76 x 1.22 m) 30 x 48" (0.76 x 1.22 m)

B. Overall Width 4' 11.25" (1.50 m) 5' 7" (1.7 m)

C. Outrigger Footprint—Length 11' 7" (3.51 m) 12' 4" (3.7 m)

D. Outrigger Footprint—Width 10' 5" (3.18 m) 12' 8" (3.8 m)

E. Stowed Height 6' 6" (2.0 m) 7' .5" (2.15 m)

F. Stowed Length 21' 9" (6.6 m) 27' 4" (8.32 m)

Ground Clearance 14" (36 cm) 15" (38 cm)

Entry Height—Extended 10" (25 cm) 15" (38 cm)

Leveling Capability 11° 11°

Weight 3,400 lb (1,542 kg) 4,800 lb (2,177 kg)

Max. Ground Bearing Pressure 23 psi (1.62 kg/cm2) 31 psi (2.18 kg/cm2)

Drive & Set Speed 3.0 mph (4.8 Km/h) 3.0 mph (4.8 Km/h)

Drive & Set Gradeability 20% 20%

Towing Speed Rating 65 mph (105 Km/h) 65 mph (105 Km/h)

Tongue Weight 250 lb (114 kg) 350 lb (159 kg)

Brakes Hydraulic Surge Hydraulic Surge

Parking Brakes Std. Std.

Tire Size/Type ST215/75 R14 Pneumatic ST225/75 R15 Pneumatic

DC Power 24V DC 24V DC

Batteries 4 x 6V, 220 amp-hr 4 x 6V, 220 amp-hr

Gasoline Engine (optional) Honda GX 270—9 hp Honda GX 270—9 hp

Fuel Tank Capacity (optional) 1.6 gal. (6.1 L) 1.6 gal. (6.1 L)

Hydraulic Reservoir 4.0 gal. (15.14 L) 6.0 gal. (22.71 L)
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T350

0 ft
(0 m)

10 ft
(3.05 m)

20 ft
(6.10 m)

0 ft
(0 m)

50 ft
(15.24 m)

40 ft
(12.19 m)

30 ft
(9.14 m)

20 ft
(6.10 m)

10 ft
(3.05 m)

T500J

0 ft
(0 m)

10 ft
(3.05 m)

20 ft
(6.10 m)

30 ft
(9.14 m)

0 ft
(0 m)

50 ft
(15.24 m)

40 ft
(12.19 m)

60 ft
(18.29 m)

30 ft
(9.14 m)

20 ft
(6.10 m)

10 ft
(3.05 m)

SPECIAL FEATURES INCLUDE:
• 34 ft 5 in.(10.5 m) and 50 ft 9.5 in. (15.3 m) models.
• Hydraulic auto-leveling outriggers for faster and easier set-up.
• 24V DC electric or gasoline powered engine. 
• Platform controls with one-hand operation of boom functions.
• �Accessory Mounting Tray accommodates customer provided generator,  
air compressor or pressure washer.

• Standard air and water lines to the platform.
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TRIPLE-L® Trailers
 FLAT BED SERIES 248 449 4610 7610 7612 7614 7616 1012 1014
Capacity 2,200 lb 

(998 kg)
5,000 lb 
(2,268 kg)

4,500 lb 
(2,041 kg)

7,000 lb 
(3,175 kg)

7,000 lb 
(3,175 kg)

7,000 lb 
(3,175 kg)

6,500 lb 
(2,948 kg)

10,000 lb 
(4,536 kg)

10,000 lb 
(4,536 kg)

Deck Width 4' 4" (1.32 m) 4' 4" (1.32 m) 6' (1.83 m) 6' (1.83 m) 6' (1.83 m) 6' (1.83 m) 6' (1.83 m) 5'10" (1.78 m) 5'10" (1.78 m)

Deck Length 8' (2.44 m) 9' (2.74 m) 10' (3.05 m) 10' (3.05 m) 12' (3.66 m) 14' (4.27 m) 16' (4.88 m) 12' (3.66 m) 14' (4.27 m)

Chassis Width 80" (2.03 m) 80" (2.03 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m)

Overall Length 14' (4.27 m) 14' (4.27 m) 15' (4.57 m) 15' (4.57 m) 17' (5.18 m) 19' (5.79 m) 21' (6.4 m) 17' (5.18 m) 19' (5.79 m)

Trailer Weight* 1,510 lb 
(685 kg)

1,670 lb 
(758 kg)

2,070 lb 
(939 kg)

2,500 lb 
(1,134 kg)

2,690 lb 
(1,220 kg)

2,930 lb 
(1,329 kg)

3,150 lb 
(1,429 kg)

3,010 lb 
(1,365 kg)

3,210 lb 
(1,456 kg)

Lift Mechanism Winch Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic

Axle Single Single Single Tandem Tandem Tandem Tandem Tandem Tandem

Wheel Size 15" (0.38 m) 16" (0.41 m) 14.5" (0.37 m) 15" (0.38 m) 15" (0.38 m) 15" (0.38 m) 15" (0.38 m) 16" (0.41 m) 16" (0.41 m)

Brakes Optional Electric Electric Electric Electric Electric Electric Electric Electric

Hitch - Ball Size 2" (.05 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m)

*Will vary slightly with optional equipment.

UTILITY SERIES UT28 UT49 UT410 UT610 UT612 UT614 UT912 UT914
Capacity 2,200 lb 

(998 kg)
5,000 lb 
(2,268 kg)

4,500 lb 
(2,041 kg)

7,000 lb  
(3,175 kg)

7,000 lb  
(3,175 kg)

6,500 lb 
(2,948 kg)

10,000 lb 
(4,536 kg)

10,000 lb 
(4,536 kg)

Deck Width 4' 4" (1.32 m) 4' 4" (1.32 m) 6' (1.83 m) 6' (1.83 m) 6' (1.83 m) 6' (1.83 m) 5' 10" (1.78 m) 5' 10" (1.78 m)

Deck Length 8' (2.44 m) 9' (2.74 m) 10' (3.05 m) 10' (3.05 m) 12' (3.66 m) 14' (4.27 m) 12' (3.66 m) 14' (4.27 m)

Chassis Width 80" (2.03 m) 80" (2.03 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m) 101" (2.57 m)

Overall Length 14' (4.27 m) 14' (4.27 m) 15' (4.57 m) 15' (4.57 m) 17' (5.18 m 19' (5.79 m) 17' (5.18 m) 19' (5.79 m)

Trailer Weight* 1,590 lb (721 kg) 1,795 lb (814 kg) 2,220 lb (1,007 kg) 2,650 lb (1,202 kg) 2,850 lb (1,293 kg) 3,050 lb (1,383 kg) 3,170 lb (1,438 kg) 3,370 lb (1,529 kg)

Lift Mechanism Winch Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic

Axle Single Single Single Tandem Tandem Tandem Tandem Tandem

Wheel Size 15" (0.38 m) 16" (0.41 m) 14.5" (0.37 m) 15" (0.38 m) 15" (0.38 m) 15" (0.38 m) 16" (0.41 m) 16" (0.41 m)

Standard Brakes Optional Electric Electric Electric Electric Electric Electric Electric

Hitch - Ball Size 2" (.05 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 2.3" (.058 m) 

*Will vary slightly with optional equipment.
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Cold Weather Package Options

Package
Cold Weather 

Package Cold Package Plus Arctic Package
Operating Temperature  -20°F   -20° F  -40°F

Engine Components

Engine Block/Oil Pan Heater X X X

Battery Blanket X X X

Glow Plugs (standard on all diesel engines) X X X

Anti-Freeze X

Engine Oil — Mobil 10W-40 X X

Diesel Fuel Conditioner  X X

Hydraulic Components

Arctic Hydraulic Oil X X

Drive and steer hydraulic hoses - Polar Flex hose X

Hydraulic tank heater X X X

Electrical Components

Main Control Cable in Boom - Polar Cable with Temperature Range to -550°F (-323°C) X

Oversized control-enable footswitch cover — 8" x 8" X X

Model Availability  

340AJ X  X

H340AJ X

H800AJ X

450AJ X X

600A Series X X

800A Series X X

400S Series X X

400SC Series       X X

600S Series X X

600SC Series X X

800S Series X X

Ultra Series X X

LRT Series Scissors (Diesel Only) X

Engine Availability

Ford/Kubota X X

Deutz X X X
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WorkStation in the Sky® 

Engine Powered Booms SkyWelder® SkyPower® SkyGlazier®1 Pipe Rack1

400S X X X X

460SJ X X X —

600S X X X X

660SJ X X X X

800S X X X X

860SJ X X X X

1200SJP X X X X

1350SJP X X X X

1500SJ X X X X

1850SJ X X X X

450A/AJ X X X —

600A/AJ X X X X

800A/AJ X X X X

1250AJP X X X X

1500AJP X X X X

LRT Scissors SkyWelder® SkyPower® WorkStation

330LRT X X X

430LRT X X X

530LRT X X —

 
Electric Scissors

Electrician's 
Package

Plumber's 
Package

Plant  
Package

Panel 
Carrier

Pipe  
Rack

Electrician's 
Tree

1930ES1 — — — — — X

2032ES1 — — — X X X

2632ES — — — X X X

2646ES X X X X X X

3246ES X X X X X X

Vertical Mast Tool Tray

AM X

1. Available through JLG aftermarket
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SkyGlazier® Package
The first and only factory-approved glass and  
panel tray. Utilizes industry-leading JLG capacity  
to get materials to the work site. Improves  
productivity and reduces operator fatigue,  
while protecting panels from damage. Fits select 
boom models.

SkyWelder® Package
A 280 amp Miller®* CST™ 280 is tucked into the 
SkyPower® boom platform. Conserves space and 
provides stick and TIG capability. Helps eliminate 
potentially dangerous leads hanging over the 
rails and the unnecessary cost of a stand-alone 
welder and power supply. Flux core wire feed 
capability available — see Miller® Electric Mfg. 
Co. recommendations. Other convenient features 
are also available. Fits select boom and LRT 
scissor models.

*Miller® is a trademark of Miller Electric.
Some options available exclusively through JLG aftermarket

SkyPower® Package
JLG delivers more power where you need it 
with the SkyPower® Package. Machines with 
the SkyPower® Package include a self-contained 
7500W generator with a power cable. A side-entry 
platform provides improved entry and allows for 
quick installation of the SkyGlazier® panel tray. 
These features combine to provide the power 
for hand tools and many add-on JLG accessory 
packages including SkyWelder®, SkyCutter® and 
the SkyGlazier® packages. Fits select boom and 
scissor models.

Workstation in the Sky® 

Soft Touch System
A padding kit is mounted to the platform 
guardrails and to a frame suspended below 
the platform. Proximity sensors deactivate 
platform functions when the padded framework 
contacts an adjacent structure. An override 
button permits "undoing." Fits select boom and 
scissor models.

Pipe Rack
Pipe racks provide a means for factory-approved 
storage of pipe or conduit inside the platform 
to help prevent rail damage and optimize 
platform utility. Pipe Racks reduce clutter and 
optimize available platform capacity. Fits select 
boom models.
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JLG Workstation in the Sky®

This removable workstation optimizes platform 
space by holding a reciprocating saw, drill, 
circular saw, battery charger and six-inch by 
six-inch component boxes keeping your tools and 
components all within arm’s reach. Plus, a pull-out 
tray is included to provide a flat working surface 
near the top of the rails. Fits select scissor models. 

Electrician Tree
Speed up wire pulling and reduce friction 
associated with ground based wire trees by 
carrying four to six 500-foot wire spools (based 
on model) in the scissor lift platform. Fits select 
scissor models. 

Panel Carrier
Optimize usable platform space by storing drywall 
or other panels outside of the platform. (100 lb 
capacity on 30 in. wide ES models; 200 lb capacity 
on 46 in. wide ES models). Fits select scissor 
models. 

Large Material Rack
The large material rack is designed to help 
operators position items such as pipes, HVAC, 
dry-wall and other construction materials into 
place. This is available on the LRT models and has a 
max. capacity of rack is 860 lbs. Machine capacity 
varies depending on model, two operators are 
allowed to work when using the material rack. Fits 
select scissor models. 

Pipe/Conduit Racks 
Free up platform space and reduce trip hazards by 
storing pipe or conduit outside of the platform in 
the optimal lifting position for the installer. Fits 
select scissor models. 
Note: 100 lb capacity on 30 in. wide ES models; 
200 lb, capacity on 46 in. wide ES models; 570 lb 
capacity on 330LRT and 430LRT. 

*Some options available exclusively through JLG aftermarket
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ES Scissor Workstation in the Sky Accessories
1930ES+ 2032ES+ 2632ES 2646ES 3246ES

Electrician's Package N/A N/A N/A $4,355 $4,355

Plumber's Package N/A N/A N/A $7,930 $7,930

Plant Package N/A N/A N/A $12,145 $12,145

Workstation w/o 12V Plug $945 $945 $945 $945 $945

Panel Carrier $1,415 $1,415 $1,415 $1,415 $1,415

Pipe Racks N/A $965 $965 $965 $965

Vise N/A N/A N/A See Package Options See Package Options

Electrician's Tree $1,025 $1,025 $1,025 $1,025 $1,025

Package 1 1 Package 2 1 Package 3 1

Electrician Package Plumber Package Plant Maintenance Package

Workstation Included Included Included

Pipe Racks Included Included Included

Vise Included 2 Included 2 Included 2

Electrician Tree Included N/A N/A

1. Two accessories can be used at one time on models 1930ES, 2030ES and 2630ES 
2. Only models 2646ES and 3246ES include vise

* Some options available exclusively through JLG aftermarket
+ 92.6 Specification; available through JLG aftermarket

+ 92.6 Specification; available through JLG aftermarket
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Highlighted Accessories and Options
CLEARSKY 
ClearSky™ is the simple, flexible and easy-to-use fleet management solution from JLG. ClearSky takes the 
guesswork out of managing your fleet. It translates complex data into usable solutions, so you can anticipate 
problems and maximize productivity. Visit www.jlg.com/clearsky to learn more.

JLG™ MOBILE CONTROL 
Introducing JLG™ Mobile Control, the new option from JLG that allows you to drive, steer and load your stowed 
scissor lift from your mobile device.  With your machine equipped with JLG Mobile Control, you can operate, 
position and load.  Visit www.jlg.com/mobilecontrol to learn more.

SKYSENSE™ 
SkySense is an enhanced detection system from JLG that uses strategically placed object detection sensors to 
provide operators an added level of awareness of their immediate surroundings as they elevate and/or drive. When 
a machine is in use, the sensors establish warning zones and stop distances in the machine’s direction of motion, 
increasing protection of people and property. The warning zones scale for functions with proportional joystick input, 
which is unique to JLG and SkySense. See it in action at https://youtu.be/ClHlCvMgez0.

BOOMS – 
Level I: 8 sensor - Includes 4 sensors on the left rear of the platform and 4 sensors on the right rear of the platform 
Level II: 12 sensors – Adds an additional 3 sensors in the center rear of the platform and one sensor above and in 
front of the control panel 

SCISSORS – 
Level I: 4 sensors – Includes 2 sensors at the front of the platform and 2 sensors at the rear of the platform 
Level II: 8 sensors – Adds an additional 2 sensors on both sides of the platform

AFTERMARKET EXCLUSIVE OPTIONS AND ACCESSORIES: 
Some of your favorite options, accessories and attachments may now be available exclusively via JLG Aftermarket.

NOTE: To be compliant, JLG machines equipped with ClearSky™ telematics must be received by countries that are certified to have ClearSky™. 
For the list of certified countries, please visit JLG.com/ClearSky™/certification.

MEWP ACCESSORIES/OPTIONS
AGM Batteries
Mesh to Top/Mesh to Mid Rail 
SkyGlazier 
Pipe Racks 
Fire Extinguisher 
Steel Console Cover 
VERTICAL/STOCKPICKER ACCESSORIES/OPTIONS
Straddle Kit 
Rug Carrier 
Fluorescent Tube Caddy 
Spare Platform 26x50 QC Gullwing 
Spare Platform 28x26 QC Gullwing 
TELEHANDLER ATTACHMENTS
Models 742, 943, 1055, 1255, 6036, 6042, 8042, 10042, 10054: 8 ft. Tower with 50 in. Std. Carriage 
Fork Mounted Bucket 
Truss Booms 
Fork Mounted Lifting Hook 
Material Handling Arm 
Trash Hopper 
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