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Introduction

Important

Read, understand and obey the safety rules and
operating instructions in the appropriate Operator's
Manual on your machine before attempting any
maintenance procedure.

This manual provides detailed scheduled
maintenance information for the machine owner
and user. It also provides troubleshooting and
repair procedures for qualified service
professionals.

Basic mechanical, hydraulic and electrical skills are
required to perform most procedures. However,
several procedures require specialized skills, tools,
lifting equipment and a suitable workshop. In these
instances, we strongly recommend that
maintenance and repair be performed at an
authorized Genie dealer service center.

Technical Publications

Genie has endeavored to deliver the highest
degree of accuracy possible. However, continuous
improvement of our products is a Genie policy.
Therefore, product specifications are subject to
change without naotice.

Readers are encouraged to notify Genie of errors
and send in suggestions for improvement. All
communications will be carefully considered for
future printings of this and all other manuals.

Contact Us:

Internet: www.genielift.com
E-mail: awp.techpub@terex.com

Compliance

Machine Classification
Group B/Type 3 as defined by ISO 16368

Machine Design Life

Unrestricted with proper operation, inspection and
scheduled maintenance.

Find a Manual for this Model
Go to http://www.genielift.com

Use the links to locate Service Manuals,
Maintenance Manuals, Service and Repair
Manuals, Parts Manuals and Operator's Manuals.
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Introduction

Serial Number Legend

s

A
Qe

A TEREX BRAND
Model: Z-30/20N
Serial number:  Z30N05-12345
Model year: 2005 Manufacture date: 04/12/05
Electrical schematic number: ESXO((X
Machine unladen weight:

Rated work load (including occupants): XXX Ib / XXX kg
Maximum number of platfrm occupants: X

Maximum allowable side force : XXX Ib/XXXN
Maximum allowable inclination of the chassis:
0 deg

Maximum wind speed : XX mph/ XX m/s
Maximum platform height : XX ft / XX m
Maximum platform reach : XX ft/ XX m
Gradeability: N/A

Country of manufacture: USA

This machine complies with:

Terex South Dakota, Inc.
500 Oak Wood Road

PO Box 1150
Watertown, SD 57201

il

. _/
1 Model
2 Model year
3 Sequence number
4 Serial number (stamped on chassis)
5 Serial label (located under cover)
Ganie

Part No. 139378

ATEREX BRAND

Z30N| |05 -12345
_~

Z-30/20N
Z-30/20N RJ

Z-34/22

Z-30/20N « Z-30/20N RJ « Z-34/22 « Z-34/22N

]j 7-34/22N
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Safety Rules

Danger

Failure to obey the instructions and safety rules in
this manual and the appropriate Operator's Manual
on your machine will result in death or serious
injury.

Many of the hazards identified in the operator's
manual are also safety hazards when maintenance
and repair procedures are performed.

Do Not Perform Maintenance
Unless:

M You are trained and qualified to perform
maintenance on this machine.

M You read, understand and obey:
e manufacturer's instructions and safety rules

e employer's safety rules and worksite
regulations

e applicable governmental regulations

M You have the appropriate tools, lifting
equipment and a suitable workshop.

Genie
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Personal Safety

Any person working on or around a machine must
be aware of all known safety hazards. Personal
safety and the continued safe operation of the
machine should be your top priority.

A

A DANGER

Read each procedure thoroughly. This
manual and the decals on the machine,
use signal words to identify the following:

Safety alert symbol—used to alert
personnel to potential personal
injury hazards. Obey all safety
messages that follow this symbol
to avoid possible injury or death.

Indicates a imminently hazardous
situation which, if not avoided, will
result in death or serious injury.

AWARNING Indicates a potentially hazardous
situation which, if not avoided,
could result in death or serious
injury.

A CAUTION 'ndicates a potentially hazardous

o

situation which, if not avoided,
may cause minor or moderate
injury.

Indicates a potentially hazardous
situation which, if not avoided,
may result in property damage.

Be sure to wear protective eye wear and
other protective clothing if the situation
warrants it.

Be aware of potential crushing hazards
such as moving parts, free swinging or
unsecured components when lifting or
placing loads. Always wear approved
steel-toed shoes.

Part No. 139378

Genie.
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Safety Rules

Workplace Safety

Any person working on or around a machine must
be aware of all known safety hazards. Personal
safety and the continued safe operation of the
machine should be your top priority.

W

Be sure to keep sparks, flames and
lighted tobacco away from flammable and
combustible materials like battery gases
and engine fuels. Always have an
approved fire extinguisher within easy
reach.

Be sure that all tools and working areas
are properly maintained and ready for
use. Keep work surfaces clean and free of
debris that could get into machine
components and cause damage.

Be sure any forklift, overhead crane or
other lifting or supporting device is fully
capable of supporting and stabilizing the
weight to be lifted. Use only chains or
straps that are in good condition and of
ample capacity.

Be sure that fasteners intended for one
time use (i.e., cotter pins and self-locking
nuts) are not reused. These components
may fail if they are used a second time.

Be sure to properly dispose of old oil or
other fluids. Use an approved container.
Please be environmentally safe.

Be sure that your workshop or work area
is properly ventilated and well lit.
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Specifications
Machine Specifications Wheel lugs
Front 8 @ 5/8 -18
Tires and wheels,
Z-30/20N, Z-30/20N RJ and Z-34/22N Rear 9@5/8-18
Tire size (solid rubber) 22x7x17.5in Lug nut torque, dry 116255&"1:35
56 x 18 X 44 cm ~ Nm
Load range 7600 Ibs Lug nut torque, lubricated Sig;t’\llbs
3447 kg m
Overall tire diameter 22in  Fuel capacities
56 cm Hydraulic tank 4 gallons
Wheel diameter 17.5in 15.1 liters
44 cm Hydraulic system (including tank) 6 gallons
Wheel width 7in 22.7 liters
18 cm Drive hubs
. 48:1 24.5 fl 0z/725 cc
Tires and wheels, Z-34/22 57-1 4.5 1l 02/725 oo
Tire size 9-145LT

Tire ply rating

Drive hub oil type: SAE 90 multipurpose hypoid gear oil
12 API service classification GL5

Tire weight, new foam-filled

(minimum)

1751lbs  For operational specifications, refer to the

79kg  Operator's Manual.

Overall tire diameter

28in
71 cm

Wheel diameter

14.5in
37 cm

Wheel width

7in
18 cm

a
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Specifications
Machine Component Weights Machine Component Weights
Z-34/22DC and Z-34/22N Z-30/20N and Z-30/20N RJ
Drive motor 64 Ibs  Drive motor 45 |bs
29 kg 20 kg
Torque hub 113 Ibs Torque hub 89 Ibs
51 kg 40 kg
Primary boom assembly 647 Ibs  Primary boom assembly 541 Ibs
(including extension boom) 293 kg (including extension boom) 226 kg
Primary boom cylinder 59 Ibs Primary boom cylinder 59 lbs
27 kg 27 kg
Primary boom extend cylinder 75 lbs Primary boom extend cylinder 66 Ibs
34 kg 30 kg
Secondary boom linkage 832Ibs  Secondary boom linkage 1200 lbs
377 kg 544 kg
Secondary boom cylinder 54 |bs Secondary boom cylinder 48 Ibs
24 kg 22 kg
Jib boom assembly 53lbs Jib boom assembly 63lbs
24kg 29kg
Jib boom cylinder 34 Ibs Jib boom cylinder 34 Ibs
15 kg 15 kg
4 ft/ 1.5 m platform 99 |bs 4 ft/ 1.5 m platform 99 |bs
45 kg 45 kg
5 ft/ 2.4 m platform 105 Ibs 5 ft / 2.4 m platform 105 lbs
48 kg 48 kg
Battery 6volt (wet) 88 Ibs Battery 6volt (wet) 88 Ibs
48 kg 48 kg
Battery 6 volt (maintenance free) 105 Ibs Battery 6 volt (maintenance free) 105 lbs
48 kg 48 kg
Genie
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Performance Specifications
Z-30/20N and Z-30/20N RJ
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Performance Specifications
Z-34/22 and Z-34/22N

Drive speed, maximum

Drive speed, maximum

Stowed position

4.5 mph

7.2 km/h

40 ft/ 6.0 sec
12.2m /6.0 sec

Stowed position

4.5 mph

7.2 km/h

40 ft /6.0 sec
12.2m /6.0 sec

Boom raised or extended

0.6 mph1 km/h40 ft /
42 secl2.2 m/ 42 sec

Boom raised or extended

0.6 mph1 km/h40 ft /
42 secl2.2 m/ 42 sec

Braking distance, maximum

Braking distance, maximum

High range on paved surface

2to4ft
0.6to 1.2m

High range on paved surface

2t04ft
0.6to 1.2m

Gradeability

See Operator's
Manual

Gradeability

See Operator's
Manual

Boom function speeds, maximum from platform
controls (with rated load secured to platform)

Boom function speeds, maximum from platform
controls (with rated load secured to platform)

Jib boom up

19 to 23 seconds

Jib boom up

20 to 24 seconds

Jib boom down

17 to 21 seconds

Jib boom down

18 to 22 seconds

Jib boom rotate, 180°

13 to 17 seconds

Primary boom up

16 to 22 seconds

Primary boom up

14 to 22 seconds

Primary boom down

13 to 20 seconds

Primary boom down

12 to 20 seconds

Primary boom extend

11 to 15 seconds

Primary boom extend

15 to 19 seconds

Primary boom retract

13 to 17 seconds

Primary boom retract

10 to 14 seconds

Secondary boom up

15 to 22 seconds

Secondary boom up

11 to 18 seconds

Secondary boom down

11 to 18 seconds

Secondary boom down

7 to 15 seconds

Turntable rotate, 355°

62 to 68 seconds

Turntable rotate, 355°

62 to 68 seconds

Platform rotate, 180°

5to 11 seconds

Platform rotate, 180°

5to 11 seconds

Platform level up

14 to 19 seconds

Platform level up

14 to 19 seconds

Platform level down

13 to 18 seconds

Platform level down

13 to 18 seconds

a
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Hydraulic Oil Specifications

Hydraulic Fluid Specifications

Genie specifications require hydraulic oils which are
designed to give maximum protection to hydraulic
systems, have the ability to perform over a wide
temperature range, and the viscosity index should
exceed 140. They should provide excellent antiwear,
oxidation prevention, corrosion inhibition, seal
conditioning, and foam and aeration suppression
properties.

Cleanliness level, 1SO 15/13
minimum
Water content, 250 ppm

maximum

Recommended Hydraulic Fluid

Hydraulic oil type Chevron Rando HD Premium

Viscosity grade 32

Viscosity index 200

Optional Hydraulic Fluids

Shell Tellus S2 V 32

Shell Tellus S2 V 46

Shell Tellus S4 VX 32 Shell
Shell Donax TG (Dexron Il1)
Chevron 5606A

Petro Canada Environ MV 46
UCON Hydrolube HP-5046

Note: Genie specifications require additional
equipment and special installation instructions for
the approved optional fluids. Consult Genie
Product Support before use.

Mineral based

Biodegradable

Fire resistant

Optional fluids may not have
the same hydraulic lifespan and
may result in component
damage.

Note: Extended machine operation can cause the
hydraulic fluid temperature to increase beyond it's
maximum allowable range. If the hydraulic fluid
temperature consistently exceeds 200°F / 90°C an
optional oil cooler may be required.

Genie
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Do not top off with incompatible
hydraulic fluids. Hydraulic fluids
may be incompatible due to the
differences in base additive
chemistry. When incompatible
fluids are mixed, insoluble
materials may form and deposit
in the hydraulic system,
plugging hydraulic lines, filters,
control valves and may result in
component damage.

Note: Do not operate the machine when the
ambient air temperature is consistently above
120°F / 49°C.

Hydraulic Fluid Temperature
Range

| 2 |

| 3 |

| 4 |

40 22 -4 14 32 50 68 86 104 122 F
-40 -30 20 -10 -0 10 20 30 40 50 C

Ambient air temperature

1 Chevron hydraulic oil 5606A

2 Petro-Canada Environ MV 46

3 UCON Hydrolube HP-5046D

4 Chevron Rando HD premium oil MV

Part No. 139378
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MV Fluid Properties

Specifications

Chevron 5606A Hydraulic Oil
Fluid Properties

ISO Grade 32

ISO Grade 15

Viscosity index 200

Viscosity index 300

Kinematic Viscosity
cSt @ 200°F / 100°C 7.5

Kinematic Viscosity
cSt @ 200°F / 100°C 5.5

cSt @ 104°F / 40°C 335 cSt @ 104°F / 40°C 15.0
Brookfield Viscosity cSt @ -40°F / -40°C 510
cP @ -4°F / -20°C 1040 Flash point 180°F / 82°C
cP @ -22°F / -30°C 3310 pour point -81°F / -63°C
Flash point 3875°F/190°C Maximum continuous operating 124°F /] 51°C
Pour point -58°F / -50°C temperature

Maximum continuous operating 171°F [ 77°C Note: Use of Chevron 5606A hydraulic fluid, or

temperature

Note: A hydraulic oil heating system is
recommended when the ambient temperature is
consistently below 0°F /-18°C.

Note: Do not operate the machine when the
ambient temperature is below -20°F / -29°C with
Rando HD Premium MV.

Part No. 139378
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equivalent, is required when ambient temperatures
are consistently below 0°F / -17°C unless an oil
heating system is used.

Continued use of Chevron
5606A hydraulic fluid, or
equivalent, when ambient
temperatures are consistently
above 32°F / 0°C may resultin
component damage

a
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Petro-Canada Environ MV 46

UCON Hydrolube HP-5046 Fluid

Fluid Properties Properties
ISO Grade 46 ISO Grade 46
Viscosity index 154 Viscosity index 192
Kinematic Viscosity Kinematic Viscosity
cSt @ 200°F / 100°C 8.0 cSt @ 149°F / 65°C 22
cSt @ 104°F / 40°C 44.4 cSt @ 104°F / 40°C 46
Flash point 482°F | 250°C cSt@ 0°F/-18°C 1300
Pour point -49°F [ -45°C Flash point None
Maximum continuous operating 180°F / 82°C Pour point “81°F /-63°C
temperature Maximum continuous operating 189°F / 87°C
temperature
Shell Tellus S4 VX Fluid
Properties
ISO Grade 32
Viscosity index 300
Kinematic Viscosity
cSt @ 200°F / 100°C 9
cSt @ 104°F / 40°C 33.8
Brookfield Viscosity
cSt @ -4°F / -20°C 481
cSt @ -13°F / -25°C 702.4
cSt @ -40°F / -40°C 2624
Flash point >100
Pour point -76°F / -60°C
Maximum continuous operating 103°F / 75°C
temperature
Genie
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Hydraulic Component Manifold Component
Specifications Specifications
Function pump Plug torque
Type: Fixed displacement gear pump SAE No. 2 36 in-lbs /4 Nm
Displacement 0.183 cuin SAE No. 4 10 ft-lbs / 13 Nm
3¢ SAENO.6 14 ft-lbs / 19 Nm
Flow rate @2800 psi/ 172 bar 2.1 gpm SAE No. 8 38 ftlbs / 51 Nm
7.9 L/min
Hydraulic tank return filter 10 micron with 25 psi / SAE No. 10 41 ft-lbs /55 Nm
1.7 bar bypass SAE No. 12 56 ft-Ibs / 76 Nm
Function manifold Valve Coil Resistance
System relief valve pressure, 2800 psi Note: The following coil resistance specifications are at
Z-30/20N and Z-30/20N RJ 193 bar an ambient temperature of 68°F / 20°C. As valve coil
Svstemn relief valve pressure 3200 Dsi resistance is sensitive to changes in air temperature, the
y P ' P coil resistance will typically increase or decrease by 4%
Z-34/22 and Z-34/22N 221 bar o R . ;
for each 18°F / 10°C that your air temperature increases
Primary boom down relief pressure 1600 psi or decreases from 68°F / 20°C.
_ 110 ba'j Valve Coil Resistance Specification
Secondary boom down relief pressure 1ffg t?:; Description Specification
Primary boom extend relief pressure 1800 psi (Ss?:lﬁgrc:gt.\?lt\fn'qsg Koiltﬁnj v\x;a;\/(, 2,6(\),;\/ ﬁg 220Q
Models with rotating jib 124 bar and CC) icl P T T T T
Tumntable rotate relief pressure 1100 psi Proportional solenoid valve, 24V DC 195Q
76 bar o
— (schematic item H)
Auxiliary pump Solenoid valve, N.C. poppet, 20V DC 235Q
Type: Fixed displacement gear pump (schematic item M)
Displacement 0.3 gpm Solenoid valve, N.O. poppet, 20V DC 2350

1.14 L/min  (schematic item P)

a
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Machine Torque Specifications

Platform rotator and jib boom rotator (Z-30/20N RJ)

1-8 center bolt, GR 5, lubricated 480 ft-lbs
(Jib boom rotator) 650 Nm
3/4 -10 bolt, GR 8, lubricated 280 ft-lbs
(Platform rotator) 379 Nm
3/8 -16 bolts, GR 8, lubricated 23 ft-Ibs
(Platform rotator) 31 Nm
1/2 -13 bolts, GR 5, lubricated 57 ft-lbs
(Jib boom rotator) 77 Nm

Platform rotator
(Z-30/20N, Z-34/22 and Z-34/22N)

3/4 -10 bolt, GR 8, lubricated 280 ft-lbs
379 Nm
3/8 -16 bolts, GR 8, lubricated 23 ft-lbs
31 Nm
Turntable rotate bearing
Rotate bearing mounting bolts, lubricated 180 ft-lbs
244 Nm
Drive hubs, brakes and motors
Drive hub mounting bolts, lubricated 180 ft-lbs
244 Nm
Brake mounting bolts, lubricated 93 ft-Ibs
126 Nm
Drive motor mounting bolts 31 ft-lbs
42 Nm
Genie
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Hydraulic Hose and Fitting
Torque Specifications

Your machine is equipped with Parker Seal-Lok™
ORFS or 37° JIC fittings and hose ends. Genie
specifications require that fittings and hose ends be

SAE O-ring Boss Port
(tube fitting - installed into Aluminum)
(all types)

SAE Dash Size Torque
-4 14 ft-lbs / 19 Nm

torqued to specification when they are removed -6 23 ft-lbs / 31.2 Nm
and installed or when new hoses or fittings are 8 36 ft-Ibs / 54.2 Nm
installed. 10 62 ft-lbs / 84 Nm
R -12 84 ft-lbs / 114 Nm
Seal-Lok™ Fittings 16 125 ft-lbs / 169.5 Nm
(hose end - ORFS) 20 151 ft-lbs / 204.7 Nm
SAE Dash Size Torque 24 184 ft-Ibs / 249.5 Nm
-4 10 ft-lbs / 13.6 Nm
-6 30 ft-lbs / 40.7 Nm
-8 40 ft-lbs / 54.2 Nm
-10 60 ft-lbs / 81.3 Nm
-12 85 ft-lbs / 115 Nm
-16 110 ft-lbs / 150 Nm
-20 140 ft-lbs / 190 Nm ) o ) .
Adjustable Fitting Non-adjustable fitting
-24 180 ft-lbs / 245 Nm

1 jam nut

JIC 37° Fittings

(swivel nut or hose connection)

SAE O-ring Boss Port

SAE Dash Size Thread Size Flats (tube fitting - installed into Steel)

4 7/16-20 2 SAE Dash Size Torque
-6 9/16-18 1%a 4 ORFS/37° (Ad)) 15 ft-Ibs / 20.3 Nm
-8 3/4-16 1 ORFS (Non-adj) 26 ft-lbs / 35.3 Nm
10 2/8-14 1 37° (Non-ad)) 22 ft-lbs / 30 Nm
12 1171612 ! 7 (adh/Nonady | 20fubel 303 Nm
-16 15/16-12 1 8 ORFS (Adj / Non-adj) 60 ft-Ibs / 81.3 Nm
-20 15/8-12 1 37° (Adj / Non-adj) 52 ft-lbs / 70.5 Nm
-24 17/8-12 1 -10 ORFS (Adj / Non-adj) 100 ft-lbs / 135.6 Nm
37° (Adj / Non-adj) 85 ft-lbs / 115.3 Nm

-12  (All types) 135 ft-lbs / 183 Nm

-16  (All types) 200 ft-lbs / 271.2 Nm

-20  (All types) 250 ft-Ibs / 339 Nm

-24  (All types) 305 ft-lbs / 413.5 Nm

Genie
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Torque Procedure

April 2016

JIC 37° fittings

1  Align the tube flare (hex nut) against the nose
Seal-Lok™ fittings of the fitting body (body hex fitting) and tighten
: . the hex nut to the body hex fitting to hand tight,
1 Replace the O-ring. The O-ring must be : o
replaced anytime the seal has been broken. approximately 30 in-lbs /3.4 Nm.
The O-ring cannot be re-used if the fitting or 2 Using a permanent ink marker, make a

hose end has been tightened beyond finger
tight.

reference mark on one the flats of the hex nut
and continue the mark onto the body of the

hex fitting. Refer to Illustration 1.

/\
~

Illustration 1

Note: The O-ring in Parker Seal Lok™ fittings and
hose end are custom-size O-rings. They are not
standard size O-rings. They are available in the
O-ring field service kit (Genie part number 49612).

2 Lubricate the O-ring before installation.

3  Be sure the O-ring face seal is seated and
retained properly.

®

4  Position the tube and nut squarely on the face
seal end of the fitting, and tighten the nut
finger tight.

1 hex nut

2 reference mark

3 body hex fitting

5 Tighten the nut or fitting to the appropriate
torque. Refer to the appropriate torque chart in
this section.

6  Operate all machine functions and inspect the
hose, fittings and related components to
confirm there are no leaks.

Genie
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3 Working clockwise on the body hex fitting,
make a second mark with a permanent ink
marker to indicate the proper tightening
position. Refer to lllustration 2.

Note: Use the JIC 37° Fitting table in this section to
determine the correct number of flats, for the
proper tightening position.

Note: The marks indicate the correct tightening
positions have been determined. Use the second
mark on the body hex fitting to properly tighten the
joint after it has been loosened.

lllustration 2

1 body hex fitting
2 reference mark
3 second mark

4 Tighten the hex nut until the mark on the hex
nut is aligned with the second mark on the
body hex fitting.

5 Operate all machine functions and inspect the
hose, fittings and related components to
confirm there are no leaks.

a
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SAE FASTENER TORQUE CHART
e This chart is to be used as a guide only unless noted elsewhere in this manual »
A574 High Strength
SIZE | THREAD Grade 5 @ Grade 8 @ Black Oxide Bolts
LUBED DRY LUBED DRY LUBED
in-lbs Nm in-Ibs Nm in-lbs Nm in-bs Nm in-lbs Nm
1/4 20 80 9 100 11.3 110 12.4 140 15.8 130 14.7
28 90 10.1 120 13.5 120 13.5 160 18 140 15.8
LUBED DRY LUBED DRY LUBED
ft-lbs Nm ft-lbs Nm ft-lbs Nm ft-lbs Nm ft-lbs Nm
5/16 18 13 17.6 17 23 18 24 25 33.9 21 28.4
24 14 19 19 25.7 20 27.1 27 36.6 24 32.5
38 16 23 31.2 31 42 33 44.7 44 59.6 38 51.5
24 26 35.2 35 47.4 37 50.1 49 66.4 43 58.3
7116 14 37 50.1 49 66.4 50 67.8 70 94.7 61 82.7
20 41 55.5 55 74.5 60 81.3 80 108.4 68 92.1
12 13 57 77.3 75 101.6 80 108.4 110 149 93 126
20 64 86.7 85 115 90 122 120 162 105 142
9/16 12 80 108.4 110 149 120 162 150 203 130 176
18 90 122 120 162 130 176 170 230 140 189
5/8 11 110 149 150 203 160 217 210 284 180 244
18 130 176 170 230 180 244 240 325 200 271
34 10 200 271 270 366 280 379 380 515 320 433
16 220 298 300 406 310 420 420 569 350 474
718 9 320 433 430 583 450 610 610 827 510 691
14 350 474 470 637 500 678 670 908 560 759
1 8 480 650 640 867 680 922 910 1233 770 1044
12 530 718 710 962 750 1016 990 1342 840 1139
11, 7 590 800 790 1071 970 1315 1290 1749 1090 1477
8 12 670 908 890 1206 1080 1464 1440 1952 1220 1654
11 / 7 840 1138 1120 1518 1360 1844 1820 2467 1530 2074
4 12 930 1260 1240 1681 1510 2047 2010 2725 1700 2304
1Y 6 1460 1979 1950 2643 2370 3213 3160 4284 2670 3620
2 12 1640 2223 2190 2969 2670 3620 3560 4826 3000 4067
METRIC FASTENER TORQUE CHART
* This chart is to be used as a guide only unless noted elsewhere in this manual ¢
Size Class 4.6 (45) Class 8.8 Class 10.9 (09 Class 12.9(29
(mm) LUBED DRY LUBED DRY LUBED DRY LUBED DRY
In-lbs Nm In-lbs Nm In-lbs Nm In-lbs Nm In-lbs Nm In-lbs Nm In-lbs Nm In-lbs Nm
5 16 1.8 21 2.4 41 4.63 54 6.18 58 6.63 78 8.84 68 7.75 91 10.3
6 19 3.05 36 4.07 69 7.87 93 10.5 | 100 | 11.3 132 15 116 | 13.2 | 155 [ 17.6
7 45 5.12 60 6.83 | 116 132 ] 155 | 176 ] 167 | 189 | 223 [ 252 | 195 | 221 ] 260 | 294
LUBED DRY LUBED DRY LUBED DRY LUBED DRY
ft-lbs Nm ft-lbs Nm ft-lbs Nm ft-lbs Nm ft-lbs Nm ft-lbs Nm ft-lbs Nm ft-lbs Nm
8 54 | 741 7.2 | 9.88 14 19.1] 188 | 25,5 | 20.1 | 27.3 ] 26.9 | 36.5 | 23.6 32 314 | 426
10 108 | 14.7 | 144 | 196 | 279 | 378 | 372 | 50.5] 39.9 | 54.1 | 53.2 | 72.2 | 46.7 | 63.3 ] 62.3 | 84.4
12 189 | 256 | 25.1 | 34.1 ] 486 66 64.9 88 69.7 | 94.5 | 92.2 125 81 110 108 147
14 | 30.1 | 40.8 40 543 | 774 | 105 103 140 110 150 147 | 200 129 175 172 | 234
16 | 469 | 63.6 | 625 | 848 | 125 170 166 | 226 173 | 235 | 230 | 313 | 202 | 274 | 269 [ 365
18 645 | 875 ] 86.2 | 117 171 233 | 229 311 238 323 317 | 430 278 377 371 503
20 91 124 121 165 | 243 | 330 | 325 | 441 337 | 458 | 450 [ 610 | 394 | 535 | 525 | 713
22 124 169 166 225 331 450 | 442 600 | 458 622 612 830 536 727 715 970
24 157 214 210 285 420 570 | 562 762 583 791 778 | 1055]) 682 | 925 909 | 1233
Gaenie
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Scheduled Maintenance Procedures

Machine Configuration:

M Unless otherwise specified, perform each
procedure with the machine in the following
configuration:

e Machine parked on a firm, level surface

o Key switch in the off position with the key

Observe and Obey: removed

[V Maintenance inspections shall be completed e The red Emergency Stop button in the off
by a person trained and qualified on the position at both the ground and platform
maintenance of this machine. controls

[ Scheduled maintenance inspections shall be e Wheels chocked

completed daily, quarterly, semi-annually,
annually and every 2 years as specified of the _
Maintenance inspection Report. The frequency from the machine

and extent of periodic examinations and tests « Boom in the stowed position
may also depend on national regulations.

o All external AC power supply disconnected

e Turntable secured with the turntable rotation

AWARNING Failure to perform each lock
procedure as presented and

scheduled may cause death,
serious injury or substantial
damage.

Immediately tag and remove from service a
damaged or malfunctioning machine.

Repair any machine damage or malfunction
before operating the machine.

Use only Genie approved replacement parts.

NN N N

Machines that have been out of service for a
period longer than 3 months must complete the
quarterly inspection.

a
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Scheduled Maintenance Procedures

About This Section

This section contains detailed procedures for each
scheduled maintenance inspection.

Each procedure includes a description, safety
warnings and step-by-step instructions.

Symbols Legend
Safety alert symbol—used to alert
personnel to potential personal
injury hazards. Obey all safety
messages that follow this symbol

to avoid possible injury or death.

A DANGER Indicates a imminently hazardous

situation which, if not avoided, will
result in death or serious injury.

AWARNING 'ndicates a potentially hazardous
situation which, if not avoided,
could result in death or serious
injury.

A CAUTION Indicates a potentially hazardous

situation which, if not avoided,
may cause minor or moderate
injury.

Indicates a potentially hazardous
situation which, if not avoided,
may result in property damage.

® Indicates that a specific result is expected
after performing a series of steps.

® Indicates that an incorrect result has occurred
after performing a series of steps.

Genie
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Maintenance Symbols Legend

Note: The following symbols have been used in this
manual to help communicate the intent of the
instructions. When one or more of the symbols
appear at the beginning of a maintenance
procedure, it conveys the meaning below.

Indicates that tools will be required to
perform this procedure.

Indicates that new parts will be required to
perform this procedure.

Indicates that dealer service will be
required to perform this procedure.

Indicates that a cold motor or pump will be
required to perform this procedure.

Part No. 139378
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Scheduled Maintenance Procedures

Pre-delivery Preparation Report

The pre-delivery preparation report contains
checklists for each type of scheduled inspection.

Make copies for each inspection. Store completed
forms as required.

Maintenance Schedule

The Scheduled Maintenance Procedures section
and the Maintenance Inspection Report have been
divided into subsections. Use the following chart to
determine which group(s) of procedures are
required to perform a scheduled inspection.

Inspection Checklist
Daily or every 8 hours A
Quarterly or every 250 hours A+B
Semi-annually or every 500 hours A+B+C
Annually or every 1000 hours A+B+C+D
Two-year or every 2000 hours A+B+C+D+E

Maintenance Inspection Report

The maintenance inspection report contains
checklists for each type of scheduled inspection.

Make copies of the Maintenance Inspection Report
to use for each inspection. Maintain completed
forms for a minimum of 4 years or in compliance
with your employer, jobsite and governmental
regulations and requirements.

a
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Pre-Delivery Preparation Report

Fundamentals

It is the responsibility of the owner or dealer to
perform the Pre-delivery Preparation.

The Pre-delivery Preparation is performed prior to
each delivery. The inspection is designed to
discover if anything is apparently wrong with a
machine before it is put into service.

A damaged or modified machine must never be
used. If damage or any variation from factory
delivered condition is discovered, the machine
must be tagged and removed from service.

Repairs to the machine may only be made by a
gualified service technician, according to the
manufacturer's specifications.

Scheduled maintenance inspections shall be
performed by qualified service technicians,
according to the manufacturer's specifications and
the requirements listed in the responsibilities
manual.

Genie

A TEREX BRAND

Genie UK

The Maltings, Wharf Road
Grantham, Lincolnshire
NG31- 6BH England

(44) 1476-584333

Terex South Dakota, Inc USA
500 Oak Wood Road

PO Box 1150

Watertown, SD 57201-6150
(605) 882-4000

Instructions
Use the operator’'s manual on your machine.

The Pre-delivery Preparation consists of
completing the Pre-operation Inspection, the
Maintenance items and the Function Tests.

Use this form to record the results. Place a check in
the appropriate box after each part is completed.
Follow the instructions in the operator's manual.

If any inspection receives an N, remove the
machine from service, repair and re-inspect it. After
repair, place a check in the R box.

Legend
Y =yes, acceptable
N = no, remove from service
R = repaired

Comments

Pre-delivery Preparation Y N R

Pre-operation inspection completed

Maintenance items completed

Function tests completed

Model
Serial number
Date

Machine owner

Inspected by (print)

Inspector signature

Inspector title

Inspector company
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Model

Serial number

Date

Hour meter

Machine owner

Inspected by (print)

Inspector signature

Inspector title

Inspector company

Instructions

o Make copies of this report to use for
each inspection.

e Select the appropriate checklist(s) for
the type of inspection(s) to perform.

Daily or every 8 hours A
Quarterly or every A+B
250 hours

Semi-annually or A+B+C
every 500 hours

Annually or A+B+C+D
every

1000 hours

Two-yearor A+B+C+D+E
every

2000 hours

Place a check in the appropriate box
after each inspection procedure is
completed.

Use the step-by-step procedures in
this section to learn how to perform
these inspections.

If any inspection receives an "N," tag
and remove the machine from service,
repair and re-inspect it. After repair,
place a check in the "R" box.

Checklist A Y N Checklist C N
A-1 Inspect the manuals C-1 Grease platform
and decals overload (if equipped)
A-2  Pre-operation C-2 Test platform
inspection overload (if equipped)
A-3  Function tests Checklist D N
Perform after 40 hours: D-1 Boom wear pads
A-4  30-day service | ‘ | ‘ D-2 Free-wheel
configuration
Perform every 100 hours: -
D-3 Turntable bearing
A-5  Grease rotation bolts
bearing D-4  Drive hub oil
Perform after 150 hours: —
D-5 Hydraulic filters
A-6 Drive hub oil | ‘ | ‘ -
D-6 Turntable bearing
Checklist B Y N wear
B-1  Battery Checklist E N

B-2 Electrical wiring

E-1 Hydraulic oil

B-3 Tires and wheels

E-2 Wheel bearings

B-4 Brake configuration

B-5 Drive hub oil

B-6 Ground control
override

B-7 Platform leveling

B-8 Drive brakes

B-9 Drive speed - stowed

B-10 Drive speed - raised

B-11 Alarm package

B-12 Turntable rotation
stop

B-13 Electrical contactors

B-14 Hydraulic oil analysis

Legend
Y = yes, acceptable
N = no, remove from service
R = repaired

B-15 Emergency power
system

Genie
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Checklist A Procedures

A-1
Inspect the Manuals and Decals

Genie specifications require that this procedure be
performed every 8 hours or daily, whichever comes
first.

Maintaining the operator’s and safety manuals in
good condition is essential to safe machine
operation. Manuals are included with each
machine and should be stored in the container
provided in the platform. An illegible or missing
manual will not provide safety and operational
information necessary for a safe operating
condition.

In addition, maintaining all of the safety and
instructional decals in good condition is mandatory
for safe machine operation. Decals alert operators
and personnel to the many possible hazards
associated with using this machine. They also
provide users with operation and maintenance
information. An illegible decal will fail to alert
personnel of a procedure or hazard and could
result in unsafe operating conditions.

1 Check to make sure that the operator's and
safety manuals are present and complete in

the storage container on the platform.

Examine the pages of each manual to be sure
that they are legible and in good condition.

Result: The operator's manual is appropriate
for the machine and all manuals are legible
and in good condition.

Result: The operator's manual is not
appropriate for the machine or all manuals are
not in good condition or is illegible. Remove
the machine from service until the manual is
replaced.

Part No. 139378
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Open the operator's manual to the decals
inspection section. Carefully and thoroughly
inspect all decals on the machine for legibility
and damage.

Result: The machine is equipped with all
required decals, and all decals are legible and
in good condition.

Result: The machine is not equipped with all
required decals, or one or more decals are
illegible or in poor condition. Remove the
machine from service until the decals are
replaced.

Always return the manuals to the storage
container after use.

Note: Contact your authorized Genie distributor or
Genie if replacement manuals or decals are
needed.

a
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A-2
Perform Pre-operation Inspection

Genie specifications require that this procedure be
performed every 8 hours or daily, whichever comes
first.

Completing a Pre-operation Inspection is essential
to safe machine operation. The Pre-operation
Inspection is a visual inspection performed by the
operator prior to each work shift. The inspection is
designed to discover if anything is apparently
wrong with a machine before the operator performs
the function tests. The Pre-operation Inspection
also serves to determine if routine maintenance
procedures are required.

Complete information to perform this procedure is
available in the appropriate operator's manual.
Refer to the Operator's Manual on your machine.

Genie
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A-3
Perform Function Tests

Genie specifications require that this procedure be
performed every 8 hours or daily, whichever comes
first.

Completing the function tests is essential to safe
machine operation. Function tests are designed to
discover any malfunctions before the machine is
put into service. A malfunctioning machine must
never be used. If malfunctions are discovered, the
machine must be tagged and removed from
service.

Complete information to perform this procedure is
available in the appropriate operator's manual.
Refer to the Operator's Manual on your machine.
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A-4
Perform 30-Day Service

The 30-day maintenance procedure is a one time
procedure to be performed after the first 30 days or
40 hours of usage. After this interval, refer to the
maintenance tables for continued scheduled
maintenance.

1 Perform the following maintenance
procedures:

All Models:

A-5 Grease the Turntable Rotation Bearing and
Rotate Gear

B-3 Inspect the Tires, Wheels and Lug Nut
Torque

D-3 Check the Turntable Rotation Bearing
Bolts

D-5 Replace the Hydraulic Filters

Checklist A Procedures

A-5
Grease the Turntable Rotation
Bearing and Worm Drive Gear

Genie specifications require that this procedure be
performed every 100 hours of operation. Perform
this procedure more often if dusty conditions exist.

Frequent application of lubrication to the turntable
bearing and rotate gear is essential to good
machine performance and service life. Continued
use of an improperly greased bearing and gear will
result in component damage.

1 Locate the grease fitting on the tank side
turntable cover bulkhead.

2 Pump grease into the turntable rotation
bearing. Rotate the turntable in increments of
4to 5inches /10 to 13 cm at a time and
repeat this step until the entire bearing has
been greased.

3 Locate the 2 grease fittings on top of the worm
drive housing.

1 grease fittings
4  Pump grease into the gear until you see it
coming out of the side of the gear housing.

5 Grease each tooth on the outside of the
turntable rotation bearing.

Grease Specification

Chevron Ultra-duty grease, EP NLGI 2 (lithium based)
or equivalent

a
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A-6 4
Replace the Drive Hub Oil

;

Drive hub specifications require that this one-time

procedure be performed after the first 150 hours of
usage. After this interval, refer to the maintenance
checkilist for continued scheduled maintenance.

Replacing the drive hub oil is essential for good
machine performance and service life. Failure to
replace the drive hub oil may cause the machine to
perform poorly and continued use may cause
component damage.

1 Select the drive hub to be serviced. Drive the
machine until one of the two plugs is at the
lowest point.

2 Remove the plugs and drain the oil into a
suitable container.

3  Drive the machine until one of the two plugs is
at the highest point.

1 drive hub plugs

Genie

ATEREX BRAND.

Fill the hub until the oil level is even with the
bottom of the lowest plug hole. Refer to
Specifications, Machine Specifications.

Install the plugs into the drive hub.

Repeat this procedure for each drive hub.
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B-1
Inspect the Battery

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Proper battery condition is essential to good engine
and machine performance and operational safety.
Improper fluid levels or damaged cables and
connections can result in engine and component
damage and hazardous conditions.

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

AWARNING

Bodily injury hazard. Batteries
contain acid. Avoid spilling or
contacting battery acid.
Neutralize battery acid spills with
baking soda and water.

AWARNING

Note: Fully charge the batteries and allow the
batteries to rest 24 hours before performing this
procedure to allow the battery cells to equalize.

1 Open the side covers.

2 Be sure that the battery cable connections are
free of corrosion.

Note: Adding terminal protectors and a corrosion
preventative sealant will help eliminate corrosion
on the battery terminals and cables.

3 Be sure that the battery retainers and cable
connections are tight.

4  Be sure that the battery separator wire
connections are tight (if equipped).

Part No. 139378
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Models without maintenance-free or sealed
batteries:

5 Put on protective clothing and eye wear.

6 Remove the battery vent caps and check the
specific gravity of each battery cell with a
hydrometer. Note the results.

7  Check the ambient air temperature and adjust
the specific gravity reading for each cell as
follows:

e Add 0.004 to the reading of each cell for
every 10° F/ 5.5° C above 80° F/ 26.7° C.

e Subtract 0.004 from the reading of each cell
for every 10° F /5.5° C below 80° F / 26.7°
C.

® Result: All battery cells display an adjusted
specific gravity of 1.277 or higher. The battery
is fully charged. Proceed to step 11.

® Result: One or more battery cells display a
specific gravity of 1.276 or below. Proceed to
step 8.

8 Perform an equalizing charge OR fully charge
the battery(s) and allow the battery(s) to rest at
least 6 hours.

9 Remove the battery vent caps and check the
specific gravity of each battery cell with a
hydrometer. Note the results.

a
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10 Check the ambient air temperature and adjust
the specific gravity reading for each cell as
follows:

¢ Add 0.004 to the reading of each cell for
every 10° F/5.5° C above 80° F/26.7° C.

e Subtract 0.004 from the reading of each cell
for every 10° F / 5.5° C below 80° F / 26.7°
C.

® Result: All battery cells display a specific
gravity of 1.277 or greater. The battery is fully
charged. Proceed to step 11.

& Result: One or more battery cells display a
specific gravity from 1.218 to 1.269. The
battery is still usable, but at a lower
performance. The battery will need to be
recharged more often. Proceed to step 11.

® Result: One or more battery cells display a
specific gravity from 1.217 to 1.173. The
battery is approaching the end of its life.
Proceed to step 11.

® Result: The difference in specific gravity
readings between cells is greater than 0.1 OR
the specific gravity of one or more cells is less
than 1.177. Replace the battery.

11 Check the battery acid level. If needed,
replenish with distilled water to 1/8 inch / 3 mm
below the bottom of the battery fill tube. Do not
overfill.

12 Install the vent caps and neutralize any
electrolyte that may have spilled.

Genie
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B-2
Inspect the Electrical Wiring

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Maintaining electrical wiring in good condition is
essential to safe operation and good machine
performance. Failure to find and replace burnt,
chafed, corroded or pinched wires could result in
unsafe operating conditions and may cause
component damage.

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

AWARNING

1 Remove the drive chassis cover from the
non-steer end of the machine.

2 Inspect the following areas for burnt, chafed,
corroded and loose wires:

Electrical power panel

Electrical relay panel

Ground control panel

Function manifold wiring
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3 Turn the key switch to ground controls and pull
out the red Emergency Stop button to the on
position at both the ground and platform
controls.

4  Raise the secondary boom until the mid-pivot
is approximately 10 feet / 3 m off the ground.

5 Inspect the turntable center area for burnt,
chafed and pinched cables.

6 Lower the boom to the stowed position and
turn the machine off.

7 Inspect the following areas for burnt, chafed,
corroded, pinched and loose wires:

e Cable track on the primary boom
e Primary boom to platform cable harness
¢ Inside of the platform control box

8 Inspect for a lite, even coating of dielectric
grease in the following locations:

¢ All wire harness connectors to the platform
control box

¢ All wire harness connectors located under
the ground control side turntable cover

e Harness connector to the drive motor
controller located in the non-steer end of the
drive chassis

Note: Do not apply excessive amounts of dielectric
grease to harness connectors, pins or sockets.

Part No. 139378
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B-3
Inspect the Tires, Wheels and
Lug Nut Torque

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Maintaining the tires and wheels, including proper
wheel fastener torque, is essential to safe
operation and good performance. Tire and/or
wheel failure could result in a machine tip-over.
Component damage may also result if problems
are not discovered and repaired in a timely fashion.

AWARNING Bodily injury hazard. An
over-inflated tire can explode
and could cause death or serious
injury.

AWARNING Tip-over hazard. Do not use

temporary flat tire repair
products.

Note: The tires on some machines are foam-filled
and do not need air added to them.

1 Check all tire treads and sidewalls for cuts,
cracks, punctures and unusual wear.

2  Check each wheel for damage, bends and
cracked welds.

3 Check each lug nut for proper torque. Refer to
Specifications, Machine Specifications.

4  Check the pressure in each air-filled tire.

a
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B-4
Confirm the Proper Brake
Configuration

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Proper brake configuration is essential to safe
operation and good machine performance.
Hydrostatic brakes and hydraulically-released,
spring-applied individual wheel brakes can appear
to operate normally when they are actually not fully
operational.

1 Check each drive hub disconnect cap to be
sure it is in the engaged position.

1 brake disengaged position
2 brake engaged position

Genie
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B-5
Check the Drive Hub Oil Level
and Fastener Torque

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Failure to maintain proper drive hub oil levels may
cause the machine to perform poorly and continued
use may cause component damage.

1 Drive the machine to rotate the hub until the
plugs are located one on top and the other at
90 degrees.

1 drive hub plugs

2 Remove the plug located at 90 degrees and
check the oil level.

® Result: The oil level should be even with the
bottom of the plug hole.

3  If necessary, remove the top plug and add oil
until the oil level is even with the bottom of the
side plug hole.

4 Install the plug(s) into the drive hub.

Check the torque of the drive hub mounting
bolts. Refer to Specifications, Machine
Specifications.

6 Repeat this procedure for each drive hub.
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B-6
Test the Ground Control Override

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

A properly functioning ground control override is
essential to safe machine operation. The ground
control override function is intended to allow
ground personnel to operate the machine from the
ground controls whether or not the Emergency
Stop button on the platform controls is in the on or
off position. This function is particularly useful if the
operator at the platform controls cannot return the
boom to the stowed position.

1 Push inthe red Emergency Stop button at the
platform controls to the off position.

2 Turn the key switch to ground controls and pull
out the red Emergency Stop button to the on
position.

3 Operate each boom function through a partial
cycle at the ground controls.

® Result: All boom functions should operate.

Part No. 139378
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B-7
Test the Platform Self-leveling

Note: Genie specifications require that this
procedure be performed every 250 hours or
quarterly, whichever comes first.

Automatic platform self-leveling throughout the full
cycle of boom raising and lowering is essential for
safe machine operation. The platform is maintained
level by the platform leveling slave cylinder which is
controlled by the platform leveling master cylinder
located at the base of the primary boom. A platform
self-leveling failure creates an unsafe working
condition for platform and ground personnel.

1  Turn the key switch to ground controls and pull
out the red Emergency Stop button to the on
position at both the ground and platform
controls.

N

Lower the boom to the stowed position.

3 Adjust the platform to a level position using the
platform leveling toggle switch.

4  Raise and lower the primary boom through a
full cycle.

® Result: The platform should remain level at all
times to within +5 degrees.

a




https://truckmanual shub.com/

Service Manual

April 2016

Checklist B Procedures

B-8
Test the Drive Brakes

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Proper brake action is essential to safe machine
operation. The drive brake function should operate
smoothly, free of hesitation, jerking and unusual
noise. Hydraulically-released individual wheel
brakes can appear to operate normally when they
are actually not fully operational.

AWARNING

Collision hazard. Be sure that the
machine is not in free-wheel or
partial free-wheel configuration.
Refer to maintenance procedure,
Confirm the Proper Brake
Configuration.

Note: Select a test area that is firm, level and free
of obstructions.

1 Mark atest line on the ground for reference.
2 Lower the boom to the stowed position.

3 Turn the key switch to platform controls.
4

Choose a point on the machine (i.e., contact
patch of a tire) as a visual reference for use
when crossing the test line.

5 Bring the machine to top drive speed before
reaching the test line. Release the drive
joystick when your reference point on the
machine crosses the test line.

6 Measure the distance between the test line
and your machine reference point. Refer to
Specifications, Performance Specifications.

Note: The brakes must be able to hold the machine
on any slope it is able to climb.

Genie
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B-9
Test the Drive Speed — Stowed
Position

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Proper drive function is essential to safe machine
operation. The drive function should respond
quickly and smoothly to operator control. Drive
performance should also be free of hesitation,
jerking and unusual noise over the entire
proportionally controlled speed range.Note: Select
a test area that is firm, level and free of
obstructions.

1 Create start and finish lines by marking two
lines on the ground 40 feet / 12.2 m apart.

2 Turn the key switch to platform control and pull
out the red Emergency Stop button to the on
position at both the ground and platform
controls.

Lower the boom to the stowed position.

4  Choose a point on the machine (i.e., contact
patch of a tire) as a visual reference for use
when crossing the start and finish lines.

5 Bring the machine to top drive speed before
reaching the start line. Begin timing when your
reference point on the machine crosses the
start line.

6 Continue at full speed and note the time when
the machine reference point crosses the finish
line. Refer to Specifications, Performance
Specifications.
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B-10 5  Lower the boom to the stowed position and
Test the Drive Speed — Raised or extend the boom 1 foot /30 cm.
Extended Position 6 Choose a point on the machine (i.e., contact
patch of a tire) as a visual reference for use
when crossing the start and finish lines.
7  Bring the machine to top drive speed before
Genie specifications require that this procedure be reaching the start line. Begin timing when your
performed every 250 hours or quarterly, whichever reference point on the machine crosses the
comes first. start line.
Proper drive function is essential to safe machine 8  Continue at full speed and note the time when
operation. The drive function should respond the machine refere_n_ce pomt crosses the finish
quickly and smoothly to operator control. Drive line. Refer to Specifications, Performance
performance should also be free of hesitation, Specifications.
jerking and unusual noise over the entire
proportionally controlled speed range.Note: Select
a test area that is firm, level and free of
obstructions.
1 Create start and finish lines by marking two
lines on the ground 40 feet / 12.2 m apart.
2 Choose a point on the machine (i.e., contact
patch of a tire) as a visual reference for use
when crossing the start and finish lines.
3 Bring the machine to top drive speed before
reaching the start line. Begin timing when your
reference point on the machine crosses the
start line.
4  Continue at full speed and note the time when
the machine reference point crosses the finish
line. Refer to Specifications, Performance
Specifications.
Gania
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B-11 Turn the key switch to platform control.
Test the Alarm Package (if 4 Atthe platform controls pull out the red
equipped) Emergency Stop button to the on position.
Genie specifications require that this procedure be ® ;Qesglt. The flashing beacon should be on and
. ashing.
performed every 250 hours or quarterly, whichever
comes first. 5  Press down the foot switch. Move the primary
, boom switch to the down position, hold for a
The alarm package includes: moment and then release it. Move the
secondary boom switch to the down position,
* Travelalarm hold for a moment and then release it. Move
e Descent alarm the jib boom switch to the down position, hold
. for a moment and then release it.
¢ Flashing beacon
. ® Result: The descent alarm should sound when
Alarms and a beacon are installed to aIer_t each control switch is held down.
operators and ground personnel of machine
proximity and motion. The alarm package is 6  Press down the foot switch. Move the drive
installed on the turntable covers. control handle off center, hold for a moment
and then release it. Move the drive control
1 Atthe ground controls, pull out the red handle off center in the opposite direction,
Emergency Stop button to the on position and hold for a moment and then release it.
turn the key switch to ground control.
® Result: The travel alarm should sound when
® Result: The flashing beacon should be on and the drive control handle is moved off center in
flashing. either direction.
2 Move the primary boom switch to the down
position, hold for a moment and then release
it. Move the secondary boom switch to the
down position, hold for a moment and then
release it. Move the jib boom switch to the
down position, hold for a moment and then
release it.
® Result: The descent alarm should sound when
each switch is held down.
Genie
30 Z-30/20N  Z-30/20N RJ » Z-34/22 » Z-34/22N Part No. 139378



https://truckmanual shub.com/

April 2016

Service Manual

B-12
Test the Turntable Rotation Stop

Note: Genie specifications require that this
procedure be performed every 250 hours or
quarterly, whichever comes first.

The turntable is capable of rotating the boom

359 degrees and is stopped midpoint between the
steer wheels by the rotation stop. Detecting a
rotation stop malfunction is essential to safe
operation and good machine performance. If the
turntable rotates past the rotation stop, component
damage may result.

1  Turn the key switch to platform controls and
pull out the red Emergency Stop buttons to the
on position at both ground and platform
controls.

2 Rotate the turntable to the left as far as it will
go.
® Result: Movement should stop when the

primary boom reaches midpoint between the
steer tires.

3 Rotate the turntable to the right as far as it will
go.

® Result: Movement should stop when the
primary boom reaches midpoint between the
steer tires.
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B-13
Check the Electrical Contactors

Note: Genie specifications require that this
procedure be performed every 250 hours or
quarterly, whichever comes first.

Maintaining the electrical contactors in good
condition is essential to safe machine operation.
Failure to locate a worn or damaged contactor
could result in an unsafe working condition and
component damage.

1 Remove the drive chassis cover from the
non-steer end of the machine and locate the
electrical contactors mounted on the electrical
component mounting panel.

2 Visually inspect the contact points of each
contactor for the following items:

e EXxcessive burns
e EXxcessive arcs
e Excessive pitting

AWARNING

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

Note: Replace the contactors if any damage is
found.
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B-14
Perform Hydraulic Oil Analysis

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Replacement or testing of the hydraulic oil is
essential for good machine performance and
service life. Dirty oil and a clogged suction strainer
may cause the machine to perform poorly and
continued use may cause component damage.
Extremely dirty conditions may require oil changes
to be performed more often. For hydraulic oil
specifications, Refer to Specifications, Hydraulic
Specifications.

Note: Before replacing the hydraulic oil, the oil may
be tested by an oil distributor for specific levels of
contamination to verify that changing the oil is
necessary. If the hydraulic oil is not replaced at the
two year inspection, test the oil quarterly. Replace
the oil when it fails the test. Refer to Maintenance
Procedure, Test or Replace the Hydraulic Oil.

Genie
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B-15
Test the Emergency Power
System

Genie specifications require that this procedure be
performed every 250 hours or quarterly, whichever
comes first.

Testing the emergency power system regularly is
essential to safe machine operation if the primary
power source fails.

1  Turn the key switch to ground control and pull
out the red Emergency Stop button to the on
position at both the ground and platform
controls.

2 Atthe ground controls, break the security tie
and lift the emergency power switch cover (if
equipped).

3 Simultaneously hold the emergency power

switch on and activate each boom function
toggle switch.

Note: To conserve battery power, test each
function through a partial cycle.

® Result: All boom functions operate.

4  Close the emergency power switch cover and
secure the cover with a security tie (if

equipped).
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5  Turn the key switch to platform controls.

At the platform controls, break the security tie
and lift the emergency power switch cover (if

equipped).
7  Press down on the foot switch and

simultaneously hold the emergency power
switch on and activate each boom function.

Note: To conserve battery power, test each
function through a partial cycle.

® Result: All boom functions operate.

8 Close the emergency power switch cover and
secure the cover with a security tie (if

equipped).
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C-1
Grease the Platform Overload
Mechanism (if equipped)

Genie specifications require that this procedure be
performed every 500 hours or six months,
whichever comes first.

Perform this procedure more often if dusty
conditions exist.

Application of lubrication to the platform overload
mechanism is essential to safe machine operation.
Continued use of an improperly greased platform
overload mechanism could result in the system not
sensing an overloaded platform condition and will
result in component damage.

1 Locate the grease fittings on each pivot pin of
the platform overload assembly.

2 Thoroughly pump grease into each grease
fitting.

Grease Specification

Chevron Ultra-duty grease, EP NLGI 1 (lithium based)
or equivalent

Genie
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C-2
Test the Platform Overload
System (if equipped)

Genie specifications require that this procedure be
performed every 500 hours or six months,
whichever comes first OR when the machine fails
to lift the maximum rated load.

Testing the platform overload system regularly is
essential to safe machine operation. Continued use
of an improperly operating platform overload
system could result in the system not sensing an
overloaded platform condition. Machine stability
could be compromised resulting in the machine
tipping over.

Note: Perform this procedure with the boom fully
retracted and in the stowed position and with the
machine on a firm, level surface.

1 Remove all weight, tools, accessories and
equipment from the platform.

Note: Failure to remove all weight, tools and
accessories from the platform will result in an
inaccurate test.

2 Turn the key switch to platform controls and
pull out the red Emergency Stop button to the
on position at both the ground and platform
controls. Level the platform.

3  Determine the maximum platform capacity.
Refer to the machine serial plate.

4  Using a suitable lifting device, place a test
weight equal to that of the available capacity in
one of the locations shown. Refer to
lllustration 1.
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® Result: The platform overload indicator lights
should be off at both the ground and platform
controls and the alarm should not sound.

S

illustration 1

&

Carefully move the test weights to each
remaining location on the platform. Refer to
lllustration 1.

Result: The platform overload indicator lights
should be off at both the ground and platform
controls and the alarm should not sound.

Add additional weight to the platform that is
equal to, but does not exceed 15% of the
maximum rated load. Secure the additional
weight. Refer to the machine serial plate.

Result: The platform overload indicator lights
should be flashing at both the ground and

platform controls and the alarm should sound.

Part No. 139378

ATEREX BRAND
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Carefully move the test weights to each
remaining location on the platform. Refer to
lllustration 1.

Result: The platform overload indicator lights
should be flashing at both the ground and
platform controls and the alarm should sound.

Note: There may be a 2 second delay before the
overload indicator lights flash and the alarm

sounds.

8  Turn the key switch to ground control.

9 Using auxiliary power, test all machine
functions from the ground controls.

® Result: All ground control functions should not
operate.

10 Using a suitable lifting device, lift the additional
test weight from the platform.

® Result: The platform overload indicator lights

should turn off at both the ground and platform
controls and the alarm should not sound.

Note: There may be an 2 second delay before the
overload indicator lights and alarm turn off.

11

®
Note: There may be a 2 second delay before the
overload indicator lights flash and the alarm 12
sounds.
Genie

Test all machine functions from the ground
controls.

Result: All ground control functions should
operate normally.

Using a suitable lifting device, remove all test
weights from the platform.
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D-1
Check the Boom Wear Pads

Genie specifications require that this procedure be
performed every 1000 hours or annually,
whichever comes first.

Maintaining the boom wear pads in good condition
is essential to safe machine operation. Wear pads
are placed on boom tube surfaces to provide a low
friction, replaceable wear pad between moving
parts. Improperly shimmed wear pads or continued
use of extremely worn wear pads may result in
component damage and unsafe operating
conditions.

1 Measure each wear pad. Replace the wear
pad once it reaches the minimum allowable
thickness. If the wear pad is still within
specification, shim as necessary to obtain
minimum clearance with zero binding.

2  Extend and retract the boom through the
entire range of motion to check for tight spots
that may cause binding or scraping of the
boom.

ATEREX BRAND.
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Note: Always maintain squareness between the

outer and inner boom tubes.

Models without rotating jib boom:

Primary boom wear pad specifications Minimum
Top and side wear pads 5/8 inch
(extension end of boom) 15.9 mm
Bottom wear pads 5/8 inch
(extension end of boom) 15.9 mm
Bottom and side wear pads 5/8 inch
(pivot end of boom) 15.9 mm
Top wear pads 3/8inch
(pivot end of boom) 9.5 mm
Models with rotating jib boom:
Primary boom wear pad specifications Minimum
All wear pads 3/8inch
9.5 mm

Part No. 139378
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- isengage the drive hubs by turning over the
D-2 4 Di he drive hubs b i h
drive hub disconnect caps on each non-steer
Chec_k the Free wheel wheel hub.
Configuration
_{/ o
Genie specifications require that this procedure be —|/ |—a=B
performed every 1000 hours or annually,
whichever comes first.
Proper use of the free-wheel configuration is 1 brake disengaged position
essential to safe machine operation. The 2 brake engaged position
free-wheel configuration is used primarily for
towing. A machine configured to free-wheel without 5  Manually rotate each non-steer wheel.
operator knowledge may cause death or serious ® Result: Each non-steer wheel should rotate
injury and property damage. with minimum effort.
AWARNING Collision hazard. Select a work 6 Re-engage the drive hubs by turning over the
site that is firm and level. hub disconnect caps. Rotate each wheel to
check for engagement. Raise the machine,
Component damage hazard. If remove the jack stands and lower the
the machine must be towed, do machine.
not exceed 2 mph / 3.2 km/h. L .
AWARNING Collision hazard. Failure to
1 Chock the steer wheels to prevent the re-engage the drive hUbS .CC.)UId
machine from rolling result in death or serious injury
' and property damage.
2  Center a lifting jack of ample capacity
(20,000 Ibs / 10,000 kg) under the drive
chassis between the non-steer tires.
3 Lift the wheels off the ground and then place
jack stands under the drive chassis for
support.
Genie
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D-3
Check the Turntable Rotation
Bearing Bolts

Genie specifications require that this procedure be
performed every 1000 hours or annually,
whichever comes first.

Maintaining proper torque on the turntable bearing
bolts is essential to safe machine operation.
Improper bolt torque could result in an unsafe
operating condition and component damage

1 Raise the secondary boom and place a safety
chock on the lift cylinder rods. Carefully lower
the boom onto the lift cylinder safety chock.

AWARNING Crushing hazard. Keep hands
away from the cylinder and all

moving parts when lowering the
boom.

Note: The lift cylinder safety chock is available
through Genie Parts Department.

2 Confirm that each turntable mounting bolt is
torqued in sequence to specification. Refer to
Specifications, Machine Torque
Specifications.

o ©

3 10

Bolt torque sequence

g b

Genie

ATEREX BRAND.

Raise the secondary boom and remove the
safety chocks.

Lower the boom to the stowed position.

Open the latch on the battery packs and swing
them out to expose the turntable bearing bolt
access hole.

Torque the lower bearing mounting bolts
under the drive chassis in sequence to
specification. Refer to Specifications, Machine
Torque Specifications.

Bolt torque sequence
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D-4
Replace the Drive Hub Oil

Genie specifications require that this procedure be
performed every 1000 hours or annually,
whichever comes first.

Replacing the drive hub oil is essential for good
machine performance and service life. Failure to
replace the drive hub oil at yearly intervals may
cause the machine to perform poorly and continued
use may result in component damage

1 Select the drive hub to be serviced. Drive the
machine until one of the two plugs is at the
lowest point.

2 Remove the plugs and drain the oil into a
suitable container.

3 Drive the machine until one of the two plugs is
at the highest point.

1 drive hub plugs

Checklist D Procedures

D-5
Replace the Hydraulic Tank
Return Filter Element

Note: Genie specifications require that this
procedure be performed every 1000 hours or
annually, whichever comes first. Perform this
procedure more often if dusty conditions exist.

Replacement of the hydraulic return filter element
is essential for good machine performance and
service life. A dirty or clogged filter element may
cause the machine to perform poorly and continued
use may cause component damage. Extremely
dirty conditions may require that the filter element
be replaced more often.

A CAUTION

Bodily injury hazard. Beware of
hot oil. Contact with hot oil may
cause severe burns.

1 Locate the hydraulic return filter housing on
top of the hydraulic tank.

2  Clean the area around the oil filter housing cap
located on top of the reservoir.

Remove the cap from the housing.

4  Lift the handle on the filter element and rotate
the element counterclockwise to release the
element from the housing.

5 Remove the filter element from the filter

housing.
4 Fill the hub until the oil level is even with the
bottom of the lowest plug hole. Refer to
Specifications, Machine Specifications.
5 Repeat this procedure for each drive hub.
Genie.
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6 Install the new oil filter element into the filter
housing.

7  Push the filter element down to be sure the
o-ring on the element is fully seated into the
housing.

8 Rotate the filter element clockwise to lock it in
place.

9 Install the filter housing cap.

10 Clean up any oil that may have spilled during
the replacement procedure.

11 Use a permanent ink marker to write the date
and number of hours from the hour meter on
the oil filter housing.

12 Turn the key switch to ground controls and pull
out the red Emergency Stop button to the on
position.

13 Move and hold the function enable toggle
switch to either side and move and hold the
primary boom toggle switch in the up direction.

14 Inspect the filter housing and related
components to be sure that there are no leaks.

D-6
Inspect for Turntable Bearing
Wear

Genie specifications require that this procedure be
performed every 1000 hours or annually,
whichever comes first.

Periodic inspection of turntable bearing wear is
essential to safe machine operation, good machine
performance and service life. Continued use of a
worn turntable bearing could create an unsafe
operating condition, resulting in death or serious
injury and component damage.

Note: Perform this procedure with the machine on
a firm, level surface with the boom in the stowed
position.

1 Grease the turntable bearing. Refer to
Maintenance Procedure, Grease the
Turntable Bearing and Rotate Gear.

Genie

ATEREX BRAND.
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Torque the turntable bearing bolts to
specification. Refer to Maintenance
Procedure, Check the Turntable Rotation
Bearing Bolts.

3 Raise the primary and secondary booms to full
height using the ground controls. Do not
extend the primary boom.

4  Place a dial indicator between the drive
chassis and the turntable at a point that is
directly under, or inline with, the boom and no
more than 1 inch / 2.5 cm from the bearing.

Note: To obtain an accurate measurement, place
the dial indicator no more than 1 inch / 2.5 cm from
the turntable rotation bearing.

®7

@7

1 turntable

2 dial indicator

3 drive chassis

4 turntable rotation bearing

5 Adjust the dial indicator needle to the "zero"
position.

6 Lower the secondary boom to the stowed
position and lower the primary boom to a
horizontal position. Fully extend the primary
boom.

Part No. 139378
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Note the reading on the dial indicator.

® Result: The measurement is less than
0.055 inch / 1.4 mm. The bearing is good.

® Result: The measurement is more than
0.055 inch / 1.4 mm. The bearing is worn and
needs to be replaced.

8  Fully retract the primary boom. Raise the
primary and secondary booms to full height.
Visually inspect the dial indicator to be sure
the needle returns to the "zero" position.

9 Remove the dial indicator and rotate the
turntable 90°.

10 Repeat steps 4 through 9 until the rotation
bearing has been checked in at least four
equally spaced areas 90° apart.

11 Lower the primary and secondary booms to
the stowed position and turn the machine off.

12 Remove the dial indicator from the machine.

Part No. 139378

Genie.

ATEREX BRAND

Z-30/20N « Z-30/20N RJ « Z-34/22 « Z-34/22N 41

Checklist E Procedures

E-1
Test or Replace the Hydraulic Oil

Genie specifications require that this procedure be
performed every 2000 hours or every two years,
whichever comes first.

Perform this procedure more often if dusty
conditions exist.

Replacement or testing of the hydraulic oil is
essential for good machine performance and
service life. Dirty oil and a clogged suction strainer
or hydraulic filters may cause the machine to
perform poorly and continued use may cause
component damage. Extremely dirty conditions
may require oil changes to be performed more
frequently.

Note: Before replacing the hydraulic oil, the oil may
be tested by an oil distributor for specific levels of
contamination to verify that changing the oil is
necessary. If the hydraulic oil is not replaced at the
two year inspection, test the oil quarterly. Replace
the oil when it fails the test.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

Note: Perform this procedure with the boom in the
stowed position.

a
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1 Close the two hydraulic tank shut-off valves at 5 ag, disconnect and plug the hydraulic hoses
the hydraulic tank. from the hydraulic tank return filter housing.
Cap the fittings on the filter housing.

AWARNING Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

open closed ACAUTION Bodily injury hazard. Beware of
hot oil. Contact with hot oil may
Component damage hazard. cause severe burns.
The engine must not be started
with the hydraulic tank shut-off 6 Remove the hydraulic tank mounting
valves in the closed position or fasteners. Remove the hydraulic tank from the
component damage will occur. If machine.

the tank valves are closed,
remove the key from the key
switch and tag the machine to

7  Remove the tank lid retaining fasteners and
remove the lid and return filter assembly from

inform personnel of the the tank.
condition. 8 Remove the suction strainer from the
) ) ) hydraulic tank and clean it using a mild
2  Place a suitable container under the hydraulic solvent.

tank. Refer to Section 2, Specifications. ] o ) )
9 Rinse out the inside of the tank with a mild

3 Tag, disconnect and plug the hydraulic hose solvent.

from the hydraulic tank shutoff valve. ] ] ]
10 Install the suction strainer into the tank.

AWARNING Bodily injury hazard. Spraying 11
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Install the lid and return filer assembly onto the
hydraulic tank.

4 Open the valve on the hydraulic tank and
completely drain the oil into a suitable
container.

Bodily injury hazard. Beware of
A CAUTION hot oil. Contact with hot oil may

cause severe burns.

Genie
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12

13
14

15

16

Install the hydraulic tank on the machine.
Install the hydraulic tank mounting fasteners
and torque them to 8 ft-lbs / 10.8 Nm.

Component damage hazard.
The hydraulic tank is plastic and
may become damaged if the
tank mounting fasteners are
over tightened.

Install the hydraulic hoses.

Fill the tank with hydraulic oil until the fluid is
within the full and add marks on the hydraulic
tank. Do not overfill. Refer to Specifications,
Machine Specifications.

Clean up any oil that may have spilled.
Properly discard of used oil.

Open the hydraulic tank shutoff valve.

Component damage hazard. Be
sure to open the hydraulic tank

shutoff valve after installing the

hydraulic tank.

Part No. 139378
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E-2
Grease the Steer Axle Wheel
Bearings, 2WD Models

Genie specifications require that this procedure be
performed every 2000 hours or every two years,
whichever comes first.

Perform this procedure more often if dusty
conditions exist.

Maintaining the steer axle wheel bearings is
essential for safe machine operation and service
life. Operating the machine with loose or worn
wheel bearings may cause an unsafe operating
condition and continued use may result in
component damage. Extremely wet or dirty
conditions or regular steam cleaning and pressure
washing of the machine may require that this
procedure be performed more often.

1 Loosen the wheel lug nuts. Do not remove
them.

2  Block the non-steer wheels, then center a
lifting jack under the steer axle.

3 Raise the machine 6 inches / 15 cm and place
blocks under the drive chassis for support.

4  Remove the lug nuts. Remove the tire and
wheel assembly.

5  Check for wheel bearing wear by attempting to
move the wheel hub side to side, then up and
down.

® Result: There should be no side to side or up
and down movement.

Skip to step 10 if there is no movement.

a
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6 Remove the dust cap from the hub. Remove
the cotter pin from the castle nut.

7  Tighten the castle nut to 35 ft-lbs / 47 Nm to
seat the bearings.

8 Loosen the castle nut and re-tighten to 8 ft-lbs
/11 Nm.

9  Check for wheel bearing wear by attempting to
move the wheel hub side to side, then up and
down.

® Result: If there is no side to side or up and
down movement, continue with step 11 and
grease the wheel bearings.

® Result: If there is side to side or up and down
movement, continue to step 11 and replace
the wheel bearings with new ones.

Note: When replacing a wheel bearing, both the
inner and outer bearings, including the pressed-in
races, must be replaced.

10 Remove the dust cap from the hub. Remove
the cotter pin from the castle nut.

11 Remove the castle nut.

12 Pull the hub off of the spindle. The washer and
outer bearing should fall loose from the hub.

13 Place the hub on a flat surface and gently pry
the bearing seal out of the hub. Remove the
rear bearing.

14 Pack both bearings with clean, fresh grease.

ATEREX BRAND.

15

16

17

18
19
20

21

22

Place the large inner bearing into the rear of
the hub.

Install a new bearing grease seal into the hub
by pressing it evenly into the hub until it is
flush.

Slide the hub onto the yoke spindle.

Component damage hazard. Do
not apply excessive force or
damage to the lip of the seal may
occur.

Place the outer bearing into the hub.
Install the washer and castle nut.

Tighten the slotted nut to 35 ft-lbs / 47 Nm to
seat the bearings.

Loosen the castle nut and re-tighten to 8 ft-lbs
/11 Nm.

Install a new cotter pin. Bend the cotter pin to
lock it in.

Note: Always use a new cotter pin when installing a
castle nut.

23

Genie

Install the dust cap, then the tire and wheel
assembly. Torque the wheel lug nuts to
specification. Refer to Specifications, Machine
Specifications.
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Observe and Obey:

VI Repair procedures shall be completed by a
person trained and qualified on the repair of
this machine.

M Immediately tag and remove from service a
damaged or malfunctioning machine.

] Repair any machine damage or malfunction
before operating the machine.

Before Repairs Start:

M Read, understand and obey the safety rules
and operating instructions in the appropriate
operator's manual on your machine.

M Be sure that all necessary tools and parts are
available and ready for use.

I Use only Genie approved replacement parts.

VI Read each procedure completely and adhere
to the instructions. Attempting shortcuts may
produce hazardous conditions.

Part No. 139378
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Repair Procedures

Machine Configuration:

M Unless otherwise specified, perform each
repair procedure with the machine in the
following configuration:

e Machine parked on a firm, level surface

o Key switch in the off position with the key
removed

e The red Emergency Stop button in the off
position at both the ground and platform
controls

e Wheels chocked

o All external AC power supply disconnected
from the machine

e Boom in the stowed position

e Turntable secured with the turntable rotation
lock

45
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Repair Procedures

About This Section

Most of the procedures in this section should only
be performed by trained service professional in a
suitably equipped workshop. Select the appropriate
repair procedure after troubleshooting the problem.

Perform disassembly procedures to the point
where repairs can be completed. Then to
re-assemble, perform the disassembly steps in
reverse order.

Symbols Legend

Safety alert symbol—used to alert
personnel to potential personal
injury hazards. Obey all safety

messages that follow this symbol
to avoid possible injury or death.

A DANGER Indicates a imminently hazardous

situation which, if not avoided, will
result in death or serious injury.

AWARNING 'ndicates a potentially hazardous
situation which, if not avoided,

could result in death or serious
injury.

A CAUTION Indicates a potentially hazardous
situation which, if not avoided,

may cause minor or moderate
injury.

Indicates a potentially hazardous
situation which, if not avoided,
may result in property damage.

® Indicates that a specific result is expected
after performing a series of steps.

® Indicates that an incorrect result has occurred
after performing a series of steps.

Genie

ATEREX BRAND.
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1-1
Controllers

The drive joystick is connected to the drive motor
controller, located under the drive chassis cover at
the non-steer end of the machine. Maintaining the
boom function speed controller at the proper
settings is essential to safe machine operation. The
boom function speed controller should operate
smoothly and provide proportional speed control
through its entire range of motion. For further
information or assistance, contact the Genie
Product Support.

1 boom function speed controller
2 drive and brake printed circuit board
3 drive joystick

Part No. 139378
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Platform Controls

Boom Function Speed Controller
Adjustments

AWARNING

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

Note: Do not adjust the boom function speed
controller unless the static battery supply voltage is
above 24V DC.

1  Turn the key switch to platform controls and
pull out the red Emergency Stop button to the
on position at both the ground and platform
controls.

2 Open the platform control box lid and locate
the boom function speed controller.

? —
>

black/red wire

diode

white/red wire

boom function speed controller
ramp rate trimpot

threshold trimpot

max out trimpot

o

O,
[l
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Locate the diode between the black/red wire
from the boom function speed controller and
the white/red wire. Disconnect the white/red
wire from the diode on the black/red wire.

Connect the negative lead from a multimeter
set to measure amperage to the wire
connector of the white/red wire. Connect the
positive lead of the multimeter to the diode on
the black/red wire.

Turn the boom function speed controller to the
creep position.

Set the threshold: Press down the foot switch
and move the primary boom toggle switch to
the up position. Adjust the amperage to 0.28A.
Turn the threshold trimpot adjustment screw
clockwise to increase the amperage or
counterclockwise to decrease the amperage.

Turn the boom function speed controller to the
9 position.

Set the max out: Press down the foot switch
and move the primary boom toggle switch to
the down position. Adjust the amperage to
0.65A. Turn the max out trimpot adjustment
screw clockwise to increase the amperage or
counterclockwise to decrease the amperage.

Start a timer and simultaneously press down
the foot switch and move the primary boom
toggle switch in the down direction. Note how
long it takes to reach 0.65A.

48

10

11

April 2016

Set the ramp rate: Turn the ramp rate trimpot
to obtain a 2 second delay from 0 to 0.65A.
Turn the trimpot clockwise to increase the time
or counterclockwise to decrease the time.

Disconnect the leads from the multimeter and
connect the white/red wire to the diode on the
black/red wire.

Boom function speed controller specifications

Threshold

0.28A

(controller turned to creep)

Max out

0.65A

(controller turned to 9)

Ramp rate

2 seconds

Genie
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Platform Leveling Slave Cylinder

The slave cylinder and the rotator pivot are the two
primary supports for the platform. The slave
cylinder keeps the platform level through the entire
range of boom motion. It operates in a
closed-circuit hydraulic loop with the master
cylinder. The slave cylinder is equipped with
counterbalance valves to prevent movement in the
event of a hydraulic line failure.

How to Remove the Platform
Leveling Slave Cylinder

Note: Before cylinder removal is considered, bleed
the slave cylinder to be sure there is no air in the
closed loop.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Extend the boom until the slave cylinder
barrel-end pivot pin is accessible.

2 Raise the boom slightly and place blocks
under the platform for support. Lower the
boom until the platform is resting on the
blocks.

Platform Components

3 Tag and disconnect the hydraulic hoses to the
slave cylinder at the union and connect them
together with a connector. Cap the fittings on
the cylinder hoses.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

4  Remove the external snap rings from the
rod-end pivot pin. Do not remove the pin.

5 Remove the external snap rings from the
barrel-end pivot pin.

6 Place a block of wood under the barrel of the
slave cylinder for support.

7  Use a soft metal drift to remove the rod-end
pivot pin.

AWARNING Crushing hazard. The platform

could fall if not properly
supported.

8 Use a soft metal drift to remove the barrel-end
pivot pin.

9  Carefully pull the cylinder with hydraulic hoses
out of the boom.

How to Bleed the Slave Cylinder
1 Raise the jib boom to a horizontal position.

2 Move the platform level toggle switch up and
down through two platform leveling cycles to
remove any air that might be in the system.

a
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2-2
Platform Rotator

How to Remove the Platform
Rotator

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Remove the platform.

2 Tag, disconnect and plug the hydraulic hoses
from the platform rotate manifold.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

3 Support the platform mounting weldment. Do
not apply any lifting pressure.

4  Remove the six mounting bolts from the
platform mounting weldment. Remove the
center bolt and slide the platform mounting
weldment off of the platform rotator.

7  Support the jib boom, jib boom cylinder and
leveling links with an overhead crane.

8 Use a soft metal drift to drive both pins out,
then remove the platform rotator from the
machine.

AWARNING Crushing hazard. The platform

rotator could fall when removed
from the machine if not properly
supported.

Note: When installing the platform rotator, be sure
to torque the fasteners to specification. Refer to
Specifications, Machine Torque Specifications.

How to Bleed the Platform
Rotator

Note: This procedure will require two people.

1 Move the function enable toggle switch to
either side and activate the platform rotate
toggle switch to the right and then to the left
through two platform rotation cycles. Then
hold the switch to the right position until the
platform is fully rotated to the right.

2 Place a suitable container underneath the
platform rotator.

3 Open the top bleed screw on the rotator, but
do not remove it.

AWARNING Bodily injury hazard. Spraying
5  Support the platform rotator with a suitable hydraulic oil can penetrate and
lifting device. Do not apply any lifting pressure. burn skin. Loosen hydraulic
. - connections very slowly to allow
6 Bemove the pin retaining fasteners from the the oil pressure to dissipate
Jlb boqm and leveling links to plgtform rotator gradually. Do not allow oil to
pivot pins. Do not remove the pins. squirt or spray.
Genie
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4 Move the function enable toggle switch to
either side and hold the platform rotate toggle
switch to the left position until the platform is
fully rotated to the left. Continue holding the
toggle switch until air stops coming out of the
bleed screw. Close the bleed screw.

AWARNING

Crushing hazard. Keep clear of
the platform during rotation.

5 Open the bottom bleed screw on the rotator,
but do not remove it.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

6  Move the function enable toggle switch to
either side and hold the platform rotate toggle
switch to the right position until the platform is
fully rotated to the right. Continue holding the
toggle switch until air stops coming out of the
bleed screw. Close the bleed screw.

AWARNING

Crushing hazard. Keep clear of
the platform during rotation.

7  Clean up any hydraulic oil that may have
spilled.

8 Rotate the platform fully in both directions and
inspect the bleed screws for leaks.

Part No. 139378
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2-3
Platform Overload System

How to Calibrate the Platform
Overload System

Calibration of the platform overload system is
essential to safe machine operation. Continued use
of an improperly calibrated platform overload
system could result in the system failing to sense
an overloaded platform. The stability of the
machine is compromised and it could tip over.

Note: Perform this procedure with the machine on
a firm, level surface.

1  Turn the key switch to platform control.

2  Determine the maximum platform
capacity.Refer to the machine serial plate.

3 Remove all weight, tools and accessories from
the platform.

Note: Failure to remove all weight, tools and
accessories from the platform will result in an
incorrect calibration.

4  Using a suitable lifting device, place a test
weight equal to the maximum platform
capacity at the center of the platform floor.

a
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5 Move the platform up and down by hand, so it
bounces approximately 2.5to 5cm/ 1 to
2 inches. Allow the platform to settle.

® Result: The overload indicator lights are off
and the alarm does not sound. Proceed to
step 6.

® Result: The overload indicator lights are
flashing at the platform and ground controls,
and the alarm is sounding. Slowly tighten the
load spring adjustment nut in a clockwise
direction in 10° increments until the overload
indicator light turns off, and the alarm does not
sound. Proceed to step 8.

Note: The platform will need to be moved up and
down and allowed to settle between each
adjustment.

Note: There may be a 2 second delay before the
platform overload indicator light and alarm
responds.

6  Move the platform up and down by hand, so it
bounces approximately 2.5to 5cm /1 to
2 inches. Allow the platform to settle.

® Result: The overload indicator lights are off at
the platform and ground controls, and the
alarm does not sound. Slowly loosen the load
spring adjustment nut in a counterclockwise
direction in 10° increments until the overload
indicator light flashes at both the platform and
ground controls, and the alarm sounds.
Proceed to step 7.

® Result: The overload indicator lights are
flashing at the platform and ground controls,
and the alarm is sounding. Repeat this
procedure beginning with step 5.

Genie
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Note: The platform will need to be moved up and
down and allowed to settle between each
adjustment.

Note: There may be a 2 second delay before the
platform overload indicator lights and alarm
responds.

7  Move the platform up and down by hand, so it
bounces approximately 2.5to 5cm/ 1 to
2 inches. Allow the platform to settle.

® Result: The overload indicator lights are off
and the alarm does not sound. Proceed to
step 8.

® Result: The overload indicator lights are

flashing at the platform and ground controls,
and the alarm is sounding. Repeat this
procedure beginning with step 5.

Note: There may be a 2 second delay before the
platform overload indicator light and alarm
responds.

8 Add an additional 10 Ib / 4.5 kg test weight to
the platform.

® Result: The overload indicator light is flashing
at both the ground and platform controls, and
the alarm is sounding. Proceed to step 9.

® Result: The overload indicator light is off at

both the ground and platform controls, and the
alarm does not sound. Remove the additional
10 Ib / 4.5 kg test weight. Repeat this
procedure beginning with step 6.

Note: There may be a 2 second delay before the
platform overload indicator light and alarm
responds.
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9 Test all machine functions from the platform
controls.

® Result: All platform control functions should
not operate.

10 Turn the key switch to ground control.

11 Test all machine functions from the ground
controls.

® Result: All ground control functions should not
operate.

12 Using a suitable lifting device, lift the test
weight off the platform floor.

® Result: The platform overload indicator light
should be off at both the ground and platform
controls and the alarm should not sound.

Note: There may be a 2 second delay before the
overload indicator lights and alarm turn off.

13 Test all machine functions from the ground
controls.

® Result: All ground control functions should
operate normally.

14 Turn the key switch to platform control.

15 Test all machine functions from the platform
controls.

® Result: All platform control functions should
operate normally.

a
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3-1

Jib Boom

How to Remove the Jib Boom

Note: Perform this procedure with the boom in the
stowed position.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1
2

Remove the platform.

Remove the platform mounting weldment and
the platform rotator. See Repair procedure,
How to Remove the Platform Rotator

Tag, disconnect and plug the jib boom lift
cylinder hydraulic hoses. Cap the fittings on
the jib boom lift cylinder.

Remove the cable cover from the side of the
jib boom.

Remove the mounting fasteners from the jib
boom/platform rotate manifold and lay the
manifold to the side. Do not remove the hoses
or disconnect the wiring.

Component damage hazard.
Hoses and cables can be

AWARNING

AWARNING

April 2016

Models with rotating jib boom: Tag,
disconnect and plug the hydraulic hoses from
the jib boom rotator. Cap the fittings on the
rotator manifold.

Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Attach a lifting strap from an overhead crane
to the jib boom.

Models without rotating jib boom: Remove
the pin retaining fastener from the jib boom
pivot pin at the jib boom bellcrank. Use a soft
metal drift to remove the pin, then remove the
jib boom from the jib boom bellcrank.

Crushing hazard. The jib boom
could fall when the pin is
removed if not properly
supported by the overhead
crane.

Models with rotating jib boom: Remove the
pin retaining fastener from the jib boom pivot
pin at the jib boom rotator. Use a soft metal
drift to remove the pin, then remove the jib
boom from the jib boom rotator.

: ! Crushing hazard. The jib boom
damaged if they are kinked or AWARNING could fall when the pin is
pinched. removed if not properly

supported by the overhead
crane.
Genie
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9 Remove the pin retaining fasteners from the
jib boom lift cylinder rod-end pivot pin. Do not
remove the pin.

10 Models without rotating jib boom: Remove
both of the jib boom leveling links from the bell
crank.

Models with rotating jib boom: Remove
both of the jib boom leveling links from the jib
boom rotator.

11 Attach a lifting strap from an overhead crane
to the rod-end of the jib boom lift cylinder.

12 Models without rotating jib boom: Use a
soft metal drift to remove the jib boom lift
cylinder rod-end pivot pin. Remove the jib
boom lift cylinder from the bell crank.

Models with rotating jib boom: Use a soft
metal drift to remove the jib boom lift cylinder
rod-end pivot pin. Remove the jib boom lift
cylinder from the jib boom rotator.

AWARNING Crushing hazard. The jib boom

lift cylinder may become
unbalanced and fall when it is
removed from the machine if it is
not properly supported by the
overhead crane.

Jib Boom Components

3-2
Jib Boom Bell Crank (models
without rotating jib boom)

How to Remove the Jib Boom
Bell Crank

Note: Perform this procedure with the boom in the
stowed position.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Remove the jib boom. Refer to Repair
Procedure, How to Remove the Jib Boom.

2 Support and secure the jib boom bell crank to
an appropriate lifting device.

3 Remove the pin retaining fasteners from the
slave cylinder rod-end pivot pin. Do not
remove the pin.

4  Place a block of wood under the platform
leveling slave cylinder for support. Protect the
cylinder rod from damage.

5 Remove the pin retaining fasteners from the
jib boom bell crank at the extension boom.
Use a soft metal drift to remove the pin.

6 Use a soft metal drift to remove the slave
cylinder rod-end pivot pin.

7  Remove the jib boom bell crank from the
extension boom.

AWARNING Crushing hazard. The jib boom
bellcrank may become
unbalanced and fall if it is not
properly supported when it is
removed from the machine.

Ganie.
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3-3
Jib Boom Rotator (models with
rotating jib boom)

The platform rotator is a hydraulically activated
helical gear assembly used to rotate the jib boom
160 degrees.

How to Remove the Jib Boom
Rotator

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be

6 Remove the pin retaining fasteners from the
slave cylinder rod-end pivot pin. Do not
remove the pin.

7  Place a block of wood under the platform
leveling slave cylinder for support. Protect the
cylinder rod from damage.

8 Remove the pin retaining fasteners from the
jib boom bell crank at the extension boom.
Use a soft metal drift to remove the pin.

9 Use a soft metal drift to remove the slave
cylinder rod-end pivot pin.

10 Remove the jib boom bell crank from the
extension boom.

torqued to specification during installation. Refer to AWARNING Crushing hazard. The jib boom
Specifications, Hydraulic Hose and Fitting Torque bellcrank may become
Specifications. unbalanced and fall if it is not
. . I ted when it i
1 Remove the jib boom. Refer to Repair rper;)npoevre):jsflrjgr%otrhz mvgci?nle 'S
Procedure, How to Remove the Jib Boom. '
2 Support and secure the jib boom rotator to an
appropriate lifting device.
3 Remove the eight mounting bolts from the jib
boom rotator mount.
4  Remove the center bolt. Carefully remove the
jib boom rotator from the machine.
AWARNING Crushing hazard. The jib boom
rotator could become
unbalanced and fall when
removed from the machine if not
properly supported and secured
to the lifting device.
Note: When installing the jib boom rotator, be sure
to torque the fasteners to specification. Refer to
Specifications, Machine Torque Specifications.
5  Support and secure the jib boom bell crank to
an appropriate lifting device.
Genie
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How to Bleed the Jib Boom
Rotator

Note: This procedure will require two people.

1  Turn the key switch to ground controls and pull
out the red Emergency Stop buttons to the on
position at both the ground and platform
controls.Connect a clear hose to the top bleed
valve. Place the other end of the hose in a
container to collect any drainage. Open the
top bleed valve, but do not remove it.

1 top bleed valve

2 clear hose

3 container

4 bottom bleed valve

2 Move and hold the function enable toggle

switch to either side and move and hold the jib

boom rotate toggle switch to the right for
approximately 5 seconds, then release it.
Repeat three times.

AWARNING Crushing hazard. Keep hands

and head clear of the platform
pivot weldment during rotation.

3 Move and hold the function enable switch to
either side and move and hold the jib boom
rotate toggle switch to the left for
approximately 5 seconds, then release it.
Repeat three times.

Part No. 139378
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4 Fully rotate the jib boom to the left and
continue holding the jib boom rotate toggle
switch until air stops coming out of the bleed
valve. Immediately release the platform rotate
toggle switch and close the bleed valve.

AWARNING Crushing hazard. Keep hands

and head clear of the platform
pivot weldment during rotation.

5 Rotate the jib boom to the right until the jib
boom is centered.

6 Connect the clear hose to the bottom bleed
valve and open the valve.

7 Rotate the jib boom to the right and continue
holding the platform rotate toggle switch until
air stops coming out of the bleed valve.

AWARNING Crushing hazard. Keep hands

and head clear of the jib boom
during rotation.

8 Close the bleed valve and remove the hose.

9 Rotate the jib boom full left and right and
inspect the bleed valves for leaks.

AWARNING

Crushing hazard. Keep hands
and head clear of the platform
pivot weldment during rotation.

10 Turn the key switch to the off position and

clean up any hydraulic oil that may have
spilled.

a
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3-4
Jib Boom Lift Cylinder

How to Remove the Jib Boom Lift
Cylinder

Note: Perform this procedure with the boom in the
stowed position.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Raise the jib boom slightly and place blocks
under the platform mounting weldment. Then
lower the jib boom until the platform is resting
on the blocks just enough to support the
platform.

Note: Do not rest the entire weight of the boom on
the blocks.

2 Tag, disconnect and plug the jib boom lift
cylinder hydraulic hoses. Cap the fittings on
the cylinder.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Genie
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3 Remove the pin retaining fasteners from the

jib boom lift cylinder rod-end pivot pin. Do not
remove the pin.

4  Use a soft metal drift to tap the rod-end pivot

pin half way out and lower one of the leveling
links to the ground. Tap the pin the other
direction and lower the opposite leveling link.
Do not remove the pin.

5 Attach a lifting strap from an overhead crane

to the rod end of the jib boom lift cylinder.

6 Remove the pin retaining fasteners from the

jib boom lift cylinder barrel-end pivot pin. Use
a soft metal drift to remove the barrel-end pivot

pin.

7  Use a soft metal drift to remove the jib boom

lift cylinder rod-end pivot pin. Remove the jib
boom lift cylinder from the machine.

AWARNING Crushing hazard. The jib boom

lift cylinder may become
unbalanced and fall when it is
removed from the machine if it is
not properly supported by the
overhead crane.
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4-1 How to Repair the Primary Boom
Cable Track Cable Track

The primary boom cable track guides the cables Component damage hazard.
and hoses running up the boom. It can be repaired The boom cable track can be
link by link without removing the cables and hoses damaged if it is twisted.

that run through it. Removing the entire primary
boom cable track is only necessary when
performing major repairs that involve removing the
primary boom.

Note: A 7 link repair section of cable track is
available through the Genie Service Parts
Department.

1 link separation point
2 lower clip

1 Use aslotted screwdriver to pry down on the
lower clip.

2 Toremove a single link, open the lower clip
and then use a screw driver to pry the link to
the side.

3 Repeat steps 1 and 2 for each link.

a
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How to Shim the Primary Boom

1 Extend the boom until the wear pads are
accessible.

2 Loosen the wear pad mounting fasteners.

3 Install the new shims under the wear pad to
obtain zero clearance and zero drag.

4  Tighten the mounting fasteners.

Extend and retract the boom through an entire
cycle. Check for tight spots that could cause
scraping or binding.

Note: Always maintain squareness between the
outer and inner boom tubes.

Genie
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How to Remove the Primary
Boom

AWARNING Bodily injury hazard. This

procedure requires specific repair
skills, lifting equipment and a
suitable workshop. Attempting
this procedure without these skills
and tools could result in death or
serious injury and significant
component damage. Dealer
service is strongly recommended.

Note: Perform this procedure with the boom in the
stowed position.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Remove the platform.

2 Remove the platform rotator. Refer to Repair
Procedure, How to Remove the Platform
Rotator.

3 Remove the jib boom. Refer to Repair
Procedure, How to Remove the Jib Boom.

4  Models without rotating jib boom: Remove
the jib boom bellcrank. Refer to Repair
Procedure, How to Remove the Jib Boom
Bellcrank.

Models with rotating jib boom: Remove the
jib boom rotator. Refer to Repair Procedure,
How to Remove the Jib Boom Rotator.
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5 Tag, disconnect and cap the slave cylinder 12 Locate the cables from the primary boom

AWARNING

hydraulic hoses at the union. Plug the hoses
from the slave cylinder.

Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Remove the upper cable track mounting
fasteners from the platform end of the boom.

13
14

15

16
17

cable track to the platform control box.
Number each cable and its entry location at
the platform control box.

Open the platform control box.

Tag and disconnect each wire from the cables
in the platform control box.

Pull all the cables out of the platform control
box.

Remove the front counterweight cover.

Remove the extension boom drive limit switch
from the side of the primary boom at the pivot

7 Remove the cable track mounting fasteners, : e
then remove the cable track from the boom end. Do not disconnect the wiring.
and lay it flat on the ground. 18 Tag, disconnect and plug the hydraulic hoses
from the jib boom/platform rotate manifold.
Component damage hazard. _ _
The boom cable track can be 19 Pull all the electrical cables and hydraU“C
damaged if it is twisted. hoses out of the plastic cable track. Then pull
all the electrical cables and hydraulic hoses
Component damage hazard. out through the boom rest pad.
Hoses and cables can be
. ) Component damage hazard.
dgmﬁggd if they are kinked or Hoses and cables can be
pinched. damaged if they are kinked or
8 Raise the secondary boom until the primary pinched.
boom “_ft cylinder rod-er!d p'_VOt pin IS 20 Remove the pin retaining fastener from the
acceszlble abr?ve thf‘;" mid-pivot weldment. master cylinder rod-end pivot pin. Use a soft
Turn the machine off. metal drift to remove the pivot pin. Pull the
9  Disconnect the battery packs from the cylinder back and secure it from moving.
machine. 21 Tag, disconnect and plug the extension
10 Remove all the hose and cable clamps from cylinder hydraulic hoses. Cap the fittings on
the underside of the primary boom and at the the cylinder.
pivot end of the primary boom. AWARNING Bodily injury hazard. Spraying
11 Attach a lifting strap of ample capacity from an hydraulic oil can penetrate and
overhead 5 ton / 5000 kg crane to the primary burn skin. Loosen hydraulic
boom for support. connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.
Gania
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22

23

24

AWARNING

25

26

27

Attach a lifting strap from an overhead crane
to the primary boom lift cylinder.

Place 2 x4 x 18 inch /5 x 10 x 46 cm support
blocks under the cylinder, across the
secondary boom.

Remove the pin retaining fastener from the
primary boom lift cylinder rod-end pivot pin.
Use a soft metal drift to remove the pin.

Crushing hazard. The primary
boom lift cylinder could become
unbalanced and fall if not
properly supported by the lifting
device.

Lower the rod end of the primary boom lift
cylinder onto support blocks. Protect the
cylinder rod from damage.

Remove the pin retaining fastener from the
primary boom pivot pin.

Remove the primary boom pivot pin with a soft
metal drift. Carefully remove the primary boom
assembly from the machine.

How to Disassemble the Primary
Boom

Note: Complete disassembly of the boom is only
necessary if the outer or inner boom tubes must be
replaced. The extension cylinder can be removed
without completely disassembling the boom. Refer
to Repair Procedure, How to Remove the
Extension Cylinder.

1

Remove the primary boom. Refer to Repair
Procedure, How to Remove the Primary
Boom.

Place blocks under the extension cylinder for
support.

Remove the retaining fasteners from the
extension cylinder barrel-end pivot pin. Use a
soft metal drift to remove the pin.

Remove and label the location of the wear
pads from the top side of the boom tube at the
platform end of the boom.

Note: Pay careful attention to the location and
amount of shims used with each wear pad.

AWARNING Crushing hazard. The primary 5  Support the extension tube with an overhead
boom could become unbalanced crane at the platform end of the boom.
and fall when removed from the
machine if not properly attached AWARNING Crushing hazard. The boom
to the overhead crane. extension tube could fall when
removed from the boom if not
properly supported.
Gaenie
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6  Support and slide the extension tube out of the
primary boom tube. Place the extension tube
on blocks for support.

Note: During removal, the overhead crane strap will
need to be adjusted for proper balancing.

7  Remove the external snap rings from the slave
cylinder barrel-end pivot pin.

8 Use a soft metal drift and drive the slave
cylinder barrel-end pivot pin out.

9 Remove the slave cylinder from the primary
extension boom tube.

10 Remove the external snap rings from the
extension cylinder rod-end pivot pins at the
platform end of the extension tube. Use a soft
metal drift to remove the pins.

11 Support and slide the extension cylinder out of
the pivot end of the boom extension tube.
Place the extension cylinder on blocks for
support.

Note: During removal, the overhead crane strap will
need to be adjusted for proper balancing.

Part No. 139378
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4-3
Primary Boom Lift Cylinder

The primary boom lift cylinder raises and lowers
the primary boom. The primary boom lift cylinder is
equipped with a counterbalance valve to prevent
movement in the event of a hydraulic line failure.

How to Remove the Primary
Boom Lift Cylinder

AWARNING Bodily injury hazard. This

procedure requires specific repair
skills, lifting equipment and a
suitable workshop. Attempting
this procedure without these skills
and tools could result in death or
serious injury and significant
component damage. Dealer
service is strongly recommended.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Raise the secondary boom enough to access
the primary boom lift cylinder barrel-end pivot

pin.

2 Raise the primary boom enough to access the
primary boom lift cylinder rod-end pivot pin.

a
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3 Support the primary boom lift cylinder with a 9 Remove the pin retaining fastener from the
suitable lifting device. Place a block of wood ground control side upper secondary leveling
across the upper secondary boom to support link pivot pin at the upper pivot (same side of
the cylinder when the rod-end pin is removed. machine as the primary boom lift cylinder

4  Attach an overhead crane to the primary boom barrel-end pivot pin retainer).
at the platform end for support. Raise the 10 Place a rod through the upper secondary
primary boom using the overhead crane just leveling link pivot pin at the upper pivot and
enough to relieve the pressure on the primary twist to remove the pin.
boom lift cylinder rod-end pivot pin. 11 Swing the leveling link up out of the way and

5 Remove the counterweight cover fasteners. secure it from moving.

Remqve the counterweight cover from the 12 Tag, disconnect and plug the primary boom lift
machine. . . -2
cylinder hydraulic hoses. Cap the fittings on

6 Place a block of wood between the the cylinder.
counterweight plate on the leveling link and o ,
the cross member of the upper secondary AWARNING Bodily injury hazard. Spraying
boom. Carefully lower the secondary boom hydraulic oil can penetrate and
onto the block. burn skin. Loosen hydraulic

connections very slowly to allow
AWARNING Crushing hazard. Keep hands the oil pressure to dissipate
away from the block and all gradually. Do not allow oil to
moving parts when lowering the squirt or spray.
secondary boom onto the block.
13 Support the barrel end of the primary boom lift

7  Remove the pin retaining fasteners from the cylinder with straps or ropes to restrict it from

primary boom lift cylinder rod-end pivot pin. swinging freely.
Use a soft metal drift to remove the pin. 14 Remove the pin retaining fastener from the
Crushing hazard. The primary primary boom lift cylinder barrel-end pivot pin.
AWARNING boom lift cylinder could become Do not remove the pivot pin.
unbalanced and fall if not
properly supported by the lifting
device.

8 Lower the rod end of the cylinder onto the
blocks that were placed on the upper
secondary boom.

Genie
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15 Place a rod through the barrel-end pivot pin
and twist to remove the pin.

AWARNING Crushing hazard. The primary

boom lift cylinder could become
unbalanced and fall if not
properly supported by the lifting
device.

16 Attach an overhead crane or similar lifting
device to the lug on the rod-end of the primary
boom lift cylinder. Carefully loosen the straps
and allow the primary boom lift cylinder to
slowly swing down.

17 Carefully remove the cylinder from the
machine.

AWARNING Crushing hazard. The primary

boom lift cylinder could become
unbalanced and fall if not
properly supported by the lifting
device.

Part No. 139378

Primary Boom Components

4-4
Primary Boom Extension
Cylinder

The primary boom extension cylinder extends and
retracts the primary boom extension tube. The
primary boom extension cylinder is equipped with
counterbalance valves to prevent movement in the
event of a hydraulic line failure.

How to Remove the Primary
Boom Extension Cylinder

AWARNING Bodily injury hazard. This

procedure requires specific repair
skills, lifting equipment and a
suitable workshop. Attempting
this procedure without these skills
and tools could result in death or
serious injury and significant
component damage. Dealer
service is strongly recommended.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Raise the primary boom to a horizontal
position.

2  Extend the primary boom until the primary
boom extension cylinder rod-end pivot pin is
accessible in the primary boom extension
tube.

a
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AWARNING

10

Remove the external snap rings from the
extension cylinder rod-end pivot pins. Use a
soft metal drift to remove the pins.

Remove the counterweight cover fasteners.
Remove the counterweight cover from the
machine.

Raise the secondary boom until the master
cylinder rod-end pivot pin is accessible.

Remove the primary boom extend drive limit

switch from the pivot end of the primary boom.

Do not disconnect the wiring.

Remove the retaining fastener from the
master cylinder rod-end pivot pin. Use a soft
metal drift to remove the pin.

Manually retract the master cylinder and push
it toward the platform end of the boom to
obtain enough clearance for extension
cylinder removal.

Tag, disconnect and plug the primary boom
extension cylinder hydraulic hoses. Cap the
fittings on the cylinder.

Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Remove the retaining fastener from the
extension cylinder barrel-end pivot pin. Use a
soft metal drift to remove the pin.

66
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Z-30/20N « Z-30/20N RJ « Z-34/22 » Z-34/22N

AWARNING

Genie

11 Carefully pull out and properly support the

extension cylinder from the primary boom with
a lifting strap from an overhead crane.

Crushing hazard. The extension
cylinder could fall when removed
from the extension boom if not
properly supported.

Component damage hazard. Be
careful not to damage the
counterbalance valves on the
primary boom extension cylinder
when removing the cylinder from
the primary boom.

Component damage hazard.
Hoses and cables can be
damaged if the primary boom
extension cylinder is dragged
across them.

Note: Note the length of the cylinder after removal.
The cylinder must be at the same length for
installation.

Part No. 139378
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4-5 2 Tag, disconnect and plug the master cylinder
. hydraulic hoses. Cap the fittings on the
Plafform Leveling Master eylinder.
Cylinder — .
AWARNING Bodily injury hazard. Spraying

The platform leveling master cylinder acts as a
pump for the slave cylinder. It is part of the
closed-loop hydraulic circuit that keeps the platform
level through the entire range of primary boom
motion. The platform leveling master cylinder is
located inside the upper mid-pivot at the pivot end
of the primary boom.

How to Remove the Platform
Leveling Master Cylinder

AWARNING Bodily injury hazard. This

procedure requires specific repair
skills, lifting equipment and a
suitable workshop. Attempting
this procedure without these skills
and tools could result in death or
serious injury and significant
component damage. Dealer
service is strongly recommended.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Raise the secondary boom until both the rod
end and barrel-end pivot pins of the master
cylinder are accessible.

Part No. 139378

Genie.

ATEREX BRAND

Z-30/20N « Z-30/20N RJ « Z-34/22 « Z-34/22N 67

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

3  Attach an overhead crane or similar lifting
device to the master cylinder.

4  Remove the pin retaining fasteners from the
master cylinder barrel-end pivot pin. Use a soft
metal drift to remove the pin.

AWARNING

Crushing hazard. The master
cylinder could become
unbalanced and fall if not
properly attached to the
overhead crane.

5 Remove the pin retaining fastener from the
rodend pivot pin.

6 Place arod through the rod-end pivot pin and
twist to remove the pin.

7  Remove the master cylinder from the
machine.

AWARNING

Crushing hazard. The master
cylinder could become
unbalanced and fall if not
properly attached to the
overhead crane.

a
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ONONO)

Secondary Boom components 6 lower compression arm

1 upper pivot 7 turntable pivot

2 upper compression arm 8 counterweight (Z-30N / Z-30N RJ)
3 mid-pivot 9 upper secondary boom

4 compression link

5 lower secondary boom

Genie
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5-1 5 Remove the wire loom from the cables at the

Secondary Boom

How to Disassemble the
Secondary Boom

AWARNING Bodily injury hazard. This

procedure requires specific repair
skills, lifting equipment and a
suitable workshop. Attempting
this procedure without these skills
and tools could result in death or
serious injury and significant
component damage. Dealer
service is strongly recommended.

Follow the disassembly steps to the point required
to complete the repair. Then re-assemble the
secondary boom by following the disassembly
steps in reverse order.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Remove the counterweight cover.

2  Place a suitable lifting device under the
platform for support.

3 Disconnect the battery packs from the
machine.

4  Remove the cable cover from the side of the
jib boom.

Part No. 139378

platform control box.

6 Locate the cables from the primary boom

cable track to the platform control box.
Number each cable and its entry location at
the platform control box.

7  Open the platform control box.

8 Tag and disconnect each wire from the cables

in the platform control box.

AWARNING

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

9  Pull the cables out of the platform control box.

10 Pull all of the electrical cables out of the plastic
cable track. Do not pull out the hydraulic
hoses.

11 Remove the hose clamps from the bottom side
of the primary boom.

12 Tag, disconnect and plug the hydraulic hoses
from the "P" and "T" ports at the jib
boom/rotate manifold. Cap the fittings on the
manifold.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

13 Remove the hose clamp from the side of the
primary boom at the pivot end.

a
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14

15

16

17

18

AWARNING

19

20

21

Remove the primary boom extend drive speed
limit switch (LS1) mounted on the side of the
primary boom at the pivot end. Do not
disconnect the wiring.

Attach a lifting strap from an overhead crane
to the pivot end of the primary boom.

Carefully lift the secondary and primary boom
assembly with the overhead crane until the
master cylinder and primary boom lift cylinder
hydraulic hoses are accessible.

Remove the cable covers from the top of the
upper secondary boom.

Tag, disconnect and plug the primary boom lift
cylinder and master cylinder hydraulic hoses.
Cap the fittings on the cylinders.

Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Lower the secondary boom to the fully stowed
position.

Pull all the cables and hoses through the
upper pivot.

Component damage hazard.
Hoses and cables can be
damaged if they are kinked or
pinched.

Position a lifting strap from the overhead crane
approximately 2 feet / 60 cm from the platform
end of the primary boom. Measure from the
platform end of the primary boom tube.

70

22

23

24

25

AWARNING

Remove the pin retaining fasteners from the
upper pivot to upper secondary compression
arm pivot pins. Use a soft metal drift to remove
the pins.

Swing the compression arms down and out of
the way. Secure them from moving.

Remove the pin retaining fasteners from the
upper pivot to the upper secondary boom pivot
pin. Use a soft metal drift to remove the pin.

Carefully remove the entire primary boom
assembly from the machine (primary boom
assembly, jib boom assembly, platform,
master cylinder, primary lift cylinder and upper
pivot).

Crushing hazard. The primary
boom assembly could become
unbalanced and fall when
removed from the machine if not
properly supported by the
overhead crane. Do not remove
the assembly from the machine
until it is properly balanced.

Note: During removal, the overhead crane strap will
need to be adjusted for proper balancing.

26

27

28

Genie
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Place the entire assembly onto a structure
capable of supporting it.

Remove the pin retaining fasteners from the
upper secondary compression arm pivot pins.
Do not remove the pins.

Position a lifting strap from an overhead crane
at the center of the control box side upper
secondary compression arm.
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29 Use a soft metal drift to remove the upper
secondary boom compression arm pivot pins
and remove the compression arm from the
machine. Repeat this step for the hydraulic
tank side upper secondary compression arm.

AWARNING Crushing hazard. The upper

secondary compression arm
could become unbalanced and
fall when removed from the
machine if not properly
supported by the overhead
crane.

30 Close the hydraulic tank shutoff valve. Tag,
disconnect and plug the hydraulic hose from
the hydraulic tank shutoff valve.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

31 Open the valve on the hydraulic tank and drain
the oil into a container of suitable capacity.
Refer to Section 2, Specifications.

A CAUTION

Bodily injury hazard. Beware of
hot oil. Contact with hot oil may
cause severe burns.

Part No. 139378

32 Tag, disconnect and plug the hydraulic hose
from the hydraulic tank return filter housing.
Cap the fitting on the filter housing.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Bodily injury hazard. Beware of
hot oil. Contact with hot oil may
cause severe burns.

A CAUTION

33 Remove the hydraulic tank mounting
fasteners. Remove the hydraulic tank from the
machine.

34 Open the ground controls side turntable cover.

35 Remove the terminal strip cover retaining
fasteners. Remove the cover.

36 Remove the terminal strip retaining fasteners.
Do not disconnect the wiring.

37 Remove the plastic plug in the bulkhead to
access the secondary boom lift cylinder
rod-end pivot pin.

38 Remove the pin retaining fastener from the rod
end of the secondary boom lift cylinder. Use a
soft metal drift to remove the pin through the
access holes in the bulkheads. Secure the
cylinder from moving.

39 Remove the pin retaining fastener from the
lower pivot pin on the compression link. Use a
soft metal drift to remove the pin.

a
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40

41

42

Attach a lifting strap from an overhead crane
to the upper secondary boom.

Remove the pin retaining fastener from the
mid-pivot to upper secondary boom pivot pin.
Use a soft metal drift to remove the pin.

Remove the upper secondary boom with
compression link from the machine.

A CAUTION Crushing hazard. The upper

43

44

secondary boom with compression
link could become unbalanced and
fall when removed from the
machine if not properly supported
by the overhead crane.

Z-30N and Z-30N RJ: Remove the mounting
fasteners from the counterweight attached to
the lower leveling link.

Z-30N and Z-30N RJ: Attach a lifting strap
from an overhead crane to the counterweight.
Remove the counterweight from the lower
leveling link.

45

46

47

48

49

50

Remove the mounting fasteners from the
function manifold and slide the function
manifold to the side. This will allow access to
the secondary boom lift cylinder barrel-end
pivot pin.

Remove the mounting fasteners from the
auxiliary power unit. Do not disconnect the
electrical cables or hydraulic hoses.

Slide the auxiliary power unit to the side to
access the other secondary boom lift cylinder
barrel-end pivot pin.

Remove the retaining fasteners from the
secondary boom lift cylinder barrel-end pivot
pins.

Attach a lifting strap from an overhead crane
to the lug on the rod end of the secondary
boom lift cylinder.

Tag, disconnect and plug the hydraulic hoses
from the secondary boom lift cylinder. Cap the
fittings on the cylinder.

. AWARNING Bodily injury hazard. Spraying
ADANGER T|p—otver h"?‘zr?trfi Thtg It hydraulic oil can penetrate and
counterweight Is critical to burn skin. Loosen hydraulic
macrllne s'gamh_ty. Iftthet lled connections very slowly to allow
gou_n erweig |sb|no flrt]rsl alle the oil pressure to dissipate
muz;::r;l?nr(eezit?wseemacyhﬁwe v?ill gra(_jually. Do not allow oil to
' squirt or spray.
become unstable and tip over. a pray
AWARNING Crushing hazard. The
counterweight could become
unbalanced and fall when
removed from the machine if not
properly supported by the
overhead crane.
Genie
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51 Use a slide hammer to remove the barrel-end

AWARNING

52

53

54

55

pivot pins (access the pins from the access
holes in the bulkheads, one on each side).
Remove the secondary boom lift cylinder from
the machine.

Crushing hazard. The secondary
boom lift cylinder could become
unbalanced and fall when
removed from the machine if not
properly attached to the
overhead crane.

Attach a lifting strap from an overhead crane
to the mid-pivot for support.

Remove the pin retaining fasteners from the
mid-pivot to the lower secondary compression
arm pivot pins. Use a slide hammer and
remove the pins. Lower the compression arms
down.

Remove the pin retaining fasteners from the
mid-pivot to the lower secondary boom pivot
pin. Use a soft metal drift to remove the pins.

Remove the mid-pivot from the machine.

57

58

59

AWARNING

60

61

Attach a lifting strap from an overhead crane
to the ground control side lower secondary
boom compression arm.

Remove the pin retaining fastener from the
lower secondary boom compression arm to
turntable riser pivot pin.

Use a slide hammer and remove the pin.
Remove the compression arm from the
machine. Repeat for the hydraulic tank side
lower secondary boom compression arm.

Crushing hazard. The lower
secondary compression arm
could become unbalanced and
fall when removed from the
machine if not properly
supported by the overhead
crane.

Attach a lifting strap from an overhead crane
to the lower secondary boom.

Remove the pin retaining fastener from the
lower secondary boom to turntable riser pivot
pin. Use a soft metal drift to remove the pin.

Crushing hazard. The mid-pivot 62 Remove the lower secondary boom from the
AWARNING could become unbalanced and machine.
fall when removed from the .
machine if not properly AWARNING Crushing hazard. The lower
supported by the overhead secondary boom could become
crane unbalanced and fall when
' removed from the machine if
56 Remove the secondary boom drive speed limit not properly supported by the
switch (LS4) mounted to the turntable riser on overhead crane.
the ground controls side. Do not disconnect
the wiring.
Genie
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5-2
Secondary Boom Lift Cylinder

The secondary boom lift cylinder raises and lowers
the secondary boom. The secondary boom lift
cylinder is equipped with counterbalance valves to
prevent movement in the event of a hydraulic line
failure.

How to Remove the Secondary
Boom Lift Cylinder

AWARNING Bodily injury hazard. This

procedure requires specific repair
skills, lifting equipment and a
suitable workshop. Attempting
this procedure without these skills
and tools could result in death or
serious injury and significant
component damage. Dealer
service is strongly recommended.

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Rotate the turntable to either side until the
boom is centered between the steer and
non-steer tires.

2 Raise the primary boom to full height. Do not
extend it.

3 Swing out the battery pack that is directly
below the secondary boom lift cylinder.

Genie
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4  Disconnect the battery packs from the

machine.

5  Open the hydraulic tank side turntable cover.

6 Tag and disconnect the power cables on the

auxiliary power unit.

AWARNING

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

7  Close the hydraulic tank shutoff valve. Tag

and disconnect and plug the hydraulic hose
from the hydraulic tank shutoff valve.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

8  Open the valve on the hydraulic tank and drain

the oil into a container of suitable capacity.
Refer to Specifications., Machine
Specifications.

A CAUTION

Bodily injury hazard. Beware of
hot oil. Contact with hot oil may
cause severe burns.

Part No. 139378
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9 Tag, disconnect and plug the hydraulic hose 16 Attach a lifting strap from an overhead crane

AWARNING

A CAUTION

10

11

12

13

14

15

from the hydraulic tank return filter housing.
Cap the fitting on the filter housing.

Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

Bodily injury hazard. Beware of
hot oil. Contact with hot oil may
cause severe burns.

Remove the hydraulic tank mounting
fasteners. Remove the hydraulic tank from the
machine.

Open the ground controls side turntable cover.

Remove the terminal strip cover retaining
fasteners. Remove the cover.

Remove the terminal strip retaining fasteners.
Do not disconnect the wiring.

Remove the plastic plug in the bulkhead to
access the secondary boom lift cylinder
rod-end pivot pin.

Remove the mounting fasteners from the
function manifold and slide the manifold to the
side This will allow access to the hydraulic
tank side barrel-end pivot pin.

Part No. 139378

17

18

19

20

21

AWARNING

22

a
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to the lug on the rod end of the secondary
boom lift cylinder.

From the bottom side of the cylinder, remove
the retaining fasteners from the secondary
boom lift cylinder barrel-end pivot pins.

Remove the hose clamp under the lower
secondary boom.

Use a slide hammer to remove both barrel-end
pivot pins (access the pins from the access
holes in the bulkheads, one on each side).

Remove the pin retaining fastener from the
secondary boom lift cylinder rod-end pivot pin.

Use a soft metal drift to remove the secondary
boom rod-end pivot pin.

Crushing hazard. The secondary
boom lift cylinder may fall when
the rod-end pivot pin is removed
if not properly supported by the
overhead crane.

Carefully lower the cylinder down through the
secondary boom, enough to access the
hydraulic hoses. Do not pinch the hoses.

Component damage hazard.
Hoses can be damaged if they
are kinked or pinched.
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23 Tag, disconnect and plug the hydraulic hoses
from the secondary boom lift cylinder. Cap the
fittings on the cylinder.

AWARNING Bodily injury hazard. Spraying
hydraulic oil can penetrate and

burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

24 Remove the cylinder through the top of the
secondary boom.

AWARNING Crushing hazard. The secondary
boom lift cylinder could become
unbalanced and fall when
removed from the machine if not
properly attached to the
overhead crane.

Genie
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6-1
Auxiliary and Function Pump

How to Remove the Auxiliary
Pump or Function Pump

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Tag and disconnect the cables from the
auxiliary pump.

AWARNING

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

2  Close the hydraulic shutoff valve located at the
hydraulic tank.

Component damage hazard.
The engine must not be started
with the hydraulic tank shut-off
valves in the closed position or
component damage will occur. If
the tank valves are closed,
remove the key from the key
switch and tag the machine to
inform personnel of the
condition.

Part No. 139378
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Hydraulic Pump

3 Tag, disconnect and plug the hydraulic hoses
from the pump. Cap the fittings on the pump.

AWARNING Bodily injury hazard. Spraying

hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

4  Remove the pump mounting bolts from the
pump. Carefully remove the pump from the
electric motor.

Component damage hazard. Be
sure to open the two hydraulic
tank valves and prime the pump
after installing the pump.

a
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7-1 Function Manifold Components

The function manifold is locate behind the ground controls turntable cover.

Index Description Schematic Function Torque
No. Item
1 Solenoid valve, 3 position 4 way A Platform level up/down 20-25 ft-lbs / 27-34

Nm

2 Counterbalance valve B Platform level down 20-25 ft-lbs / 27-34
Nm

3 Counterbalance valve C Platform level up 20-25 ft-lbs / 27-34
Nm

4 Relief valve, 1100 psi/ 75.8 bar D Turntable rotate left/right 30-35 ft-lbs / 41-47
Nm

5 Relief valve, 1600 psi/ 110 bar E Secondary boom down 20-25 ft-lbs / 27-34
Nm

6 Relief valve, 1600 psi/ 110 bar F Primary boom down 20-25 ft-lbs / 27-34
Nm

7 Relief Valve, 1800 psi / 124 bar G Primary boom extend 20-25 ft-lbs / 27-34

(Z-30 N RJ)r Nm

8 Proportional solenoid valve H System flow regulating circuit 30-35 ft-lbs / 41-47
Nm

9 Check valve | Brake circuit 10-12 ft-lbs / 14-16
Nm

10 Solenoid valve, 3 position 4 way J Steer left/right 20-25 ft-lbs / 27-34
Nm

11 Solenoid valve, 3 position 4 way K Primary boom extend/retract 20-25 ft-lbs / 27-34
Nm

12 Pressure switch L Brake circuit

13 Solenoid valve, N.C. poppet M Brake circuit 20-25 ft-lbs / 27-34
Nm

14 Orifice, 0.045 inch / 1.14 mm N Brake circuit

Ganie
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Function Manifold Components, continued

Index Schematic

No. Description ltem Function Torque
15 Orifice, 0.045 inch / 1.14 mm (@] Brake and steer circuit
16 Solenoid valve, N.O. poppet P Brake circuit 20-25 ft-lbs / 27-34
Nm
17 Differential sensing valve Q Differential sensing circuit  30-35 ft-lbs / 41-47
Nm
18 Relief valve, R System relief 20-25 ft-lbs / 27-34
2800 psi / 193 bar (Z-30N and Z-30N RJ) Nm
3200 psi / 221 bar(Z-34N and Z-34DC)
19 Orifice, 0.035 inch / 0.89 mm S Tank return circuit
20 Diagnostic fitting T Testing
21 Solenoid valve, 3 position 4 way U Secondary boom up/down  20-25 ft-lbs / 27-34
Nm
22 Solenoid valve, 3 position 4 way \% Primary boom up/down 20-25 ft-lbs / 27-34
Nm
23 Flow regulator valve, W Turntable rotate circuit 20-25 ft-lbs / 27-34
1.5 gpm / 5.7 L/min(before serial number Nm
10808)
Flow regulator valve, 1.8 gpm / 6.8 L/min(after
serial number 10807)
24 Flow regulator valve, 0.8 gpm / 3 L/min X Jib boom/platform rotate 20-25 ft-lbs / 27-34
circuit Nm
25 Solenoid valve, 3 position 4 way Y Turntable rotate left/right 20-25 ft-lbs / 27-34
Nm
Genie
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7-2 Valve Adjustments - Function
Manifold

How to Adjust the System Relief
Valve

Note: Perform this procedure with the boom in the
stowed position.

1 Connect a 0 to 5000 psi /0 to 350 bar
pressure gauge to the test port on the function
manifold.

2 Turn the key switch to ground control and pull
out the red Emergency Stop button to the on
position.

3 Move and hold the function enable toggle
switch to either side and move and hold the
primary boom extend/retract toggle switch in
the retract direction with the primary boom
fully retracted. Observe the pressure reading
on the pressure gauge. Refer to
Specifications, Manifold Component
Specifications.

4 Turn the machine off. Hold the system relief
valve with a wrench and remove the cap (item
R).

5 Adjust the internal hex socket. Turn it
clockwise to increase the pressure or
counterclockwise to decrease the pressure.
Install the relief valve cap.

AWARNING

Tip-over hazard. Do not adjust
the relief valve higher than
specified.

6 Repeat steps 2 and 3 to confirm the relief
valve pressure setting.

7 Remove the pressure gauge.

Genie
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How to Adjust the Primary Boom
Down Relief Valve

Note: Perform this procedure with the boom in the
stowed position.

Note: Refer to Function Manifold Component list to
locate the primary boom down relief valve.

1 Connect a0 to 3000 psi/ 0 to 200 bar
pressure gauge to the test port on the function
manifold.

2 Turn the key switch to ground control and pull
out the red Emergency Stop button to the on
position.

3 Move and hold the function enable toggle
switch to either side and move and hold the
primary boom up/down toggle switch in the
down direction with the primary boom fully
lowered. Observe the pressure reading on the
pressure gauge. Refer to Specifications,
Manifold Component Specifications.

4 Turn the machine off. Hold the primary down
relief valve with a wrench and remove the cap.

5 Adjust the internal hex socket. Turn it
clockwise to increase the pressure or
counterclockwise to decrease the pressure.
Then install the relief valve cap.

AWARNING

Tip-over hazard. Do not adjust
the relief valve higher than
specified.

6 Repeat steps 2 and 3 to confirm the relief
valve pressure setting.

7 Remove the pressure gauge.

Part No. 139378
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How to Adjust the Secondary
Boom Down Relief Valve

Note: Perform this procedure with the boom in the
stowed position.

Service Manual

Manifolds

How to Adjust the Primary Boom
Extend Relief Valve

Note: Perform this procedure with the boom in the
stowed position.

1 Connect a0 to 3000 psi/ 0 to 200 bar 1 Connect a 0 to 3000 psi/ 0 to 200 bar
pressure gauge to the test port on the function pressure gauge to the test port on the function
manifold. manifold.

2 Turn the key switch to ground control and pull 2 Turn the key switch to ground control and pull
out the red Emergency Stop button to the on out the red Emergency Stop button to the on
position. position.

3 Move and hold the function enable toggle 3 Move and hold the function enable toggle
switch to either side and move and hold the switch to either side and move and hold the
secondary boom up/down toggle switch in the primary boom extend/retract toggle switch in
down direction with the secondary boom fully the extend direction with the primary boom
lowered. Observe the pressure reading on the fully extended. Observe the pressure reading
pressure gauge. Refer to Specifications, on the pressure gauge. Refer to
Manifold Component Specifications. Specifications, Manifold Component

4 Turn the machine off. Hold the secondary Specifications.
boom down relief valve with a wrench and 4 Turn the machine off. Hold the primary boom
remove the cap (item E). extend relief valve with a wrench and remove

5 Adjust the internal hex socket. Turn it the cap (item G).
clockwise to increase the pressure or 5 Adjust the internal hex socket. Turn it
counterclockwise to decrease the pressure. clockwise to increase the pressure or
Then install the relief valve cap. counterclockwise to decrease the pressure.

_ _ Then install the relief valve cap.

AWARNING Tip-over hazard. Do not adjust

the relief valve higher than AWARNING Tip-over hazard. Do not adjust
specified. the relief valve higher than
specified.

6 Repeat steps 2 and 3 to confirm the relief
valve pressure setting. 6 Repeat steps 2 and 3 to confirm the relief

7 Remove the pressure gauge. valve pressure setting.

7 Remove the pressure gauge.
Genie
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How to Adjust the Turntable
Rotate Relief Valve

Note: Perform this procedure with the boom in the
stowed position.

Note: Refer to Function Manifold Component list to
locate the turntable rotate relief valve.

1 Connect a0 to 3000 psi/ 0 to 200 bar
pressure gauge to the test port on the function
manifold.

2 Turn the key switch to ground control and pull
out the red Emergency Stop button to the on
position.

3 Move and hold the function enable toggle
switch to either side and move and hold the
turntable rotate toggle switch in the right
direction (until turntable stops against the
rotation stop). Observe the pressure reading
on the pressure gauge. Refer to
Specifications, Manifold Component
Specifications.

4 Turn the machine off. Hold the turntable relief
valve(s) with a wrench and remove the cap.

5 Adjust the internal hex socket. Turn it
clockwise to increase the pressure or
counterclockwise to decrease the pressure.
Then install the relief valve cap.

AWARNING Tip-over hazard. Do not adjust
the relief valve higher than

specified.
6 Repeat steps 2 and 3 to confirm the relief
valve pressure setting.

7 Remove the pressure gauge.

Genie
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7-3

Jib Boom and Platform / Jib Boom Rotate Manifold Components
(before serial numbers Z30N10-12102, Z30N10 (RJ)-12197,
Z34N10-8838 and Z3410-7720)

The jib boom/platform rotate manifold is mounted to the jib boom.

Index Schematic

No. Description Item Function Torque
1 Solenoid valve, 3 position 4 way AA Jib boom up/down 20-25 ft-lbs / 27-34 Nm
2 Solenoid valve, 3 position 4 way AB Platform rotate left/right 20-25 ft-lbs / 27-34 Nm
3 Solenoid valve, 3 position 4 way AC Jib boom rotate left/right 20-25 ft-lbs / 27-34 Nm
4 Flow regulator valve, AD Platform rotate circuit 20-25 ft-lbs / 27-34 Nm
0.3 gpm/1.14 L/min
5 COrifice plug, 0.025 inch / 0.64 mm AE Jib boom rotate circuit

(located under plug)

O\

)

X

R
W

o

AE@

Models with rotating jib boom Models without rotating jib boom

a
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Jib Boom and Platform / Jib Boom Rotate Manifold Components
(from serial numbers Z30N10-12102, Z30N10 (RJ)-12197,
Z34N10-8838 and Z3410-7720)

The jib boom/platform rotate manifold is mounted to the jib boom.

Index Description Schematic Function Torque
No. Item

1 Solenoid valve, 3 position 4 way AA Jib boom up/down 20-25 ft-lbs / 27-34 Nm
2 Solenoid valve, 3 position 4 way AB Platform rotate left/right 20-25 ft-lbs / 27-34 Nm
3 Solenoid valve, 3 position 4 way AC Jib boom rotate left/right 20-25 ft-lbs / 27-34 Nm
4 Flow regulator valve, 0.3 gpm / AD Platform rotate circuit 20-25 ft-lbs / 27-34 Nm

1.14 L/min
5 Orifice plug, 0.025 inch / 0.64 mm AE Jib boom rotate circuit

(located under plug)

AD@

Models with rotating jib Models without rotating jib

Genie
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7-4
Valve Coils

How to Test a Coil

A properly functioning coil provides an
electromotive force which operates the solenoid
valve. Critical to normal operation is continuity
within the coil that provides this force field.

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or

AWARNING

Manifolds

Valve Coil Resistance
Specification

Note: The following coil resistance specifications
are at an ambient temperature of 68°F / 20°C. As
valve coil resistance is sensitive to changes in air
temperature, the coil resistance will typically
increase or decrease by 4% for each 18°F / 10°C
that your air temperature increases or decreases
from 68°F / 20°C.

Valve Coil Resistance Specification

Description Specification

serious injury. Remove all rings, Solenoid _va_lve, 3 position 4 way, 20V DC 22Q
watches and other jewelry. E:sg)]ematlc items A, J, K, U, V, Y, AA, BB and
1 Tag and disconnect the wiring from the coil to Proportional solenoid valve, 24V DC 19.5Q
be tested. (schematic item H)
. . Solenoid valve, N.C. poppet, 20V DC 2350
2 Test the coil resistance. (schematic item M)
Coils with 2 terminals: Connect the leads Solenoid valve, N.O. poppet, 20V DC 2350
from the ohmmeter to the valve coil terminals. (schematic item P)
Coils with 1 terminal: Connect the positive
lead from the ohmmeter to the valve coil
terminal, then connect the negative lead from
the ohmmeter to the internal ring of the valve
coil.
® Result: The resistance should be within
specification, plus or minus 30%.
® Result: If the resistance is not within
specification, plus or minus 30%, replace the
coil.
Genie.
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How to Test a Coil Diode

Properly functioning coil diodes protect the
electrical circuit by suppressing voltage spikes.
Voltage spikes naturally occur within a function
circuit following the interruption of electrical current
to a coil. Faulty diodes can fail to protect the
electrical system, resulting in a tripped circuit
breaker or component damage.

AWARNING

Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,
watches and other jewelry.

1 Test the coil for resistance. See, How to Test a
Caoll.

2  Connect a 10Q resistor to the negative
terminal of a known good 9V DC battery.
Connect the other end of the resistor to a
terminal on the coil.

Resistor, 10Q
Genie part number 27287

Note: The battery should read 9V DC or more when
measured across the terminals.

Genie
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88 Z-30/20N « Z-30/20N RJ « Z-34/22 » Z-34/22N

L

1 multimeter

2 9V DC battery
3 10Q resistor
4 coll

Note: Dotted lines in illustration indicate a reversed
connection as specified in step 6

3 Set a multimeter to read DC current.

Note: The multimeter, when set to read DC current,
should be capable of reading up to 800 mA.

4  Connect the negative lead to the other
terminal on the coil.

5 Momentarily connect the positive lead from
the multimeter to the positive terminal on the
9V DC battery. Note and record the current
reading.

Part No. 139378
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6 Atthe battery or coil terminals, reverse the
connections. Note and record the current
reading.

® Result: Both current readings are greater than
0 mA and are different by a minimum of 20%.
The coil is good.

® Result: If one or both of the current readings
are 0 mA, or if the two current readings do not
differ by a minimum of 20%, the coil and/or its
internal diode are faulty and the coil should be
replaced.

a

Genie.
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Turntable Rotation Components

8-1
Turntable Rotation Hydraulic
Motor

The turntable rotation hydraulic motor is the only
serviceable component of the turntable rotation
assembly. The worm gear must not be removed
from the housing. In order to remove the housing,
the turntable has to be removed.

How to Remove the Turntable
Rotation Motor

Note: When removing a hose assembly or fitting,
the O-ring (if equipped) on the fitting and/or hose
end must be replaced. All connections must be
torqued to specification during installation. Refer to
Specifications, Hydraulic Hose and Fitting Torque
Specifications.

1 Tag, disconnect and plug the hydraulic hoses
from the turntable rotation motor. Cap the
fittings on the motor.

AWARNING Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate
gradually. Do not allow oil to
squirt or spray.

2 Remove the turntable rotation motor mounting
bolts. Remove the motor from the machine.

Genie
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9-1 Hub and Bearings, 2WD
Models

How to Remove the Hub and

Bearings
1 Loosen the wheel lug nuts. Do not remove
them.

2  Block the non-steer wheels and place a lifting
jack under the steer axle.

3 Raise the machine. Place blocks under the
drive chassis for support.

4 Remove the lug nuts. Remove the tire and
wheel assembly.

5 Remove the dust cap, cotter pin and castle
nut.

Note: Always use a new cotter pin when installing a
castle nut.

6  Pull the hub off the yoke spindle. The washer
and outer bearing should fall loose from the
hub.

7  Place the hub on a flat surface and gently pry
the grease seal out of the hub. Remove the
inner bearing.

Note: When removing a bearing, always use a new
inner bearing seal.

Part No. 139378
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Steer Axle Components

How to Install the Hub and
Bearings

Note: When replacing a wheel bearing, both the
inner and outer bearings, including the pressed-in
races, must be replaced.

1 Be sure that both bearings are packed with
clean, fresh grease.

2 Place the large inner bearing into the rear of
the hub.

3 Install a new bearing grease seal into the hub
by pressing it evenly into the hub until it is
flush.

Note: Always replace the bearing grease seal when
removing the hub.

4  Slide the hub onto the yoke spindle.

Component damage hazard. Do
not apply excessive force or
damage to the lip of the seal may
occur.

Fill the hub cavity with clean, fresh grease.

Place the outer bearing into the hub.

Install the washer and castle nut.

Tighten the castle nut to 158 ft-lbs / 214 Nm to
seat the bearings.

o N o o

Note: Rotate the hub by hand while torquing the
castle nut to make sure the bearings seat properly.

a
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Steer Axle Components

9 Loosen the castle nut one full turn and then
torque to 35 ft-lbs / 47 Nm.

10 Install a new cotter pin. Bend the cotter pin to
lock it in place.

Note: Always use a new cotter pin when installing a
castle nut.

11 Install the dust cap, then the tire and wheel
assembly.

12 Lower the machine and remove the blocks.

13 Torque the wheel lug nuts to specification.
Refer to Specifications, Machine Torque
Specifications.

Genie
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10-1 4  Set an ochmmeter to diode test mode.

Motor Controller 5  Connect the leads from an ohmmeter to test
each motor controller terminal combination

The drive motor controller is located under the listed below and check the forward / reverse

non-steer end drive chassis cover. The drive motor bias (diode test).

controller can recognize machine drive ® Result: All desired results must be within the

malfunctions and display controller fault codes by
flashing a LED at the ground controls and on the
motor controller. See the Fault Code section of this

specified range. If any test has a result not
within the specified range, replace the motor

manual for a list of fault codes and additional controller.
information. There are no adjustments needed on Forward Bias:
the drive joystick controller. For further information Test Desired result
or assistance, consult the Genie Industries Service — :
Department. Positive Lead Negative Lead
M- B+ 0.4t00.45
How to Test the Motor Controller = M 0410045
F1 B+ 0.45t0 0.5
Note: Use the following procedur.e to test the motor F2 B+ 04510 05
controller. If the motor controller is found to be
faulty, note which test failed and which fault code (if ~ B- F1 0451005
any) was present at the time of failure. B- F2 0.45t0 0.5

1  Turn the key switch to the off position and Reverse Bias:

disconnect the battery packs from the Test Desired result
machine. Positive Lead Negative Lead

2 Tag and disconnect all power cables from the B+ M- Rises to .0L V
motor controller. M- B- Rises to .0L V
AWARNING Electrocution/burn hazard. B+ F1 Rises to .0L V
Contact with electrically charged B+ F2 Rises to .0L V
circuits (;0_u|d resultin death or F1 B- Rises to OL V

serious injury. Remove all rings, -
F2 B- Rises to .0OL

watches and other jewelry.

3 Press the release tab on the motor controller
harness connector and remove the motor
controller harness connector from the motor
controller.

a

Genie.

ATEREX BRAND

Part No. 139378 Z-30/20N « Z-30/20N RJ « Z-34/22 « Z-34/22N 93




https://truckmanual shub.com/

Service Manual April 2016

Fault Codes

Before Troubleshooting:

M Read, understand and obey the safety rules
and operating instructions in the appropriate
operator's manual on your machine.

M Be sure that all necessary tools and test
equipment are available and ready for use.

Observe and Obey: VI Read each appropriate fault code thoroughly.
M Troubleshooting and repair procedures shall ?étr?(;nit?(;ur?sg short cuts may produce hazardous

be completed by a person trained and qualified
on the repair of this machine M Be aware of the following hazards and follow

M Immediately tag and remove from service a generally accepted safe workshop practices.

damaged or malfunctioning machine. AWARNING| Electrocution/burn hazard.
Contact with electrically charged
circuits could result in death or
serious injury. Remove all rings,

M Repair any machine damage or malfunction
before operating the machine.

M Unless otherwise specified, perform each watches and other jewelry.
procedure with the machine in the following
configuration: Note: Two persons will be required to safely

. . erform some troubleshooting procedures.
e Machine parked on a firm, level surface P ap

o Key switch in the off position with the key
removed

e The red Emergency Stop button in the off
position at both the ground and platform
controls

e Wheels chocked

o All external AC power supply disconnected
from the machine

e Boom in the stowed position

e Turntable secured with the turntable rotation
lock

o Welder disconnected from the machine (if
equipped with the weld cable to platform
option)

Genie
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Fault Codes For example: the indicator light blinks

ADANGER Tip-over hazard. When
adjusting the raised drive speed
settings, the maximum raised
drive speed must not exceed
0.6 mph / 1Km/h or 40 feet /

45 seconds / 12.2 meters /

45 seconds. If the machine is
allowed to drive faster than
specification, the machine could
become unstable and will tip
over.

Note: Additional troubleshooting of the fault codes
may by accomplished by using the hand-held
pendant motor controller programmer (Genie part
number 128551).

Note: When using the hand-held pendant motor
controller programmer, the M1 MAX SPEED needs
to be set to 33. If needed, adjust the M1 MAX
SPEED higher or lower to achieve the maximum
raised drive speed of 0.6 mph / 1Km/h or 40 feet /
45 seconds / 12.2 meters / 45 seconds.

The controller status indicator light will flash a fault
code to aid in troubleshooting. This indicator light is
mounted on the tilt level sensor mounting bracket,
located behind the cover on the ground controls
side.

Fault codes are two digits. The controller status
indicator light will blink the first digit of a two digit
code, pause for 1 second, and then blink the
second digit. There will be a 2 second pause
between codes.

Part No. 139378
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4 consecutive times, pauses for 1 second, and
then blinks 1 time. That would indicate Fault Code
41.
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Fault Codes

Fault Code Chart

Fault Code

Programmer
Diagnostic Display

Condition

Possible Causes

Solution

Fault code LED
is off or is on, but

COMMUNICATION
ERROR

Machine will not drive.

The key switch or
Emergency Stop

Push in the ground
control red Emergency

controller.

not blinking button(s) was cycled Stop button to the off
on and off faster than | position and wait for
5 seconds OR 5 seconds. Pull out the
controller sensed an ground control red
internal error during Emergency Stop
start up. button to the on
position. If problem
persists, replace the
motor controller.
1 Normal operation.
12 HW FAILSAFE 1-2-3 Machine will not drive. | The motor controller Replace the motor
failed self test. controller.
13 M- SHORTED Machine will not drive. | The motor controller Test the motor
has a internal short controller. See Repair
between M- and B- Section.
terminals.
FIELD OPEN Machine will not drive. | Motor wiring is loose Check for loose or
OR motor is defective | open connections at
OR motor controller the drive motors and
has an internal short. motor controller OR
replace the defective
drive motor OR test the
motor controller. See
Repair Section.
ARM SENSOR Machine will not drive. | Defective motor Replace the motor
controller. controller.
FLD SENSOR Machine will not drive. | Defective motor Replace the motor

controller.

Genie
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Fault Codes

Fault Code Programmer Condition Possible Causes Solution
Diagnostic Display

21 THROTTLE FAULT 1 | Machine will not drive. | Open in wht/red wire Consult Genie Product
#32 at pin 14 or Support.
red/wht wire #29 at pin
16 on the motor
controller going from
drive joystick to pins
14 and 16 at the motor
controller OR pin 14 is
internally shorted to
power or ground OR
the potentiometer on
the drive joystick is
defective.

THROTTLE FAULT 2 | Machine will not drive. |Pin 14 (wht/red #32) is | Consult Genie Product
shorted to power or Support.
ground OR the
potentiometer on the
drive joystick is
defective.

31 CONT DRVR OC Machine will not drive. | Main contactor (PR1) | Replace main
coil defective OR brake | contactor PR1 or brake
release relay release relay CR5 OR
CR5 defective. replace the motor

controller.

32 MAIN CONT WELDED | Machine will not drive. | Main contactor (PR1) | Consult Genie Product
contacts stuck closed | Support.

OR grn wire at pin

17 on motor controller
shorted to ground OR
open in motor armature
wiring OR motor
controller has an
internal short to
ground.

33 PRECHARGE FAULT | Machine will not drive. | External short between | Repair short between
B+ terminal on motor | B+ terminal on motor
controller and ground | controller and ground
OR motor controlleris | OR replace motor
defective. controller.

Note: Short can be on
any part of circuit
connected to the B+
terminal on the motor
controller.

a
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Fault Code Chart

Fault Code Programmer Condition Possible Causes Solution
Diagnostic Display
34 MISSING Machine will not drive. | Motor controller does | Consult Genie Product
CONTACTOR not detect the main Support.
contactor PR1 or brake
release relay CR5.
MAIN CONT DNC Machine will not drive. | Main contactor PR1 or | Consult Genie Product
brake release relay Support.
CR5 did not close OR
open in org/red wire to
PR1 and/or CR5 OR
main contactor and/or
brake release relay is
defective.

41 LOW BATTERY Machine will not drive. | Battery supply voltage | Completely charge
to motor controller less | batteries OR check
than 32V DC. battery cable condition

OR check for corrosion
or loose connections at
battery terminals and
motor controller.

42 OVERVOLTAGE Machine will not drive. | Battery supply voltage | Be sure the battery
to motor controller charger is
more than 55V DC OR | disconnected OR
machine is being check for loose battery
operated with the cables or poor
battery Charger connections.
plugged in.

43 THERMAL CUTBACK | Machine will not drive. | Machine being Operate machine
operated outside of within specified
temperature range of | temperature limits OR
-13°F to 185°F / -25°C | check for debris
to 85°C OR machine around motor
being driven under controller preventing
excessive load OR proper cooling of the
motor controller is not | controller OR check for
being cooled mechanical restrictions
sufficiently. causing excessive load

on the machine.

Genie
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Schematics

About This Section

There are two groups of schematics in this section.

Electrical Schematics

AWARNING Electrocution/burn hazard.
Contact with electrically charged

Observe and Obey: circuits could result in death or
serious injury. Remove all rings,
M Troubleshooting and repair procedures shall watches and other jewelry.

be completed by a person trained and qualified
on the repair of this machine

. . Hydraulic Schematics
M Immediately tag and remove from service a y

damaged or malfunctioning machine. AWARNING Bodily injury hazard. Spraying
hydraulic oil can penetrate and
burn skin. Loosen hydraulic
connections very slowly to allow
the oil pressure to dissipate

Before Troubleshooting: gradually. Do not allow oil to
squirt or spray.

] Repair any machine damage or malfunction
before operating the machine.

M Read, understand and obey the safety rules
and operating instructions in the appropriate
operator's manual on your machine.

M Be sure that all necessary tools and test
equipment are available and ready for use.

a
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Electrical Symbol Legend
:+
= | H1 8
Battery Coll, solenoid or relay Horn or alarm Flashing beacon Gauge
F1 FS1
+ La(% —eN e BK s
25A .
Diode Hour meter LED Fuse with amperage Foot switch
AAA
Ls3l l K
PR1[----
N.O.H.C. I N.C.H.O. I
[
T-circuits connect Limit Switch Power relay Coil with suppression Fuel or RPM solenoid

Connection - no terminal

—é] TB21

T-circuits connect at
terminal

+

Circuits crossing - no
connection

lsx
Ton

Quick disconnect
terminal

CB1
e e
15A

Circuit breaker with

Horn button - normally
open

Emergency stop button -
normally closed

Resistor with ohm value

amperage
IPLATFORM] T2
| 1GROUND o e % o -
9 B “
| 2 A
— o
S 25
o
)
E<
Key switch Toggle switch DPDT Toggle switch SPDT Pump or Motor Tilt sensor
PA
¢ 'p3

Battery seperator

Gauge sending unit

JIE)SMB
N.O.

T

Oil temperature switch
normally open

q_‘_) sWi

IMO.

Coolant temperature

Oil pressure switch

switch - normally open

normally closed

CR4) ,,,,,,
N.O.

Control relay contact

Diode starting aid, glow

normally open

plug or flame ignitor

Genie

100
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Hydraulic Symbols Legend

0.037 incn
0.4 mm
7~

Orifice with size Check valve Shut off valve

-

Brake

Pump, bi-directional

. . Motor, bi-directional
variable displacement

Pump, fixed displacement

Motor, 2 speed
bi-directional

B —E—

Double acting cylinder Pump, prime mover (engine | Shuttle valve. 2 position,

Differential sensing valve

Directional valve - . Pilot operated 3 position,
. . Flow divider/combiner valve
(mechanically activated) 3 way shuttle valve

or motor) 3 way
o
N4 ’ i LTI
|
| 200 psi E H"
' ___1 13.8 bar
Filter with bypass relief Relief valve with pressure . Solenoid operated
. Priority flow regulator valve )
valve setting proportional valve
' |
VRN | el | AR \/
50% __ 50% - - T | T

Solenoid operated
2 position, 3 way directional

Solenoid operated
3 position, 4 way
proportional directional
valve

Solenoid operated
3 position, 4 way directional
valve

Counterbalance valve with
pressure and pilot ratio

valve

- H

= H

il X b,
=

2 position, 2 way solenoid
valve

a

Genie.

ATEREX BRAND
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Limit Switch Location Legend

LS1

LS2

LS4 Z-30/20N
Z-30/20N RJ

LS1

Lsa—— [emg)

LS4
7-34/22

\ Z-34/22N

Genie

ATEREX BRAND.
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L

RIGHT SIDE
BATTERY PACK

AP1

[

(@ au

Service Manual April 2016
Power Cable Wiring Diagram
A B C D E F G H | J
LEFT SIDE AMMETER
1 BATTERY PACK BK(10) .
@_ WH (10) _
»
2 . AG
/. BATTERY
— CHARGER
PRIMARY
/+. LIFT PUMP
Al D1 BK (4)
3 o @ T, o1
AUXILIARY
‘e or LIFT PUMP
- 2 8 g 2 3 8
3 - i
4 B B
AP2
; AD (2) BK (2)
jﬁ_ BK (2) 24V RD (2)
F3
5 3 DIODES 100A @
& . o1, | Prve contacTon \®
- (PR1)
100 N AUXILIARY LIFT
e e— BK (2) PUMP GONTAGTOR
48v (PR3)
PRIMARY LIFT
PUMP CONTACTOR
(PR2)
GURTIS/ SEPEX
6 MOTOR CONTROLLER
NOTE: WIRE GAUGE NOTED IN PAENTHESES AFTER WIRE COLOR. RD (10) 5‘ g RD (10)
B M B+
7 /
BK (2)
s AL / T
F2 | A2 / F1
BK (2) BK (2)
Z10) @ e
ES34DCN Al
8 AD (10)
LEFT SIDE RIGHT SIDE
DRIVE MOTOR DRIVE MOTOR

Ganie.
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C49-1 R27AUX RD
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April 2016

C49-11 C19LPE GRWH

C49-6 C32.JSL WHRD

G49-3 C28JSH RDWH

C49-2 C48BRK RD/BK

C49-10 R42BAT OR/RD

F4
10A

OR/RD #CR20

Service Manual
|

Drive Contactor Panel Wiring Diagram

J K

PR2
PRIMARY
LIFT PUMP
CONTACTOR

DF]BZBATBKIFWOLFR BK

T OOJ
(1] GaY,
@ [lj ) GURTIS SEPEX —
MOTOR CONTROLLER
| ORED
ORAD
iy ALY
coﬁ'l;;lx‘gron LIFT PUMP
S CONTACTOR
an ‘ 2a[23[22[21]20[19[18[17[16]15[14[13] SEE
12[11fo]s]8[7]e[6[4]32]1] DETAIL-A
I |
R42BAT GRAVH #PR2
CR20
LIFT PUMP
CONTACTOR
RELAY

BR

BR

GR/WH #CR3 C1SLPE

L M

OR/RD #CR2 PA2BAT
‘OR/RD #CR20

G498-5 G31REV WH/BK

$49-4 C30FWD WH

C49-7 C178CSLBK

C49-9 G40LS OR

GR/WH #PR2 R42BAT

(C49-8 C12FTS BLUWH

C48-3 01GND BR

(C48-2 P42BAT OR/RD

C48-1 P182BAT RD

[T> CIRCUIT CHANGE:
P182BAT BEFORE SERIAL NUMBERS:
Z30N (RJ), Z30N10-12120
234 (DC), Z3410-7774
Z34N, Z34N10-6858

C180LPR AFTER SERIAL NUMBERS:
Z30N (RJ), Z30N10-12119

734 (DC), Z3M10-7773

Z34N, Z34N10-8857

Gaenie.

Part No. 139378

DRETAIL-A

CR20
RELAY SOCKET WIRING
(WIRE INSERTION SIDE SHOWN)

ES34DCU

ATEREX BRAND
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Manifold and Limit Switch Wiring Diagram
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A B C D E F G H
MANIFOLD HARNESS (MH) TO GROUND CONTROL BOX
1 :
= &*
= - 5
£ g £ £ a|E 5 @
gl gle 8 g HE gE 38
q|s5 g £ 5 £ 5 5 T z z|w g ¥ <
HE Elg =18 g 4o H Bzl 38 E
HE se  Bs 3§ gy 8 B of 4 8
: 5|5 HE 2|3 glg £ & g 38 58 g 8¢
2
A| B|C SERVICE HORN
- E 3 5 . E T WH TILT SENSOR
: e | 8 : | % ac gu
=z =1 = =z o =z [}
5z g5 fa 2z sk 83 d
[Fig=] [ =4 »wo [Fig=] o (™ w
3 E==S E==S =2 =2 =2 i&
| Ol (o | ol | i
=lE =l E == =l E =1= ==
5 s s s & gmgi &
O O O O O @é %: S :é BRAKE PRESSURE SWITCH
S | i |Js | |J (E|E >
= D2 EpE EnE EnE IEaE ] Ees
%5 *I0 880 980 880 t— 880
4 [ Q 1 [ Q 1 [ Q 1 [ Q 1 [ C\j 1 Q
o ‘ BRAKE RELEASE N.G. VALVE
5. 66 © © ©@ 2Xol(@)4
0O "0 o A
W S
5 .-
|™\— BRAKE RELEASE N.0. VALVE
JIB MANIFOLD WITH JIB ROTATE OPTION
(Z30N RJ ONLY)
(TOP VIEW) JIB CABLE TO PLATFORM BOX E a8 Puwoggpn‘%me MANIFOLD JIB CABLE TO PLATFORM BOX :]
car
6
BK~JIB L ; RD-JIB BK-JIB
BL-JIB = = =
(PLAT R) %) % (JIB UP) E % % (JIB R) Car BLB (@; (IB UP) a7
O @) PIN# |WIRES| CKT# %?;.’Ifggf’ém O PIN# | WIRES | CIRCUITE
ORI o % WHJIB L s % YL-JIB 1 |oR |c17PAL ' e N S —
& OR-JIB =
PLATD 8 % (JIB DOWN) E % % @B L) 2 |BL |CisPRR oo %% «IB DOWN) > | & | creeen
7 T —— 3 |BK |Cc43V ROTATE LEFT) T Q i 3 | BK | c4sv
4 WH | G444D 4 WH | C44JD
d 5 |YL |G46JRL d 5 | ne | —
6 |RD |C47JRR e I we | —
1 BR-JIB 7 NC — 1 BR-JIB
ES34DCU O {GROUND) o PR LA L
8 = = 8 |[BR |GND - = 8 | BR | aND
Genie.
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Ls1
EXTEND/RETRACT
LIMIT SWITCH
(SHOWN WITH BOOM EXTENDED)
<10
BK-7 13 14 WH-7 PiNg | WIRES
21 22 , K
CABLE 7
2 WH
Ls2
PRIMARY BOOM
LIMIT SWITGH
cn
PIN# | WIRES
1 RD
RD-6 13 14 BR-6
2 BR
BK6 21 22 WH-6
3 BK
GABLE 6
4 WH
LS3
DRIVE ENABLE
LIMIT SWITCH
cs
PIN# | WIRES
(SHOWN WITH BOOM ROTATED
PAST EITHER NON-STEER WHEEL) ] FD
BK-5 13 14 RD-&
S 2 BR
WHS 21 22 BR-5
. 3 BK
CABLE 5
[ 1 I 4 WH
LS4
SECONDARY BOOM
LIMIT SWITCH
€52
13 J1e
PIN# | WIRES
WH-8 21 2 BK8
1 BK
CABLE 8
I 2 WH

ALL LI.MIT SWITCHES SHOWN WITH THE BOOM IN
THE STOWED POSITION EXCEPT WHERE NOTED.
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LVI/BCI Option Wiring Diagram
A B C D E F G H [ J K L M
1
(0go]m - Fs
2
P3 00O o O 0 O C7B
89 | O O] 7187 O O] 1812
O NO O OO0 o O o 0
2129 $ |2 8
Hi BEEL
o 1y 3
000 00 00 3 Ca7 | Je
TS13 TS11 ‘ TS10 C1P
O NC O OO0 OO0 OO0
P2
O Nc O
c2pP 4
000
Tss
/A 000 C3pP
o0 =
fo][@-
[o] (03— LVIBCI C4P 5
ol O
e J
BP1
BK/RD B
WH
RD o
GR o 6
O 7 8
O | 182 @/@
1/2(3/4|5|6 9 10 O
7 B 8
DP1 s o
e = 7
O
O | Ts6 TS4 @ @
O
TTO®—
SETUP ENABLE (+) WIRE ? CR19 %
ENABLE WHEN IT IS TEMPORARILY CONNECTED TO 24VDC Q LIFT LOCKOUT ?,
E RELAY ':oé ES34DCN 8
s B
Genie.
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Work and Drive Lights Option

—_——————— -
| |
1 P26BAT RD | |
I |
|
| 1849 TS48 |
| WORK DRIVE |
I - LIGHTS LIGHTS |
'
| & * I
| 3 |
| s |
| 3 86 |
2 | o /S ! CR45____ |
| g NO. g
I iy 85 2o
| 2 > |
| ) L |
| f PLATFORM BOX |
| GROUND |
| NS N |
| 130 180 I
3 I 7 AN 7 AN
|
| |
I |
|
| Q |
| b |
| ; '
|
: |
4 |
o |
T g El
| = |
| |
| |
| |
| |
5 ' !
| |
| |
| |
| |
| |
| |
I I
|
6 : F18“ F19 % CR23 4 % :
| TAe Ao ""N’.E‘rf"{ij} I
| a7 85 |
| |
| |
| |
I I
3 s '
| RE R |
| AN 7 AN 7/ I
7 I AT |
I 7 N 7 N I
I [} @
= = |
| |
GND : \f I I
I |
|
48V (AP2) | WH I
8 C N
Sk ok
T T o
s o
[oks] ox
Z3 Z2<
A m
C C
g g
E 3

Ganie.

P3

P2

ONOO

ONCO|

"I'

O NC|G

'__

ONCO]

DP

=

TS15

TS12
TS7| OR O orO
€] 25)

LO oL 0O

I

RD C2P-12

N

8|4 |5

[

7

8

|
|
| TS13
|
|
I
I
|
| TS16
l
-
f
I [} g »
_________ |
1 I £°3
| I BP1
+ | |
! !
L48 | | RD/BK
| L
| TS49 1
| (5| WH/RD GR45 #85 |
| [
| . |
| § © I
9 (101112 I ; I
L3 S48 |
| ~ |
| o |
| |
| © |
| |
| WORK LIGHTS OPTION Z30N RJ |

ATEREX BRAND
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TS49 SUBSTITUTE LOCATION FOR Z34N AND Z34BE @

N
C9 |Fs
T
|
Cc7B
55
c47 [JIB I _|
cip oA
— o3
czp 8 <
-C4P
r -_— - -
g I 2 |
: LB B
= v
| z I
| E 5 g
1 [ I
k-l
| 3 == |
| & L
% | L H P |
2 & |
| 8
| == |
| WH/RD TS49 |
| WORK LIGHTS (OPTION) |
o —  _ WORKLIGHTS (OPTION)
LABEL DESGRIPTION
P2 EMERGENCY STOP BUTTON
P3 HORN BUTTON
DP1 DRIVE CONTROLLER
BP{ BOOM FUNGTION SPEED CONTROLLER
TS1 AUXILIARY TOGGLE SWITCH
T87 PLATFORM ROTATE TOGGLE SWITCH
T88 JIB BOOM UP/DOWN TOGGLE SWMITCH
TS PLATFORM LEVEL TOQGLE SWITCH
T810 ‘SECONDARY BOOM UP/DOWN TOGGLE SWITCH
T8 PRIMARY BOOM UP/DOWN TOGGLE SWITCH
T812 ‘TURNTABLE ROTATE TOGGLE SWITCH
T813 TOGGLE SWITCH
TS16 DRIVE ENABLE TOGGLE SWITCH
8168 JIB ROTATE TOOGLE SWITCH {Z3ONRJ ONLY)
H1 TILT ALARM
BCI BATTERY CHARGE INDICATOR (OFTION)
L1 DRIVE ENABLE LED
L48 ‘TURNTABLE TILT ALARM LED (CSA OPTICN)

ES34DCY
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CTE Option, (CE Models)
L

P22L8 BK C10-1 BK-7 BR
1
CR18A CR18B
- PLATFORM LEVEL UP PLATFORM LEVEL DOWN
g
: H
H
TB15 TB14 a
@ ‘a H —— 2
o Q —
o 5 —
o
& € ER
§ ]
A Py C40LS OR C€52-2 WH-8 C15PLD OR/BK C21-1
C14PLU OR G20-1
CR18B CR18A
| =\ [t |
| —® —® | C40LS1 OR CR18A#30
@ B
0 o
- -
o [
S ] C14PLU OR C4B-2
OR-TS59 C14PLU OR CR18A#86
g O O [14_PLATFORM LEVEL UP W & o G15PLD OR/BK C4B.3
—ORBKTSSS &) O [15_PLATFORMLEVEL DOWN 15| o G| C15PLD OR/BK GR1BB#36|
P22BAT BK C32-4 | P22BATBKKSI |
P22LS BK G10-1 o [z %24V TO PLATFORM 25| of (| PeeBATBK CR4-30
lr c21-1 lr €20-1
c21-2 c20-2
[2]
2
T T GROUND BR P134BAT RD-LS17 C38-1 z
b A4 P134FB WH-FH O O [134 LOAD WEIGHING LIM. SW. +12V (1) 134 (/ P134BAT BK-LSS C37-3 <
ruo ro RD-KS1 | Z 7
1 25 RDKS1T 6 O [134 LOAD WEIGHING LIM. SW. +12V (2) 10| O PIS4TTSHD A e
15}
53 &g 2
% Z 'l =z [l
SCHEMATIC - PLATFORM LEVEL CUTOUT
GROUND BOLT 8
ES0276N N\
f
=} WIRING DIAGRAM
Genie

ATEREX BRAND
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Charger Interlock Option
A B C D E F G
R C49-10
1 2
o AC
C56-1 BK (N.O.) BATTERY Q
< CHARGER
) e 86 CHARGER ECU
- /_
Iy 30 85
5 C56-2 WH (COM) O
2 = <
)
o
3
o SUPPLY | BATTERY | CONTACT
PR1 NC NC OPEN
ColL NC CONNECT | CLOSED
CONNECT | CONNECT | OPEN
3 CONNEGCT | NC OPEN
' 8
v g T
+ [© s & 48V DC
&M 3 =3 = = OUTPUT
< |3 m O m om
L EREEEE
d§E 32278z @
5 Z O m = T X S 3
4 1 9 10 1 14 16 2 3 17 20 5
U6A
SEPEX CONTROLLER
F1 M- B+ F2 18 B-
5 SCHEMATIC
BATTERY INDICATOR LED
6 1. LED IS RED DURING PHASES 1 AND P (BULK CHARGE). (20% BATTERY CHARGED)
2. LED IS YELLOW DURING PHASES U AND 2. (80% BATTERY CHARGED)
3. LED IS GREEN AT THE END OF CHARGE. (100% BATTERY CHARGED)
4. LED FLASHES GREEN DURING CYCLE EQUALIZATION.
5. LED IS OFF WHEN THE CHARGER IS NOT POWERED.
6. LED FLASHES RED, INDICATES DEFECT/ FAULT.
INTERLOCK RELAY (N.O.), 10A CONTACT
1. CHARGER NOT CONNECTED TO BATTERY OR MAIN SUPPLY, CONTACT OPEN.
2. CHARGER CONNECTED TO BATTERY, CONTACT CLOSED.
7 3. CHARGER CONNECTED TO BATTERY AND MAIN SUPPLY, CONTACT OPEN.
ES34BEAB
8

116
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M

LED
CHARGER
INDICATOR

AC (io

CHARGER

BATTERY

o P42BAT OR/RD

C56-1 BK (NO)
©56-2 WH (COM)

PR1 - DRIVE CONTACTOR
(TOP VIEW)

CONTROLLER

R42BAT OR/RD
CR24 [| 30 . PR-1
0+
X
o
T
(O]
BK
R42BAT RD WH >
R42BAT RD /’\ R42BAT RD
)

CRS5 RD/BK
C108PLP GR/BK
C179DPR GR
C29JSH RD/WH
C32JSL WH/RD

[ E—

[ =]
=W

[ ]

N
(oo ||

(=]
N
NE
BE
NE
NG
—=

SEPEX CONTROLLER

WIRING DIAGRAM
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Hydraulic Schematic

A B C D E F G H I J K L M
JIB BOOM
1
JIB BOOM ROTATE
(Z30NRJ) PLATFORM ROTATE
r———T1— — T — T
COUNTERBALANCE VALVES | i i | i i |
SCHEMATIC ITEM RATIO PRESSURE RO'I'G':'BEQIIQON'!‘F)OLD | %M}J\ /L{}W% | w{}l\x/t{}wﬁ% | RO':'S'II:ET!\II:ISI:‘I;)OLD
2 31 2500 P8I ! ! ! N !
oo | oo | |
& o ro |15 Emm
o L R . 2 e e
P [ |
. o | T () @ @M|
0.025 inch
CHECK VALVES o| G ) |
SCHEMATIC ITEM DESCRIPTION | 14 Lmin |
PILOT CHECK VALVE T i J
CHECKAVE PLATFORM LEVELING ST T T T T T OIRRBOOM MANIEGID
ATFORM LEVELIN JIB BOOM MANIFOLD
4 [~ 1
EXTENSION CYLINDER | EXTENSION CYLINDER |
(Z30N, Z34N, Z34DC) | (Z30NRJ) |
SECONDARY BOOM P M | |
CYLINDER ] | |
STEER A —_ 0.032inch | |
CYLINDER P —~] 081mm | |
ﬁ Sﬁ plak A TURNTABLE ROTATE | |
5 5> o o 0. 1o BRAKES | w;\ﬂ | MOTOR | | |
‘ 207 3 Sgmeen | | o |
45:1 78 cuinirev [ ca] | [ |
MASTER 124.5 cofrev - T A | M}J ! {}”ﬂ |
CYLINDER | P W N R |
WL ol ! ~L\; [ TN B I
[ | RS | \ | |
‘ : 3200 psi : 2500 psi | 2500 psi |
lIl n‘;::ar 17; :)ﬂl I 1 732:)ar l
6 ol i P
:ﬂﬁ',;mv I I___ P;_?__TIIT " [erake s st[[s2 12| [re 4 ‘_‘_Lz___m__rﬁ_ T SC1 T_scz _PCT_ri_ “Teez T e[| T _T_l ___T_l
N L 4\ o0t v | . | . - E
- - I I
= 1.14mm wolt[m ] i MII:J\ x{M [E] 1 F] T | fffff o] |
| Dl (oM L SHEDR S ‘ _ _ | |
| e [1] 3000 i oar o tar 24 o
Hzl @ a1 ] ] ] | |
7 | 2 oo =y, AR TR TLDR TR | AR |
10 MICRON ! ’ 0035inch| |
°° MESH | % 7N 080 mm Ba g.E’ gom IIl II' lIl E | |
R |
HYDRAULIG RESERVOIR | ! i |
- | |
- | FUNCTION MANIFOLD ] ]
8 — M —_——

Ganie.
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C28JSH RDWH
C32JSL WH/RD
C31REV WH/BK
C30FWD WH
P24BAT WH

<

CoP-3
C9P-2

RD-(F6)
WH-(FS)

FS1
Begrs) @

https://truckmanual shub.com/

CaP-1BK

P2
o
j\ P26BAT FD

(T

¢

April 2016

-

[V @ < 0
a
5 L §
i g £33 2 8 &
4
mmm ‘ CIPS . DUTEBKMH _(( C1B3 BWHC2B12 () WH(162) B @ 2
o mﬁ WH
B8 2 el
0 N &z
md i i WH
2
58§ | - RALS
223 i 300
I / N\ x
! 8
W N & s ) WD
B T B2 £
<@
25
P4SLPS WHRD G1P-8 \\ FUZBAT ORIRD ,, C1B8 WHIRD G289 .
S
g
L ow4 . numommd oo £ ORRD
g g
8,75 8 5
! I
| I
©3P-3 .\ G3BAT ROWH (1K) ,m :
g% |
oIl
3 z*(I*g
Lol
N
z A
—IR
E] R
CiP-2 \\ G28TTARDIBK , C1B2 ROBK - WH
* C7P-2 P23BAT WH c782 - AD RD
2 2 <
B
o
£ 8
22 a 7
RD C3P-9 .. COHRN BK/RD csBo < |
b = |2 i g
g |3 ﬁ
o m o m 491 RZTAUX RD i
W Cc2P-1 Vw C133PLABLIRD M C2B-1 3 ” %
Y ® B cener 8,8
P22BATBK ,, C7B-1 9-11 C19LPE GRWH
e 7
2 s |
a m,
2 5
8 | R42BAT GRWH
O] . e
Gi1B-12 K K K m W
=0 ~ 2
P v ~ 3
g COHRN B/RD

P42BAT OR/RD

Electrical Schematic, (ANSI/ CSA / AS)
(before serial numbers Z30N10-12119, Z34N10-8857 and Z23410-7774)

Service Manual

vﬁ g
3 a
p® 3 BD g €101 BKT
E® P2BATBK ° C102WHT
= 2
w a § C114 WHE |
2 E C11-8BK6
3 2
[ 4]
H“‘ OR/FD i
g 1 \®/ ” i
‘fﬁE ”
g £l
i PR1 p
OR/RD
a £ |2 ﬂﬁ
5
§ g &
C48-0 OR a m
T =
segtl 498 BLWH 2
e RO S e [ £
C1P3 \\ C283H ADWH ciB-3 c08 RDWH © mw
P8\ CRUBLWHRD 1B c188 WH/RD w B
C1P5 HS_IM<<<I\UR M CiB-5 €485 WHEBK " m
C1P-4 C30FWD WH CciB-4 €404 10
X
¥
: §
m R42BAT OR/RD 1 H
a -
£ £ E L
g =} s
[y E
§
a
<
SGH
C48.1P182BAT RD
£ g
(sV) ™ <t

ES84DCT

L2 DRIVE LIGHT
(OPTION)

L30 WORK LIGHTS
(OFTION)

48V POWER
RELAY CR2

48V POWER
RELAY CR1

FLASHING BEACON
OPTION

TILT SENSOR

BASE CONTROL
BOX GROUND

AUXILIARY LIFT
PUMP PR3

PRIMARY LIFT PUMP
CONTACTOR RELAY

PRIMARY LIFT
PUMP PR2

HORN
RELAY

HORN

LS1-EXT/RET

L82-PRI. UPDWN
LS4-SEC. UPDWN

CHASSIS GROUND
BRAKE RELEASE
RELAY CR6

PR1 DRIVE
CONTACTOR

PRIMARY
LIFT PUMP

AUXILARY
LIFT PUMP

1. ALLLIMIT SWITGHES SHOWN WITH BOOM IN STOWED POSITION EXCEPT AB NOTED.

[£>> SWITGH SHOWN WITH BOOM EXTENDED.

NOTES:

Part No. 139378

Z-30/20N « Z-30/20N RJ « Z-34/22 » Z-34/22N

4. ALL SOLENOID AND RELAY GOILS ARE 24VDC EXCEPT WHERE NOTED.

b SWITCH SHOWN WITH BOOM ROTATED PAST ETHER NON-STEER WHEEL
b SETUP ENABLE: USE TO SET THE BATTERY INDICATOR PROFILES.
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ORRD rﬂm
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E z FES
Bz3 8g g
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.« T z 2 B} S i S ﬂmm N.C.VALVE
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: 3
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I
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£l
‘el
* C2PS \ CHALYL m |
rs . cimRED  [3] |
> o_._v » JIB BOOM UP
*___
o m % Sowm JIB BOOM DOWN
S S
I
o m uP cors C43JUGR 285
é
® [ C44JD GR/BK C2B-8|
%/ DOWN
g
‘ol S
* curs o cupwn | 5]
cars c430U BK ol m
d T 5 RIGHT PLATFORM
¢ ROTATE RIGHT
o471 cizPRLOR | [ w m ] ] PLATFORM
- S < m | LEFT ROTATE LEFT
m w car2 cieerre. L[ 1 z "
Ez - , m‘
3 RiaHT cars CISPRRGREBK ,, C456
.
v [ GI7PRLGR c485
BILEFT 4
2| 3
oS up o B oR ¢ m FLATFORM LEVEL
[ z e q ur
g ot m OREK %‘ PLATFORM LEVEL
q Af omn 0 DOWN
= T =1 &
z I
By 3l
o
SEuw cap-2 C14PLUOR c482
]
(3 c4P-8 CISPLD ORBK _,, C4B4
|
DOWN [N
m” EXTEND B BK ﬁ% PRIMARY BOOM
ool x é & q EXTEND
! $ ot BKWH % PRIMARY BOOM
T B RETRACT R RETRAGT
m " Il
z m EXTEND CIPT C7PBE BK 387
[]
e CsP.8 CEPBRBKMWH _,, CsB8 _
mﬁ RETRACT 3 B RD % PRIMARY
"J - ¢ 1 BOOM UP
T e i W T RD/BK ¢ hmﬂ ' PRIMARY
! £ m mﬁ DOWN o BOOM DOWN
| & | F
E ol ool
i3 k! m‘
mm uP I caP1 C1PBU RD 381
L] -
o cap2 GC2PBDAD/BK _, C3B-2 -
=i < 2
oI DowN : up [3 BL %‘ SECONDARY
) s ¢ ' BOOM UP
N * 3 pAL] m BL/BK %‘ SECONDARY
3 m 2! DowN = BOOM DOWN
S Q48 8 2 2
] - Bal g wg 2w w3
& " H \ oR
mm uP rm CaP-10\\ C10SBUBL caB10 ~Ed DESGENT ALARM
& ©
) ©3P-11\\ CII8BDBLBK ,, G3B-11
. DOWN
ol w RIGHT m WHEK 2 m TURNTABLE
1 “ g ) 1 ROTATE RIGHT
' w
- ™ WH %‘ TURNTABLE
LEFT ROTATE LEFT
3 P2 A% g
ol
EE :
E m RIGHT c3ps CSTRRWHEBK _,, G385 2
L]
. cap-4 CATRLWH G384

ENABLE

R42BAT OR/RD
T
C16LPE GRWH
{ FUNCTION

TS66
(GND)
CR3
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Ground Control Box Terminal Strip Wiring Diagram, (ANSI / CSA / AS)

(before serial numbers 23010-12119, Z34N10-8857 and Z3410-7774)

A B

C D E

K

WIRES FROM CONNECGTOR TO CONNECTOR

WIRES CIRCUITH# FROM TO DESCRIPTION
WH J G102 Ccli4 LS1-182 JUNCTION
BK J2 ci1-3 C52-1 LS24.54 JUNCTION
OR/BK C47JRR c283 TS-66 (SP) JIB ROTATE RIGHT (Z30NRJ ONLY)
OR C46JRL C2B-2 TS-66 (SP) JIB ROTATE LEFT (Z30NRJ ONLY)
GREK C44JD GeB-6 TS-58 (SP) JIB DOWN
@R C43V C2B-5 T8-58 (SP) JIBUP
OR C40LE C52-2 C40-9 (CH) ‘OFF-LIMIT SPEED
WHRD Ca2JsL €186 C49-6 (CHY JOYSTICK POT. LOW
WH/BK C31REV C1B5 C49-5 (CH) REVERSE
WH C30FWD C1B4 Ca9-4 (CH) FORWARD
RD/WH C28JSH C1B3 C498-3 (GHY 2-WIRE POT.
RD/BK C28TTA TLT-C ciB-2 TILT ALARM
GR/BK C18PRR GC4B-6 TS-57 (SP) PLATFORM ROTATE RIGHT
@R C17PRL C4B-6 TS-57 (SF) PLATFORM ROTATE LEFT
BLRD G18DEL C8-4 C4B-1 DRIVE ENABLE LIGHT
BK/RD C9HRN C3B-9 CR4, #86 HORN
RD/WH CBBAT €383 CR1, #86, CR2, #86 48V RELAY COIL POWER
ORMRD P42BAT CR2, #30 G482 48V POWER
RD/BK C48BRK CRES, #85 C49-2 BRAKE RELEASE
C2B-12 wH
L29
[T
ao—o 1] — |l
BR-52A AP2 ’_H CR23
+48VDC 9  RD
7A

BK/RD-MH-HORN

ng TERMINAL BASE (TB) DESCRIPTION CIRCUIT #
1 b%gv%ﬁo NDARY ° RDMWH (FLASH. BEACON OFT,) 134 RD.C82-1 KEYSWITCH POWER P1B4BAT
RDWH-TILT WHG7B-2 134 RD-KSI-4 KEYSWITCH POWER P134BAT
cs BRCB2 BK (FLASH. BEACON OPT,) 52 |BA-MH BR-CR4 @QROUND BATGND
5o BRCa2 BRC7B-3 52 |pn BR-SP QROUND BATGND
LS3 - DRIVE ENABLE oo RDMWH-CR5 4 whekse 48 | RDMWH-MH ROWH-SP BRAKE RELEASE RABBRK
ORRD-CR1 ORMRD C2B-4 42 | ORRD C49-10 ORRD-L3 SWITCHED 48V R42BAT
cn 4 Busk19D BUBK C1B-11 7 BUBK-MH STEER RIGHT Ca7sCW
LS2 - PRIMARY o 0 B BLC1B-10 *® BL-MH STEER LEFT c38sCC
UP/DOWN o o RD-CR3 AD G1B-1 F24 RD-8P AUXILIARY PUMP C27AUX
2 WH C10-1 BKCa24 2 |BK-SP BK-CR4 +24V TO PLATFORM P22BAT
C10 TB3&TBS? GRMWH-CRS 19 GRWHMH LIFT PUMP Cl19LPE
&Em}'\n‘é\%\ or © - whekse QRMH C4B7 19 GRMWH-SP LIFT PUMP C1SLPE
° ORMRD C&1 ORMRD C4B-4 16 ORMD-CRS DRIVE ENABLE GC16DE
OR/BK C48-3 15| OR/BK-MH ORBK-SP PLATFORM LEVEL DOWN | C15PLD
ORC4B2 14 | OR-MH OR-SP PLATFORM LEVEL UP Cl4PLU
BK G88 BLWH CaB-12 12 BL/WH-CH FOOTSWITCH c1zFts
BL/BK C3B-11 11| BUBK-MH BL/BK-SP SECONDARY BOOM DOWN | C1188D
BLC38-10 10 |BLMH BLSP SECONDARY BOOM UP c108BU
3 BKWH C3B-8 8 | BKWHMH BKMWH-SP PRIMARY BOOM RETRACT _| G8PBR
9) BK G387 7 |BKMH BK-8P PRIMARY BOOM EXTEND | C7PBE
GABLE - WH/RD C38-6 6 | WHRD-MH WH/RD-SP FUNCTION SPEED CONTROL| CMEV
2 C WH/EK CaB5 5 | WHBKMH WHIBK-SP TURNTABLE ROTATE RIGHT | CSTRR
O WH G384 4 | WH-MH WH-8P TURNTABLE ROTATE LEFT | CATRL
RD/BK C3B-2 2 | ADBKMH RD/BK-SP FRIMARY BOOM DOWN C2PBD
RD G3B-1 1 |RD-MH RD-SP PRIMARY BOOM UP c1pBU
D C B A
CABLE#3
000000
C3B
000000 RD-27D
TO TERMINAL BASE GR/WH-19C
AND RELAY BLOCK OR/RD-C48-2
— ] GR/WH-G49-11 BK-22A
[ [
5 CRi cRe cR3 CR4
CABLE#1
RDWH-C38-3 ﬂ:ﬁ ﬂ:[ﬁ ﬂz[ﬁ *ﬂ:ﬁ*
?r. — — =
OR/RD-42D BK/RD-C3B-9
RD-G48-1
RD/WH-48D
ors L,
RD/BK-C49-2 H
—
OR/RD-16A H
7 MANIFOLD
HARNESS
(MH)
Cc48
000
[eYe¥e
CHASSIS
HARNESS
(CH) C49
8 000000
ES34DCT
000000

Ganie.
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DRIVE LIGHTS (OPTION)

GONTROL RELAY I.D.

CR1 - SECONDARY 48V POWER

CR2 - PRIMARY 48V POWER

CR3 - AUXILIARY PUMP

CR4 - HORN

CR5 - BRAKE RELEASE

CR23 - DRIVE LIGHTS (OPTION)

REF.

H 30
86 85
—
87A

—

87
(RELAY SOCKET SHOWN)




O
P1
ONCO
ONCO
TS51
TS66 TS63 T8569
000 Q00 © O
O O
000 000 o O
OR
TS58 TS61 Te57
OR O O O O00
O O O O
olNe) (o3Ne) 000
OR
TS60 TS62
TS55 e) 000
o O
O O O00
o DESCENT ALARM WIRING
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Ground Control Box Switch Panel Wiring Diagram, (ANSI / CSA / AS)
(before serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)

+
ROMWH-48A | he
AD A mOwHisD
wH .C  RomkciB2 BRG2A
sk B BRom2
O SWITCH PANEL O
L3 2
w BR-52D + BK-C49-7
BR-C48-3 OR/RD-42A 'WH/BK-19C/48C
BR C32-12
O NC O
P1 +
TO TERMINAL BASE rONGO HM 3
AND CONNECTORS }
RD-C48-1 } CB2
RD/134A 4
BK-22A |
RAD-C23-6 !
RD-27A
OR/BK-15A
BK-7A
BK/WH-8A
LABEL | DESCRIPTION WH/RD-6A <
P1 EMERGENCY STOP BUTTON I8 ROTATE ORBK-C2:8 TSe3
Ks1 KEY SWITCH (230N RJMODELS) _OR-C2:2
TS51 AUXILIARY TOGGLE SWITCH | Tses L R N R E 5
TS55 | FUNCTION ENABLE TOGGLE SWITCH ;
1857 PLATFORM ROTATE TOGGLE SWITCH g:;;‘}'a -
TS58 | JIB BOOM UP/DOWN TOGGLE SWITCH CNWH-1DA < —
TS59 | PLATFORM LEVEL TOGGLE SWITCH CNBKAA oo 6o0d)
TS60 | SECONDARY BOOM UP/DOWN TOGGLE SWITGH BLWH G1-12 Te88
TS61 | PRIMARY BOOM UP/DOWN TOGGLE SWITGH BK 220 GN43A ) < || |
TS62 | TURNTABLE ROTATE TOGGLE SWITCH BK €71 RD/BK-2A ‘ $ r
TS63 PRIMARY BOOM EXTEND/RETRACT TOGGLE SWITCH BR HMO) :‘;1;\ \
TS66 | JIB ROTATE TOGGLE SWITCH (Z3ONRJ ONLY) o lo o s ” WHBKEA ‘ - 6
cB2 CIRCUIT BREAKER, CONTROLS, 10A % g pbs E Wh-4A I oo = ]
cB3 CIRCUIT BREAKER, CONTROLS RETURN, 10A o |° @ § 5 Tsss( O.C TS60 . -
= 5 | =
HM HOURMETER '§ S | |
CcH CHASSIS HARNESS - BUBK-11A ‘
RD-Ca2-7
MH MANIFOLD HARNESS
sP SWITCH PANEL BL-10A
cR CONTROL RELAY O O
H3 TRAVEL ALARM 5 18 [7 |8 [12 7
Ha DESCENT ALARM (OPTION) caz O O
13 CONTROLLER STATUS LED _
ES34DCT
-/ /
Genie
/ATEREX BRAND N
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Platform Control Box Wiring Diagram, (ANSI/ CSA / AS)

(before serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)
A B C D E F G H | J K L M

1 NOTES: )
D TURNTABLE TILT ALARM LED (OPTION). \\
ON Z-34/22 MODELS, THIS LOCATION IS USED FOR
TS49, WORK LIGHT OPTION. @

WH

, : - ol
15108 L1 T
D77 H1
d

rJ

€ ] |
D66 Dﬁo
TS9 N TS12 ¢ Cc7B
P3 z 0QO T87| OF m e)
u
LO NO O L“ g ’ O
3 | : 55
ca7 (VB
ﬁmn o X _|_|.|
: § Qo
P! E R o u D u r
+O NG OH m
NG O I'Ts13 TS10 c2pP 8 <
j T [ ] T
(=3
§ g3 : D v —‘ C3pP
4 ~ ! L O+— —
H T TS8
BCI | ] C4P
D71
1 BRAN
L gla I~ T T T T T
2(° § | z & I
°| Bp1 : Il T I
D73 Y = | @ |
| g z |z |
N B
5 Sy | 2 F g
Q 2
L48 RD/BK | g ‘E‘—_' E :
————— ]
= 2 L 3
G I | 8 g 3 |
- Eull e 1|
DP1 Lo | I _WHRDTS49 | 2|
. |
L | M e a
6 1/2|83|4|5|€|7 (8|9 |10 I I
I : LABEL DESCRIPTION
I CR45 RELAY, N.O., WORK LIGHTS (OFTION]
I I P2 EMERGENCY STOP BUTTON
| | P3 HORN BUTTON
| | | 1] 21| oo e aneED conL LR
— ] | . TS1___| AUXILIARY TOGGLE SWITCH
T67 | PLATFORM ROTATE TOBGLE SWITCH
: I Tsa JIB BOOM UP/DOWN TOGGLE SWITCH
S8 PLATFORM LEVEL TOGGLE SWITCH
I TS10 INDARY BOOM UF/DOWN TOGGLE SWITCH
S x 1 ] = v (U (@& S o | [ - N @ TS12 TURNTABLE ROTATE TOGGLE SWITCH
%mcuﬁié%??? gmm:"i g ié‘ﬁﬁ%; m%ﬁggc 5 e iﬁl g 3 g%i%ﬁﬂg § % TS13__| EXTENDRETRAGT TOGELE SWITCH
) r n | | T X = ] pad - |22 5] 2 QT o |w|Y r RS @ m o -3 ] =4 m (@ | > C TS15 | DRIVE ENABLE TOGALE SWITCH
3 A E g ez B g2l | BEEF = PERpEAB2 3 s BBS g;mgamlag'% =2 % 2 g2z 3 = O
4 S<89990983 153;3 2 9§U%=§ ,{,’Eg%x* 5§ Qil;\?*l 8;:%;;%%9 2 % H TILTALARM
N al b e 3O I olg |POIP oS = ] P 49 3 3 |F e B s 3 | g | o L g =4 ¥ I3} B8Ol BATTERY CHARGE INDIGATOR (OFTION)
N LROE 8 5|5 Ql2|a|® S Lo |8 L [ @ 5 ? & | Q 2 = 8 Q18 |6 = 2 1 DRIVE ENABLE LED
b b (7?3 |* S|P o ¥ S |s S 5 | T ° |3 - z T
A &b (@ (& = [~ w 4 & | | o = LR L] K’. L4 TURNTABLE TILT ALARM LED (CSA OPTION)
| |
| |
[ ES34DCT
8 JIB ROTATE WORK LIGHTS OPTION
(Z30N RJ MODELS) (Z30N (RJ) MODELS)
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(before serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)
A B C D E F G H | J K L M

C29JSH RDMH
1 C32JSL WH/RD
G3REV WHEBK
C30FWD WH
RIS P2 P! RDFS)  cors
5 .. «———————= e e e e e e e
:j—E Ll C+ CoP-1 8K BCFS) ‘j/ WH-(F8}  Ccop-2 < I | PR4BAT WH
41\ P28RAT RD | |
1 R42BAT OR/RD
C132PLI BLWH cw-‘z.)\ AD : :
2 Ls1s Ig e I |
P3 @! L4 arm (Y s H
on o PLATFORM  Ta22| ) ©lp Homn < > I H] :
10 P162BAT RD o o 8 bae DDTO |
oTe ‘
ce2 2 lo | le C\j Ks1 GROUND n u Q \% § J/gf g [ : % I
TEEE R TR P 3
g = =>4 [6< I 3z :
5 2 ) 2 » 7
glzlals = i - g g if g B - I
I uss g E ik z g I s I
2| [6< [ 3 S
=
3 SRt V@ %5’ g3 H i E | E |
E " o R o |
2 |2 |2 e ' aREK g 2 32 § % | g 4 g |
TR R | PLATFORM BOX |
GROUND
| |
£
i % g § § C40L8 C134BAT RD TB124 ) E i :5
E ci2FT8 — § | C12DRE BLWH
> P42BAT OR/RD ] P4ZBAT ORRD C18LPE GRWH ! ! C1BLPE GRWH
3 J/ ca-t0 . RAZBAT OR/AD TRz [ I : AD
2 F) 8 —de l
4 F4 8 S H T I
500A § 5 3 § § §, § F4ZEAT OR/RD C48-2 | |
PR1 e, om&“ | |
[ - |
2 7 |
{?‘ e o L33 o ° 13 o ! |
\ g ® = o [ E 20 % | |
\ - & s7a¥ ge7 » GR1
- ; g TR Y Sy | |
. s B =5 8 i } ’ I :
ulb El B Y
1IN ' N E
5 S BEREBE & s § IR § |
-~ © 2 = 3 =z M @ 2 C) 22 W . ﬁ § l @ ~ :
MCI'I'ORCltJ)Gr:rRDLLER kgﬁtéﬂ g g | E E |
. J-WH & i 0l o ] | & 8 |
. R 5
[ e A c | 30 oo |
o le 87 3 830 W;% ol | F71: F71: ”%%3’7 I
32 z 1 B, | 97| s |
m + 3
i : i e ! !
6 - 1.3 ’AT E Y | |
RIGHT 3000 @ @ RIGHT E:
BOX Al Al MOTOR 1 I ;T | |
Ls1
©&m o | H = |
14 E I
Jv 3 ”E§/P: 2 | \/ \/ |
B | NN A |
GROUND| 3 3 3 | 2 2 |
Ly BK2GA cees % TB52 | Y Y ! GNDBR
4 1 B3 il I ’ I
P182BAT BK = } ] i
| |
WH wH
7 3 3 78 z 2 = |
- - o 4 na 3
L GG P3BOR OO o3 B oBA 3 % ST
I g2 om & g2 3 33 a3 3% gg & g g3 H gs
52 5 dn 88 2 Cs ] g= 92 & g g 8% 83 29 23
$ § 5 S c £3 3 N3 E
E § ag A 3 5 g3 ] c c
NOTES: b s 5 fa ° 8 9
& 2 L1 g 1 E]
1. ALL LIMIT SWITGHES SHOWN WITH BOOM IN STOWED POSITION EXCERT AS NOTED. 25 @

b BWITCH 8HOWN WITH BOOM EXTENDED.
b SWITCH SHOWN WITH BOOM ROTATED PAST EITHER NON-STEER WHEEL.
4. ALL SOLENOID AND RELAY COILS ARE 24VDC EXCEPT WHERE NOTED,

8 b AADD D40 ONLY IF UNIT HAS L4 AND L48.
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Ca2JSL WHRD
C31REV WH/BK
C3OFWD WH

C29JSH RD/WH

(before serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)
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C29JSH RDWH
G32JSL WH/RD
C81REV WH/BK
CBOFWD WH

5 BRN C7P-3 BATGND BAN M C78-3 BATGND BAN
| )
~ G4P-1 C13DEL BLURD C4B-1 C13DEL BL/RD C8-4 WHS & 8 BANS ca2 B
Lg)
- : ~ % ” DRIVE ENABLE
GoP-12 \» GIZFTSBLWH (/G312 . C12FTS BLWH ca3 s | DS a1 LIMIT SWITCH
o L) e
] gre
C4P4 .\ CI6DEQRRD ,, C4B4 e G18DE OR/RD -
[
R —— T
[=]
_u_ RD/WH m TRAVEL ALARM
ou 3 B mkd|
pE2 83S5 a R48BRK RDWH BRAKE RELEASE
| ot e—9 , m NC coIL
¢ |
! ¢ﬁmw|. BRAKE RELEASE
No ColL
fw ! 0o
|
1 FET BRAKE RELEASE
o PRESSURE SWITCH
. G1P-10 .\ C38SGCBL c1B10 ma BL %l STEERLEFT
C1P-11 s C37SCWBLBK , C1B-11 @ BLBK %|. STEER RIGHT
m 4
5
®
z .l B E &
w YV ¥V ¥ A 4
» WHEK 5 HOUR METER
g Mg *&
E| B
ciP4 C27AUX RD eiB4
RD-AUX —p—-
w./ 8 z
£ H
~K= [}
533 2
23z 5 5
4 [
w 3
Ca 8 ©
= B w s &
* AUXILIARY CONTROL
ORIRD 832 LN C27AUX_RD cas1 8 : 8 Ry
L
|
[«[=} 4 w0
o[~ = h 43
« m 2
a
[~]=] <] C4P+7 \\ C19LPE GRMWH ,, |CaB-7 =
- Ll
m, C19LPE GRWH | <
5 Az B
£ 2% €36\ CBMFVWHRD - |C386 = WHRD > ofle—— 4 PROPORTIONAL
L ol 8 CONTROL VALVE
al a a
) Jd m
L
2 3 5 g
& WMM 5
WH | &
coiL
~= &
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|
g [ -
? b m, LEFT -
w SE i m Z
, ,M 63
g
L g2
£ g
09 AlaHT cePs C47JRR OR/BK ceBs B
28] z
o czp2 C46JRLOR ceB-2
SILEFT
EJ
. c2P5 C4GJRLYL Hmp
czps vy, cenmRRD m | w PLATFORM ROTATE RIGHT/
. JIB BOOM UP
z [ PLATFORM ROTATE LEFT/
? m m, DOWN JIB BOOM DOWN
g |
-l
a m up C2P5 . CARUGA cBs
¢
. COP6 \\ CA4)DGREK czBs
&1 DOWN
2
. Ih
* H ca74 Ca4JD WH hmw
a
Caz9_ s oAUUBK m 2
W RIGHT
é
Ot s CITPRLOR m H m_.u. we
s W | EFT
z 2z &¢
Z, o2 . oweemeL |3 Ll =70
u ! M
M 8 RiGHT % C4p5 \\ GIBPRRGRBK , G488
§
. cars C17PRLGR s
|LEFT -
, E b
.l up oR | PLATFORM LEVEL
. m ; UPCOIL
2 It " ORBK %‘ PLATFORM LEVEL
3 | DOWN z DOWN COIL
m 29 "
24 we CaP2 \\ C14PLUOR caB2
)
. C4P3 \\ CI6PLDORBK , C4B-3
2! bowN e ~
ﬁ" cmvamzu . BK % BOOM EXTEND
. H mm e BKAWH % BOOM RETRACT
H B FETRACT B
% oo ,"
332 i
g m EXTEND [ C7PBE BK caB-7
]
e CaPB . CEFBRBKMH 038 _
| AETRACT ue [ RD ﬁmu PRIMARY
2 J - b 1 BOOM UP
* f m F # RDBK % PRIMARY
| T | DOWN BOOM DOWN
ol EQ 42 g
m Bl e
m o) ,
- ] Gap1 G1PBU RD ©3B-1
emg &= o <
Ld carP2 C2PBD RDVBK C3B-2 °
2l 2
£! DOWN
2! x up 3 BL g ﬁmu SECONDARY
! £ é i » BOOM UP
[ H = e - BLBK %‘ SECONDARY
4 [ m, DOWN T BOOM DOWN
3 . a8 |H S £ fw wi
= -]
z M H | orR N7 DESCENT
m g . m CBP-10 \\ C108BUBL ©caB-10 71E] ALARM
%
] coPmy, CMSEDELEK  COB1M
m” DOWN
! Ly RIGHT g WHEBK 2 m TURNTABLE
. 3 P # ROTATE RIGHT
m m hd = WH % TURNTABLE
w LEFT ROTATE LEFT
3 22 mﬁ g
1
P 2 RGHT F C5TRR WH/BK ©aBs x
[ — — <
2,1 C3P-4 CATRLWH C3B-4
|
ILEFT
8 %
= m M ] w
a8 mm
Rl HE L 1
B G ey
B [
Linla g I
7 g B3 g8
i
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C D

E

F

G

H

K

- 500 ng TERMINAL BASE (TB) DESCRIFTION CRCUT# WIRES FROM GONNEGTOR TO GONNECTOR
:jp%ovl\zm NDARY ° RDIWH (FLASH. BEAGON OPT) 134 RD-Cs2-1 KEYSWITCH POWER P134BAT WIRES CIRCUIT# FROM L DESCRIPTION
RD/WH-TILT WH G782 134 | RD-Hs RD-KSI4 KEYSWITCH POWER P134BAT
cs BR.CR2 BK (FLASH. BEAGON OPT) 52 | BrowH e, GROUND SATGND WH an clo2 o114 LS1-L82 JUNCTION
BK 42 o3 521 L82:.84 JUNCTION
° o BRCB? BRC7B8 52 |gn BR-SP GROUND BATGND p—" Py p— roen I ROTATE FIGHT Z3ON RJONY)
LS3 - DRIVE ENABLE X WH/BK-SP 48
oo RDWH-CRs * RO/WH-MH RDWHSP BRAKE RELEASE PASBRK oR CABIRL o0 T5-68 (5P) JIB ROTATE LEFT (Z30N RJ ONLY)
OR/RD-CR1 OR/RD C2B-4 42 | ORMRD C49-10 OR/RD-L3 SWITCHED 48V R42BAT GRIBK CaaiD coB6 T5-58 (5P) JIB DOWN
C11 ) BL/BK C1B-11 i BLBK-MH STEER RIGHT carscw a sl oo E— B
LS2 - PRIMARY o o 4 BLa> BL C1B-10 36 BL-MH STEER LEFT c388CC
oR c40Ls cs22 ©480 (CH) OFF-LIMIT SPEED
UP/DOWN o o RD-CR3 RD C1B-1 27 RD-SP AUXILIARY PUMP G27AUX D cazisL ciBe cH JOYSTICK POT LOW
WH G101 BK-C32-4 22 |BKsP BK-CRA +24V TO PLATFORM PooBAT » cOTREY o5s o pp— -
C10 TR36TRE? GR/WH-CR3 1 GRWH-MH LIFT PUMP Cl1oLPE wh o o o FORWARD
LS1 - PRIMARY °© - whBksp GRMWH €487 1 GR/WH-SP LIFT PUMP c1oLPE Gt
EXTEND/RETRACT ° RDIWH C20isH cies C403(CH) 2-WIRE POT.
OR/RD C8-1 OR/RD C4B-4 18 ORRAD-CAS DRIVE ENABLE C16DE f— " — P A
ORBKC4B-3 15 | ORBIMH OR/BK-SP PLATFORM LEVELDOWN | C15PLD P pap— p—— PLATFORM FOTATE FIGHT
OR 432 14 |oRMH ORSP PLATFORM up Ct4PLU GR C17PRL c4B5 TS57 (SP) PLATFORM ROTATE LEFT
BKC83 BLWH CaB-12 12 BLWH-CH FOOTSWITCH C12FTS oD o e oot RIVE ENABLE LIGHT
BL/BK C3B-11 1| BUBK-MH BLBK-SP SECONDARY BOOM DOWN | C11SBD BKRD COHAN c3Be ORA, 466
10 | BLd . ECONDARY| , HORN
BL CoB-10 . BL-MH BLSP = BOOMUP___| C1088U RDWH CaBAT c3B3 CR1, #86, CR2, #86 48V RELAY COILL POWER
BHWH 0985 ; BrOWH-MH BIOWH 5P PRIMARY BOOM RETRACT | C8PER BLWH C13opLI c1B-12 caza PLATFORM OVERLOAD INPUT
(OO BK %7 BHCMH, BrcSP PRIMARY BOOM EXTEND _| CTPBE QRBK Cl33PLA CoB-1 H6(), L45() PLATFORM OVERLOAD ALARM
CABLE c7B WH/RD C38-6 6 | WHIRD-MH WH/RD-SP FUNGTION SPEED CONTROL| C6MFV p— PazeAT e a2 BV POWER
#2 WH/BK C3B-5 5 | WH/BK-MH WHIBK-SP TURNTABLE ROTATE RIGHT | C5TRR p—; po— pe— o2 BRAKE RELEASE
" y y A
© O WH G364 WM WH-8P TURNTABLE ROTATE LEFT | CATRL RD CE cn- GR10A #86, CR108 #86 | PLATFORM LEVEL CUT-OUT
RD/BK €382 2 | ADBK-MH ROD/BK-SP PRIMARY BOGM DOWN c2pED
RD CaB-1 | RD-MH RD-SP PRIMARY BOOM UP c1PBU
D (o] B A
000000
C4B
000000
GABLE#3 con12
WH
RD-27D 129 ————
TO TERMINAL BASE GR/WH-18G WH | L
AND RELAY BLOCK OR/RD-G48-2
GR/WH-C48-11 BK-22A GND —
[ [ BR
cR1 H cR2 *H CR3 HJ cR4 HJ FH
GABLE# BRS2A CRe3
RD/WH-C3B-3 <H E— H‘ <H — H: <H & H: 7<H — HL AP2
+48VDC g RD
T = = = BK/RD-MH-HORN A
DRIVE LIGHTS (OPTION)
OR/RD-42D BK/RD-C3B-9
RD-C49-1
CONTROL RELAY I.D.
RD/WH-48D GR1 - SEGONDARY 48V POWER
‘ CR2 - PRIMARY 48V POWER
CR3 - AUXILIARY PUMP
CR5
.—_‘—. CR4 - HORN
RD/BK-C48-2 CR5 - BRAKE RELEASE
‘CR23 - DRIVE LIGHTS (OPTION)
OR/RD-16A H
MANIFOLD
HARNESS
(MH)
REF.
C48 30
000
86 85
000 —
CHASSIS 87A
HARNESS
(CH) C49 —
000000
(RELAY SOCKET SHOWN)
ES34DCT
000000
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Ground Control Box Switch Panel Wiring Diagram, (CE)
(before serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)

AD G321
m X
RD/WH-48A
| Hs | > Za!
AD A  pADWH134D
wH % RomkciB2 BRG2A
B
BK BR-CB2
/O SWITCH PANEL O\
RD 1348 2
L3
BL/RD G2B-1
0 I /| BR52D + BK-G49-7
GN/BK
BR-C48-3 OR/RD-42A 'WH/BK-19C/48C
BR C32-12
ONCO
P1 +
TO TERMINAL BASE rONCO HM 3
AND CONNECTORS }
RD-C48-1
RD/134A 4
BK-22A |
RD-C23.6 ‘
RD-27A
OR/BK-15A
BK-7A
BK/WH-8A
LABEL | DESCRIPTION WHRD-5A
|
P1 EMERGENCY STOP BUTTON I — ORMBICC23
Ks1 KEY SWITCH | ZNRIONY) _ORC22
TS51 | AUXILIARY TOGGLE SWITCH : 5
TS55 | FUNCTION ENABLE TOGGLE SWITCH
TS57 PLATFORM ROTATE TOGGLE SWITGH g:;;k"‘:”
TS58 | JIB BOOM UP/DOWN TOGGLE SWITCH GNWH-AOA
TS50 | PLATFORM LEVEL TOGGLE SWITCH ANBKAdA
TS60 | SECONDARY BOOM UP/DOWN TOGGLE SWITCH BLWH G112
TS61 PRIMARY BOOM UP/DOWN TOGGLE SWITCH BK22C GN-43A
T562 | TURNTABLE ROTATE TOGGLE SWITCH BK C7-1 RD/BK-2A
TS63 | PRIMARY BOOM EXTEND/RETRACT TOGGLE SWITCH BREM() ey
TS68 | JIB ROTATE TOGGLE SWITCH (Z30N RJ ONLY) szaizs o3 WHBK-5A 6
CB2 | CIRCUIT BREAKER, CONTROLS, 10A FERRIE B2 WH-4A
cBs CIRCUIT BREAKER, CONTROLS RETURN, 10A o [© g S BI°
1
HM HOURMETER §
oH CHASSIS HARNESS B :'[-”‘:3':2_“7‘
MH MANIFOLD HARNESS %
sp SWITCH PANEL AT BL10A
cR CONTROL RELAY OO 90
H3 TRAVEL ALARM 1]3]4]5|e8[7[8]®2 7
H4 DESCENT ALARM ca2 O O
H6 PLATFORM OVERLOAD \_
L3 CONTROLLER STATUS LED
145 PLATFORM OVERLOAD LED ES34DCT
u3s
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» (CE)

jagram

D

iring

Platform Control Box W

(before serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)

PLATFORM
CONTROL BOX

i
)

ON Z-34/22 MODELS, THIS LOCATICN IS USED FOR

TS49, WORK LIGHT OPTION.

b TURNTABLE TILT ALARM LED (OPTION).

>

NOTES:

+m\
g

D38

JiB

7

C4

WORK LIGHTS (OPTION)

CR45

| =
x:wm_H_S

L f

LS18

EMERGENGY STOP BUTTON

HORN BUTTON

DRIVE GONTROLLER

BOOM FUNCTION SPEED CONTROLLER
AUXILIARY TOAGLE SWITCH

BOOM UP/DOWN TOGGLE SWITCH
PRIMARY BOOM UP/DOWN TOGGLE SWITCH

TURNTABLE ROTATE TOGGLE SWITCH

EXTEND/RETRACT TOGGLE SWITCH

TOGGLE SWITCH (230N RJ ONLY)

DRIVE ENABLE TOGGLE SWITCH
BATTERY GHARGE INDICATOR (OPTIOI
TURNTABLE TILT ALARM LED {OPTION)
RELAY, N.O., WORK LIGHTS (OPTION)

PLATFORM ROTATE TOQGLE SWITCH
JIB BOOM UP/DOWN TO@GLE SWITCH
PLATFORM LEVEL TOGGLE SWITCH

TILT ALARM
PLATFORM OVERLOAD LED

LABEL | DESGRIPTION

P2
P3

DP1

BP1

1
T87
S8
TSe
TS1
BN
TS12
TS18
TS15
TS168
H
BCI
L

La
Lag

CR45

2 s lg | s ||
@ o
© © o ° © BRN-JIB

BRN-2

A 4

C132PLI BLUWH C1P-12

G133PLABL/RD C2P-1

C28TTA RD/BK C1P-2

P23BAT WH C7P-2

C12FTS BLUWH C3P-12

G16DRE OR/RD C4P-4

C5TRR WH/BK C3P-5

CATRL WH C3P-4

C11SBD BL/BK C3P-11

G10S8BU BL G3P-10

TS12

TS10

CéMFV WH/RD C3P-6

D71
BP1

RD/BK

G18PRR QR/BK C4P-6

C17PRL GR C4P-5

C43JU GR C2P-5

C19LPE GR/WH C4P-7

D73 ¥

C44JD GR/BK C2P-6

C2PBD RD/BK GaP-2

C1PBU RD C3P-1

C14PLU OR C4P-2

C47JRR OR/BK C2P-3

C46JRL OR C2P-2

C15PLD OR/BK C4P-3

C8PBR BK/WH C3P-8

G7PBE BK G3P-7

C13DEL BL/RD C4P-1

ORG/RD

C375CW BL/BK C1P-11

10

C36SCC BL C1P-10

8

7

+O NC O
ONCQ‘

t81(0 & %
¢
D65
P3 J
NO O

P2

BCI
I
I

P24BAT WH C9P-2

C30FWD WH G1P-4

4

C31REV WHBK C1P-5

DP1
5|8

3

2

G32JSL WH/RD G1P-6

1

G28JSH RD/WH C1P-3

C3BAT RD/WH C3P-3

R42BAT OR/RD C2P4

P26BAT BK CoP-1

P22BAT BK C7P-1

COHRN BK/RD C2P-9

G27AUX RD G1P-1

C17PRR BL C47-2

G18PRL OR C47-1

C44JD WH €47-3

C43JU BK C47-4

C46JRL YL C47-5

CA47JRR RD CA7-6

ES34DCT

WORK LIGHTS OPTION
(Z20N (RJ) MODELS)

JIB ROTATE
(Z30N RJ ONLY)

-
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Electrical Schematic, (ANSI/ CSA)

(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
A B C D E F G H I J K L M

C29J5H RDWH
Cs2isL WHRD
1 CS1REV WHBK
C30FWD WH
TB134 F81
I P2 RD-(FS)  copa
s y ABK L Bk Je® eees .
o7P-1 C; CIP-1BK BKLFS) 0—<WH 9 core < ; - S
wi«_ F26BAT RD } I
! | RA2BAT ORRD
RD I |
’ Te40
{cipz l | DRNVE |
N LT LIGHTS, LIGHTS
[ Y ALARM @3:“ | E o oo |
2 PLATFORM  TB22 2 S HORN I g |
oA P182BAT AD & Ks1 & o R f | g a0, 56 |
cB2 . )
L Tenano Vo ok ok L e |
T I 8 K IR 2 P I w 8
3 - 3 B
32 e . s s 3 ; | raraox| |
2B EE o £ ] H g g g | ROUND |
= |z > z A | wloels
3 § g g § E4 § g % I L30 |
© g = 3 I YN N I
|
3 9 g g o | 1 [
22 2 e K g 4 § g b4 f I R |
TEEE | 3 I
| 2
2 % § § % caLs P134BAT RD TB134 | : RD
z i ] H oRs
3 C12FT8 ) I C12DRE BLWH
g P42BAT OR/RD [ PA2BAT OR/RD G1BLPE GRWH T I C1SLPE GRWH
3 \L cas10 R42BAT ORAD | 1o f | w0
o F5 2 E = g ) — ¥ [ |
108 oy & = H P42BAT OR/RD C48-2
4 AP2 v 5004 % g 8 % % i § | |
\ PRI |$ o) 8, > | |
\ } s 3 NJ-—-A\ cA2 | |
. \ .
100A N f § b ‘“2: P % ” IW S | E ﬁ g
8 \ i o * vk N 2 g |
8 i § E R B " T—\L —pefom P I = = s
- e i c g o : o o |
2 . B & s E |
£ ] ] g B 82 o 2 g |
iR 3BELds P2 2 £t |
53 23R E R/ : 8 ' |
cEEELERE B E | |
5 = es =2za~= 3 B ° g E I |
£ 36 Fl
UeA g |
100A MOTOR CONTROLLER \V——L\'j [ 3 : |
& 56
MM B R B- * orm S | |
L e O e N N N N [ A /S A 4 0 s
! ‘ o7 (3 | Fe Fig oz I
b 2e o = gls ol o Wy St |
eIk %% S B | g s |
‘ ‘ 2EIER T g — - PR3 A |
T Az R Fl b5 5| [ - 4 L | |
RIGHT w
BOX ‘ F @m A1§ Noron 52 3 ™ g b | I
— 1
6 (|=ﬁ|)2sz j(ExTi 330 | E EH |
. .
J / | 8-
® . | PN I
g EAE | 2 |2 |
BK2EA en 198 B2 ! Y Y | GNDBR
= cB3 il i I
AP C108LPR = - | i cRy
|
WH H wH |
- d
7 55 gEgs 2 B f 3 B B & OB om @ % g % %
&5 EE 38 2@ 8 'R Jul <z 53 s I pm » O§ =23 2 s o ES84pU
£3 EJ ER) a el 3 33 3 3 4 2z o2 o 3 I
52 37 gﬁ a3 o Zc 2 A El 2 2 3 85 9 23 EH
=8 8 33 = 5 23 g &3 ] g 07 s E
2 3
NOTES: ® E] iz gg g a 3
5

1. ALL LUIMIT SWITCHES SHOWN WITH BOOM IN STOWED POSITION EXCEPT AS NOTED.
[2> SWITCH SHOWN WITH BOOM EXTENDED.

D SWITCH SHOWN WITH BOOM ROTATED PAST ETHER NON-STEER WHEEL.

4. ALL SOLENOID AND RELAY COILS ARE 24VDC EXCEPT WHERE NOTED.

b SETUP ENABLE: USE TQ SET THE BATTERY INDICATOR PROFILES,

Ganie.
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Electrical Schematic, (ANSI/ CSA)

(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
A B Cc D E F G H I J K L M

C29J$H RDWH C29JSH RDWH

C32USLWHRD C82JSLWH/AD 1
C31REV WHBK C31REV WHEK
C30FWD WH C30FWD WH
P24BAT WH P24BAT WH
R42BAT OR/RD 1
z
TURNTABLE SECONDARY PRIMARY PRIMARY PLATFORM PLATFORM JB uB = P TS16
i 8 T FOTATE e oM AL IR e gy BOOM o gle R A AL 5 R L Rk 4 8 B
] 2 S S il R S [=TadE S [ 2 BK & ENABLE
52 g g Jg : 18 TIEE ] I8 oll| 1 2
7 EEZ o AUXILIARY ¢ NP
[ N cR10 PUMP ;7
24 CAID "'SPE‘A,,,J . oo —éa— u
1 — oFToN)  WHED @
D6
®L__w [ Yo g g g g8 2
il 4l iE ) : PEEEER BB EE ORE (e o . l':s NN
¥ Eb?«"%’m.. o 2 *
e |o g |2 2|9 o |o oo o la o 2 |o e 2 g2 D":/x% B g gg §3§ 3
| § 3 |8 53 3B g |3 IE 3§ £ £ B 5 B g B e & 8 3 B
B e S E zm b |c E3 B 2 52 Qs 2 E PR3 g @ a1 z g S E e
£z 2 |z g3 g ® 2 |2 sl PE GF 2 8P IR o 2 3 3 2
g 5 2 ] & ] g g &
H 9 e la 23 R
ok Sk ok co P ] B
o 3 s 2 g 8 s 3 2 38 kb al) T e - P e PR e
e BB oo 3 & B VANFOLD g 2 [ g I8 FLATFORM GONTROL |
CRS5 = : % LS 3 N BOX GROUND =
G12DRE BLWH o |
G19LPE GRWH 551 o ™2
RD
% FUNCTION J o 4
T855 ¢ ENABLE "D - 2 la la |=
TURNTABLE SECONDARY PRIMARY PRIMARY PLATFORAM PLATFORM JB JB ;5 ﬁ R g |2
ROTATE BOOM BOOM BOOM LEVEL ROTATE BOOM ROTATE o g § g E
$ 150 V,M& $ 1501 ¢ J§c}j 3 E@,} 4 Eﬂj ¥ Tson_ $ Toee_ H Vo D50 . » 2 |z |2
~eleg grelec orelec o rele orelec i orelec R *z ® L N CR5
] 2 g S % S il 3 g S ] E §r S B .-‘E 2 ¢ )l 4 4
3 |2 3 3 H C27AUX RD g D50 TB38
a° 4 v = b 7B g BfS
. I . I . QRMH [N CloLPE RIS g0 o 848 cf ’é
! pe L e " o 3
84| |TBS B |TB10 TR2[ |TBM 8| |TEZ 8IS TB14 8 er Y. I § 5
B d
1788 K] ) 2
- Dge
o JIB ROTATE OPTION o 8 H H
(230N RJ ONLY) ?WE 3
A g 2 s g 8 A : E P E R | e
T £ E4 x A
= - g 1! {ez
g S z |3
e Tes & |F
o 6
< .
D50 ™ g 8 3
+ - + @
C kel *"
Q
3
=
ey | -~ -~ ‘ L - ‘ Wl
oAy
ETRN O TR T THEE T 3 5 : s 53 3 : Y LR g 7
25 ?é § g 28 H :% 25 i3 3 EERE] g EH 3E 5 L g%ﬁ sA sh @
ngz § g8s 8% s LER dg g g 3 5 : BTN E 3 gn
mE 25 N gi T'g E § g 5 22 s P 2 a H 5 A rﬂ.E ﬁ.ﬁ g —|E
m = S E 3
M B e g B : g Ef : ; P il i
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(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)

142



https://truckmanual shub.com/

April 2016 Service Manual

Electrical Schematic, (ANSI/ CSA)
(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)

143



https://truckmanual shub.com/

Service Manual April 2016
__________________________________________________________________________________________________________________|

Electrical Schematic, (ANSI/ CSA)

(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)
A B Cc D E F G H I J K L M

Ca1REV WHEBK
CS0FWD WH
Ca2J5L WHRD
1 ©20JSH RDWH
CZIAUX RD
TBis4 Fs1
5 P2 AD-(FB)  cap-3
o = &
{ C9P-1BK BKA{F8) WS oere < PZABATWH
®.& _ F2@BAT RD
R42BAT ORAD
RD 3
F * T @[ §
o’ ALARM 3,_“
PLATFORM  TB22| HORN AR
10A P182BAT RD 2 )l i | ‘WJ ey
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MOTOR CONTROLLER ‘\***EII CR4 %
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1. ALL LIMIT SWITCHES BHOWN WITH BOOM IN STOWED POSITION EXCEPT AS NOTED.
[2>> SWITGH SHOWN WITH BOOM EXTENDED.
b SWITCH SHOWN WITH BOOM ROTATED PAST EITHER NON-STEER WHEEL.
4. ALL SOLENOID AND RELAY GOILS ARE 24VDG EXCEPT WHERE NOTED.
8 b ‘SETUP ENABLE: USE TO SET THE BATTERY INDICATOR PROFILES.
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Electrical Schematic, (ANSI/ CSA)
(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)
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P P * p! P P! P! P s =]
 TSE2 ',Js,@,} ,J?ﬂj ‘,Iw,} t TS5 ,Jgszj P TS58_ ',Jge,s,} 3 W Dss 7 ® g P2
~rale g 40% {0% ﬁ»om it% [HCF 8!0% 5472 o % 77777777 OR5 g
l_\'-l @ g g i a § b B 2 9 ] % & 3
El 2 H 3 3 C2Z7AUX RD g D50 TB3s
7] o TB27 & € o] o)
5 4 4 3 2 Y8 g
GRAMWH _ 9 GRMH C19LPE TBIB| D78 GRWH TB48 3
’ ° o o ’ - L V7T i E
& T i @ ore LA 4 g
TB4 TBS TB11 TB10 B2 1 TB8 TB7 TB15 TB14 § S
+| TBS = De6 z
d
1N JIB ROTATE OPTION p72 & -
D29 (Z30N RJ ONLY) L & = §
TB16 o
H 2 2 2R 2 B H
3 g % S g 137 E{ 21
0 R
£3 86 % 14 22
D50 § QR’S*?F § ]
[ £
N
< 2 |3 .
DE0 = 6@ g E %
. L f g
o s s
— g
]
2
(GND) [ j ] S ) J Tes2|
ch3
328 § B 3f 153 ERE g2 3 1 5 5 83 2z 3 923858 33 52
B9d @ 8B g2 81 132 13 13 335 g 25 - 5 Eg Sior o g an
Hé ma g c5 sz 3 §3 ] 5 nc dl 3 - = 2 g™ Bp Ep B m
Bk 5 953 g2 52 5 2 2 32 gizz £ 2 £ 3 | e § R FE S g :
Em am = 3 3 5352 § S s o S m n 2 ez
- g8 58 g8 3 4 : g e ;
= m m E'! z m m

ES34DCY

Gaenie.

ATEREX BRAND

Part No. 139378 Z-30/20N « Z-30/20N RJ « Z-34/22 « Z-34/22N 145




https://truckmanual shub.com/

Service Manual April 2016
__________________________________________________________________________________________________________________|

Electrical Schematic, (ANSI / CSA)
(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)
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Ground Control Box Terminal Strip Wiring Diagram, (ANSI / CSA)
(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
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Ground Control Box Terminal Strip Wiring Diagram, (ANSI / CSA)

(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
F G

Ls3-DRIVEENABLE | © ©
o O

LS1 - PRIMARY
EXTEND/RETRACT

A B

C52
LS4 - SECONDARY ©
UP/DOWN o

c8

C11
LS2 - PRIMARY SR
UP/DOWN o o

C10

Q

Q

CABLE#2 C7B

O

Y
000000
—» C4B
Q00000
CABLE#3
Q00000
—Pp C3B
000000
Q00000
—» C2B
Q00000
CABLE#
000000
—p CI1B
000000
. J
MANIFOLD
HARNESS
(MH)
C48
[eXe)e]
CHASSIS —
HARNESS
(CH) C49

Q00000
Q00000
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D E

H

K

TERMINAL BASE (TB} DESCRIPTION CIRCUIT & WIRES FROM GONNEGTOR TO CONNEGTOR
RD/WH (FLASH. BEAGON OPT) ™ RD-C52-1 KEYSWITCH POWER P14BAT WIRES CIRCUITS FROM To DESCRIPTION
RD/WH-TILT WH C7B-2 134 RD-KSH4 KEYSWITCH POWER P134BAT
WH n cl02 c1i4 L81-L82 JUNCTION
BR-CB2 BK (FLASH. BEACON OPT) 52 | BR-MH BR-CR4 GROUND BATGND o o o P L5254 JUNCTION
BRC82 BRC7B-3 52 |BR BR-SP GROUND BATGND
RDMWH-CRS 1 whBksp 48 | RDWH-MH HDWHSP BRAKE RELEASE RASBRK OR/EK C47JRR c283 TS-68 (SP) JIB ROTATE RIGHT (Z30NR. ONLY)
> oR C48JRL c22 TS-88 (SP) JIB ROTATE LEFT (Z30NRJ ONLY)
ORRD-CR1 ORRD G2B-4 42 | OR/RD C48-10 ORRDL3 SWITCHED 48V R42BAT GREK o cone 7558 (5P) ™
14 Buek-1sD BL/BK C1B-11 37 BL/BK-MH STEER RIGHT ca7SCW an u 285 7658 @P) B P
i ELC1B10 * BLAH STEER LEFT oR c40Ls cB22 C49.9 (CH) OFF-LIMIT SPEED
RD-CR3 RD G1B-1 27 AD-SP AUXILIARY PUMP C27AUX W L cies P JOYTICKPOT.
WHCi0-2 BK-C23-4 22 | BK-SP BK-CR4 +24V TO PLATFORM P22BAT WHBK C31REV CiBS ) REVERSE
TB36/TBI7 GRWH-CR3 19 QRWH-MH LIFT PUMP C1BLPE WH o 154 P ARD
& vekse GR/WH C4B-7 18 GRWH-SP LIFT PUMP CAPE HOWH - PO P 2WIRE POT.
OR/RD Cg-1 OR/RD G4B-4 18 ‘OR/RD-CRS DRIVE ENABLE C16DE ADEK A e PO LT ALARM
OR/BK 483 15 | ORBK-MH ORBK:SP PLATFORM LEVEL DOWN | C15PLD amEK pp— ans - LATFORM HOTATE FIGHT
ORC4B2 14 | OR-MH OR-SP PLATFORM LEVEL UP C14PLU &R po— 185 TS5 (5P) PLATFORM ROTATE LEFT
WH .- 12 BL/WH- FOOTSWITCH 12|
EKCBS BLAWH £35-12 cH c C12FT8 BLRD C13DEL co4 c4B-1 DRIVE ENABLE LIGHT
BL/BK G3B-11 1| BLBKMH BL/BK-SP SECONDARY BOOM DOWN | G11SBD GOHRN cobe P 456 HORN
10 r - BOOM 0SBU *
BLG3B-10 BLH BLSP SECONDARY WP ot RDWH C3BAT G3B-8 CR1, 488, CR?, 486 48V RELAY COIL POWER
BIIWH C35-8 8 | BKWH-MH BK/WH-SP PRIMARY BOOM RETRAGT _| C8PBR ORFD PaZBAT Rz, 430 casz 48V POWER
BK 03B-7 7| BKMH BK-3P PRIMARY BOOM EXTEND | C7PBE — CA8BRK ors, 485 s BRAKE RELEASE
WH/RD C3B-6 6 | WHRD-MH WHRD-SP FUNCTION SPEED CONTROL| C6MFV
WHEBK G8B-5 5 | WHBK-MH WHBK-SP TURNTABLE ROTATE RIGHT | C5TRR
WH C3B-4 4 | WH-MH WH-3P TURNTABLE ROTATE LEFT | CATRL
RD/BK C3B-2 2 | RDBKMH RAD/BK-5P PRIMARY BOOM DOWN C2PBD
RD C3B-1 1 RD-MH RD-SP PRIMARY BOOM UP Ci1PBU
D o] B A
C2zB-12
WH
RD-27D log—f
TO TERMINAL BASE GR/WH-19C wH | L
AND RELAY BLOCK OR/RD-C48-2
— GRWH-C49-11 BK-22A
‘ ‘ GND — —
CR1 H CR2 «H CR3 HJ CR4 HJ
BR-52A CR23
RD/WH-C3B-3 ﬂ — H‘ <H — [ﬁ <H R [ﬁ 7<H — [F AP2
+48VDC Eqg RD
T = = = BK/RD-MH-HORN A
DRIVE LIGHTS (OPTION)
OR/RD-42D BK/RD-C3B-9
RD-C46-1
CONTROL RELAY L.D.
RD/WH-48D CR1 - SECONDARY 48V POWER
‘ CR2 - PRIMARY 48V POWER
CRS CRS3 - AUXILIARY PUMP
CR4 - HORN
RD/BK-C49-2 CRE - BRAKE RELEASE
CR23 - DRIVE LIGHTS (OPTION)
ORV/RD-16A H
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Ground Control Box Switch Panel Wiring Diagram, (ANSI / CSA)
(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)

(T
RD/WH-48A } H3 } 1
A RDWH-10aD M
¢ momkote BR-52A
+ B enose
| I A BR-52A SWITCH PANEL
| H4 I O O
2
GNBK
O O WH/BK-19C/48C
BR C32-12
ONCO
P1 +
TO TERMINAL BASE rfONCO HM
AND CONNECTORS }
P1 3
ONCO
RD-C48-1
ONCO { CB2 Tes1
@]
lcB2!
TS51 AD/134A
BK-22A \ 4
RD-C23-6 ‘
RD-27A
OR/BK-15A
BK-7A
BK/WH-8A
LABEL | DESCRIPTION WHRD-6A < Ts50
P1 EMERGENCY STOP BUTTON 1B FOTATE ORBK-C2:3 \ TS63 5
KS1 KEY SWITCH (Z30N RJMODELS) QRG22 o) leJoXe) Op
T851 AUXILIARY TOGGLE SWITCH | Tses| ~ R RAE
‘ 1 v
TS55 | FUNCTION ENABLE TOGGLE SWITCH ‘
TS66 TS63 TS59 OR-14A ‘ ‘ — 5
o 0 TS57 | PLATFORM ROTATE TOGGLE SWITCH e
000 000 S O TS58 | JIB BOOM UP/DOWN TOGGLE SWITCH GNWH-10A o —
ooo 000 S 6 TS50 | PLATFORM LEVEL TOGGLE SWITCH BAA < % - TS87
TS60 | SECONDARY BOOM UP/DOWN TOGGLE SWITCH BLWH C1-12 7558 P o O
OR TS61 PRIMARY BOOM UP/DOWN TOGGLE SWITCH BK22C GN43A [~ AaR|
TS58 TS61 T857 1562 TURNTABLE ROTATE TOGGLE SWITGH BKC7-1 RD/BK-2A | v vy
PO =L o 0 o TS63 | PRIMARY BOOM EXTEND/RETRAGT TOGGLE SWITCH BRHM{) FD-1A ‘
Q00O GN-17A
o o o o TS66 | JIB ROTATE TOGGLE SWITCH (Z30NRJ ONLY) » 2 ola WHBICEA ‘
3ERRB 3 ‘ = . \TS62 6
O O O O [ORCRS) CB2 CIRCUIT BREAKER, CONTROLS, 10A FERRER § 5 WH-4A o s (5
o & & 60
oR cB3 CIRCUIT BREAKER, CONTROLS RETURN, 10A % gE 3 TS%@@ |TS6 090
HM HOURMETER 5 u —
Tess TS60 TS62 cH CHASSIS HARNESS N BB 1A \
32-7
o MH MANIFOLD HARNESS
o 0 sp SWITCH PANEL BL-10A
© o oo CcR CONTROL RELAY O[OQIODIDO[O
Ha TRAVEL ALARM 19 Mpems 12
H4 DESCENT ALARM (OPTION) c32 O O 7
L3 CONTROLLER STATUS LED \_
DESCENT ALARM WIRING
O O ES34DCU
- /
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Ground Control Box Switch Panel Wiring Diagram, (ANSI / CSA)
(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774)
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Ground Control Box Terminal Strip Wiring Diagram, (ANSI / CSA)
(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)
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A B

LS4 - SECONDARY

o | Ch2
o

UP/DOWN

[oXe} Cc8
LS3 - DRIVE ENABLE

oo
LS2 - PRIMARY

o o) C11
UP/DOWN oo

Ground Control Box Terminal Strip Wiring Diagram, (ANSI / CSA)
(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)

LS1 - PRIMARY o C10
EXTEND/RETRACT o
CABLE#2 Cc7B
O
Q00000
» C4B
O00000
CABLE#3
000000
» C3B
Q00000
000000
» C2B
000000
CABLE#1
000000
» CiB
Q00000
. J
MANIFOLD
HARNESS
(MH)
C48
[oXe)e]
CHAssIS 000
HARNESS
(CH) C49

000000
000000

D E F G H | J K L M
TERMINAL BASE (TB) DESCRIFTION CIRCUT # WIRES FROM CONNECTOR TO CONNEGTOR
RD/WH (FLASH. BEACON OPT) 184 RD-C32-1 KEYSWITCH POWER P1384BAT WIRES CIRCUITE FROM T DESCRIFTION
RD/WH-TILT WHC7B-2 134 RD-KSH4 KEYSWITCH POWER P134BAT 1
BR-CB2 BK (FLASH. BEACON OPT.} 52 | BR-MH BR-GR4 QROUND BATGND W - o162 on L91-L52 JUNCTION
BK J2 ciia ©52-1 LS21.54 JUNCTION
BRC8-2 1 mvn:;ave — 52 |BR BR-SP GROUND BATGND P P o TSes R IB ROTATE RIGHT (Z0NAJ ONLY)
RD/WH-GR5 48 | ROWHMH RD/WH-SP BRAKE RELEASE R48BRK P CaBAL o2 Te.06 sP) 1B ROTATE LEFT (Z30NR ONLY)
OR/RD-CR1 OR/RD C2B4 42 | ORMRD C49-10 ORMRD-L3 SWITCHED 48V R42BAT SREK P cobs T8.58 (5P) 1B DOWN
’f BL/BK-19D BL/BK G1B-11 37 BL/BK-MH STEER RIGHT C375CW on cesy cons TS558 (6) JBUP
& LRl 8LC1B-10 % BLAH STEERLEFT £265CC OR ca0L8 c522 €498 (CH) OFF-LIMIT SPEED
RD-CR3 RD G1B-1 27 RD-SP AUXILIARY PUMP GZIAUX WHRD Py o188 e (cH) JOYETICK POT. LOW
WH C10-2 BK-C23-4 22 |BKSP BK-CR4 +24V TO PLATFORM P22BAT WHBK p— o185 o485 (1) REVERSE 2
TB3&/TBA7 GRIWH-CR3 19 GRWH-MH LIFT PUMP C19LPE WH CSOPWD 1B e GH) FORWARD
* WH/BK-SP GR/MWH C4B-7 19 GRWH-SP LIFT PUMP G18LPE ADAWH - c1Bs a3 (o) SWIRE POT.
OR/RD Ca-1 ORIRD C48-4 16 OR/RD-CRS DRIVE ENABLE C16DE HOBK Jo— o ciB2 TILT ALARM
OR/BK G4B-3 15| OR/BK-MH OR/BK-SP PLATFORM LEVELDOWN | G15PLD GREK p— cane - PLATFORM ROTATE RIGHT
. OR ¢4B-2 14 | OR-MH OR-SP PLATFORM LEVEL UP C14PLU ar CH7PRL caps TS57 5P) PLATFORM ROTATE LEFT
BK C8-3 BL/WH G3B-12 12 BL/WH-CH FOQTSWITCH C12FTS SURD C13DEL P CaBt DRIVE ENABLE LIGHT
* BL/BK C3B-11 11| BL/BK-MH BL/BK-SP SECONDARY BOOM DOWN | C11SBD SKRD COHRN caBS o, #86 HORN
BL 03610 19_{BiwH RSP SECONDARY BOOM LP C1usBy RDWH G3BAT G3B-3 CR1, #86, CR2, #86 48V RELAY COIL POWER 3
BKIWH C38-8 8 | BKWH-MH BK/WH-SP PRIMARY BOOM RETRAGT _| GBPBR ORFD PazBAT Chz, a0 sz 48V POWER
BK G3B-7 7 | BKMH BK-SP PRIMARY BOOM EXTEND | GTPBE RD/BK C4BBRK CRS, #85 can2 BRAKE RELEASE
WH/RD G3B-6 & | WHRD-MH WH/RD-SP FUNCTION SPEED CONTROL| GBMFV
WH/BK C3B-5 5 | WHBK-MH WHEKSP TURNTABLE ROTATE RIGHT | C5TRR
WH CaB4 4 | WHMH WH-SP TURNTABLE ROTATE LEFT | C4TRL
4 RD/BK C3B-2 2 | RDBK-MH RD/BK-SP PRIMARY BOOM DOWN C2PBD
44 ro-cre 2 FRIMARY BOOM DOWN G2PBD
4 Ro-cRo RD C3B-1 1 | AD-MH RD-SP PRIMARY BOOM UP G1PBU
4
D c B A
C2B-12 WH
TO TERMINAL BASE RD-27D GR/WH-19C L2e wH |
AND RELAY BLOCK OR/RD-C48-2 GRWH-C49-11 BK-22A
T I GND BR «H — H» 5
CR1 H CR2 «H CR3 HJ CR4 HJ ’_H
BR-52A P2 CR23
wmes ) — [0 W = LIS B = B ey
T = —‘ = = BK/RD-MH-HORN A
DRIVE LIGHTS (OPTION)
OR/RD-42D BK/RD-C3B-9 6
RD-C49-1
CONTROL RELAY I.D.
RD/WH-48D CR1 - SECONDARY 48V POWER
‘ CR2 - PRIMARY 48V POWER
CRS5 .—_L. CR3 - AUXILIARY PUMP
CR4 - HORN
RD/BK-C49-2 H — CR5 - BRAKE RELEASE
CR23 - DRIVE LIGHTS (OPTION)
OR/RD-16A H 7
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(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
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Platform Control Box Wiring Diagram, (ANSI / CSA)
(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)

NOTES:
1 D TURNTABLE TILT ALARM LED (OPTION). H
ON Z-34/22 MODELS, THIS LOCATION IS USED FOR
TS49, WORK LIGHT OPTION. @
WH
. TS15 co |[Fs.
2 810 & L ]
D77 Hi
i ]
D&6 Dﬁo
TS9 | TS12 ¢ c7B
P3 3 TS7|OR R O
/O NO O HAl > > o
‘ e Z0
ST
3 TSN ce X
CiIP e) T
P2 E R D u D u - O
O NC OF y)
0 NG Of —T1s13 TS10 C2P 8 <
T T ]
} — g L] OPTION x
8 2|2 Rt O
] M i W GaP
o i L I |
4 N T TS8
Bl ] —
D71
i BAN
L —_————————— -
L2 NEIE
2)°\3 3 I % g '
D73 ¥ BP1 & | g 1 I
¥ ' B OF L
> I . g |
5 L48 RD/BK | = R — 2
I Pl ® 5 |
Msss I ] g 21
| Ts40 5 | = Hg N
() | & | ] & v
NS 1 & g !
1| & | ' - 3
_WHRDTS40 |
DP1 IS/ | : WH/RD TS48 2
e—y{ 0t o |
1234|5678 0]t0 I I =
I I LABEL DESCRIPTION
6 | | GRA5__| RELAY, N.O., WORK LIGHTS (OFTION)
I I :i HmNBUT"mmem
| | DP1__| DRIVECONTROLLER.
1 | | BPH BOOM FUNGTION SPEED GONTROLLER
— I 1 T81 AUXILIARY TOGALE SWITCH
t TST___| PLATFORM POTATE TOGGLE SWITCH
| I T8 | 0 soomunpown ToasL swmer
I I 189 PLATFORM LEVEL TOGGLE SWITCH
| [ Tort | P B po DGR LT
Y Q |12 8 n 8 R 21818 2 212 9819 g2 2 8 Q 212 | 3 2 2 8 2 92 8 2 Q
TREERESEREEEE EEEE T B i3: R PR GRF EEGSUEGElOE BEEBERE OB 8 e
712 Blg BB IREEREE |2 EEEE 2 SEE P a2 3 EES B S RI3 z 81 (2 ERBEER 2 3 2 1616 | DAIVE ENABLE ToGGLE suToH
3 <R ; o w | 2 |2 |2 |© o [z|2 E @ o X o o coile B B ® |2 ola | |2 g1 = g ® | |2 lo |@ E @ 7916 __| JB ROTATE TOGGLE SWITGH (Z3ONRJ ONLY)
(=] ozowruggxg 2 g%gg FESQ s : g:ﬂ oﬁs gg :ﬂ!|g§| % g§8§£% g E 7 TILT ALARM
Y B OE R B 2 9 X 8 o T |Z|o Q 2 Q = |D |3 = 8 2R 8|23 T ? 2 N o @ s = 8 Q = BCI BATTERY CHARGE INDIGATOR (OPTION)
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Electrical Schematic, (AS / CE)

(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
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(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
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(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)
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(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)
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Ground Control Box Terminal Strip Wiring Diagram, (AS / CE)
(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)
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cii Jf BL/BK-18D BLBK C1B-11 87 BL/BKMH STEER RIGHT CITSCW GR 430U G2B5 TS58 (SP) JIB UP
© o 4o BLO1E-10 ad BLMH STEER LEFT CR6SC0 OR C40LS C52:2 €49-8 (CH) OFFLIMIT SPEED
o o RD-CR3 RAD G1B-1 27 RD-SP AUXILIARY PUMP C27AUX W CoBEL o186 o) JOYSTIGK POT. LOW
BK G101 BK-C82-4 22 |BKSP BK-CR4 424V TO PLATFORM P22BAT WHBK p— o185 P REVERSE -
C10 TB36/TBS7 GR/WH-CR3 19 GRWH-SP LIFT PUMP C19LPE WH CI0FWD 14 cH) FORWARD
o - whekse GRMWH C4B-7 19 GRWH-MH LIFT PUMP C19LPE
o RD/WH C20JSH G1B-3 ©49-3 (CH) 2.WIRE POT.
OR/RD C8-1 OR/RD C4B-4 16 OR/RD-CRS DRIVE ENABLE C16DE ROBK CoaTTA [ ciBe TILT ALARM
ORBK C4B3 16| OR/BK-MH ORBK-SP PLATFORMLEVELDOWN | C15PLD GREK Py s Ts87 (5P) PLATFORM ROTATE RIGHT
ORG4B-2 14 | OR-MH OR-SP PLATFORM LEVEL UP Cl4PLU an p— cins 7857 8P) PLATFORM ROTATE LEFT
MH 12 /WH FOOTSWI 12FT.
BKCes BL/WH C2B-12 BLAw o SWTCH Cr12F18 BLRD C13DEL c84 c4B-1 DRIVE ENABLE LIGHT
BU/BK G8B-11 | BLUBKMH BL/BK-SP SEGONDARY BOOM DOWN | G11SBD BIRD COHRN 350 PR HORN
BLC3B-10 10 |BL-MH BL-SP SECONDARY BOOM UP C10SBU RDWH COBAT ca58 cm' o6, G2 486 48V RELAY GOIL POWER
BKWH C3B-8 8 | BKWH-MH BKMWH-SP PRIMARY BOOM RETRA PBR P
. K- cT_ Cl BLWH C132PUl C1B-12 c323 PLATFORM OVERLOAD INPUT
O BK 357 p BKMH B8P PRIMARY BOOMEXTEND _| C7REE BURD C13aPLA coB1 HE(), L45() PLATFORM OVERLOAD ALARM
WH/RD G38-6 WHRD-MH WHRD-SP FUNCTION SPEED GONTROL| CEMFV
c7B WH/BK C3B-5 5 | WHBKMH WH/BK-SP TURNTABLE ROTATE RIGHT | CSTRR — PAZRAT £RE. 420 Sl AEVPOUER
RD/BK G48BRK CRS, #85 ca92 BRAKE RELEASE
O O WH G384 4 | WHMH WHSP TURNTABLE ROTATE LEFT | C4TRL
AD/BK C38-2 2 | RDBKMH RD/BK-SP PRIMARY BOOM DOWN c2pED
AD C38-1 1 _|RD-MH RD-SP PRIMARY BOOM UP c1PBU
e N D G B A
000000
» C4B
000000
000000 C2B-12 WH
» C3B
000000 RD-27D 129 —
TO TERMINAL BASE GR/WH-19C WH E
S AND RELAY BLOCK OR/RD-C48-2
0660600 — GR/WH-C49-11 BK-22A aND ﬂ H»
> C2B ‘ ‘ BR
000000 CR1 H CR2 ‘H CR3 HJ CR4 HJ FH
FY Y Y YT R BR-52A GR23
000000 RD/WH-C3B-3 — — T —| = | AP2
C1B +48VDC pFg  RD
000000 TL = = T BK/RD-MH-HORN A
. J DRIVE LIGHTS (OPTION)
OR/RD-42D BK/RD-C3B-9
RD-C49-1
ROD/WH48D CONTROL RELAY 1.D.
‘ CR1 - SECONDARY 48V POWER
CRs ¥, CR2 - PRIMARY 48V POWER
CR3 - AUXILIARY PUMP
RD/BK-C4g-2 H CR4 - HORN
CR5 - BRAKE RELEASE
OR/RD-16A H CR23 - DRIVE LIGHTS (OPTION)
REF.
C48 30
000
86 85
000 —
87A
——
C49 87
(RELAY SOCKET SHOWN)

ES34DCU

Ganie.
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TS66 TS63
000 000
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OR
TS60
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5 9
[olNe)
O DESCENT ALARM WIRING

T851

TS59

[eXeXe]
[OXeXe]

T857

00O
00O

TS62

000
000
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Ground Control Box Switch Panel Wiring Diagram, (AS / CE)
(from serial numbers Z30N10-12119, Z34N10-8857 and Z3410-7774 to Z30N13-14695, Z34N13-10622 and Z3413-9441)

RD C32-1
+
RD/WH-48A | H3 | A
|
A: RD/WH-134D m
°: RD/BK-C1B-2 BR-52A
B epome -
O SWITCH PANEL
RD 134B 2
BL/RD C2B-1
GN/BK
WH/BK-19D/48C
BR C32-12
TO TERMINAL BASE 3
AND CONNECTORS
RD-C48-1
RDH34A
BK-22A 1
RD-C23-6
RD-27A
OR/BK-15A
BK-7A
BKWH-8A
LABEL | DESCRIPTION WHRD-6A
P1 EMERGENCY STOP BUTTON J— ORBKC2
KS1 KEY SWITCH Z3ONRJONLY) _ORC22
851 AUXILIARY TOGGLE SWITCH | 5
TS55 | FUNCTION ENABLE TOGGLE SWITCH I
TS57 | PLATFORM ROTATE TOGGLE SWITCH gnr_‘m
TS58 | JIB BOOM UP/DOWN TOGGLE SWITCH ENWHE19A
TS59 | PLATFORM LEVEL TOGGLE SWITGH CNBKAA
TS60 SECONDARY BOOM UP/DOWN TOGGLE SWITCH BLWH C1-12
TS61 PRIMARY BOOM UP/DOWN TOGGLE SWITCH BK22C GN-43A
TS62 TURANTABLE ROTATE TOGGLE SWITCH BKG7-1 RD/BK-2A
7563 | PRIMARY BOOM EXTEND/RETRAGT TOGGLE SWITCH BRHM() zm‘;‘ 6
TS66 | JIB ROTATE TOGGLE SWITCH (Z30N RJ ONLY) selzlzlz lglz WHUBKEA
cB2 GIRCUIT BREAKER, CONTROLS, 10A 2 E R § § § WH4A
CB3 CIRCUIT BREAKER, CONTROLS RETURN, 10A e lgls TP
E
HM HOURMETER %
CH CHASSIS HARNESS BL/BK-11A
RD-Caz-7
MH MANIFOLD HARNESS
sP SWITCH PANEL BL-10A
CR GONTROL RELAY OOO[O[OO[]D
H3 TRAVEL ALARM 1]8[4]5|€|7|8]2 7
Ha DESCENT ALARM caz O
He PLATFORM OVERLOAD ALARM N\
L3 GONTROLLER STATUS LED
L45 PLATFORM OVERLOAD LED ES34DCU
us3
Genie
/ATEREX BRAND '
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(from serial numbers Z30N13-14696, Z34N13-10623 and Z3413-9442 to Z30N14-15221, Z34N14-10983 and Z3414-9685)
A B Cc D E F G H I J K L M

032 TERMINAL BASE (TB) DESCRIPTION pp— WIRES FROM CONNECTOR TO CONNECTOR
IG%"}D- gﬁ(’f‘ON DARY o RD/WH (FLASH. BEACON OPT,) 134 RD-G32-1 KEYSWITCH POWER P184BAT WIRES CIRCUITE FROM 0 DESCRIPTION
1 ROWHTILT WHCTB2 134 | RD-H8 RD-KSH4 KEVSWITCH POWER P134BAT " ; ona o LS1L52 JUNGTION
cs BROB2 BK (FLASH. BEAGON OPT) 52 | BR-MH BR-CR4 GROUND BATGND ! - 1
82 PR 2 | on P WH 2 ci1-4 clo2 L$2-.84 JUNCTION
s 3 GROUND BATGND ORBK CATJRR coRa T5-66 (SP) JIB ROTATE RIGHT (230N RJ ONLY)
LS3 - DRIVE ENABLE RDWH-CR5 4 wheksp 48 | RD/WH-MH RDWH-SP BRAKE AELEASE RASBAK
o o OR C46JRL C2B-2 TS-66 (SP) JIB ROTATE LEFT (Z30N RJ ONLY)
OR/RD-CR1 OR/RD C2B-4 42 | ORRD C48-10 OR/AD-L3 SWITCHED 48V R42BAT po— cand s Tesa67) r—
c1n € BuBK-1e0 BUBK C1B-11 24 BLBK-MH STEER RIGHT carsew o Py o~ Teo8 (S JBUP
L82 - PRIMARY ©© e Bl C1B-10 ® BL-MH STEER LEFT cassee oR [ cs2:2 G489 (CH) OFF-LIMIT SPEED
UP/DOWN o o RD-CR3 RD ¢1B-1 27 RD-8P AUXILIARY PUMP C27AUX - o 16 oisa ) JOYSTIOK PO LOW
- . 2
5 c10 BK C10-1 BK-C2-4 BK-SP BK-GR4 +24V TO PLATFORM P22BAT WHEK SREY o186 o155 OH) REVERSE
TBINTRS7 GRWH-CR3 19 GRWH-SP LIFT PUMP ClgLPE wh P o i oH) FORWARD
LS1 - PRIMARY 8} WH/BK-SP 19 !
I TENDTRETRACT . L GRWH C48-7 GRWH-MH € LIFT PUMP C19LPE p—— casueH s i3 WIRE FOT
ORMD Ce-1 ORMRD C4B-4 16 OR/RD-CR5 DRIVE ENABLE G16DE RD/BK " e ciBz TILT ALARM
D24 OR/EK C4B.-9 15| ORBKMH OR/BK-SP PLATFORM LEVEL DOWN | C16PLD P o cans 155767 PLATFORM MOTATE FIGHT
o28 | 44— ORCAB2 14| oR-MH OR-SP PLATFORM LEVEL UP C14PLY on pom— cans Te.57 6 PLATFORM RGTATE LEFT
BKC8-3 BUWH G3B-12 12 BLWH-CH » FOOTSWITCH Ci2FTS oD C1oDEL oo Py DAVEE Lo
oso |- BL/BK C3B-11 11| BUBK-MH BLIBK-SP SECONDARY BOOMDOWN | C118D BKRD P cans PR Hom
BLC3B-10 10 | BL-MH BL-SP SECONDARY BOOM UP C108BU ROMWH CaBAT cans om' 106, OF, 06 48V RELAY COIL POWER
p - , #86, CR2,
3 BIOWH G309 BWHAH BIOWH-5P PRIMARY BOOM RETRACT | G8P8R BLWH C132PLI cip-12 caz PLATFORM GVERLOAD INPUT
B O3B ; BrCMH BRCSP PRIMARY BOOM EXTEND _| CTPBE BURD Cc133PLA 281 HBE), L45() PLATFORM OVERLOAD ALARM
cABLES2 c7B WH/AD €386 WH/RD-MH WH/RD-SP FUNGTION SPEED GONTROL| CBMFV oD PaZBAT cR2, %50 52 6V POWER
WH/BK G385 5 | WHBK-MH WHBK-6P TURNTABLE ROTATE RIQHT | C5TRR —— S P 02 RAKE RELEASE
O WH CaB4 4 | WH-MH WH-sP TURNTABLE ROTATE LEFT | C4TRL -
D30 |4 RD/BK C3B-2 2 | RD/BKMH RO/BK-SP PRIMARY BOOM DOWN C2PBD
D103 Ro-cRY 2 PRIMARY BOOM DOWN 2PBD
D104/ 44— RD-CRe AD G9B-1 1 |mowmn ADSP PRIMARY BOOM UP cipau
YN
4 000000 D (o] B A
» C4B
000000
CABLE#3 G2B-12
000000 ) WH
» C3B
000000 RD-27D —_—
— TO TERMINAL BASE GR/MWH-19C 2w [ 1,
N AND RELAY BLOCK OR/RD-C48-2
000000 e — GR/WH-C49-11 BK-22A
I I GND BR —
C2B
5 000000 CRi H cR2 ‘H cR3 HJ CR4 HJ
CABLE#1 BR-52A CR23
000000 RD/WH-C3B-3 ﬂ — H‘ «H —— |:|: «H — |:# —«H — H:— AP2 e
» C1B +48VDC g  RD
DRIVE LIGHTS (OPTION)
OR/RD-42D BK/RD-C3B-9
RD-C49-1
RD/WH-48D B-MH OR/BK-MH CONTROL RELAY I.D.
‘ CR1 - SECONDARY 48V POWER
GRS ‘—_‘—. CR9__ CRI0___ CR2 - PRIMARY 48V POWER
CR3 - AUXILIARY PUMP
RD/BK-C439-2 H ; RD-C11-1 CR4 - HORN
CR5 - BRAKE RELEASE
OR/RD-16A H CRB - PLATFORM LEVEL INTERLOCK
CR10 - PLATFORM LEVEL INTERLOCK
7 BR CR23 - DRIVE LIGHTS (OPTION)
MANIFOLD OR-145
HARNESS RD-TB1/TB2
(MH) OR/BK-15B REF.
C48 30
000
86 85
oo —
CHASSIS 87A
HARNESS
8 (GH) C49 =

000000
(RELAY SOCKET SHOWN)
ES34DCY
000000

Ganie.
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Platform Control Box Wiring Diagram, (AS / CE)

Service Manual

PLATFORM CONTROL BOX .
Q
F——————————= HE g
o E z |
P26BAT BK P2 | EOmx_._m_._._.mﬁo_u._._ozyn o | = u = 5 m H P
Z| o o3 E Q| 8
I Wi cras | 8 m EEEEEEERERE E 8
= Q
5 e (g || (B BB e s EEEEY (2| 8
87 = wl Y @ o o
< C3BAT RDWH C3P-3 _ BR ‘:_H_ | mw mww_@_mwumm W I ER
R2SBAT BK COP-1 8 . 8 | &k Emmmmpwmwms g mmu
| ERE Sla |zl ® oumF_mGE 2 g
| = b EEREEEREFEEEEEEREEERE
- ql |z 5L u_we.MMEo 5 mLEumm
! AREE R RN E R FEREE
| 3 | WQWWNWYMUMWBEHWEMCWMEWR
_ R R EEE R EEEREEE
EEHEEEEEEEEEEEEEEELEFE
e EEEEE EHEEEEEEEEEEE
|
@ 8 o 2 O I I = B P e e < g
> MENHEEEEBEEEEEEEEEEREEEE
P48LPS WH C2P-10
[
o o o o
G 8 3 3
BRN-JIB BRN-2
[~]
«
N\ Q
© | O\

C132PLI1 BUWH C1P-12

C133PLA BL/RD C2P-1

C28TTA RD/BK C1P-2

P23BAT WH G7P-2

C12FTS BL/WH C3P-12

C16DRE OR/RD C4P-4

ON Z-34/22 MODELS, THIS LOCATION IS USED FOR

TS439, WORK LIGHT OPTION.

C5TRR WH/BK C8P-5

CATRL WH C3P-4

D TURNTABLE TILT ALARM LED (OPTION).

=

NOTES:

C11SBD BL/BK C3P-11
C10SBU BL C3P-10

1 C6MFV WH/RD C8P-6

| WH/RD CR45 #86

D71
BP1

| P26BAT RD P2

BK/RD

/1815
]
Tsi2
RO
LO
DA U
T80
D
[~}
s10
o
O
-
|
|
I
|
|
| —
|
|
|
|
|
|
|
|
|
|
|
L
WORK LIGHTS OPTION
(Z30N (RJ) MODELS)

GR [ il

D77

C18PRR GR/BK C4P-6
C17PRL GR C4P-5

C43JU GR C2P-5
C19LPE GR/WH C4P-7

R
L
Sl
TS11
U
u
[\ ) 4

G44JD GR/BK G2P-6

C2PBED RD/BK C3P-2

G1PBU RD G3P-1

C14PLU OR C4P-2

RD/BK
GR/BK

| G47JRR OR/BK C2P-3

JIB ROTATE
(Z30N RJ ONLY)

[F==—— == == CASIRLOR C2P-2

C15PLD OR/BK G4P-3
C8PBR BK/WH C3P-3

C7PBE BK C3P-7

G37SGG BL/BK G1P-11
C36SCWBL C1P-10

10

9

BR
8

7

OR/RD

[=]
[
RD
o
[

5

‘G30FWD WH G1P-4

G31REV WH/BK G1P-&
C82JSL WH/RD C1P-6
C29JSH RD/WH C1P-3

2|34

TSt O%%
¢
No O+

O NC A

>0 NC O]

1

P2

C13DEL BL/RD C4P-1

R42PWR OR/RD C2P-4

|
|
|
h
1
|
|
1
T
|
|
|
|
| P24BAT WH C8P-2
|
|
I
I
h
I
Il
T
|
|
|
|
|

P22BAT BK C7P-1

COHRN BK/RD C3P-8

G27AUX RD G1P-1

G18PRR BL C47-2

C17PRL OR C47-1

C44JD WH C47-4

G43JU BK G473

G46JRL YL C47-5

ES34DCU

G47JRR RD G47-6
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C170LS WH/RD TS1

P26BAT BK

GND

BK

% ¥ Dso

e

Ci134PWR RD

__ P134PWRRD
D=
TS
C9 5r

seH 5

BK

o o. Q. o
- o «®

BRN-2
BRN-JIB

WH

D=

RD/BK

Das

CB3BAT RD/WH C3P-3

C132PLI BLUWH C1P-12

C133PLA BL/RD C2P-1

P134BAT GR/WH C2P-7

C28TTA RD/BK C1P-2

C12DE BL/WH C3P-12

TS815

fadoj
D77

.l

C16DE OR/RD C4P-4

C5TRR WH/BK C3P-5

C4TRL WH C3P-4

C11SBD BL/BK C3P-11

C10SBU BL C3P-10

C19LPE GR/WH C4P-7

C6MFV WH/RD C3P-6

D73
-
D71

BP1

»— GR

GN/BK

C18PRR GR/BK C4P-6

TS8

C17PRL GR C4P-5

C43JU GR C2P-5

C44JD GR/BK C2P-6

C2PBD RD/BK C3P-2

C1PBU RD C3P-1

C1PLU OR C4P-2

C47JRR OR/BK C2P-3

C47JRL OR G2P-2

C15PLD OR/BK C4P-3

CBPBR BK/WH C3P-8

C7PBE BK C3P-7

RD

RD

C37SCC BL/BK C1P-11

C36SCW BL C1P-10

od

151 (02 QC

Dés

]

RD

DP1

P24BAT WH CgP-2

C31REV WH/BK C1P-5

C30FWD WH C1P4

C32JSL WH/RD C1P-6

‘1‘2‘3‘4‘5‘6‘7‘8‘9‘10‘11‘12‘

C29JSH RD/WH C1P-3

P23BAT WH C7P-2

R42PWR OR/RD C2P-4

C13DEL BL/RD C4P-1

P22BAT BK C7P-1

C9HRN BK/RD C3P-9

C27AUX RD C1P-1

C18PRR BL C47-2

C17PRL OR C47-1

C44JD WH C47-4

C43JU BK C47-3

C46JRL YL C47-5

G47JRR RD C47-6

JIB ROTATE
OPTION
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Genie Sweden
Phone 0046 3157 5101
Fax 0046 3157 5104

Genie France
Phone 0033 237 260 986
Fax 0033 237 260 998

Genie Iberica
Phone 0034 900 808 110
Fax 0034 935 725 080

Genie Germany
Phone 0800 180 9017
Phone 0049 4221 491 810
Fax 0049 4221 491 820
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Genie North America
Phone 425.881.1800
Toll Free USA and Canada
800.536.1800
Fax 425.883.3475

Genie Australia Pty Ltd.
Phone +61 7 3375 1660
Fax +61 7 3375 1002

Genie China
Phone +86 21 53853768
Fax +86 21 53852569

Genie Sinapore
Phone +65 67533544
Fax +65 67533544

Genie Japan
Phone +81 3 6436 2020
Fax +81 3 5445 1231

Genie Korea
Phone +82 2 558 7267
Fax +82 2558 3910

Genie U.K.
Phone 0044 1476 584 333
Fax 0044 1476 584 330

Genie Brasil
Phone +55 11 4082 5600
Fax +55 22 4082 5630

Genie Mexico City
Phone +52 55 5666 5242
Fax +52 55 5666 3241

Genie Holland
Phone +31 183581 102
Fax +31 183 581 566
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