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E-mail: info@hokuetsu.nl 

AIRMAN USA CORPORATION 
7633 Adairsville Hwy Adairsville,GA 30103 
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Jalan USJ 25/1, 47650 Subang Jaya, Selangor, Malaysia 
Tel: 60-3-5036-7228 Fax: 60-3-5036-7226 
E-mail: sales@airman-asia.com 

•Operate safely in accordance with proper 
operation manual. 

•To prevent trouble and accidents, perform 
daily and preventive maintenance checks 
without fail. 

~SAFETY 

ISO 9001 : JQA-0581 
ISO 14001 : JQA-EM4670 

ISO 9001 
ISO 14001 

Niigata plant: 
Shimo Aozu, Tsubame-city, Niigata-prefecture, Japan. 

OUR PLANTS ARE CERTIFIED RECOGNIZED AS 
BEING WORTHY OF ISO 9001 /ISO 14001 CERTIFICATION. 

https://truckmanualshub.com/



OF PRODUCTIVE. TROUBLE-FREE OPERATION. 

THE "AIRMAN" COMPRESSORS WILL PROVIDE YEARS 

AND DEPENDABILITY IS YOUR ASSURANCE THAT 

OUR COMMITMENT TO QUALITY, PERFORMANCE 

NEW ASYMMETRIC ROTOR PROFILE 
Fully Rationalized Plant 

AIRMAN® 
https://truckmanualshub.com/
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especifications are subject to change without notlce. eA non-silenced type is available. 
eThe parking brake is Included as standard equipment on larger units, such as the PDS655S-PDS750S. and is optional on smaller models. An overrun brake and mudguard are available as option. 
eSpecifications are subject to change without notice. 3 

Overall Length mm(inch) 1 .420(55.9) 1 ,580(62.2) 1 ,580(62.2) 1,700(66.9) 1 ,970(77.6) 2,050(80.7) 2,600(102.4) 

Overall Width mm(inch) 720(28.3) 750(29.5) 750(29.5) 890(35.0) 950(37.4) 1,200(47.2) 1,300(51.2) 

Overall Height mm(inch) 820(32.3) 865(34.1) 865(34.1) 1,080(42.5) 1,080(42.5) 1,250(49.2) 1 .400(55.1 ) 

Weight(Dry)kg(lb) 320(705) 425(937) 435(959) 640(1.410) 755(1,631) 1,140(2,513) 1 ,655(3,648) 

Weight(Wet)kg(lb) 350(772) 465(1,025) 475(1,047) 720(1,587) 850(1,874) 1,280(2,821) 1,870(4.122) 

DIMENTION & WEIGHT Overall Length mm(inch) 2,960(117) 2,980(117.3) 3,875(152.6) 3,650(143.7) 3,650( 143. 7) 

Overall Width mmOnch) 1,650(65) 1 ,630(64.2) 1,800(70.8) 1,685(66.3) 1 ,685(66.3) 

Overall Height mmOnch) 1,510(59.4) 1,715(67.5) 1,770(69.7) 2, 125(83.7) 2, 125(83.7) 

Weight(Dry)kg(lb) 860(1.896) 1,320(2.910) 1.825(4,023) 2,885(6,360) 2,985(6,581) 

Weight(Wet)kg(lb) 960(2.116) 1.460(3,219) 2.040(4.497) 3,335(7,351) 3,335(7,351) 

Tire Size 175R13 8PRX2W 6.50-14 8PRX2W 6.50-14 8PRX2W 6.50-14 8PRX4W 6.50-14 8PRX4W 

Make/Model IHI SHIBAURA IHI SHIBAURA IHI SHIBAURA YANMAR YANMAR YANMAR ISUZU DD-4BG1T E673L-D S753-D srzai.o 3TNV88-BDHK 4TNV88-BXDHKSR 4TNV98T-NHK 

Type 4 cycle.water cooteo.swirl-chamoer type 4 cycle.water cooled.direct injection type 4 cycle.water cooled, 
direct injection type w/turbo charger 

No.of Cylinder 3 3 3 3 4 4 4 

Total Displacement cc 761 954 1,131 1,642 2,189 3,319 4,329 

Rated Output PS(kW)/rpm 14(10.5)/3,200 20. 7(15.2)/3,500 25.8(19)/3,500 36.5(26.9)/3,000 47.5(34.9)/3,000 83.2(61 .2)/2,500 11 0(80.9)/2,400 

Fuel Tank Capacity Liters(US gal) 18(4.8) 28(7.9) 28(7.9) 70(18.5) 90(23.8) 115(30.4) 180(47.5) 

Lubrication Oil Capacity Liters(US gal) 3.5(0.9) 4.2(1.1) 4.5(1.2) 6.7(1.8) 7.4(2.0) 10.5(2.8) 13(3.4) 
DIMENTION & WEIGHT 

ENGINE Make/Model YANMAR 4TNV88-BDHKS1 YANMAR 4TNV98T-NHK ISUZU DD-4BG1T HINO J08C-V HINO J08C-UT 

Type 4 cycle.water cooled, 
4cycle.water cooled.direct injection type w/turbo charger 

4 cycle.water cooled, 4 cycle.water cooled, 
direct injection type direct injection type <ireclmjectioolyl)ewltllbocmrgei 

No.of Cylinder 4 4 4 6 6 

Total Displacement cc 2,189 3.318 4,329 7,961 7,961 

Rated Output PS(kW)/rpm 49.5(36.4)/3,000 83.2(61.2)/2,500 11 0(80.9)/2.400 160(118)/2,500 196(144.5)/2, 100 

Fuel Tank Capacity Liters(US gal) 90(23.8) 115(30.4) 180(47.6) 270(71.3) 310(81.9) 

Lubrication Oil Capacity Liters(US gal) 7.4(2.0) 10.5(2.8) 13(3.4) 23(6.1) 23(6.1) 

ENGINE 

Type Rotary Twin Screw,Single-Stage,Oil-cooled 

Free Air Delivery m3/min 1.6 2.1 2.8 3.7 5.2 7.5 11.0 

Rated Operating Pressure kg/cm'(PSIG) (kPa) 7(100)(690) 7(100)(690) 7(100)(690) 7(100)(690) 7(100)(690) 7(100)(690) 7.1(102)(700) 

Receiver Tank Capaci1y m3(US gal) 0.017(4.5) 0.02(5.3) 0.02(5.3) 0.02(5.3) 0.02(5.3) 0.069(18.2) 0.098(25.9) 

Air Outlets 10AX1 pc,20AX1 pc 20AX2pcs 20Ax2pcs 20AX2pcs 20AX3pcs 50AX1pc, 50AX1pc, 
20AX4pcs 20AX4pcs 

COMPRESSOR 
Type Rotary Twin Screw.Single-Stage.Oil-cooled 

Free Air Delivery m3/min 5.2 7.5 11.0 18.5 21.2 

Rated Operating Pressure kg/cm'(PSIG) (kPa) 7(100)(690) 7(100)(690) 7.1(102)(700) 7.1(102)(700) 7.1(102)(700) 

Receiver Tank Capacity m3(US gal) 0.02(5.3) 0.069( 18.2) 0.098(25.9) 0.189(50) 0.189(50) 

Air Outlets 20AX2pcs 50AX1 pc,20AX4pcs 50AX 1 pc,20AX4pcs 50AX1pc, 50AX1pc, 
20Ax2pcs, 1OAx1 pc 20AX2pcs, 1 0AX1 pc 

COMPRESSOR 

PDS75S-5C1 PDS1 OOS-5C1 PDS130S-SC3 PDS185S-5C5 PDS265S-5B2 PDS390S-5B1 PDS55S-5C1 Model PDS750S-4B1 PDS655S-4B2 PDS390S-4B1 PDS265S-4B2 PDS185S-6C2 Model 

SPECFICATIONS SPECFICATIONS 

PDS655S PDS390S 
PDS390S PDS265S 

The box series is designed for mounting on pick-up trucks, 
and for stowing operating in confined spaces. 

Available in a wide range of models to meet your need. 
Featuring sound-proof structure and low noise, easy operation, and completely monitoring system. 
High-performance compressor with proven reliability and high efficiency. 

Compressor supplying air energy at construction site Compressor supplying air energy at construction site 

Box Series Portable Series 

- - .~. 
. - _ TWIN SCREW COMPRESSOR PDS series 

---- 
https://truckmanualshub.com/
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ec: with After Cooler D: with After Cooler and After Warmer 
especifications are subject to change without notice. eu is available for a trailer type for PDS265SC/SD and PDS390SC/SD. 5 

2,980(117.3) 2,600(102.4) 3,875(152.6) 2,790(109.8) 3,875(152.6) 3,650(143.7) 

1 ,630(64.2) 1,300(51.2) 1 ,800(70.9) 1,300(51.2) 1 ,800(70.9) 1,685(66.3) 

1 '715(67.5) 1,400(55.1) 1 '770(69. 7) 1 .400( 55.1 ) 1,770(69.7) 2, 125(83.7) 

1,320(2.910) 1.710(3,770) 1,880(4,144) 1, 765(3,891) 1,935(4,265) 3,390(7,472) 

1,460(3,219) 1,925(4,244) 2,095(4,618) 1.980(4,365) 2, 150(4,739) 3,730(8,222) 

6.50-14 8PRX2W - 6.50-14 8PRX2W - 6.50-14 8PRX2W 6.50-14 8PRX4W 

Overall Length mm(inch) 1 ,580(62.2) 1 ,580(62.2) 1,700(66.9) 1,970(77.6) 2,050(80.7) 

Overall Width mm(inch) 750(29.5) 750(29.5) 890(35.0) 950(37.4) 1,200(47.2) 

Overall Height mm Cinch) 865(34.1) 865(34.1) 1,080(42.5) 1,080(42.5) 1,250(49.2) 

Weight(Dry)kg(lb) 435(959) 445(981) 650(1,433) 755(1,631) 1 '180(2,601) 

Weight(Wet)kg(lb) 475(1,047) 485(1,069) 730(1,609) 850(1,874) 1,320(2,91 OJ 
Tire Size - - - - - 

DIMENTION & WEIGHT 

YANMAR 4TNV98T-NHK ISUZU DD-4BG1T ISUZU DD-4BG1T ISUZU DD-4BG1T ISUZU DD-4BG1T HINO J08C-V 

4 cycle.water cooled, direct injection type w/turbo charger 4 cycle.water cooled, direct injection type w/turbo charger 
4 cycle.water cooled, 
direct injection type 

4 4 4 4 4 6 

3,319 4,329 4,329 4,329 4,329 7,961 

83.2(61.2)/2,500 11 0(80.9)/2,400 110(80.9)/2,400 11 0(80.9)/2,400 110(80.9)/2,400 160(118)/2,500 

115(30.4) 180(47.6) 180(47.6) 180(47.6) 180(47.6) 270(71.3) 

10.5(2.8) 13(3.4) 13(3.4) 13(3.4) 13(3.4) 23(6.1) 

Make/Model IHI SHIBAURA S753-D IHI SHIBAURA S733L-D YANMAR 3TNV88-BDHK YANMAR 4TNV88-BXDHKSR YANMAR 4TNV98T-NHK 

Type 4 cycle.water cooled.swirl-chamber type 4 cycle.water cooled.direct injection type 
4 cycle.water cooled, 

direct injection type w/turbo charger 

No.of Cylinder 3 3 3 4 4 

Total Displacement cc 954 1,131 1,642 2,189 3.319 

Rated Output PS(kW)/rpm 20. 7(15.2)/3,500 25.8( 19)/3,500 36.5(26.9)/3,000 47.5(34.9)/3,000 83.2(61.2)/2,500 

Fuel Tank Capacity Liters(US gal) 28(7.9) 28(7.9) 70(18.5) 90(23.8) 115(30.4) 

Lubrication Oil Capacity Liters(US gal) 4.2(1.1) 4.5(1.2) 6.7(1.8) 7.4(2.0) 10.5(2.8) 

ENGINE 

7.5 11.0 11.0 11.0 11.0 18.5 

7(100)(690) 7.1(102)(700) 7.1(102)(700) 7.1(102)(700) 7.1(102)(700) 7.1(102)(700) 

0.069( 18.2) 0.098(25.9) 0.098(25.9) 0.098(25.9) 0.098(25.9) 0.189(50) 

Atmospheric Temperature +20"C Atmospheric Temperature +40"C 

50AX1 pc,20AX4pcs 50AX1 pc,20AX4pcs 50AX1 pc,20AX4pcs 50AX 1 pc,20AX4pcs 50AX1 pc,20AX4pcs 50AX1pc, 
20AX2pcs, 10AX1 pc 

Rotary Twin Screw,Single-Stage,Oil-cooled Type Rotary Twin Screw,Single-Stage,Oil-cooled 

Free Air Delivery m3/min 2.1 2.8 3.7 5.2 7.5 

Rated Operating Pressure kg/cm2(PSIG) (kPa) 7(100)(690) 7(100)(690) 7(100)(690) 7(100)(690) 7(100)(690) 

Receiver Tank Capacity m3(US gal) 0.02(5.3) 0.02(5.3) 0.02(5.3) 0.02(5.3) 0.069( 18.2) 

Discharger Air Temperature Atmospheric Temperature +20"C 

Air Outlets 20AX2pcs 20AX2pcs 20AX2pcs 20AX3pcs 50AX1 pc,20AX4pcs 

COMPRESSOR 

PDS390SD-5B1 I PDS390SD-4B1 I PDS655SD-4B2 
[Box] [Trailer] [Trailer] 

~ ~ ~ 
Model 

SPECFICATIONS SPECFICATIONS 

• 
111111nn1111 
1111nn111111 
1111nnn1n1 

Compact body with a built-in After-cooler, Auto-drain, After-Warmer, etc. 
Supply dry air in even rainy or high humidity condition. 
Suitable for pipe cleaning, painting, and sand-blasting. 

Compressor supplying air energy without water vapor 
After-Cooler Series Dry-Air Series 

Compressor supplying dry air 

After-cooler to eliminate water moisture from the compressed air. 
Suitable for sand-blasting and chipping. 

- - .~. 
. - ~ TWIN SCREW COMPRESSOR PDS series 

---- 
https://truckmanualshub.com/
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enie parking brake is included as standard equipment except model PDS390S. An overrun brake is available as option. 
especifications are subject to change without notice. 

3,650(143.7) 4,095(161.2) 4,000(157.5) 4,250(167.3) 3,650(143.7) 4,000(157.5) 4,300(169.3) 

1 ,685(66.3) 2,150(84.7) 1,900(74.8) 1,900(74.8) 1,685(66.3) 1,900(7 4.8) 2,000(78.7) 

2,125(83.7) 2, 130(83.9) 2, 150(84.6) 2.150(84.6) 2,070(81.5) 2, 150(84.6) 2,545(100.2) 

2,890(6,371) 3,210(7,077) 4, 1 00(9,039) 4,250(9,370) 2,890(6,371) 4.1 00(9,039) 4,820(10,627) 

3,230(7.120) 3,570(7,870) 4,600(10, 141) 4,750(10,470) 3,230(7.120) 4,600(10,141) 5.4 70(12,060) 

6.50-14 8PRX4W 8.25-16 14PRX2W 6.50-14 8PRX4W 6.50-14 8PRX4W 6.50-14 8PRX4W 6.50-14 8PRX4W 7.50-16 14PRX4w 

Overall Length mm (inch) 4,000(157.5) 1,580(62.2) 1,700(66.9) 1,970(77.6) 2,600(102.4) 3,875(152.7) 

Overall Width mm(inch) 1,900(7 4.8) 750(29.5) 890(35.0) 950(37.4) 1,300(51.2) 1,800(55.1) 

Overall Height mm(inch) 2, 1 50(84.6) 865(34.1) 1,080(42.5) 1,080(42.5) 1 .400( 55. 1 ) 1,780(70.1) 

Weight(Dry)kg(lb) 4, 100(9,039) 440(970) 640(1,410) 740(1,631) 1,635(3,605) 1,845(4,067) 

Weight(Wet) kg (lb) 4,600(10, 141) 480(1,058) 720(1,587) 840(1,852) 1,850(4,079) 2,060(4,542) 

Tire Size 6.50-14 8PRX4W - - - - 6.50-14 8PRX2W 

DIMENTION & WEIGHT 

HINO J08C-V ISUZU 6HK1X MITSUBISHI 6D24-TE1 MITSUBISHI 6D24-TLE2A HIND J08C-V MITSUBISHI 6D24-TE1 MITSUBISHI 6D24-TLE2A 
4 cycle.water cooled, 4 cycle.water cooled, 4 cycle.water cooled, 4 cycle.water cooled, 4 cvcte.water cooled. 4 cycle.water cooled, 4 cycle, water cooled, direct injection 
direct injection type diro:tirject"1typew/tll1locrarger directinjectiootypew/turtxldlfrger directinjectiootypew/tl.rOOdla'ger direct injection type directi'ljectioofyJ);lw/tubochargef typew/llltJochargerwilllinlelcool& 

6 6 6 6 6 6 6 

7.961 7,790 11.940 11,940 7.961 11,940 11.940 

160(118)/2,500 247.6(182.1 )/2,000 280(206)/2,200 324(238)/2,200 160(118)/2,500 280(206)/2,200 3241320(238/235) 
12.20012.000 

270(71.3) 300(79.3) 400(105.7) 400(105.7) 270(71.3) 400(105.7) 555(146.6) 

23(6.1) 44(11.6) 54(14.3) 49(12.9) 23(6.1) 54(14.3) 49(12.9) 

Make/Model MITSUBISHI IHI SHIBAUAA YANMAA YANMAA ISUZU DD-4BG1T ISUZU DD-4BG1T 6024-TE1 S773L-D 3TNV88-BDHK 4TNV88-BDHKS-1 

Type 4 cycle.water cooled, 4 cycle.water cooled, 4 cycle.water cooled.oirect injection type 
4 cycle.water cooled, 

directinjectiootypew/tl.rOOclagei swirl-chamber tvnP direct injection type w/turbo charger 

No.of Cylinder 6 3 3 4 4 4 

Total Displacement cc 11,940 1.131 1,642 2.189 4,329 4,329 

Rated Output PS (kW) /rpm 280(206)/2,200 25.8(19)/3,500 36.5(26.9)/3,000 47.5(34.9)/3,000 11 0(80.9)/2,400 11 0(80.9)/2,400 

Fuel Tank Capacity Liters(US gal) 400(105.7) 28(7.9) 70(18.5) 90(23.8) 180(47.6) 182(48.1) 

Lubrication Oil Capacity Liters(US gal) 54(14.3) 4.5(1.2) 6.7(1.8) 7.4(2.0) 13(3.4) 13(3.4) 

ENGINE 

15.0 21.2 23.5 26.0 12.5 21.2 26.0/23.2 

10.7(152)(1,050) 10.5(150)(1,030) 10.5(150)(1,030) 10.5(150)(1,030) 13(185)(1,275) 13(185)(1,275) 10.5/13 

0.189(50) 0.155(41) 0.248(65.7) 0.255(67.3) 0.189(50) 0.248(65.7) 0.258(68.5) 
50AX1pc, 50AX2pcs,20AX 1 pc 50AX2pcs,20AX1 pc 50AX3pcs,20AX 1 pc 50AX1pc, 50AX2pcs,20AX 1 pc 50AX 1pc,20AX1 pc 20AX2pcs, 10AX1 pc 20AX2pcs, 10AX1 pc 

Rotary Twin Screw.Single-Stage.Oil-cooled Type Rotary Twin Screw.Single-Stage.Oil-cooled 

Free Air Delivery m3/min 25.0 2.05 2.8 4.0 8.9 8.9 

Rated Operating Pressure kg!cm2(PSIG) (kPa) 8.8( 125)(863) 9.8( 140)(960) 10.5( 150)( 1 ,030) 10.5(150)(1,030) 10.5(150)(1,030) 10.5(150)(1,030) 

Receiver Tank Capacity m3(US gal) 0.248(65.7) 0.02(5.3) 0.02(5.3) 0.02(5.3) 0.098(25.9) 0.098(25.9) 

Air Outlets 50AX2pcs,20AX1 pc 20A x 2pcs 20A x zoos 20A x 3pcs 50AX 1 pc,20AX4pcs 50AX1 pc,20AX4pcs 

COMPRESSOR 

PDSF530S-4B2 PDSF750S-4B3 PDSF830S-4B1 PDSF920S-4B3 PDSG460S-4B2 PDSG750S-4B1 PDSF920S/GB20S-4B1 
[Trailer] [Trailer] [Trailer] [Trailer] [Trailer] [Trailer] [Trailer] 

PDSE900S-4B1 PDSF75S-5C1 PDSF1 OOS-5C3 PDSF140S-5C3 PDS390S-5B1 F PDS390S-4B1 F 
[Trailer] [Box] [Box] [Box] [Box] [Trailer] 

SPECFICATIONS SPECFICATIONS 

Displaying excellent performance in mortar spraying.well drilling and natural resources explorations. 
AIRMAN original screw design enable to supply high pressure air. 
Suitable for foundation job such as jacking method, down the hole method, and large boring construction. 

High Pressure Series 
Compressor supplying high pressure air 

- - .~. 
. - ~ TWIN SCREW COMPRESSOR PDS series 

---- 
https://truckmanualshub.com/
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eThe parking brake is included as standard equipment except model PDS390S. An overrun brake is available as option. 
especifications are subject to change without notice. 

4,350(171.3) 5,600(220.5) 1,580(62.2) 1,700(66.9) 1,970(77.6) 4,250(167.3) 

2, 100(82.7) 2.110(83.1) 750(29.5) 890(35.0) 950(37.4) 1,900(7 4.8) 

2, 195(86.3) 2.500(98.4) 865(34.1) 1,080(42.5) 1,080(42.5) 2,150(84.6) 

6.170(13.602) 7,800(17,195) 440(970) 650(1,433) 750(1,653) 4,300(9.480) 

7,000(15.432) 8.800(19.400) 480(1,058) 730(1,609) 850(1,874) 4,800(10,582) 

- 7.50-15 12PRX4W - - - 6.50-14 8PRX4W 

Overall Length mm(inch) 4,650(183.1) 4,350(171.3) 4,350(171.3) 4,350(171 .3) 4,670(183.9) 

Overall Width mm(inch) 1 ,870(73.6) 1,900(74.8) 2,000(78.7) 1,900(74.8) 2,100(82.7) 

Overall Height mm(inch) 2.050(80.7) 2,350(92.5) 2.465(97) 2,350(92.5) 2,200(86.6) 

Weight(Dry)kg(lb) 7, 100(15,653) 5.050(11.133) 5,220(11,508) 5,050( 11 , 133) 6.470(14.263) 

Weight(Wet)kg(lb) 8,000(17,673) 5.650(12.456) 5,820( 12,830) 5,650( 12.456) 7,300(16.094) 

Tire Size - 7.50-1614PRX4W 7.50-1614PRX4W 7.50-16 14PRX4W 7.50-16 14PRX4W 

DIMENTION & WEIGHT 

MITSUBISHI S6B3-PTA Caterpillar Cl 5 IHI SHIBAUAA YANMAA YANMAR MITSUBISHI 
S773L-D 3TNV88-BDHK 4TNV88-BDHKS 6024-TLE2A 

4 cvcte, water cooled.direct injection type 4 cycle. water cooled, 4 cycle.water cooled.direct injection type 4 cycle.water cooled, 
w/turbo charger with inter-cooler swirl-chamber type eect ITTJectioo l)1)0 w/lubo cl-arger 

6 6 3 3 4 6 

14,600 15,200 1,131 1,642 2,189 11,940 

445(327.3)/1,800 547(403)/1,800 25.8(19)/3,500 26.9(19.8)/3,000 47.5(34.9)/3,000 324(238)/2,200 

710(161.2) 874(232.9) 28(7.9) 70(18.5) 90(23.8) 400(105.7) 

85(22.5) 61(16.1) 4.5(1.2) 6.7(1.8) 7.4(2.0) 45(11.9) 

Make/Model MITSUBISHI S6B3-PTA MITSUBISHI 6D24-TC MITSUBISHI 6D24-TLE2A MITSUBISHI 6D24-TC MITSUBISHI S6B3-PTA 

Type 4 cycle.water cooled.direct injection type w/turbo charger with inter-cooler 

No.of Cylinder 6 6 6 6 6 

Total Displacement cc 14,600 11,940 11,940 11,940 14,600 

Rated Output PS(kW)/rpm 465(342)11 ,800 310(228/2,200) 324/320(238/235) 310(228)/2,200 445(327.3)/1,800 12,20012,000 
Fuel Tank Capacity Liters(US gal) 700(184.9) 555(146.6) 555(146.6) 555(146.6) 710(187.6) 

Lubrication Oil Capacity Liters(US gal) 80(21.1) 49(12.9) 49(12.9) 49(12.9) 85(22.5) 

ENGINE 

Rotary Twin Screw.Two-Stage.Oil-cooled Rotary Twin Screw.Single-Stage.Oil-cooled 

25.5 34.0 2.05 2.8 4.0 26.0 

24.6(350)(2,41 0) 24.9(355)(2.450) 9.8(140)(960) 10.5(150)(1,030) 10.5(150)(1,030) 10.5(150)(1,030) 

0.219(57.9) 0.321 (84.8) 0.02(5.3) 0.02(5.3) 0.02(5.3) 0.255(67.3) 

50AX 1 pcs , 20AX1 pc 90AX1pc, 20AX1pc 20A x 2pcs 20A x 2pcs 20A x 3pcs 50AX2pcs,20AX 1 pc 

Type Rotary Twin Screw, Rotary Twin Screw,Two-Stage,Oil-cooled Single-Stage.Oil-cooled 

Free Air Delivery m3 /min 36.0 24.0 24.0/21.2 21.2 25.5 

Rated Operating Pressure kg/crn'(PSIG) (kPa) 13(185)(1 ,275) 17.5(250)(1,715) 17.5/21.1 21.1 (300)(2,070) 24.6(350)(2.410) 1250/300)(1 715/2 070) 

Receiver Tank Capacity m3(US gal) 0.532(140.7) 0.168(44.4) 0.168(44.4) 0.168(44.4) 0.219(57.9) 

Air Outlets 80AX1pc 50AX1pc, 20AX1pc 50AX1pc. 20AX1pc 50AX 1 pc , 20AX 1 pc 50AX1pc. 20AX1pc 

COMPRESSOR 

PDSK900S-422 PDSK1200S-4C1 
[Skid] [Trailer] 

PDSG1300S-5B1 PDSHBSOS-482 PDSH850S/ J750S-4B1 PDSJ?SOS-482 PDSK900S-402 
[Box] [Trailer] [Trailer] [Trailer] [Trailer] 

SPECFICATIONS 

PDSK900S PDSH850S_J750S 

PDSF140SC 

After-Cooler Series I High Pressure Series I 

-:'l 

·- _ TWIN SCREW COMPRESSOR PDS series 
https://truckmanualshub.com/


