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I. Main Technical Parameters of Forklift Truck
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Technical parameters of battery forklift truck
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I1. Driving, Operation and Daily Maintenance of Forklift Truck

The drivers and managers of forklift trucks must keep in mind "Safety first" and
perform safe and standardized operations in accordance with Operation and
Maintenance Manual and Driver Handbook.

1. Transportation of forklift truck

When containers or trucks are used to load and transport forklift trucks, attention
must be paid to the following precautions:

(1) Brake the parking brake;

(2) Fix the mast and the counterweight with steel wires at the front and back, and
well pad and firmly wedge the corresponding positions of the front and &Mres with

wedges; \
(3) Perform lifting according to the position indicated in¢the "Lifting label" of

the forklift truck. ‘ \

2. Storage of forklift truck
(1) Lower the mast to the lowest position;

. 4
(2) Close the electric lock, place all joysticks at the neutral positions, and pull off
the power plug; ‘

(3) Tighten the hand brake lever; % o
(4) Well pad the front and rear ty‘s with wedges;
N

(5) In case of parking¢.for, a long time, keep the wheels overhead.
Complementarily charge the battety once a month.

3. Preparation before ration

(1) Check whe each\fnstrument is normal;

(2) Check sressures of the tyres;

(3) Check the«onditions of each handle and the pedal;

) Chebhether the voltage of the battery pack is within the working range
and whether ﬁ’ie specific gravity and the level of the electrolyte are suitable;

5) Check whether the contact of each connector or plug of the electrical system
ble;

"(6) Check the hydraulic oil, the electrolyte and the braking fluid for leakage;
(7) Check each main fastener for tightness;
(8) Check whether the lighting and signals, etc. are normal;
(9) Release the parking brake;

(10)  Perform test run of mast lifting, front and rear tilting, steering and
braking;

(11)  Ensure that the pollution degree of the hydraulic oil is not higher than
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Grade 12.
4. Precautions for safe operation

(1) Since forklift trucks belong to special equipment, only the drivers passing the
training and examination and holding driving licenses can drive them; maintenance
shall also be performed by the personnel passing the training and examination, so as
to guarantee normal usage of forklift trucks;

(2) The operators shall wear shoes, helmets, clothes and gloves used for safety
protection during operation;

(3) When the center of gravity of the goods is 500mm from the fork @the
maximum load is the rated lifting capacity and the load shall not exceed:the specified
value during handling. When the center of gravity of the goods is greate 500mm
from the fork arm, the lifting capacity shall be reduced accord\g to. the value
specified in the load curve and overload is prohibited strictly; 0\

(4) Forklift trucks are only suitable for operation on flat an*ard pavements.
Any oil or grease on the pavement must be wiped off;

(5) Before and after usage of forklift trucks,  routine inspection must be
performed and operation with any fault is prohibited; in the working process of the
forklift truck, if any abnormity is found, the ‘)rkl' t truck must be stopped for
inspection and can't be operated until troubleshooting;

(6) When a handle is operated, atten&& be paid to preventing the other
handle from moving and the handle *all not be operated at any position other than
the driver's seat; N

(7) It is prohibited to 1(‘1 unfixed or loosely stacked goods and the goods with
large dimensions shall be handled with care;

(8) The forklift trucks e~ed with fittings specially ordered by the users make
the scope of applic wider. However, the forklift trucks with fittings will reduce
the effective load and the stability. The equipped fittings and special devices shall not
be used for oth rposes. Please read the additional information and use the forklift
trucks in strict accordance with the requirements. No user shall modify the forklift
trucks withm‘ E&m.

{9) The fork shall not be used to pull up the embedded part (when necessary, the
p!H force Js’}}all be calculated firstly);

0) When the goods are being loaded, the distance of the fork shall be
adjusted according to the size of the goods, and the weight of the goods shall be
equally borne by two forks, so as to prevent unbalanced loading or sliding of the
goods to a side during driving. It is prohibited to bear the goods with single fork;

(11) ~ When goods with a large volume are handled, the goods will block the
line of sight of the driver and the forklift truck shall reverse;

(12)  When the goods are being loaded, the fork shall be placed to the bottom.
After the fork is inserted into the stockpile, the fork arm shall contact the goods and
then the mast shall be tilted backward to the limit position, and the forklift truck shall
be driven when the fork is lifted 200mm-300mm from the ground;
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(13)  When the goods are being lifted up or down, nobody shall stay below the
gantry; and it is prohibited to utilize the fork to carry and lift anybody;

(14)  During the handling operation, the mast shall be placed at the vertical
position and the forklift truck shall be braked;

(15)  Inuse, attention shall be paid to the mechanical, hydraulic, electrical and
speed regulator performances and working conditions;

(16)  The power supply shall be connected. Firstly, the key switch shall be
turned on, the position of the direction switch shall be selected, the steering wheel
shall be rotated to see whether the vehicle is rotated normally, and th eed
regulating pedal shall be treaded slowly to keep a suitable starting acceleration;.

(17)  Attention shall be paid to observation of the voltage of tte\oltmeter.
When the forklift truck is working, if the voltage of the voltmeter is ‘Ver an4lV, it
shall be stopped immediately and the battery shall be charged or replaced with a fully
charged battery;

(18)  During handling, the load shall not exceed the specified value, the
distance and position of the fork shall be suitable, and the fork.must be fully inserted
into the goods, so as to evenly distribute the goods on the fork and prevent unbalanced
loading;

(19)  The movement of the control handle of tk multiple directional control
valve can control the ascending or descen%ﬂ of the goods, and the ascending
or descending or initial speed of the goeds s t be too high;

(20)  Before forward or backward tilting of the mast, the fork shall be braked.
In case of forward tilting, the_ throttle shall be decreased and the mast shall be tilted
slowly, so as to prevent the goods from sliding out;

(21)  When the ‘hig forklift truck is working, the mast shall be tilted
backward to the maximum extent, the handling operation shall be subject to forward
and backward tilting within the minimum scope; the forklift truck shall not be driven
or steered whe forkis being lifted up;

(22) . For the high lift forklift trucks with a lift height greater than 3m,
attention shall be paid to preventing the top goods from falling down, and protective
measures m aken when necessary;

(23) . The overhead guard is a main component used to prevent the top goods
fi llir(g down and protect the safety of the operator. Loose installation, reuse after
dismantling and use after modification will be very dangerous and may result in
serious accidents;

(24)  The backrest is a main component used to prevent the goods loaded on
the fork from sliding down towards the operator. Loose installation, reuse after
dismantling and reuse after modification will be very dangerous and may result in
serious accidents;

(25)  The height of the goods to be loaded and unloaded shall be limited
within the height of the backrest. If the height of the goods exceeds that of the
backrest, the goods tend to slide down towards the operator and may result in serious
accidents;
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(26)  In case of outdoor operation, the impact of wind on the stability of the
forklift truck is very high and special attention must be paid to that:

(27)  The forklift truck shall be driven slowly with double care at the wharf or
on the waist board;

(28)  When the forklift truck carries goods and runs, the mast shall not be
tilted forward, handling operation shall not be performed, and the forklift truck shall
not be braked, so as to prevent the goods from sliding out;

(29)  The forklift truck shall be driven into the stockpile at a low speed and
meanwhile attention shall be paid to observation nearby the goods for any prﬂcing
hard objects, so as to prevent the tyres from being punctured;

(30)  During driving, attention shall be paid to any pedestrian,‘astacle or
pavement pothole as well as the clearance above the forklift truck; \

(31)  When the forklift truck is running, it is prohibited to extend hands, feet
or other parts of the body out of the cab or carry anybody on‘the tru

(32)  On the slope, the forklift truck shall be driven with care and shall not be
steered or driven in the transverse or inclined direction, otherwise it is under the risk
of rollover; on a steep slope, the forklift truck<shall be driven forward in case of
climbing up and shall be driven backward in ‘se csfdclimbing down; in case of
climbing down, it shall be braked with the foot and driven with care; in case of
running on a slope, the forklift truck must r%: Wd;

(33)  The forklift truck shall ; started, steered, driven, braked and stopped
smoothly, in particular, it must be decelerated in case of steering on a wet or smooth
pavement;

(34)  The forklift truck shall not be suddenly started, accelerated, stopped and
sharply turned, and any‘imp r operation may result in rollover. In such case, the
driver shall stay c hold t eering wheel with both hands and lean towards the
direction opposite t&lover and shall not jump out of the truck.

(35) In of no-load running, the forklift truck with fittings shall be
operated as.a loaded forklift truck;

0) %:e the chain shall be inspected regularly to guarantee good

lub cating conditions between chains and the tightness of the left and right chains

1I"be kept consistent; if the chain is worn in use, when the chain pitch variation

s 2% of the standard value, the chain must be replaced to guarantee safe load
bearing;

'(37)  The chain shall not be replaced until the forklift truck is decelerated and
parked safely, so as to guarantee safe load bearing;

(38)  When the forklift truck is driven under a load, it shall not be braked
suddenly;

(39)  When leaving the forklift truck, the fork shall be descended and landed,
the gear lever shall be placed at the neutral position and the power supply shall be cut
off. In case of parking on a slope, the parking brake shall be pulled. In case of parking
for a long time, the wheels must be padded with wedges;
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(40)  When the mast is tilted forward or backward to the limit position or the
fork is lifted up to the maximum height, the handle must be returned to the middle
position quickly;

(41)  The pressures of the multitandem valve and the safety valve shall have
been regulated before delivery of the forklift trucks, and the users shall not regulate
them at will in use, so as to prevent too high pressures from causing damages to the
whole hydraulic system and the hydraulic elements;

(42)  The inflation pressure of the tyres shall be in accordance with the air
pressure value specified in the "Tyre pressure” label;

(43)  On a flat and solid pavement, according to the acoustic power (M&o
the vehicle body) test method, the maximum noise value outside the ‘forklift truck
body shall be 80dB; however, as the pavement conditions chang the noises will
fluctuate;

(44)  On a flat and solid pavement, the driver will feel the Vibration of the
forklift truck during operation and driving, and the vibra: strew of the forklift
truck will fluctuate as the working environment changes;

(45) In order to handle ultra-wide goods, the users select "extended forks",
but it shall be noted that the bearing capacity of extendéﬁorks shall work in strict
accordance with the requirements of the loadcu bearmg capacity is the same
as that of standard forks within the specified lo center and the forks must work
under reduced loads when the load center& ard; but it is strictly prohibited
to pick or collide with the goods with the fork tip and attention shall be paid to the
safety during driving or turning;

(46)  The functions iavari@s labels on the forklift trucks shall be learnt and
noted;

(47)  The service en ent of the forklift trucks is generally below the
altitude of 1000m withinthe temperature range of -15°C - 35°C. They shall be used
with care under other poor environments.

5. Routirﬁaintenance of forklift truck

(1) Mai‘e&ce profile

@

a. The forklift trucks shall be subject to regular inspection and maintenance to
kiep good ,conditions; some key safety parts shall be replaced regularly as required.

Genuine parts and components of the Company shall not be replaced or
charged with oils with different models.

c. If any damage or failure is found, it shall be reported to the manager and it is
prohibited to use the forklift truck before repair.

d. Any person failing to pass the training shall not repair the forklift truck.
(2) Key points of starting

a. Quantity of hydraulic oil: The oil level shall be at the middle position of the
scale of the oil level gauge.

b. The tubes, joints, pumps and valves shall be checked for leakage and
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damages.

c. Check the service brake: The idle travel of the brake pedal shall be 40mm,
and the clearance between the front floor and the pedal shall be greater than 20mm.

d. Check the function of the hand brake: When the hand brake lever is pulled to
the bottom, the forklift truck shall be braked on the specified slope (no load).

e. Instruments and lighting fixtures, etc.: It shall be checked whether the
instruments, lights, connectors, switches and each part of the electrical line work
normally.

(3) Charging of battery pack

a. First charging and supplementary charging of the battery ;acE sha& in
strict accordance with the requirements in the battery instructions; y

b. When the forklift truck is working, if the voltage of the battery pack is
reduced to 40V or the voltage of any single battery is reduced to below 1.7V or the
instrument alarms, the forklift truck shall stop work im iately ‘and shall not be
resumed until the battery pack is charged or replaced.

c. During charging, the specific gravity, )evel anhmperature, etc. of the
electrolyte shall be checked from time to time.

d. After use of the forklift truck, the beftterMall;be charged as soon as possible
and the standing time shall not exceed 24h. During charging, undercharge and
overcharge shall be prevented, so as t@reve@e battery from damages.

For the charging method and operat'vn and maintenance, please refer to the
operation manual of the battery.

(4) Oil and grease for forklift truck

L Brand and code
Description Dorbstic Foreign Qty.
Hydraulic oil || N32# or N4G# ISOVG30 25L
Gear oil 85W/90 SAE85W/90 4.4L
Brakingfluid | ». DOTS3 synthetic braking fluid 1.5L
Lubricating V # 11thlgm bage grease TISK2220/24
‘;eas dropping point 170
ilvand grease shall be injected according to the automotive standard.

Axmentioned hazardous substances shall be treated according to relevant laws and
regulations.

6. Lubrication system diagram

10
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Lubricatin
system diagram

Every 1200h
——  Every 600h
————  Every 300h =—————
—— EBvery 100h  ————
[ Everyday = |
R Rear wheel - } Oil cylinder gear ——R
bearing
\ }
& —— Hydraulicoil g ML) Steering cylinder R
Rear pinof tilt
. Front wheel | R
. rgrela:ivnge ) » ™ ",p' 1 e cylinder
t ..--""f. % ‘L A
B —— Brake pedal ) i N iy T8y, Braking fluid - B
<y
g — Front pin of tilt ] Lt i Trallslllnifssion R
cylinder shaft
R —— Lifting chain - - [ Mast bearing R
\
Differential ~—— G
G B

Lubricating
grease

Symbol
description:
Gear oil Braking fluid

Hydraulic oil 0 SOftIWat-er for
cleaning

00[:1 Add @gg& Replace

Wheel bearing

v
| II.‘ruQre, Principle, Adjustment and Maintenance of Forklift Truck

?\ Drive system

Overview

The drive system of the forklift truck comprises the reduction gearbox assembly,
the differential assembly and the drive axle. The driving gear of the reducer is directly
connected with the travel motor, the traveling speed of the forklift truck increases as

the motor speed increases, and the driving direction is changed by changing the
rotating direction of the motor.

Reduction gearbox and differential

The reduction gearbox is located between the drive axle and the travel motor,
two pairs of cylindrical helical teeth reduce the speed of the output shaft of the travel

11
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motor and increase the torque transmitted from the output shaft and then this torque is
transmitted to the differential, as shown in Fig. 1-1.

The differential is installed on the front half housing through the bearing blocks
at both ends, and the front end is linked with the axle housing. The housing of the
differential is in the left and right split form, with two half-gears and four planetary
gears, as shown in Fig. 1-2.

Drive axle

The drive axle comprises the axle housing, the hubs and the wheels, installed at
the front of the frame.

The axle housing is an integrally cast structure, the tyres are skid-mounite he
hubs through rims using studs and nuts, the hubs are supported on the axle housing
through the tapered roller bearings, the power is transmitted to the half axle through
the differential, the hubs are driven by the half axle and drive the front wheels, and the
half axle only bears the torque transmitted to the hubs. The interior of the hub is
installed with oil seal to prevent water and dust from enter'Vr oil leakage, as shown
in Fig. 1-3.

See Table 1-1 for the models of the tyres %d rims @e front wheels and the

tyre pressures.
Table 1-1 \ i

e of forklift truck
ltem & ltSQSt 2t & 2.5t
Form Full floating type Full floating type
Drive axle Tyre 6.50-10-10PR 7.00-12-12PR
Rim 5.00F 5.00S
Tyre pressure 0.7MPa 0.7MPa
Eofn ‘ Three-stage speed Three-stage speed
Gearbox ‘ reduction type reduction type
| (Description DCS15H DCS25H
Reduction ratio 14.25 14.05

)

W

'\
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Tab ® Gears‘ @9 Spiral bevel gear
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Fig.

’1g 1-1 Reducer and differential
O

TN

(@ Differential housing
Reducer housing

@ Nut

@0 Active cone gear shaft

20 Bearing

13
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Ty
2.
Pinion
Bearing shaft
block

Right differential
housing

Gear ring

Planetary
gear

Left differential

Fig. 1-2 Differential e

QOO ® ®@ @ @

Tightening torque: 980-1130kg-cm

e I. /
.__::;:%a‘

Tightening torque: ™

AFull of lubricating 4800-5600kg-cm

grease 50%

Fig. 1-3 Drive axle

v
Bolt torque with *: 2100-2300kg-cm
@ Axle housing @ Half axle @ Wheel side brake @ Brake drum
() Oil seal ©® Tapered roller bearing (D Hub Tapered roller bearing
@ Oil seal @ Tyre @ Rim @ Adjusting nut
@ Lock nut

1.2 Installation of hub

14
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(1) Add 100cc lubricating grease into
the hub and then install it on the shaft.

(2) Use a torque of about lkg.m to
tighten the adjusting nut and then return
1/2 revolution.

A
(3) Hang the spring scale on the bolt
to measure the starting torque of the hub.
When the specified value is reached, Adjusting
slowly lock the nut. Locking
plate
Starting torque: 5-15kg.m. ‘ Lockmut o

(4) Install the locking plate and the Fig. 1-4 Adding lubricating &
lock nut and pull up and lock the locking
plate to stop the movement.

(5) Tyre assembly

Install the air connection rod and the
cap on the tyre and assemble the rim. Pay
attention to the following conditions:

Note: (a) The air valve stem is located {

Startin,
at the rim gap and outward, t;r:ueg
' | Q.
. (b) The rim bolt head shall be g. 1-5 Measuring the starting torque
installed outwards. . S

1

—INLAL.
=

Rim bolt structure

1. Tyre 2. Valve rod

3.Cap 4. Internal wheel

5. External wheel 6.
Rim bolt

‘ Fig. 1-6 Wheel assembly

2. Braking system
Overview

The braking system comprises the brake pedal, the brake master cylinder and the
wheel brake, belonging to front 2 wheels braking internal expansion hydraulic type.

Brake pedal

15
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The structure of the brake pedal is shown in Fig. 2-1 and it is installed on the
frame through the support.

The pedal converts the foot power on the pedal to the brake oil pressure through
the push rod of the brake master cylinder.

Fig. 2-1 Brake INI >

Brake master cylinder P

The master cylinder comprises a valve 3, a check valve, a return spring, a cup,
a piston and an auxiliary cup. The end is fixed with a lock washer and a locking wire,
the exterior is protected by the rubber dust cover, and the piston of the master cylinder
is operated through the push rod by operating the brake pedal. When the brake pedal
is treaded down, the push ro%fhes forward the piston and the braking fluid in the
body returns to the &ank gh the return opening until the main cup blocks the
return opening. After the main cup is pushed through the return opening, the braking
fluid in the front cavity of the master cylinder will be compressed to open the check
valve, so as to flow.towards the wheel cylinder through the brake line, thus, the piston
of each wheel cylinder extends out, so as to enable the brake shoe lining to contact the
brake.drum and realize the deceleration or braking effect. At this time, the rear cavity
of t pislﬁ"made up by the braking fluid from the return opening and the oil inlet.
When the brake pedal is released, the piston is compressed backward by the return
spring. and meanwhile the braking fluid in each brake wheel cylinder is also
cﬁessed by the return spring of the brake shoe, so as to enable the braking fluid to
return to the master cylinder (the front cavity of the piston) through the check valve,
the piston returns to the original position, the braking fluid in the master cylinder
flows back to the oil tank through the return opening, and the pressure of the check
valve is adjusted in certain proportion to the residual pressure in the braking line and
the brake wheel cylinder, so as to enable proper installation of the wheel cylinder cup
to prevent oil leakage and eliminate possible air blockage in case of emergency brake.
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Self-storage
== oil tank

(DSonnecting rod @ush rod
(SAuxiliary apron  (EPiston

heck valve

—
A
14

[IEN\

@)ust cover
(7Main cup

To wheel side
brake

)

Fig. 2-2 Brake master cylinder ¢ . g7

Brake

The brake is a double-shoe brake
installed at both sides of the drive axle.

The brake comprises 2 groups of
brake shoes, a brake wheel cylinder and a-.
regulator.

An end of the brake shoe contacts,
the dowel pin, while the other end >
contacts the regulator. The return spring
and the compression spring rodipress the

y v

Brake
rotatin
g
directi

on

Auxiliary

Primary
shoe

brake shoe

parking brake. .
is

In addition, @ br~‘ also
assembled w? aﬁarking braking
mechanism and an automatic regulating
device, as sh&ngt 2-3, 2-4 and 2-5.

(1) Action o

‘he Q wheel cylinder applies an
equal force to the primary brake shoe to

rake

Auxiliary
shoe

Primary
brake shoe

p he brake drum, until when the
upper end of the auxiliary brake shoe is
supported against the dowel pin, the

brake shoe moves towards the rotating
direction of the brake drum.

Then the friction between the lining
and the brake drum is increased. Since
the primary brake shoe applies a pressure
much higher than the pressure of the
brake wheel cylinder to the auxiliary
brake shoe, a high braking force will be

Fig. 2-4 Backward movement
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generated. Refer to Fig. 2-3.

Driven shoe

Pin
The backward movement of the 3
brake is opposite to the forward | ..
movement. Refer to Fig. 2-4. ting rod

(2) Parking braking

The parking brake is assembled in
the brake and comprises a connecting rod
and a push rod. Drive shoe

The connecting rod is pinned at the ) )
side of the primary brake shoe, and the Fig. 2-5 Parking br“Q
action of the connecting rod is '
transmitted to the side of the auxiliary 4
brake shoe through the push rod, as
shown in Fig. 2-5.

{ >

(3) Clearance auto-regulating mechanism { \

The clearance auto-regulating mechanism can keep a r clearance between
the lining and the brake drum. Refer to Fig. 2-6 for the structure.

The clearance auto-regulating mechanigﬁﬁi O\actﬁn case of reversing.

Stay cable

Guide slot

Connecting
rod

Regulating

‘ , mechanism W

Fig. 2-6
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A Action of clearance
auto-regulating mechanism

When the forklift truck is reversed,
it shall be braked, the auxiliary brake
shoe contacts the primary brake shoe and
they rotate together to enable the
connecting rod to turn right around Point
A, as shown in Fig. 2-6, and Point B is
elevated. After the brake is released, the
connecting rod turns left under the action
of the spring force and Point B is
lowered. When the clearance between the
lining and the brake hub is increased, the
vertical distance of rotation of Point B is
increased, the regulator is turned by a
tooth, the regulating stem is elongated (as
shown in Fig. 2-7) and the clearance is
shortened accordingly. The regulating
range of the clearance is shown in the
following table:

Unit; mm

Model 1.0-1.5t 2.0-2.5t
Clearance 0.35-0.55 0.40-0.45

&

Extend along g y
such direction

Fig. 2-7 C&hce\ auto-regulating

\ chanism
~ U
QN
o

\ 4
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A Section E-E
Section D-D -E
D+
i
@ e E
i g <
D g g
O
S —"@ )
i 8
“q >
B
. directi
I— : 1rection .
@ " ! @ Section A-A’
i
B a1 000000
B-B
bl connder
(D Hand brake lever rlmx brake shoe ® E-shaped collar (@) Brake wheel cylinder
(3) Return spring 5 ‘Bnd brake push rod @ Spring Compression spring
4
(9 Auxiliary brake sl‘ w Spring @ Ratchet @ Clearance regulator
@ Dustring @9 Body

@ Spring ‘
@ Pistord

\ &

® Spring

5“' (9 Pushrod

@9 Cup

Fig. 2-8 Brake (1-1.5t vehicle)
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1 F._m Section
" — ® gl -1
(E]
& ‘ ’
Section m E I:E] ) : I‘-m_, jﬂ
_ ([ of 5
m %, m
i3 o kg
:
@ Section |[&] (A1
@ e linicy
= =)
7
Sesion (01 )
N\ v
(D Brake wheel Q) Sprifg, (® Ejector rod @ Auxiliary brake
C
cylinder shoe
(® Bottom plate ® brake push @ Compression Spring
- rod spring
@ Ratchet & Clearance @ Spring @ Hand brake lever
b\ I ulator
@ Primary br @ Return sprin
pring
shoe _
\ Y Fig. 2-9 Brake (2-2.5t vehicle)

Parking brake control device

The parking brake handle is cam type used for the regulator located at the end of
the brake handle to regulate the braking force.

Regulation of braking force:

If the regulator is rotated clockwise, the braking force will be increased; if the
regulator is rotated anticlockwise, the braking force will be reduced, as shown in Fig.
2-10.

Pull: 20 - 30kg
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Parking brake lever

ai. = :
1
—= o
Direction & l —

Parking brake switch

Right stay cable —
J Left stay cable @
o -.. fraty 5 - 1 . . .
=remimpe TR T. m  Regulation of pull of joystick

_.= (1) At the brake release position.
i=i=v= (2) Ifthe joystick point ‘Bl is pulled with a force
of 15-30kg, it can reach the position indicated in
pA oy the diagram.
e == — j;Lf‘r‘ o When the pull is large, part will turn right;
et when the pull is small, it will turn left.

Fig. 2-10

\
Regulation of switch o
@mosen 2 mounting bolts. -
@ull up the parking brake lever. )

Mounting bolt

@ress the switch roller on the support

of the joystick to listen to the action
sound, then press it down by Imm and

then fix it. N

(4Release the parkinﬁake‘ pull

the joystick again and confirm that the

switch is ON. ' ‘

Switch

Mounting bolt

NS -

‘ ’ Parking brake lever Fig. 2-11
13/ points of dismantling, installation and adjustment of brake

v\is section describes disassembly, assembly and adjustment of the brake as well
as the adjustment method of the brake pedal when the wheels and hubs are dismantled.

This section is applicable to 3t brakes. For other models, although the regulator
structures are different, the maintenance method is basically the same.
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Disassembly of brake

(1) Dismantle the support pin on the
auxiliary brake shoe, the regulating stem,
the regulating device and the spring.

(2) Dismantle the shoe return
spring.

(3) Dismantle the setting spring on ‘ ]

the primary brake shoe. 2,
N ?

v

a\
4) DiSmaeth‘imry brake
shoe and theauxiliary brake shoe.

Meanwhile; dis e the regulator and
the regulator &

O

¥

(5) Dismantle the brake pipe from
the brake wheel cylinder.

Then dismantle the mounting bolt of
the brake wheel cylinder and dismantle
the brake wheel cylinder from the brake
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bottom plate.

(5) Dismantle the E-shaped collar
used to fix the brake stay cable on the
brake bottom plate. Then dismantle the
bolt used to install the brake bottom plate
and dismantle the brake bottom plate
from the drive axle.

(7) Disassembly of the brake wheel

cylinder: Dismantle the dust ring. Press
the piston at a side to eject the piston at
the other side and then press such piston
with fingers. %

A

0,

v

P\ 0
Inspection ofp(e‘

Inspection‘of each part and component

and repair okeﬁment of damaged
parts and components

(1§ &the surface in the wheel

cylinder body and the surrounding of the

p?‘or rust.
en determine the clearance between

the piston and the body.
Standard size: 0.03-0.10mm

Limit size: 0.15mm

(2) Visually check the piston cup for
damages and deformations and replace it
in case of any abnormity.

(3) Determine the free length of the
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spring of the brake wheel cylinder and
replace the spring when the free length

exceeds the standard.

(4) Determine the thickness of the
lining and replace the lining when the
wear exceeds the wear limit.

Unit: mm
1.0-1.5t | 2.0-2.5t | 3t
Standard value| 4.8 7.2 8
Limit 5 5 50 | 6
value

(5) Visually check the internal
surface of the brake drum, grind to
correct it in case of damages or biasing
wear and replace it when the correction
exceeds the correction limit.

Unit: mm
1.0-1.5t | 2.0-2.5t | 3t
1
Standard value 254 310 314
Limit - ose 1 312401316
value :

(1) Apply the braking

Assembl&Of brab

o

4

tbd to the cup and the piston of the brake wheel cylinder

and assemble tmrii\the piston and the dust ring in order.

(2) Install the &rake wheel cylinder on the brake bottom plate.
(3) Install th‘rake bottom plate on the drive axle.

v i
attention

?\

wn in Fig. 2-22, apply the heat-resistant grease to each place and pay

to applying the grease to the lining.
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(a) Contact between the bottom plate ®)

and the brake shoe id)
(b) Dowel pin

(c) Contact between the shoe and the
compression spring seat :
(d)  Support pin of the hand brake @ e e i
lever > \
(e) Screw of the regulating

mechanism and other rotating parts © o \ )

Fig. 2-22 { AJ ) )

(5) Lock the E-shaped collar of the
parking brake stay cable.

(6) Install the brake shoe using the
fixed spring. ’
(7) Install the compression spring on

the hand brake push rod and then inistall 4
the push rod on the brake shoe:

(8) Install the brake shoee link on the
support pin and then.nstall éke
shoe return spring. Firstly install the
primary shoe axéemtaﬂ the

auxiliary shoe:

) Q
(9)Inst l&egulator, the
rethtor spring, the ejector rod and the

ejector r spring.

ay attention to the following

(a) The regulator thread direction
and the installation direction;

(b) Regulator spring direction
(contact between the regulator tooth and
the spring is prohibited);

(c) Direction of the ejector rod
return spring (fix the spring hook at the
support pin end to the side opposite to the
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ejector rod);

(d) Ensure that the lower end of the
regulating lever contacts the regulator
tooth.

(10)  Connect the brake line to the
wheel cylinder.

(11)  Measure the inside diameter
of the brake drum and the outside
diameter of the brake shoe and regulate
the regulator so that the difference
between the inside diameter of the brake
drum and the outside diameter of the
brake shoe lining is Imm.

Regulation of brake pedal

(1) Shorten the push rod;

(2) Regulate the lock bolt and regulate the &eight as shown in Fig. 2-28;

(3) Tread down the brake pedal and elonga
the push rod contacts the piston of the master cﬁder;

(4) Tighten the lock nut of the &mh rod‘

p?sh rod until the front end of

Pedal height

Brake switch

-—

-l

R H i
l Limit position of the pedal

Lock nut

Fig. 2-28
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A Regulation of brake switch

(a) After regulation of the height of
the brake pedal, release the lock nut of
the brake switch;

(b) Unplug the plug to disconnect

the conductor; Brake switch

(c) Rotate the switch to obtain the
clearance A=1mm;

(d) Confirm that the brake light is lit
when the brake pedal is treaded down.

Lock nut

3

&«

Fault diagnosis
‘ y
Fault Cause analysis Trouble§hooting method
1. The oil of the braking system leaks. air
2. The clearance of the brake shoe is not well regulated. gulate the regulator.
3. The brake is too hot. eck for sliding.
P 4. The contact between the brake drum and r lining i -adjustment
oor
braking poor. . .
5. Impurities are adhered to the lining. | Repair or replacement
6. Impurities are mixed into the braking fluid. v Check the braking fluid.
7. Adjustment of the brake pedal (inching valve) is|Adjustment
improper. &
1. The surface of the lining is hardened or impurities are [Repair or replacement
adhered to the surface. 4 Repair or replacement
Noises of [2. The bottom plate is deformed or the bolt is loosened.
the brake 3. The brake shoe isdeformed or installed improperly. Repair or replacement
4. The lining is worn. Replacement
5. The wheeﬁing 1 ned. Repair
1. There is oil on the s@e of the lining. Repair or replacement
2. The ance of the brake shoe is not well regulated.  [Regulate the regulator.
Uneven % der fail Renai ) ¢
braking 3. The'wheel ¢ 'n er fails. . epair or replacemen
4. Thereturn spring of the brake shoe is damaged. Replacement
5. The drum is inclined. Repair or replacement
1. The oil of the braking system leaks. Repair or replacement
Inadequate{2. The clearance of the brake shoe is not well regulated.  [Regulate the regulator.
bre‘ig %he braking system is mixed with air. Venting
4. The brake pedal is regulated improperly. Re-adjustment

'3. Steering system

3.1 Overview

The steering system mainly comprises a steering wheel, a steering shaft, an axial
pump and a steering axle. The steering shaft is connected with the steering gear
through the universal joint, the connecting shaft is connected with the steering wheel
through the universal joint, and the steering column can be tilted forward or backward
to a proper position. (As shown in Fig. 3-1) The steering axle is installed on the tail
frame at the back of the frame, there is a steering knuckle at the left and right
respectively, and the steering cylinder piston drives the steering knuckle through the
connecting rod and deflects the steering wheel, so as to realize steering.
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t
T

[
: |
o H

=

Fig. 3-1Steering gear 9 v

Cycloidal hydraulic steering gear \

The hydraulic steering gear (Fig. 3-2) carﬁletrically convey the pressure oil
from the steering pump to the steering cylind\thgffh the pipe according to the
rotating angle of the steering wheel. When. the p fails to supply oil, manual
steering can be performed.

The steering gear comprises a general gﬁng gear and a combination valve, the
hole in the cover of the combination valve'is installed with the system safety valve,
and the valve body is also installed with a two-way overload valve used for protection
when the wheel is sufferedfrom:sudden external impact during running of the forklift
truck and high pressure 4s generated in the hydraulic system, so as to prevent the parts
from damages. The y V§nd the two-way overload valve have been regulated
by the manufacturerand the user shall not regulate them at will.

oA
N\
"\
\ §
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‘3-2Hydraulic steering gear
@ Limiting%a've bods @J alve plug @ Universal
column A driving shaft
Spring(BLink block (ZRotor (8stator

lamination \ \‘
(9Valye bush

4
‘ ’eering axle

he steering axle is a welded structure with a box cross section (as shown in Fig.
3- it comprises a steering axle body, a steering cylinder, a connecting rod, a
steering knuckle and a steering wheel, etc. The steering trapezium is a crank slider
mechanism, and the cylinder piston rod drives the steering knuckle through the
connecting rod and deflects the steering wheel, so as to realize steering. The steering
axle is skid-mounted on the tail frame at the back of the frame through the bearing
block with bolts using front and rear pins, so as to enable the axle body to swing
around the pin, there is a steering knuckle at the left and the right of the steering axle
respectively, the rear hub is installed on the steering knuckle spindle using two
tapered roller bearings, the wheels are skid-mounted on the hubs through rims, and
the inside of the bearing is installed with oil seal to keep the lubricating grease in the
cavities of the hub and the steering knuckle.
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See the following table for the models of the tyres and rims of the steering axle

as well as the tyre pressures:

Tonnage of forklift truck 1-1.5t 2-3t
Tyre 5.00-8-8PR 18x7-8-14PR
Rim 3.50D 4.33R
Tyre pressure 0.7MPa 0.9MPa
Steering pressure 5.5MPa 6.3MPa

5
)

=

i\
\

3 .
!

N

Fig. 3-3Steering axle

\ dle bearing @F hrust bearing @il seal

apered roller@ Tapered rollerock nut

@il seal
@Jub nut

bearmg bearing
@—l‘ o} (0Bteering hub o Lock pin @  Adjusting
washer
XNeedlem Oil seal 5 Kingpin ®  Steering
bearing knuckle
g Steering®  Steering  axle® Pin » Pin
cylinder body

(1) Steering knuckle

The steering knuckle is installed between both ends of the steering axle body
using the kingpin, the conical bearing, the dust cover and the O ring, the upper end of
the kingpin is fixed on the axle body using the stop pin, the lower end of the kingpin
is fixed on the axle body using the cotter pin; and the conical bearing pressed on the

axle body is used for supporting. (Fig. 3-4)
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W
@T hrust bearing @teering knuckle @)owel pin @ \Adjusting pad for
teering knuckle

(5Xingpin (Needle bearing @uﬁng (8Rear axle bearing
Fig. 3-4SLQA‘inNuc‘e
(2) Steering cylinder ®

The steering cylinder is a double-acting piston cylinder, both ends of the piston
rod are connected with the steering knuc%e through the connecting rods, and the
pressure oil from the hydraulic steering gear moves left and right through the piston
rod of the steering cylinder, so as to realize left and right steering. The piston seal is
the combined seal comprisi e support ring and the O ring, Yx ring axial seal is
used between the cﬁer and the piston rod, and the cylinder is fixed on the
steering axle thryh@cylinder heads at both sides. (Fig. 3-5)
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Fig. 3-5Steering cylinder

@T hrust bearing @)Cylinder head @ylinder block @ ring
(SBupport ring (6Bushing @D ring (8Bushing
x seal ring (0Gasket O Dust ring @ Lining

@ Stopper
(3) Hub

The hub is installed on the steering knuckle using two tapered roller bearings, the
wheels are skid-mounted on the hubs through rims, the inside of the bearing is
installed with oil seal to keep the lubricating grease in the cavities of the hub and the
steering knuckle and the nut is used to adjust the tightness of the bearing. <

Key points of adjustment and repair . )

Adjustment of pre-tightening load of steering wheel bearing

(1)As shown in Fig. 3-6, apply lubricating grease to thelinner cavities of the hub,
the internal and external bearings and the hub cover angeanwhile apply certain
lubricating grease to the oil seal lip;

(2) Fix the outer ring of the bearing on the 1’) and ing the hub on the steering
shaft;

(3) Install a flat washer, tighten the sllotte&ut with a torque of 206-235N.m
(21-24kg.m), release the slotted nut and then re-tighten the nut with a torque of
9.8N.m (1kg.m);

(4) Slightly hit the hub with a wood hammer and rotate the hub by 3-4
revolutions to ensure that the hub.is.not loosened;

(5) Tighten the slotted nut to enable the slot to align with the cotter pin hole on
the steering knuckle;’ @D

(6) Then Ssl*'ghtly hit th&lub with a wood hammer, manually rotate the hub by
3-4 revolutions to guarantee stable rotation and determine the rotating torque of the
hub, the value of which is 2.94-7.8N.m (0.3-0.8kg.m);

N
(7)*When t~otating torque is higher than the specified value, return it by 1/6
rev%lgtion and determine the rotating torque again;

A&
) Vhen the rotating torque meets the specified value, lock the slotted nut with
the cotter pin.

Assembly of wheel

The inner tube and the liner shall be placed inside the cover tyre, the inner and
outer rims shall be installed together, and attention shall be paid to the following
issues:

1. The inflating valve shall be outward and in the middle of the cut.

2. The mounting bolt of the rim shall be installed with the head towards the
outside.

3. During inflation, nobody shall stand nearby.
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4. When the tyre pressure is inflated to about 98kPa (Ikgf/cm?), the tyre shall be
slightly hit to enable the inner tube and the liner to enter the rim.

1
L J 118-137N.m

iq A ‘_Hﬁ |_~12-14kg.m

\ w a\d

4@

Apply i
,'H; lubricating ’
I : grease

" F 4 oo

' -
Fig. 3-6Adjustment of pre-tightening load
N

1. Tyre 4.Rim (inner)

2. Inner 5. Rim
tube  (outer)

3. Liner 6. Safety bolt

Fig. 3-7 Wheel assembly

‘ ’ Inspection after re-installation of steering system

Rotate the steering wheel left and right and rotate the steering wheel to the

h%smon to see whether the left and right forces are even and whether the rotation
is stable;

(2)  Check whether the layout of the oil pressure pipeline is correct and whether
the left and right rotating directions are opposite;

(3) Jack the rear wheel, slowly rotate the steering wheel left and right and repeat
such operation for several times to vent the air in the hydraulic line and the cylinder.

Fault diagnosis of steering system

. Troubleshooting
Fault Cause analysis method
Failure to rotate The oil pump is damaged or fails. Replacement
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the steering The hose or the joint is damaged or the pipe is blocked. Replacement or
wheel cleaning
The pressure of the safety valve is too low. Regulate the pressure.
There is air in the oil line. Vent the air.
Heavy steering The steering reset fails or the positioning spring is .
wheel broken or the elasticity is inadequate. Replace the spring.
Leakage in the steering cylinder is too large. Check th.e seal of the
piston.
Crawling or
swinging of the The spring is broken or inelastic. Replacement
forklift truck
. . The oil level in the oil tank is low. Refuelin
High working Clo h%
noises The suction pipe or the oil filter is blocked. rep@n .
. The sealing of the steering cylinder guide sleeve is
Oil leakage damaged or the pipeline or the joint is damaged. 4eplacqment

The steering motor of the forklift truck is controlled and étartgd by the direction

switch. The steering motor only works only when the dire
forward or backward position.

During exhausting, the steering motor shall be started
rotated slightly (in case of abnormity, the power supply s

N

@1 switeh is placed at the

steering wheel shall be
be cut off immediately

to check the cause and eliminate the fault), the m‘d feeling shall be convenient and

flexible, the steering wheel shall deflect acco
performed left and right repeatedly to vent the airin the system.

4. Electrical system

=

Overview v

ingly, and such rotation shall be

The electrical system' mainly comprises a battery pack, a travel motor, a lift
motor, a steering motot, a multi-functional integrated electric control assembly, a

control switch, a LCD dash

Fig. 4-2.

Multi—fulhional integrated control system

The multi-

lling t
Th

con
pum

and lighting devices, etc., as shown in Fig. 4-1 and

ctional integrated control system comprises the separately excited
motor._controller “assembly controlling the travel motor, the pump controller
main oil pump motor and the contactor controlling the steering oil

accelerator, as shown in Fig. 4-3.

1) SX transistor controller

eparately excited motor controller assembly comprises a controller and an
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______ The SX transistor controller
i oo is a controller produced by USA
= — GE combining the latest

' technologies, with the
capabilities of independently
controlling the motor armature
and the exciting circuit,
combining the comprehensive
advantages of half wound motors
and shunt wound motors;. with
the characteristics ng d
and large torque, enabli e
system to work a‘g aximum
efficiency. The contrc])’k also
has the anta& such as
reverse <.b g, regenerative
controi al protection and

ba
The accelerator

prlses the starting switch and
potentiometer, and the
potentiometer converts the angle
motion of the pedal to the
resistance  change of the
potentiometer and then converts
the resistance change to the
voltage change to be transmitted

to the controller, as shown in Fig.
4-4.

@® Fuseblock @ Dashboard

harness

® Horn @ Instrument
stand harness

® Headlamp @ Outlet
assembly

@ Frontsignal © Rear

light combination lam

® Front @ Lifting switc

overhead guard

harness

® Dashboard O Back-up

assembly buzzer

® Handbrake @ Separately

switch excited electric
control

Flasher © Foot horn

switch
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(9Direction

switch

urn signal

lamp

switch

O Brake light
switch
Fig. 4-1 Electrical system

@ Travel motor
@ Lift motor

@ Steering
motor

Fig. 4-2 Basic &cipfe diagram of traction control
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B
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A
Oil  pump Cathode
motor (3|
2 . B30 3
Power line
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pl] Mg 4 ¢[1/©]
‘ L
Line contactor [e) (@
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: |
S
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SP motor 3
o
g
@] e @)
SP contactor %

150A 142

d b

Fig. 4-3 Controller assembly
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Direction

of motiot/

Fig. 4-4 Accelerator {
LED dashboard ' °

The battery forklift truck uses the displty de combining new LED and LCD,
the control circuit uses the microcomputer.technology, real-time sampling, real-time
display and real-time control, and the g and weak current circuits in the
instruments use photoelectric isolation and ol relays, with battery undervoltage
warning and protection functions ar\lfi high %gree of automation, as shown in Fig. 4-5.

1 Instrument appearancesand

display and operation instructions
(1) The  battéry ’ty @ =) ’ID/
indication di%s the . current =)

battery capacity. - N

(2) Lis\ wﬂectric control

fault codes. the electric

control fails, this list will display a © )

spe(sc & to provide the ST 16
maintena personnel with the

f: tection information. See the 15

following fault index for the
specific use of the list of faults.

(3) Cumulative working hours
of the forklift truck under electric
control.

(4) Logo of the mainframe
manufacturer.

(5) Work indication of width
lamps.
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(6) Work indication of
headlamps.

(7) Brake indication.

(8) Vehicle advancing status
indication.

(9) Neutral position display.

(10)  Indication of left turn
signal lamp.

(11)  Vehicle reversing

status indication. ) —
(12)  Turn  signal lamp &
switch.

(13) Work indication of
right turn signal lamp.

&
(14)  Direction switch.
1rection switc 0 Q

(15)  Starting switch. The electric k starting switch shall be rotated
clockwise to the first gear to connect the power supply, and the power supplies of the
instrument indication and electrical control circuits.shall be connected.

(16)  Headlamp switch. Lightgvitch ’d electric lock. When the switch is
switched from the first gear, the front and rear width lamps will be lit; when the
switch is switched to the second gear, the front headlamp will be lit and the width
lamps are still lit. &

2. Lighting signw‘nent

Including Va'BS &hts, signal lamps, horns and buzzers, etc.
Headlamp: 35W

Fro(comanation lamp (steering/width indication): 21 W/8W

ear ~combination lamp (steering/width indication/reversing): 21W red/8W
red/1 ite

.« Warning light (optional): 21W
Brief description of operation

(1) Starting: Before the forklift truck is started, the hand brake switch shall be
placed at the brake position and the shifting direction switch shall be placed at the
neutral position. Otherwise the safety circuit of the forklift truck will work and the
forklift truck can't be started successfully.

The starting switch (electric lock) shall be rotated clockwise to the first gear to
connect the power supply, the power supplies of the instrument indication and
electrical control circuits shall be connected and the hand brake switch shall be
released.
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If the shifting direction switch is pushed forward, i.e. at the drive gear, the
accelerator pedal shall be treaded down to drive the forklift truck forward; if the

direction switch is pulled back, i.e. at the reverse gear, the back-up light will be lit and
the back-up buzzer will sound.

(2) Light switch: When the switch is switched from the first gear, the front and
rear width lamps will be lit; when the switch is switched to the second gear, the front
headlamp will be lit and the width lamps are still lit.

(3) Turn signal: If the turn signal lamp switch is pulled backward, the turn signal
lamps of the front combination lamp and the rear combination lamp at the left of the
forklift truck will flash; if the turn signal lamp switch is pushed forward, t m

signal lamps of the front combination lamp and the rear combination larw ht
of the forklift truck will flash. ’

(4) Brake signal: When the forklift truck shall be braked, the brake pedeﬁ shall be
treaded and the brake lamp (red) of the rear combination lamp will be lit. =

(5) Reversing signal: When the forklift truck shall
switch shall be pulled backward. At this time, the trayel

back-up light (white) of the rear combination lamp will b
will sound. £

Attached with the harness diagrams Fig. 61-6\Fig. 4-10.
_ &

eversed, the direction
r will be reversed, the
and the back-up buzzer

$EHIE
Connected to the right front light group =
@ Connected to the left front light group
e
3 _,,_..v-..._,_ 4 i "-—\ i :
/ \ / \
@;j _'14 Harness connection @J 50 @
RS0 relationship
THES| MY K 4 IS
ETEE T ERam  frof e )N
=TT Ko? 4 1.0] 350 | 9%
2 5 |® An) o]0 | 2
N ETMELD E7EA__l10] s |90
= g | #os HFHRAN |10] 80 | 90
Harness connection
relationship
pais(ne x 4 * A (RE[RXC-IFARY | |
=i EE0ED 75 ] T T -
AL =14 wWo2 R 1.0] #0 | %50 ;';' E
351061 41" 'TE o] @ | wo l‘;-
T 950 =6, 320
DIT041=6.3-20 o=l (ma| Eo4 EREN 1.0] 85
Connected  to | g3l |#f| #pS EERAN J1o] w50 | 9% t(}j;e):nnededboc{;)f
g;emess body harness
Fig. 4-6Headlamp harness
Conducjtor Color Start End Section Length Laying
connection (mm) length
Yellow .
13511 | and Port 1 Right front 1.0 850 950
. headlamp
white
2-2411 Negative 1.0 850 950
Black Port2
5 ac or Port 3 1.0 50 100

40



https://truckmanual shub.com/

Black
3-3411 and Port 4 Right width lamp 1.0 850 950
white
'Yellow .
43711 | and Port 5 Right frontturn | 850 950
signal lamp
red
Conduc.t or Color Start End Section Length Laying
connection (mm) length
Yellow
1-351 and Port 1 Left front 1.0 850
. headlamp
white
7-241 Negative 1.0 850 9
-8 Black Port2 Port 3 1.0 100
Black
9-341 and Port 4 Left width lamp 1.0 ’ 850 950
white A
Yellow o
10-361 | and Port 5 Left front turn 1& 1850 950
red signal lamp ‘

8
=
2
s
=
-4
= 4
[
L
2 Instrument
=2 " assembly  / |aih
B P. L v /_r_. ' - | 1y
. FM
= |A1 ar PujuF ¥ HE
i R
i HY v B IrAY SY 0 ik 0] L ”"_—I
1
B \ 5
i AZ A2 PO o an] salAl
= 1 pa d el = l >
8 PIle =5 $o J]EN/
= £y S & EET 5 b oy e
PR E = 5 e o8~}
—5- 52 Q& 2 B L
B e
v W ZE 3 |
i Yo =5 SN
. L 2=£F
¥ £ -r hE 5 5
HS 53
5 reE O B
PBe T8I =]
— | P1 3 L] L o8
At 2 [
i~ b
= b= GRS
P2 75 = — 5 B
iy PB =
2 <
1384138
0 oo : k
= =3
— e
ohis O 3
. — >
2835
=

Fig. 4-7 Principle diagram

41




https://truckmanual shub.com/

WAL NAFLUD WA

-

Rig HFLID RAK)

. it
ﬂ“
HALH
o
uERE =
mgﬁ@ g
G ot~ w My —
i ﬁ sttt e m
- BRRE™ ‘,I!.a il ‘EIS‘a
b || o=
i Nz
el
]
Dﬁ;ﬁﬂ
Fig. 4-8 Wiring diagram 0
Table (I) ~ Description Qanﬁss terminal
1B 1V |Controller48V Key switch 48V input Red | 1.0mm" | 2945 3045
2R Fuse block FS%tput 1.0mm” | 4065 | 4165
B |_2Z_[Control circuit 48V Hand brakeswitch48V | 0.75mm” | 200 | 250
2D _|input DCD+48V input £ Lomm’ | 200 | 250
6B [Electric control port 6B 0.75mm” | 200 250
3B 3J [Starting signal input Acc.:elerator starting Pink | 0.75mm’ | 3665 3765
switch output
irection switch forward 2
4B 4F ioﬁrol'orw@ou tput Green 0.75mm” | 2945 | 3045
4y |'P [nstrument forward input 0.75mm> | 200 | 250
: Direction switch 2
5B oF Controller backward output Blue 0.75mm™ | 2945 3045
i t
g *aed inpu Fnstrument backward 0.75mm? | 200 250
input
7 ceeleration signal|Accelerator signal Vellow! 0.75mm? | 3665 3765
put output
Controller
]J accelgratlon . Acce.lerator negative Brown| 0.75mm? | 3665 3765
negative  terminal terminal output
input
138 Flasher negative 0.75mm’ | 4065 | 4165
terminal
Horn and horn filter| 2
13W [Electric control 48V negative terminal 0.75mm 200 230
negativeterminal  |Left rear lamp negative 2
13B | 13G DC/DC-12V i erminal Black | 0.75mm 200 250
13E negativeterminal  [Ri gh't rear lamp negative 075mm? | 200 250
terminal
13F Back'—up buzzer negative 075mm? | 200 250
terminal
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front

Right lamp 2
13H hegative terminal 0.75mm 200 250
131 zf;z;’ft lamp negative 1.omm® | 300 | 350
[nstrument negative 2
13Y terminal 0.75mm 200 250
13D ?e fr; ?f; 8V' negative 1.omm® | 200 | 250
13V ?e fr; ?i‘llzv negative 0.75mm> | 200 | 250
Direction switch 2
13A hegative terminal 0.75mm 200 250
Horn and horn filter R q
13T negative terminal 0.75mra ‘
25B | 250 Pump N ellectrlc Lifting switch lifting White| 0.7 Smm’ 3545 3645
control lifting input |output “
26B | 260 Pump - e}ectrlc Lifting switch tilting Grey | 0.7 Soom? | 3545 | 3645
control tilting input |output
Re
7R | 27Y Fuse block 12V|nstrument . back-up and Omm? | 1520 1620
output buzzer 12V input :
white
28L Fuse block F6/12V Horn button 12V input | Whit 75mm° | 4515 | 4615
8 .
28R 28U loutput Foot horn switch (12V|. and 0.75mm? | 150 200
input yellow
297 Brake light SW&tChv = 1 0.75mm? | 2965 | 3065
Fuse block F7/12v[RRut Red |
29R | 29S fl‘llts;u . ¢ Flasher 42V input and | 0.75mm>| 200 | 250
j‘ black
29K E;i‘tﬂamp switeh™ 12V) black | o5 m? | 200 | 250
Start | End Start End Color Condgctor Nominal| - Max.
section | length | length
Table :Ili Description of harness terminal
|Accelerator starting 2
307 309 Hand brake switch 48V input YZEZW 0.75mm™ | 1420 1520
30F [UtPut ]i?lgsf“"n sWitch48V' | hite | 0,75mm? | 200 | 250
Instrumentbrake |[Normally closed output 2
3 1‘ 3 1‘ ’Splay input of hand brake switch Purple| 0.75mm 700 800
[nstrument o . Yellow
32Y1| 32Q |undervoltage iLn‘fE?g switch 48V and | 0.75mm> | 1000 | 1100
[protection output P black
33G Left back-up light 12V 0.75mm? | 2745 | 2845
Instrument input White .
33Y | 33E |reversing 12V iII{l‘pglit back-up light 12VI° 41 0 75mm? | 200 | 250
utput blue
33F Back-up buzzer 12V 0.75mm? | 200 | 250
input
34Y Headlamp switch I gear 0.75mm” | 200 250
341 [Right front width [l Tontwidthlamp - ellow) ) oo 21550 | 350
34H lamp 12V input 12V input and
34G %ze\f; fﬁ;ﬁf‘gnal lamp | red ) s im? | 200 250
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34E lf;%}lltrfsz signal lamp 0.75mm’ | 3065 | 3165
351 [Right front %;f;iff‘:;headlamp Red | 0.75mm? | 1120 | 1220
35H headlamp 12V Hea dlaI:*n switch 11 and
35Y |input ear PSW yellow| 0.75mm? | 200 250
36G Left rear turn signal 0.75mm? | 3745 | 2845
lamp 12V input
Loft turn signal  |[Left front turn signal | DLk
36X | 361 [C umsiena cTtIront trn sigha and | 0.75mm?| 200 250
lamp switch lamp12V input white
36Y E;g:‘mem left turning 0.75mm? | 200 | 250
37E nght.rear turn signal o75mm? | 30 w
lamp input ‘ .
Right front t Right turn signal | Yellow
37H | 37x [LEntirontiurn RIS W SIENAtIAmp  4hd | 0.75mm? | 200 250
signal lamp input [switch black
37Y &‘;ermem right turning 0.75mm> | 2000 | 250
38G .  fettbrakelight 12V o0 100, 75mm? [ 11700 | 1800
387 Brake light switch [input and
38E 12V output Elflit brake light 12V yellow&mmz 200 250
Turn signal lam; swicg Blue
39S | 39X [Flasher 12V output |, - 0.>'& P and. | 0.75mm?| 1520 | 1620
12V input { bl
Fuse block 48V fireen
40R | 40Y inl;)ut Instrum*t 48V ut | and 1.0mm> 1520 1620
red
41L Hom switch 12V output| . 0.75mm” | 3715 | 3815
41T | 41U [Horn 12V input zzglﬁom switth 12V 54 | 0.75mm? | 150 | 200
o
4TW Horn 12V input Whlte s mm? | 200 | 250
42D | 42R |DCDC+12 output e block +12V input 0.75mm" | 2475 2575
1y | 1Y Eé:tlr;;é"l Dy Tenteonneetor yeliow| 0.5mm® | 2945 | 3045
2y | 12y E(I) ks 2 ig%mmemconnecmr Green| 0.5mm? | 2945 | 3045
3y | 13y (l)e ri¢ control Ilr;sﬁt{rumentconnector Blue | 0.5mm? | 2945 3045
4 14y Elii;t‘r;;: control Ilr;sﬁt{rumentconnector Grey | 0. smm? | 2945 3045
5Yi 15’ E(l):t;; control Ilrgsﬁt{mmemconn“mr Black | 0.5mm? | 2945 | 3045
S End Start End Color Condgctor Nominal| Max.
section | length | length

Fault diagnosis

If the vehicle is mis-operated or the electric control fails, the instrument will
display the status code, and the existing problem can be judged according to the status
code and the description listed in the diagnosis table of status codes.

Diagnosis table of traction controller status codes

Status code

Description

-01

No seat switch input

-02

The forward direction switch is closed just after power-on.
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-03 The backward direction switch is closed just after power-on.

-05 The starting switch or the brake switch is not closed.

-06 The accelerator is treaded down when the direction is not selected.

-07 The input voltage of the accelerator is too high.

_08 The key switch is closed for the first time, the power supply is connected, and
the input voltage of the accelerator is too low.

-09 The forward and backward direction switches are closed simultaneously.

11 After the key switch is closed for the first time, when the power supply is
connected, the starting switch is already closed.

-15 The battery voltage is too low or the control card is disordered.

-16 The battery voltage is too high or the control card is disordered.

-17 The type of the control card is selected improperly.

23 In case of starting in the backward direction, the motor excitation curria
too high.

24 In case of starting in the forward direction, the motor excitaWn current is too
high.

-27 The supplied power supply is lower than 10VDC.

-28 In the operating mode, the motor excitation current i§ too high. =~

-41 The thermal protector is open circuit or the transistor tem}erature is too high.

-42 The compensation voltage of the motor armat 00 high.

-43 The compensation voltage of the motor armature is too low.

-44 The armature transistor can't be turned off no ¢

-45 The armature transistor can't be connected no‘\:‘a

46 It is predicted that the voltage at A2 point.is lower than 12% of the battery
voltage.

-49 In the operating mode, the motor e&ltiolcurrent is too low.

51 Before suction of the contactor, the.voltages at both ends of the capacitor are
too low.

57 In the operating process, the i‘ voltage of the motor current sensor of the
controller is too low.

64 The input voltage (P2-17) oﬁhe line contactor driver is lower than 12% of the
battery voltage:

-65 In the operating mode, the current of the coil of the line contactor is too high.

-66 Theexcitation current exceeds the current limit of the excitation transistor.

-67 Prma ent exceeds the current limit of the armature transistor.

-69 n the operating mode, the current of the power steering coil is too high.

-76 %ﬂtage of the capacitor is too high.

-77 Inthe regenerative brake process, the motor current is detected.

8 If the armature drive current is higher than 450A for over 3.5s, the armature

B ‘aric current will be closed.

Key points of maintenance
‘ K‘r points of spot check of controller components

nder normal conditions, it is very dangerous to touch the electrical components
with hands. In such case, the battery plug must be unplugged and wait for 2 min.

When spot check must be performed in the live state, the drive axle shall be
supported from the ground, so that the vehicle can't travel when the motor is rotating
at a high speed.

It shall also be noted that the body shall not be contact the tyres.
1. Inspection of electrical components of controller

(1) Spot check tools and measuring appliances

|S/N| Description | Specification and remarks | Purpose
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Straight screwdrivers, cross
Screwdriver(a | screwdrivers (large, intermediate

set) and small) and cross screwdrivers
used for small screws

Fasten and dismantle screws of
various parts and adjust the lead
screw.

Fasten and dismantle bolts and nuts of]

2 Wrench (a set) 7mm, 13mm and 17mm .
various parts.
Power module mounting bolts M4 | Used to determine the power module
3 Torque wrench .
and M5 fastening torque.

4 Pin pliers (a set) Install and dismantle small

components.
5 Ammeter DC500A or 1000A Determine the current.
.. -12V, -30V and -120V Determine the voltage.
6 Digital gauge Determine the resistance (digi
Analog gauge | Range x1Q, x100Q and x1000Q .
gauge doesn't ).

Note: ’ 4

When the mounting bolts and nuts of the power terminal of the controller are
loosened, the generated heat will result in burning accidents. ‘If Tbosening and heat
radiation is found, sand paper shall be used to carefully gr asten and correct such
position. In addition, poor contact at the plug position will.result in abnormal action.
For impurities and rust, etc. adhered to the plug position plug shall be plugged
and unplugged for 2-3 times to correct the situation of poor contact. In addition, it
shall also be checked whether the conductoir is. broken and whether the terminal is
deformed, etc. S\ 4

2. Inspection of fuse &

When high current passes the main loop, the fuse shall be blown to prevent the
controller from further damages'and prevenﬁhe electric appliances from fire.

- =4
——f5 ]
F1 lower terminal =2
F1.F2 upper terminal 1] | sconmmmer Fi t;(r)n\,\i/gzrll
F3 upper terminal
F3i I AR
F3 lower terminal
SPEME
1500142 Fuse
Mark Description Basic parameters
F1 Traveling fuse RNO DC 150V 400A
F2 Loading fuse RNO DC 150V 400A
F3 PS fuse RNO DC 150V 50A

(1) Inspection of traveling fuse (F1)
@ The gauge shall be switched to voltage measurement, and the (-) electrode of
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the gauge shall be connected to the (-) electrode cable terminal of the controller.

@ The (+) electrode of the gauge shall be connected with the upper terminal and
the lower terminal of F1 fuse to measure the voltage and make a judgment.

Voltmeter (key switch ON status)

Measuring point Voltage value Judgment

. Battery voltage Good
Lowerterminal ov Poor (replace the fuse)
Upper terminal Battery voltage Good

(2) Inspection of loading fuse (F2)

@ The gauge shall be switched to voltage measurement, and the (-ﬁcteof
the gauge shall be connected to the (-) electrode cable terminal of theﬁntroller.

() The (+) electrode of the gauge shall be connected with the upper tegmnal and
the lower terminal of F2 fuse to measure the voltage and make a Judgment

Voltmeter (key switch ON status)

A

Measuring point Voltage value Judgment

. Battery voltage Good
Lowerterminal ov Poor (replace the fuse)
Upper terminal Battery voltage Good

(3) Inspection of steering fuse (F3)

(D The gauge shall be switched 8 Vothmeasurement, and the (-) electrode of
the gauge shall be connected to the (-) electrgde cable terminal of the controller.

(@) The (+) electrode ofthe gauge shall be connected with the upper terminal and
the lower terminal of F3 fuse to measure the voltage and make a judgment.

Measuring point Itage value Judgment

. Battery voltage Good
Lowerterminal ov Poor (replace the fuse)
Upper terminal Battery voltage Good

5. MO\OI\‘

Overwew
‘/lamtchmcal parameters of motor

[te Lype 1-1.5t forklift truck 2-3t forklift truck
Drive motor
Name XQ-5-4A4 XQ-10-1C
Exciting mode Separate excitation Series excitation
Rated power Skw (60 min) 10kw (60 min)
Rated voltage 48V 75V
Rated current 139A 165A
Weight 95kg 135kg
Oil pump motor
Name XQD-6.3-3C XQD-13-28S
Exciting mode Compoundexcitation Series excitation
Rated power 6.3kw (15 min) 13kw (15 min)
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Rated voltage 48V 80V

Rated current 172.8 A 210A
Weight 72kg 72kg

Steering motor

Name XQD-0.8-7

Exciting mode Compoundexcitation

Rated power 0.75kw (30 min) 48V

Rated voltage 25A

Rated current 12kg
Weight

Drive motor

The drive motor is installed on the drive reduction gearbox and i“)@is
controlled by the converter in the controller. '

The rotating state of the motor is detected by 2 sensors assembledrat'the back of
the motor and then transmitted to the controller. { o

>

Oil pump motor

v

The oil pump motor is assembled at the left frame an, ives the main pump, as
shown in Fig. 5-1 and Fig. 5-2.

The oil pump motor comprises the lifting relay and the controller assembled
inside the counterweight to control starting and s@inyof rotation, etc.

Main pump Oil pump motor

‘ ” Fig. 5-1 Assembly drawing of oil pump motor

¥
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Key points of malntenance \
Drive motor
(1) Maintenance during driving
Spot check item po Judgment criteria Treatment
chec
art
Dust pport (Whether there is any distinct changeAfter stopping at a
P from driving at ordinary time andplace with distinct
\ \ whether the temperature rise value isdust accumulation,
normal. clean the place.
[Envitronme - Visual inspection
oreign Support [Whether there is any change from|Recover it to normal
atters: driving at ordinary time. condition.
Spray Visual inspection
Liquid
Support [Whether there is abnormal temperatureRecover it to normal
Bearing [rise  when compared with thecondition.
. temperature in case of normal driving
Temperaturerise . .
and whether the temperature rise is|
below the specified temperature value.
Support: 80deg; bearing: 55deg
Support [Whether there is abnormal vibration andWhen the specified
Bearing, famplitude increase when compared withjvalue is exceeded,
Vibration cover [normal conditions. after stopping, check
plateor [Visual inspection and  acousticand eliminate thel
others |inspection cause.
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Abnormal sound

Support [There is no abnormal sound and noisellf such situation|
Bearing, (increase phenomenon when comparedoccurs during
cover [with normal  conditions. = Whendriving, after
plate or jauscultation rods and new products arejstopping, check and|

others [used, perform comparisons.

|Acousticinspection

eliminate the cause.

(2) Maintenance during stopping

Spot check | Spot check part Judgmentcriteria Treatment
item
Assembly Whether .there is any loosening, dust Tightel.lin.g, cleaning
part Assembly screws ac.cumt.llatlon or rust. o . and painting
Visual inspection and acoustic inspection
\Whether the connection is wrong. Tightening
Terminal | Connecting part 'Whether the f:onneclting' part is loosened. Insuélon inslzection
\Whether the insulation is adequate.
\Visual inspection {
Incoming and Whether the covering and protection part|Repair at the special
outgoing lines > d am?ged' . i
Visual inspection
(3) Regular spot check Q

€

A Spot check criteria

{
For regular spot check, please refer to-the fo\vinﬁ table. However, at the places
with much dust and high humidity agl in cxﬁ that the working conditions are very

rigorous, the spot check times must be increased.
Driving time Above 12h/1d Above 8-12h/1d
Spot check times Once a year Once every 2 years
Spotcheck| Spotcheck .
potchec potehec Judgmentcriteria Treatment
part item '
. . Gre~eakage, abnormal sound and dust
Rolling Bearing .
bearing (s Q) accumulation Replacement
Visual inspection and acoustic inspection
Whether there is high roughness of the
Gpn’ﬁon connection surface due to damages and | Cleaning and processing of
. sur rust, etc. during assembly. the connection surface
Connecting . . .
’ Visual inspection
Whether th i 1 i t and . . .
nsembly ether there 1s any foosening, Tust an Tightening, derusting and
dustaccumulation.
screws . . . . . replacement
Visual inspection and acoustic inspection
Whether there is high roughness of the
Connection connection surface due to damages and | Cleaning and processing of
surface rust, etc. during assembly. the connection surface
Visual inspection
Whether the connection is wrong.
Terminal | Connecting | Whether the connecting part is loosened. . .
. o Tightening
part Whether the insulation is adequate.
Visual inspection
. Whether the covering and protection part
Incoming and is damaged Repair at the special facto
outgoing lines gec P p y

Visual inspection
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Resistance
between 0.0063Q + 5% (200 Repair at the special factory
terminals
Assembly Iron core Dustaccumulation Cleanin
of fixed Visual inspection &
rotors and | Insulation of Insulation resistance above 1MQ Cleaning
rotating coil and (measuring with a 500V high resistance Heating, drying and
rotors  |connecting part meter) treatment with varnish
Whether there is any damage, discoloration, .
.. . Derusting
Painting Damage peeling and rust. o
. - . Re-painting
Visual inspection
. Dirt and dust Whether there is distinct dirt, dust “n \
Cleaning] . accumulation and rust. . :
accumulation . . . antirustpaimting
Visual inspection ‘
“
A Key points of spot check 5

Each part shall be subject to spot check according to thedollowing key points:
1. The place with less dust and lower humidity shall,be selected.

2. In order to prevent mistakes in the part assem@position and the shaft
direction during assembly, the disassembly seﬁence shall be well recorded. The
articles such as screws and gaskets shall besplaced imto the empty box prepared in
advance. \ 4

3. When the parts such as supports are dismantled and installed, a wood
hammer shall be used for even, equal and slight hitting. Hitting with a metal hammer,
etc. may result in breakage of thesupport.

4. During operation, <attention shall be paid to preventing the parts from
damages, in particular, it shall be particularly noted that the stator coil and the bearing
shall be prevented from entry @a‘[er, dust and sand and in particular from damages.

5. The parts which ha\ been disassembled shall be cleaned thoroughly and
checked for ab@iti@. Inadequate or damaged parts shall be made up or replaced
immediatelys

«
6. Whe\h coil is wiped with a hard object or gasoline, petroleum or other
solventy the insulation may be damaged. Please do use dry cloth or soft brush.

g)il shall be dried when the insulation resistance is very low. When the
coil is dried, attention shall be paid to preventing local overheating, and the coil shall
b ed to 80T-90T and dried so that the insulation resistance reaches above 1MQ.

8. The parts such as bolts shall be checked for loosening. In case of loosening,
they shall be tightened.

9. For spot check and repair of the bearing, please refer to Item (4) (Repair of
Bearing).

10. In case of damages, discoloration and peeling of paint, antirust treatment or
re-painting shall be performed.

11. The terminal shall be tightened firmly and the connecting part shall be
completely insulated with the insulating tape.
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12. After completion of assembly, it shall be checked carefully whether there is
any remaining part and whether the articles such as screws have been tightened. Then
the shaft shall be rotated by hand to find any abnormities and then trial run shall be
performed after confirmation of no abnormities.

13. The motor shall be stored at a place without moisture, dust, basicity or other
hazardous gas, and both ends of the shaft shall be applied with antirust oil and
wrapped with oil paper or film cloth, etc. for storage.
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(4) Spot check and repair of bearing

The bearing life varies with the specific situations such as the load size and the
driving conditions. If the bearing is hot or generates abnormal sounds, please replace
it.

Since the sealed bearing is sealed with high-quality lithium base grease, it can be

effectively lubricated and has the structure preventing dust intrusion and it can be
used without adding grease for a long time.

The sealed bearing shall be replaced according to the following period:

Driving time 8-12H/1d 12H-/

Spot check times Once every 6 years Once every 3years

In particular, in case of use at the places with much dust or where the grease is
deteriorated due to hazardous gases and solvents and may flow out,\the replacement
period shall be shortened according to the situations. ’

A Assembly of bearing

As shown in the diagram, insert a steel pipe‘wards the inside diameter of the
bearing or use a holder. ( D

When the motor bearing is loosenedy attention shall be paid to prevention of over
60°C -80°C. {

Fig. 5-3
» | \ y
A Disassembly of bearing
‘ dei’r;hall be used to dismantle the bearing.

IScrew

:i :%«J b/ {Pull-out
i@' bolt
u
?)—' Inside —

bearing cap

=

Bearing =

Fig. 5-4
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Oil pump motor
(1) Ball bearing

When the bearing generates abnormal sounds or it is sintered, please dismantle
the bearing from the rotor spindle.

During dismantling, please use a small detacher to apply a force to the outer
circle of the bearing for dismantling and please do not reuse the dismantled bearing.

During assembly of a new bearing, use a cylindrical working position app
to apply a force to the inner circle of the bearing. P

(2) Measuring the insulation resistance P
«

Connect the (-) terminal of the instrument to the base of theanotor and connect
the (+) terminal to either side of 2 terminals. If the pointer of the instrument is below
0.5MQ, it is normal.

If the measured value is not above 0.5MQ, clean the ¢ n electrode in the
motor with compressed air. If a dryer is available, ilease u dryer for drying and
then re-measure the value.

If the re-measured value is still below O.SMNIea;e replace the motor.

(3) Spot check of brush and brus%sprin;ﬂ

The brush is engraved with the line indi g the wear degree. If the wear
exceeds the limit, please replace the brush. The brush spring tension of the brush
pressed on the rectifier shall be measured with a spring balancer.

¢

/® |

A
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(4) Inspection of rectifier

The rectifier is the most important part in the motor. If adhered, oil or impurities
will result in abnormal wear of the brush and reduction of the working efficiency of
the rectifier. Therefore, compressed air or clean dry cloth shall be used for cleaning.

When the rectifier surface becomes rougher, it shall be subject to fine grinding
with 500# or 600# emery paper and then cleaned carefully. When the rectifier surface
is too rough, it is necessary to correct it by means of cutting.

After cutting, the thickness of the mica sheet shall also be corrected.

Repair of the rectifier requires special mechanical tools, therefore, it shall'be

delivered to a special repair shop for repair. ’ &
A Reference values of inspection criteria { 4
N
V (mm)
Benchma&alue
. Standard 1.0
Axial thrust Limit 3
Bearing lubricating grease Name Compound SRL
) . FElectric axis 0.0173
Coil resistance (£) Magnetic ficld 0.0106
) Standard thickness 28
Drive motor -
Carb We mit 15
arrl 0 Oil pump motor Standard thickness 28
brush pump Wear limit 15
Steerine motof Standard thickness 22
& Wear limit 12

C N\

\s’
)
'\
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6. Battery and charger

6.1 Overview

List of performance parameters

ltem Type 1-1.5t forklift truck 2-2.5t forklift truck 3t forklift truck
Battery
Capacity 400AH/5h 630AH/5h 500AH
Name 24-DA-400 9PZS630 4 500
Voltage 48V 48V .
Specific gravity of 1.280g/em’ 1.280g/cm’ 1.280g/cm’
electrolyte
Weight 690kg 1100kg {530kg
Charger
Intelligent control, Intelligent control, ’ Intelligent control,
Form single-phase AC stable single-phase A ble three-phase AC stable
voltage charger voltage cha& ~ voltage charger
Rated power 4.5KVA 5.51§V ) 6.5KVA
Power supply voltage 220V/50HZ 380V/50 380V/50HZ
Suitable battery S70AH  Sooan 350-520AH
capacity
Output 72v ( \ 72V 80V
Current S0A o 80A 80A
Weight 60kg 75kg 90kg
6.1.1 Battery

The battery is formed by, serie}‘connection of 24 2V small batteries (48V), with
the steel plate box as the shell, as shown in Fig. 6.1.

Fig. 6.1 Battery assembly

Usage of battery

When the battery is in use, the
most important issue is to prevent
excessive discharging. The deeper the
discharging is, the shorter the life is.

(Fig. 6.2)

The depth of discharge is obtained
by determining the specific gravity, and

the approximate standard is shown in

Fig. 6.3.
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In addition, the amount of the
electrolyte shall be confirmed at the
10™ day. When the amount is
inadequate, distilled water shall be
made up before charging.

Fig. 6.2 Relationship between depth of
discharge and service life (example)
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6.1.2  Charger

The charger comprises three function modules, i.e. the controller, the power

block and the transformer. It realizes intelligent closed-loop control,

has charging and

fault status indication and performs automatic detection of the battery, dynamic
tracking and closed-loop control, so as to always keep the battery in the best critical

state of charging electrochemical reaction.

A Charger panel
48v §0A

A =]

N

DF intelligent
charger

Power

||l g

=
qug‘m(' Fault Full
o o
/ /
3 / 7

4 ] 1 [

e

i

(1) When the power socket is pluggeﬁ and the air switch is turned on, the

power "1" indicator will bedlit.,

(2) When the electric quantity of the battery is full, the full indictor "2" will be lit
and meanwhile the display will iisplay "-Full" and the floating current.

(3) When the e@er %s, the fault indicator "3" will be lit and meanwhile the

display wil“p]&"DO IND". See the instructions for details.

(4) When equalizing charge is required, the equalizer switch

shall be pressed

down'and he power shall be turned on. At this time, the equalizing indicator
"4" will be lit and the display will display "-JH--". When the switch is pressed

VWrsag"l‘,'the charger will be recovered to normal condition.

| |T:.:| ! i :I il ! 5 11
v :.II-E i '..._..l.. HI_‘.T"‘- - | | l I |
o e e O P
'I::I;Jl1r.-=|| : | .‘H““-_-:L _‘_-—_é_‘-‘-‘\: 1n
(1 | ; 1 :H‘H‘-\-\. xn i l
g o i ; L 1
:n!-'rﬁ‘ | -I y | [~}
| R £23 lae cve

- s (EmEa
] ] i [ ] voo o (BRI

Fig. 6.3 Example of reduction of specific gravity
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Charging of battery

The discharged battery must be charged in time and the battery stored in the
discharged state for a long time may be sulfated to deteriorate the performance. When
the vehicle is out of service for a long time, after it is fully charged, it shall be subject
to supplementary charging once a month.

In particular, the discharged battery shall be charged in time and shall not be
stored for more than one day.

When the discharge quantity is deemed as small, the specific gravity be
determined. When the value of the specific gravity is lower than l.26ﬁleary
must be charged. Equalizing charge shall be performed when the difference of the
specific gravity of each battery is over 0.020h and it is usually performed about once
through four times a month. When the difference can't be reduced.in case of
equalizing charge, it is necessary to adjust the specific gravity. In addition, too
frequent equalizing charge may result in overcharge and shv the service life.

Precautions during charging %

(1) When the liquid temperature is above 50°C befo harging is started, the
liquid shall be placed for certain time and.the battery shall be charged after the

{

liquid temperature is reduced. 4

(2) Over discharge and overcharge result in liquid temperature rise. In
addition, in order to prevent gas. from. being fully filled and difficult heat
radiation in the charging process, the hgod shall be fully opened.

A Temperature conversion of specific gravity

The specific gravity. of . the electrolyte varies with the liquid temperature.
Generally, the speci ravi the electrolyte is based on 25°C, and the conditions
other than 25°Cshall calc@ed according to the following formula.

$25=St + 0.0007(¢:25)
S25. . Q. . specific gravity @ 25°C
St.. ‘Bl e s.speciﬁc gravity @ t'C(measured value)
‘ 4 .0 ...liquid temperature (measured value)
Usage and charging method of charger

vl) Daily charge

After the operation of the forklift truck is stopped (after charging) or during the
operation, when the low battery voltage alarm is displayed on the LCD meter, the
battery shall be charged in time according to the following key points:

a. The forklift truck shall be stopped at the designated position, the key switch
of the forklift truck shall be rotated to the "OFF" position and the battery power
plug shall be pressed down. When the battery shall be replaced, it can be lifted
out of the forklift truck as specified.

b. It shall be confirmed that the power switch capacity of the charger input
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power supply 220V/50Hz is greater than 30A and matches with the battery to be
charged.
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c. It shall be checked that the battery electrolyte level shall be 15-25mm higher
than the protective floor slab or located within the scale range specified by the hole

plug.

d. The battery cable plug shall be correctly and reliably connected to the
corresponding charger.

e. The air switch shall be turned on, the charger will display the current system
version, the current battery voltage and the maximum charge current, and the
charger will enter the automatic detection state.

f.  After completion of the detection process, the charger will enter the
process of the formal charging program and display the voltage [**.*U], the
current [** *A], the charging time [H** **] (expressed as **h**min) and already
charged ampere-hours [***AH] in a rolling manner. | &

N
g.  When the full indicator is lit, it indicates that the battery is fully charged, the
charger will enter the automatic floating state, and.th ating charge current is
about 1-3A.

h. After completion of charging, the air Switch slgbe turned off and the
battery cable plug shall be disconnected frovgle charger.

i. Before usage of the forklift trucks it shall b‘g confirmed that the specific
gravity of the battery electrolyte ha%been increased to the value in the following
table. vs

Liquid temperature Specific gravity
@s5€ 1.294
&5"(3 % 1.287
@25C 1.280
- \ @35C 1.273

(2) ‘.\ppv‘t[ary charging

When the operation is completed, it is suggested that the charging sequence at
the rest time should be basically the same as that of daily charge.

Equalizing charge

When the battery is 100% over discharged, the cylinder shall be made up with
distilled water or the determined specific gravity of the electrolyte of all cylinders at
the determined liquid temperature shall be converted to the specific gravity at 25°C.
When the difference exceeds 0.02 or other battery requirement, equalizing charge
shall be performed according to the following sequence:

After the same operation as daily charge, the "Equalizing" charge function key
shall be pressed down. At this time, the "Equalizing" indicator will be lit, the charging
will enter the equalizing charge state automatically, and -JH- indication, etc. will be
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displayed in the charging process. After the battery is subjected to full equalizing
charge, the "Equalizing" charge function key shall be manually pressed down to
release such function. The charger will be recovered to the normal state.
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7. Hydraulic system

Overview

The hydraulic system comprises parts and components such as a working oil
pump, a multitandem valve, a lifting cylinder, a tilting cylinder and a pipeline. The
hydraulic oil is supplied by the oil pump directly connected with the motor. The

multitandem valve distributes the oil to each cylinder.

IYPS 11t forkliff truck 2-3t forklift truck
[tem
Main pump
Form Gear type Geat type
Name CBTp-F412.5 CBTpr-F416.5"
Displacement 12.5ml/rev ¢léml/rev
Drive mode Motor connection Maotor connection
Steering oil pump V
Form Gear type Gear type
Name CBW-F306 CBW-F306
Displacement 6ml/rev 8 6ml/rev
Drive mode Motor connection Motor connection
Control valve 1 4
Form Plunger type Plunger type
Name CBT-F15D CBT-F15D
Regulating pressure 14.5MPa 14.5MPa
Lifting cylinder w
Form Single-acting piston, with a Single-acting piston, with a
shutoff valve shutoff valve
Inside dl.ameter of " \®45mm B50mm
cylinder ‘
Outside diameter. of'
piston ro dw N ®36mm ®40mm
Trav 1495mm (lifting height: 1495mm (lifting height:
& \‘ 3000mm) 3000mm)
Tilting cylinder
‘ E " Double-acting piston Double-acting piston
R d(s;ger of ®63mm ®O70mm
cylinder
e 'dlameter of D30m ®30mm
piston
Travel 167mm 167mm
Steering cylinder
Form Double-acting piston type Double-acting piston type
Inside dl.ameter of ®70mm B70mm
cylinder
Outside Fiiameter of O50mm ®50mm
piston
Travel 160mm 160mm
Hydraulic oil tank
Capacity 18L~23L 251L~28L
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Multitandem valve

The multitandem valve is a two-piece four-body type, the hydraulic oil from the
working oil pump is controlled by the multitandem valve rod and the high-pressure oil
is distributed to the lifting cylinder or the tilting cylinder. The interior of the
multitandem valve is installed with a safety valve and a self-locking valve. The safety
valve is arranged at the top of the oil inlet of the multitandem valve to control the
system pressure; the self-locking valve is arranged on the tilted valve plate and mainly
used to prevent the tilting cylinder from causing serious consequences due.to mis-
operation of the joystick without any pressure source. A check valve is' 1 led
between the oil inlet and the oil suction of the lifting valve plate and beﬁ il
inlet of the lifting valve plate and the oil inlet of the tilting valve p?e respectively.
The appearance of the multitandem valve is shown in Fig. 7-1. 4

‘

Safety overlow valve

Lifting slide valve Tilting slide valve

Oil drip pump

s

Fig. 7-10utline diagram of multitandem valve
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(1) Control of multitandem valve
The multitandem valve is controlled by the joystick, all joysticks are installed on
a connecting shaft, which is fixed on the dashboard through the support, and the

joystick controls the slide valve through the connecting rod
Attachment
Tilting lever lever
(optional)

Lifting lever

switch

Valve spool
Valve plug

0.8 £ 0.1 mm

c\Fl‘g 7-2Control of multitandem valve

A Inst‘a ion 0f valve switch
e valve switch shall be pressed inside by 0.8+0.1mm, so as to

e, spool of
plac §~
t this time, the center of the spool of the valve switch and the center of the cam

1 be kept consistent.
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(2) Pressure regulating method of safety valve (Fig. 7-3)

The pressure of the safety valve has been regulated before delivery of the safety

valve and the user shall not regulate the pressure at will, otherwise it will endanger the
system and the vehicle; if the oil pressure is different from the specified value (see the
following table), according to the test method specified in JB/T3300, the professional
personnel shall perform such regulation by the following steps:

(a) Loosen the measuring hole plug screw at the inlet of the multitandem valve
and install the oil pressure gauge able to measure 20MPa. 0
els

(b) Operate the tilting lever and measure the pressure when the cyﬂe
to the bottom. &

(c) When the oil pressure is different from the specified yalue, 100561; the lock
nut of the overflow valve and rotate the adjusting screw left and right to regulate
the oil pressure to the specified value. When the pres is high, rotate the screw
to the left; when the pressure is low, rotate the screw f& right.

(d) After completion of adjustment, tighten the nut. Q

€

Oil inlet I"resiure regulating value

1-1.5t 2-2.5t
%
Pressure 14.5MPa 17.5Mp
regulating value a
of safety valve
Pressure 5.5MPa 6.3MPa
regulation of
Overflow __[ , steering gear
valve l : ;
Lock nut
- Cap
\& ¥
‘ Fig. 7-3Pressure regulation of safety valve
Lifting cylinder

The lifting cylinder is a single-acting piston type comprising a cylinder block, a

piston rod, a piston and a cylinder head, etc. For the series forklift trucks, two lifting
cylinders are installed behind the outer mast, the bottom is fixed on the outer mast
lifting cylinder base with pins and bolts, and the bottom of the cylinder (i.e. the top of
the piston) is connected with the beam on the inner mast.

The piston is fixed on the piston rod using elastic wires, and the outer ring of the

piston is installed with an oil seal and a support ring.
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The bottom of the cylinder is installed with a shutoff valve used for safety
protection when the mast is elevated and the high-pressure pipe is broken suddenly.

The cylinder head is installed with a steel-backed bearing and an oil seal to
support the piston rod and prevent dust from entry.

The lifting cylinder is shown in Fig. 7-4.
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Regulatin@d &
Dust ring
0il s&l\ v
sleeve
&=
der head
Steel-backed bearing

Cylinder block
Piston rod

Piston

Piston oil seal
Oil seal

Seat ring

Snap ring
Shutoff valve
Spring lock ring
Cotter pin
Lock nut
Adjusting nut
End connector
Chain

Chain wheel

0000006000000 EA®O ©O O O

Fig. 7-4Lifting cylinder
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A Working conditions of shutoff valve

The bottom of the lifting cylinder is installed with a shutoff valve (Fig. 7-5) used
to prevent the goods from sudden descending when the high-pressure hose is broken
suddenly. The oil from the lifting cylinder passes the slide valve of the shutoff valve,
and the oil holes around the slide valve generate a pressure difference in both cavities.
When the pressure difference is less than the spring force, the slide valve will not act.
If the high-pressure hose is broken, a great pressure difference will be generated to
enable the slide valve to move to block the surrounding oil holes and only_allow a
little oil to flow through the small hole at the end of the slide valve, so as to ¢ the
fork to descend slowly. o

.,

) 1
Normal Cutoff

Fig. 7-5
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Speed limit valve

The speed limit valve controls the
descending speed of the fork and it is
used for safety in case of accidents such
as breakage of the high-pressure pipe.
Refer to Fig. 7-6.

A Working conditions of speed
limit valve (Fig. 7-7)

The return oil of the lifting cylinder
enters the valve G and returns to the
multitandem valve through pEDOB and
&.

When much oil flows through the
valve plug hole o, the pressure
difference generated by the valve plug
enables the valve plug to move towards
the right.

Thus, the passage between the {" =
holes b and o becomes narrower, the Fig. 7-6 ; H
return oil amount is reduced according‘ J

and the descending speed of the fork is'.

reduced. &

If the fork is to be elevated; the
high-pressure oil from the:multitandem
valve enters the liftin@hr.ough
EBODEE and G. 3

' ;e
=
[ J!.r - f 7 Normal
—_ flow
i 1 ; <=direction
l “ == 'Throttling
direction
Llftlng ; = ‘: — L 4 Multitandem
cylinder ! J'

valve side
side / / / /

Joint Spring Nylon  Valve ValveThrottleSpringO ring  Valve body
ball plug bush plate

Fig. 7-7 Speed limit valve
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Tilting cylinder

The titling cylinder is a double-acting type, the piston rod is connected with the
mast through the ear ring, the bottom of the tilting cylinder is connected with the
frame using pins, and both sides of the forklift truck are installed with a tilting
cylinder respectively.

The tilting cylinder mainly comprises a piston, a piston rod, a cylinder block, a
cylinder bottom, a guide sleeve and a seal, the piston and the piston rod are welded
structures, the outer edge of the piston is installed with a support ring and tw seal
rings, the hole in the guide sleeve is press-fitted with a bush and installed wit Yx
seal ring, the collar and the dust ring, the bush supports the piston rod, the seal ring,
the collar and the dust ring can prevent oil leakage and dust and they: are\rotateyonto
the cylinder block along with the O ring, as shown in Fig. 7-8.

When the tilting slide valve is pushed forward, the high.pressure oil enters from
the cylinder bottom to push forward the piston, so as to@ble the master to tilt
forward; when the slide valve is pulled backward, the high-pressure oil enters from
the front end of the cylinder block to push the piston ba¢ d, so as to enable the
mast to tilt backward. N

3

@ar rirg (Mst ring @ollar @{ x seal ring
ﬁ{l ing uide sleeve (7Bearing ring
©

Pistor ylinderblock o Yxsealring € Support ring
B Piston @ Yx seal ring

‘ " Fig. 7-8Titling cylinder

Hydraulic oil tank
‘he hydraulic oil tank is located on the right tank body of the frame, the oil tank
is installed with the sucked oil filter, and the oil return pipeline is installed with the
return oil filter, so as to guarantee supply of clean oil.

(1) Replace the oil filter.

(D Loosen the drain plug to drain oil.

@ Clean the oil tank cover plate and dismantle the screw of the cover plate. .
@ Dismantle the oil suction pipe and the oil return pipe.

(@) Dismantle the oil tank cover plate.
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@ Dismantle the return oil filter and replace it with a new oil filter.
(&) Dismantle the sucked oil filter and replace it with a new oil filter.

@ Remove the old pad on the cover plate, replace it with a new pad and
re-apply the sealant. Sealant: Three Boo 400# or equivalent product.
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Install the oil tank cover plate and connect the oil suction pipe and the oil
return pipe.

Hydraulic pipeline
See Fig. 7-9 for the hydraulic pipeline of the hydraulic system.

3g
25
ha =]
ow ' : ‘
Aalie)
3L
E o
£5
oe

Tilt

m

C

ind

(i

I1

ghth"“‘\h‘

!
Multitandem

Steerin;
gear %‘u

Fig. 7-9Hydraulic pipeline
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Maintenance and regulation
Maintenance of lifting oil pump
(1) Disassembly

Before disassembly, it shall be cleaned thoroughly. The dismantled parts shall be
placed on clean paper or cloth and the parts shall not be contaminated or damaged.

(a) The flange of the pump shall
be clamped on the vice bench.

(b) Dismantle the connecting bolt
the pump cover nd the pum
an p Gx pump
body (L)(See Fig. 7-16.)

(¢) Dismantle the lining (&)the
drive gear @nd the driven gear @

(d) Dismantle the seal ring (Zand
the collar (8¥rom the front and rear end
covers.

Fig. 7-10

Note: If the seal ring is not -
replaced, do not dismantle it from the
front end.

| ] Oiloutlet |

‘ Fig. 7-11
(2) Inspection . o

Check the disassembled partsand
clean them with gasoline(except for

rubber parts). = ‘
(@) I tion of d
a) Inspec %o pump body

If the contact length between the
inner cavity.of the pump body and the
gear is greater than 1/2 of the
perimeter, re%lc‘e the pump body. (0.5} 1 ()

). Inspection of lining T
a

eck the contact surface of the S -
lining. If the surface is damaged or the _1-

lining thickness is less than the
specified value, replace the lining. Fig. 7-13

Specified value of lining
thickness: 4.94mm.

(c) Front and rear pump covers

If the discoloration (brown) of the
inner surface bush exceeds the range of
150°, replace it.
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(d) Check the drive and driven
gears from the front and the back. In
case of excessive wear, replace a pair.
If the dimension D is less than the
specified value, replace them in pairs.

(e) Based on the demand, replace
the seal ring, the bush seal, the collar
oil seal and the spring collar.
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(3) Assembly

(a) Install a new seal ring and a
new collar on the front end cover
of the pump.

(b) Install the lining in the groove
of the front end cover and do not
confuse the oil suction with the oil
drain.

(¢) Install the drive and driven
gears on the front end cover.

(d) Install the lining at the gear
side to enable the groove to align
with the gear point. Do not
confuse the oil suction side with
the oil drain side.

(e) Install a new seal ring and a
new collar in the groove of the
rear cover. Refer to Fig. 7-14.

(f) Install the rear cover on the

pump body and do not confuse th’

oil suction with the oil draing N\ N
y

(g) After complete installation,
tighten the connecting bolt to the

specified torque of 9-1 Okg.n‘

\
&>

A\’

Collar

Bush

C

Bottom

|Fig. 7-14 Bush seal

Oil suction side

Qil drain side

Seal ring

A

of

Groove

Fig.7-15  Lining

' 0

,J\t
W

\ 4

inner

cavity of pump body
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(2Drive gear riven gear
(6Lining eal ring
(0

Bnap ring o Bolt

Fig. 7-16  Gear pump

ont end cover

2 Washer
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Commission the oil pump to check whether the running is normal. Perform the
oil pump test preferably on the test bench, or test the pump on the forklift truck
according to the following steps:

(If the oil pump is disassembled and repaired due to serious wear or blockage of
the pump due to the hydraulic oil, replace the hydraulic oil and the filter before
commissioning on the forklift truck.)

(a) Install the pump on the forklift truck and install the pressure gauge at the
pressure detection opening on the multitandem valve. &

(b) Loosen the adjusting screw of the overflow valve, so as to elgble the. pump
to rotate at the speed of 500-1000rpm for about 10 min and ensure that the oil
pressure is lower than 10K g/cm?. 4

N

(c¢) Increase the pump speed to 1500-2000rpm and ruﬁ about 10 min.

(d) Keep the pump speed at 1500-2000rpm to increas

pressure by 20 -

30Kg/cm” for each time, and run for 5 min until liSKg/cm - Then make each oil loop
work for 5 min and replace the return oil filter.

When the oil pressure is increased, pay. étten\l to detection of the oil
temperature, the temperature of the pump surface and the rotating sound. If the oil
temperature or the pump surface temperamreges excessively, reduce the load to

reduce the oil temperature and then continue

test.

(e) After the test, keep the overflow pressure at 175Kg/cm” and measure the
flow. Measure the oil flow through the lifting speed.

Note: The models of the

described hereiy

ing oil pump and the lifting oil pump are different,
but their maintenan(ﬁetho‘are basically the same and they are not further

Fault diagnosis

4
If the h;drww system fails, find out the cause and implement necessary repair
1

according to the fo

‘1) ]\hlgandem valve

owing table.

Fault Cause Repair method
The pressure of the lifting oil | Blockage of the slide valve | Cleaning after disassembly
loop can't be increased. Blockage of the oil hole | Cleaning after disassembly

Vibration
The pressure rises slowly.

Blockage of the slide valve

Cleaning after disassembly

Inadequate exhaust

Adequate exhaust

The pressure of the steering
oil loop is higher than the

Blockage of the slide valve

Cleaning after disassembly

. Blockage of the oil hole | Cleaning after disassembly
specified value.
The specified oil flow can't | Improper regulation of the Regulation
be reached. overflow valve
Noises Improper regulation of the Regulation
overflow valve
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Wear of the sliding surface

Replace the overflow valve.

Oil leakage (exterior) Aging or damages of the O Replace the O seal ring.
seal ring
Damages of the spring Replace the spring.
The set pressure is low. Damages of the valve seat | Regulate or replace the
surface overflow valve.
Oil leakage (interior) Damages of the valve seat Correct the valve seat
surface surface.
The set pressure is high. Valve blockage Cleaning after disassembly

AN\
(o W _

4

80



https://truckmanual shub.com/

(2) Oil pump

Fault Cause Repair method
Small oil  |The oil level in the oil tank is low.| Refuel to the specified amount.
discharge The oil pipe or the oil filteris | Clean or replace it based on the
amount blocked. demand.
The lining is damaged.
The support is damaged. Replacement

Low pressure of]

the pump

The seal ring, the bush seal or the
collar is poor.

The overflow valve is regulated
improperly.

Regulate the presm&

overflow valve to'the specified

value with a pressure gauge.

There is air in the system.

Re-tightenithe oil pipe at the oil

suction side.

9 Refueling
Replace the oil seal of the oil

Noises during

the oil filter is blocked.

pump.
The oil suction pipe is damaged or| Checl;Qe pipe or repair the oil

filter.

The oil suction side is loosene&
and leaks.

fighten the loosened place.

Replace with the oil with the

running The oil viscosity is too h@g viscosity adapted to the pump
\d running temperature.
There are:air bubbles in the oil. Find out the cause and take
measures.
. The pump o1 1 or the seal ring
Oil leilriilge of & i?age d Replacement
pump | The pump is damaged. Replacement

D

W

N
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8. Lifting system

Overview

The lifting system is a two-stage roller type vertical lifting system comprising

inner and outer masts and a fork arm carrier.

Inner and outer masts (Fig. 8-1 and Fig. 8-2)

The inner and outer masts are welded parts. The bottom of the outer mast is

installed on the drive axle using the support.

The middle of the outer mast is connected with the frame through thﬁin
cylinder and it can be tilted forward and backward under the action ore tiltglg

cylinder.

The channel steel of the outer mast is C type, and the top is’in@led vﬁh the

main roller and the side roller.

The channel steel of the inner mast is J type, and tl‘e

main roller and the side roller.

e
Nad

v

m.is installed with the

1. Inner mast
2. Outer mast
3. Main roller
4. Gasket

5. Snap ring
6. Main roller
7. Gasket

8. Slider

9. Gasket

10. Pin

11. Hough

12. Bush

Fig. 8-1Inner and outer masts (1-1.5t)
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8.1.2 Fork arm carrier

The fork arm carrier rolls in the inner mast through the main roller, the main roller is
installed on the main roller shaft and locked by the snap ring, the main roller shaft is
welded on the fork arm carrier, and the side roller is fixed on the fork with bolts. It rolls
along the wing of the inner mast and it can be regulated with the regulating pad. In order
to prevent the rolling clearance, 2 fixed side rollers are used to roll along the outside of
the inner mast wing. The longitudinal load is borne by the main roller. When the fork is
elevated to the top, the roller on it will be exposed from the mast top. The horizontal load

is supported by the side roller. See Fig. 8-3 and Fig. 8-4. Q
F N

Backrest

T, 1
“u, jR\egubting

= pad

[Fig. 8-3 Fork arm carrier
(2-2.5t)

1
\

Fig. 8-4 Fork arm  carrier
(1-1.5¢)
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Maintenance and regulation
Regulation of lifting cylinder

During dismantling and replacement of the lifting cylinder, the inner mast or the
outer mast, the travel of the lifting cylinder shall be regulated again. The regulating
method is as follows:

(1) Install the piston rod head without
any regulating pad into the beam on the
Regulat

inner mast. Beam on inner mast .
/— ingpad |
(2) Slowly lift the mast to the A

maximum lift of the cylinder and check
both cylinders for synchronism.

(3) Add a regulating pad between the
piston rod head of the cylinder stopped e
firstly and the beam on the inner mast. ! ;
The thicknesses of the regulating pads '

]
are 0.2mm and 0.5mm respectively. / I -
(4) Regulate the tightness of the chain. ‘ [Lifting I : ;

cyhnder — m
\

@ ‘ Fig. 8-5
N

Height re \tlon 0?
fork arm carrier .

Tyre
(1) Park'the v &cle on the level e mast \ —

- &

ground keep t ast vertical. Fork  amm p <. 3
Make the bottom of the fork carmer

contact the ground and regulate the Main

adjustingrnut of the end connector at roller

the f the chain, so as to enable a Fork

distance A between the main roller
and the fork arm carrier.

S
[ S S S S S S S S S S s b e

Type A mm Fig. 8-6

1-1.5t 36-41

2-2.5t 24-29
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(3) Lower the fork to the ground and tilt it
backward in place. Regulate the end connector at the Chain
top of the chain and regulate the nuts to keep the
tightness of both chains equal.

Replacing the roller of the fork arm End
: connector
carrier
Adjusting
(1) Install a pallet on the fork and park the 023 nut
vehicle on the level ground. Lq':;- Lock nut

(2) Lower the fork and the pallet to the ground.

Fig. 8-7

(3) Dismantle the end connector at the top of the
chain and dismantle the chain from the chain wheel.

(4) Lift the inner mast ((LIn Fig. 8-8).

A
(5) Reverse the forklift truck (2)n Fig. 8-8)€ter
confirmation that the fork arm carrier has ‘been

disengaged from the outer mast. { o

(6) Replacing the main roller .

(7) Dismantle all spring collars and dis le the
main roller using the pull tool. Pay attention to
keeping the regulating pad.

(8) Confirm that the new. roller and the replaced
roller are the sammall tl‘w roller in the fork
arm carrier and loc ith t‘snap ring.

[ o Replacing the mast roller

(1) Dismantle‘the fork arm carrier from the inner
mast by the same method to replace the roller of the

fork{n carr'gr-'m 8.2.3.
)]ive the forklift truck to the level ground
a d the front wheels by 250~300mm.

3) Tighten the hand brake and pad the rear

wheels with wedges.

(4) Dismantle the fixing bolt of the inner mast of
the lifting cylinder. Lift up the inner mast. Pay
attention to keeping the regulating pad at the head of
the piston rod.

(5) Dismantle the connecting bolt between the
lifting cylinder and the bottom of the outer mast.
Dismantle the lifting cylinder and the oil pipe between
both cylinders. Do not loosen the joint of the oil pipe.
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(6) Lay down the inner mast and dismantle the

main roller at the bottom of

the inner mast. The main

roller at the top of the outer mast will also be exposed
from the top of the inner mast.

(7) Replacing the main roller

(a) Dismantle the main

roller at the top using the

pull tool and do not lose the regulating pad.

(b) Install the new roller
dismantled in Step (a).

mast.

and the regulating pad

(8) Lift up the inner mast until all rollers enter the Q

(9) Install the lifting cylinder and the fork arm carrier '
according to the steps opposite to dismantling.

§
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9. Maintenance of battery forklift truck

When the forklift truck is in use, it must be operated with care and regulated in
time. The maintenance and repair enables the forklift truck to keep good working
conditions for a long time. Therefore, the following measures shall be taken.

(1) After the first 100h of a new forklift truck, the gear oil in the differential and
the decelerator shall be replaced and all fasteners shall be re-tightened.

(2) After the first 200h, the clearances in the drive and driven gears in the
decelerator shall be re-adjusted.

(3) The motor, electric control and battery pack shall be maintaine“ %ed
in the instructions.
’ &

(4) All plug connectors shall be checked once every month.

(5) The forklift truck shall be prevented from water and shall not be flushed with
a water gun. On rainy days, it shall not be used outdoors.
N

(6) For the lift motor switch, the dirt on the pho ctric coupler shall be
cleaned frequently. S

(7) The battery surface shall be kept clean gd dry and the dirt shall be cleaned

frequently. [ \ y

(8) After normal operation, the forklift truck shall be maintained regularly
according to the following table. & 2

S/N Item Maintenance content Mglsz?fgc Remarks

1 [Steering wheel bearing Replace the lubricating 1000h
grease.

2 | Drive wheel RO lacegﬂrleeals‘;b“ca“ng 1000h

3 Steerilﬁnkxe Replace the lubricating 1000h
System grease.

4 Each mo point of | Add the lubricating 200h
hand brake grease.

5 ﬁ obbrake pin Add the lubricating 200h
grease.

6 Drive axle body Replace the gear oil. 2400h
Brake oil Add From time

to time

8 Tilting cylinder pin | Add the lubricant oil. 400h

Replace the lubricating

9 Kingpin 1000h
grease.
10 Hydraulic oil tank and Clean 1000k
filter screen
11 Hydraulic oil Replace 1000h

Replace it at any
12 Lifting chain Replace 3000h time when any
damage is found.
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Replace it at any
13 | High pressure hose Replace 3000h time when any
damage is found.
14 Lift motor switch Clean off th? dirt of the 200h
photoelectric coupler.
15 Carbon brush of travel Check 1000h
motor
16 Carbon brush of lift Check 1000h
motor
17 | Carbonbrushof Check 1000h
steering motor
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